Technical Specification Group Terminals
TSGT#22(04)0148
Meeting #25, Palm Springs, CA, USA, 8 - 10 September 2004
page 1 of 2
Source:
T1

Title:
TTCN CRs cat.F to TS 34.123-3 v.3.5.1, v.3.5.2, v.3.6.0 and v.3.6.1 for approval

Agenda item:
5.1.3

Document for:
Approval

This document contains the category F CRs to TTCN part of TS 34.123-3 v.3.5.1, v.3.5.2, v.3.6.0 and v.3.6.1. These CRs have been agreed by T1 and are put forward to TSG T for approval. 
	Doc-2nd-Level
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New

	T1s040236
	34.123-3
	394
	-
	R99
	TTCN correction to P2 test case 8.1.10.1 
	F
	3.5.2
	3.7.0

	T1s040334
	34.123-3
	395
	-
	R99
	Correction to Approved RRC Package 1 TC 8.3.1.1
	F
	3.5.1
	3.7.0

	T1s040335
	34.123-3
	396
	-
	R99
	Correction to Package 2 NAS MM test case 9.4.2.2.1 to validate of LOCATION UPDATE REQUEST message and disable ATT flag.
	F
	3.5.1
	3.7.0

	T1s040336
	34.123-3
	397
	-
	R99
	Correction to RRC Package 2 TC 8.4.1.18 and TC 8.4.1.19 for inconsistency in System Information Block 12.
	F
	3.5.1
	3.7.0

	T1s040341
	34.123-3
	398
	-
	R99
	Correction to Approved Package 1 RRC TC 8.1.2.2
	F
	3.5.1
	3.7.0

	T1s040347
	34.123-3
	399
	-
	R99
	Corrections to RRC test case 6.2.1.1
	F
	3.5.1
	3.7.0

	T1s040349
	34.123-3
	400
	-
	R99
	Corrections to RRC test case 6.2.1.6
	F
	3.5.1
	3.7.0

	T1s040351
	34.123-3
	401
	-
	R99
	Correction to Approved RRC Package 1 TC 8.3.4.2
	F
	3.5.0
	3.7.0

	T1s040363
	34.123-3
	402
	-
	R99
	Correction to Approved RRC Package 2 TC 8.2.4.3
	F
	3.5.0
	3.7.0

	T1s040366
	34.123-3
	403
	-
	R99
	Correction to Approved RRC Package 1 TC 8.3.4.3
	F
	3.6.0
	3.7.0

	T1s040367
	34.123-3
	404
	-
	R99
	Regression error corrections to wk17, wk20 and wk23.
	F
	3.6.1
	3.7.0

	T1s040374
	34.123-3
	405
	-
	R99
	TTCN Correction to GCF P2 IR_U 8.3.7.1 & 8.3.7.4
	F
	3.6.0
	3.7.0

	T1s040375
	34.123-3
	406
	-
	R99
	Correction to Package 2 NAS CCMM test cases 9.4.8;  for removal of  ‘USIM removal possible while UE is powered’ support.
	F
	3.6.1
	3.7.0

	T1s040376
	34.123-3
	407
	-
	R99
	Correction to RRC TC 8.3.2.4 on value of the wait timer started for the UE to enter Idle mode.
	F
	3.6.1
	3.7.0

	T1s040377
	34.123-3
	408
	-
	R99
	Correction to RRC Package 2 TC 8.2.1.9 to handle cell update before configuring radio bearer from DCH to FACH.
	F
	3.6.1
	3.7.0

	T1s040378
	34.123-3
	409
	-
	R99
	Correction to RRC TC 8.2.6.19 and 8.2.6.20 to add delay before switching to CELL_PCH/URA_PCH
	F
	3.6.1
	3.7.0

	T1s040383
	34.123-3
	410
	-
	R99
	Correction to Package 3 RAB test case 14.2.27, 14.2.29, 14.2.31.1and 14.2.32.1 for the dl_TxPower in DL DPCH Info during Radio Bearer Setup at the SS.
	F
	3.6.1
	3.7.0

	T1s040384
	34.123-3
	411
	-
	R99
	Correction to Package 2 RAB test case 14.4.3
	F
	3.6.1
	3.7.0

	T1s040389
	34.123-3
	412
	-
	R99
	Correction to test steps “ts_ReceiveFirstSDUs_RB10” and “ts_ReceiveFirstSDUs_RB13” of Package 3 RAB test case 14.2.49.1
	F
	3.6.1
	3.7.0

	T1s040390
	34.123-3
	423
	-
	R99
	TTCN Correction to  test case 8.4.1.1 to RRC ATS V3.6.0
	F
	3.6.0
	3.7.0

	T1s040402
	34.123-3
	413
	-
	R99
	Correction to GMM Package 2 approved TC 12.6.1.2 in handling Attach procedure.
	F
	3.6.1
	3.7.0

	T1s040403
	34.123-3
	414
	-
	R99
	Delay to ensure the proper transmission of Cell Update Confirm in 8.3.4.2.
	F
	3.6.1
	3.7.0

	T1s040420
	34.123-3
	415
	-
	R99
	Guard timer setting if registration is made to a PLMN different from the normal one
	F
	3.6.1
	3.7.0

	T1s040422
	34.123-3
	416
	-
	R99
	Correction to RRC Package 2 TC 8.3.1.31.
	F
	3.6.1
	3.7.0

	T1s040423
	34.123-3
	417
	-
	R99
	Correction to Package 2 RAB test case 14.4.3 to assign tcv_CN_Domain.
	F
	3.6.1
	3.7.0

	T1s040424
	34.123-3
	418
	-
	R99
	Addition of a delay after reception of an RRC Connection Release Complete Message
	F
	3.6.1
	3.7.0

	T1s040425
	34.123-3
	419
	-
	R99
	General correction for test cases where UE is switched off Cell(s) relased and reconfigured
	F
	3.6.1
	3.7.0

	T1s040426
	34.123-3
	422
	-
	R99
	Correction to Approved RRC Package 2 TC 8.3.1.22
	F
	3.6.0
	3.7.0

	T1s040429
	34.123-3
	420
	-
	R99
	Corrections to RRC Package 3 TC 8.4.1.29 and 8.4.1.30.
	F
	3.6.1
	3.7.0

	T1s040478
	34.123-3
	421
	-
	R99
	Correction to RRC TC 8.2.3.8 in ts_RRC_ReceiveRB_SetupCmpl.
	F
	3.6.1
	3.7.0


