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1 Overview

This document details the changes needed introduce test case 8.3.7.1 & 8.3.7.4 to ATS 3.6.0. With these changes applied the test case can be demonstrated to run on at least one independent UE implementations. Only essential fixes to the TTCN are applied. This test case has been tested according to the configuration stated below:-

	Reference document
	TS 34.123-1 version 5.8.0

TS34.108 version 5.1.0

	Referenced CRs
	None

	Based ATS suite
	iWD-TVB2003-03_D04wk26

	Integrity
	Enabled

	Ciphering
	Disabled

	Path tested
	CS 


New Tables Added 

None

2 Tables Modifed

2.1 ts_G_ChannelRelease

Reason for change
a) Missing tcv_RR_SAPI & tcv_RR_SAPI2 (Line 7 & 10)

Summary of Change

a) Assign tcv_RR_SAPI & tcv_RR_SAPI2 accordingly (Line 6 & 9)

	Test Step

	 

	Test Step Id:
ts_G_ChannelRelease ( p_CellId : INTEGER; p_PhyId :PhysicalChId )
Test Step Group Ref:
IdleUpdate/
Objective:
 
Defaults:
IntersystemDef
Comments:
@sic ER1825 sic@ send Channel Release ti UE on appropriate channel


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
+lt_SendChRelease
 
 
 
2
 
 START t_ReceiveMessageTimer (5)
 
 
 
3
 
  G_L2 ? G_CL2_Release_IND 
CANCEL t_ReceiveMessageTimer
cr_G_CL2_Release_IND ( p_CellId )
(P)
Release Data Link
4
 
  ?TIMEOUT t_ReceiveMessageTimer
 
 
CL2_Release_IND is optional
lt_SendChRelease
5
 
[p_PhyId = tsc_PhyCh0]
 
 
 
6
 
 (tcv_RR_SAPI := tsc_SAPI_0)
 
 
 
7
 
  G_L2 ! G_L2_DATA_REQ
cas_G_L2_DATA_REQ ( p_CellId, tcv_RR_SAPI , p_PhyId, tcv_RR_ChannelType, tcv_RR_Subchannel, c_G_RFN_Omit , c_G_ChReleaseNormal )
 
Send Channel Release
8
 
[TRUE]
 
 
 
9
 
 (tcv_RR_SAPI2 := tsc_SAPI_0)
 
 
 
10
 
  G_L2 ! G_L2_DATA_REQ
cas_G_L2_DATA_REQ ( p_CellId, tcv_RR_SAPI2 , p_PhyId, tcv_RR_ChannelType2, tcv_RR_Subchannel2, c_G_RFN_Omit , c_G_ChReleaseNormal )
 
Send Channel Release


	 

	Detailed Comment:
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