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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 9.4.2.4 proc 2 which is part of the NAS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). 
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3 Verification Test Summary

Test Case:
tc_9_4_2_4_2 
ATS Version:
iWD-TVB2003-03_D04wk17

Domain Tested:
CS
Test Configuration:
Integrity Enabled


Ciphering Disabled


pc_CS = TRUE
System Simulator used:
Anritsu Protocol Test System MX785201A

UE used:
Nokia 3G UE 7600 

Verification Status:
PASS
4 Corrections required for test case 9.4.2.4 proc 2

4.1 Introduction

The ATS version used as basis was NAS_wk17.mp which is part of the iWD-TVB2003-03_D04wk17 release. The agreed changes described in T1s040109 (the original CR to introduce this test case) have been implemented by MCC160 in iWD-TVB2003-03_D04wk17. This revised CR describes the additional changes made to iWD-TVB2003-03_D04wk17.
4.2 cb_SIB3_DefUTRAN
For cb_SIB3_DefUTRAN the cellSelectQualityMeasure is set to cpich_Ec_N0 instead of cpich_RSCP. This IE needs to match that sent in SIB11 (25.331 clause 10.3.2.3) which is cpich_RSCP. This causes a problem as all the parameters are not present for cpich_Ec_N0 which causes errors in measuring the correct cell power levels for the reselection. This will prevent Cell B from being seen as suitable for reselection.
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( p_CellInfoCfg : CellInfoCfg )

	Group:
	 

	Type Name:
	SysInfoType3

	Derivation Path:
	 

	Encoding Variation:
	 

	Comments:
	Default system information block type 3 for UTRAN only


	Constraint Value
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mappingInfo OMIT,
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cellBarred notBarred : NULL,
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	ASN.1 Type Constraint Declaration
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