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14.4.2
Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.3.2. 

This radio bearer configuration is tested with three different SYSTEM INFORMATION (BCCH) configurations:

1.
The contents of System Information Block type 5 shall be as per the specific message content. 


Two SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and the second SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH. 


This configuration is verified in test case 14.4.2.1.

2.
The contents of System Information Block type 5 as specified in TS 34.108, clause 6.1.3.


Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and both the second and third SCCPCHs carry the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH. 


This configuration is verified in test case 14.4.2.2.

3.
The contents of System Information Block type 5 and 6 as specified in TS 34.108, clause 6.1.2.


Three SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH. The second SCCPCH carries the FACH for CTCH (Cell Broadcast Service) and the FACH for SRBs on CCCH/ BCCH for idle mode UEs. The third SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH for connected mode UEs. 


This configuration is verified in test case 14.4.2.3.

14.4.2.1
One SCCPCH: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
14.4.2.1.1
Conformance requirement

See 14.2.4.1.

14.4.2.1.2
Test purpose

To verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clauses 6.10.2.4.3.2 and 6.10.2.4.4.1 for the case when two SCCPCHs are used in this SYSTEM INFORMATION configuration. The first SCCPCH carries the PCH and the second SCCPCH carries the FACH for Interactive/Background 32 kbps PS RAB and the FACH for SRBs on CCCH/ DCCH/ BCCH.

To be able to test the downlink radio bearer using the UE loopback function, the reference radio bearer configuration according to TS 34.108, clause 6.10.2.4.4.1 (Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH on PRACH) is used in uplink.

14.4.2.1.3
Method of Test

The contents of System Information Block type 5 shall be as per the specific message content. 

Uplink TFS:

	
	TFI
	RB7+SRB 
(32kbps on RACH)

	TFS
	TF0, bits
	1x168

	
	TF1, bits
	1x360


Uplink TFCS:

	TFCI
	RB7+SRB

	UL_TFC0
	TF0

	UL_TFC1
	TF1


Downlink TFS:

	
	
	SRBs


	RB7

(32 kbps)

	TFS
	TF0, bits
	0x168
	0x360

	
	TF1, bits
	1x168
	1x360

	
	TF2, bits
	2x168
	N/A

	
	
	
	


Downlink TFCS:

	TFCI
	(SRB, RB7)

	DL_TFC0
	(TF0, TF0)

	DL_TFC1
	(TF1, TF0)

	DL_TFC2
	(TF2, TF0)

	DL_TFC3
	(TF0, TF1)

	DL_TFC4
	(TF1, TF1)

	
	


Sub-tests:

	Sub-test
	Downlink TFCS 

Under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(note)
	Test data size

(note)

	1
	DL_TFC3
	UL_TFC1
	DL_TFC0, 

UL_TFC0
	UL_TFC1, UL_TFC0


	RB7: 312 bits
	RB7: 312 bits

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.
RB7: Test data size has been set to the payload size of the DL TF under test minus 8 bits (size of 7 bit length indicator and expansion bit). The UL RLC SDU size paramater has been set to the payload size of the UL TF under test minus 8 bits (size of 7 bit length indicator and expansion bit).


See 14.1.1 for test procedure. 
Specific Message Contents

Use the default parameter values for the system information block 5 with the same type specified in clause 

6.1.1 of TS 34.108, with the following exceptions

	Information Element
	Value/remark

	- SIB6 indicator
	FALSE


14.4.2.1.4
Test Requirements

See 14.1.1 for definition of step 15
1.
At step 15 the UE transmitted transport format shall be RB7/TF1 (1x360).

2.
At step 15 the UE shall return an RLC SDU on RB7 having the same content as sent by SS
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