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	TC 8.2.6.39
· In step 3 of the expected sequence, it should mention that the new integrity protection configuration is applied on SRB2 instead of SRB1.

· There is no new integrity protection to be applied to DL SRB2 in step 5 of the expected sequence.

· New integrity protection configuration on the UL SRB2 is verified in step 4 of the expected sequence, there is no need to confirm again new integrity protection configuration in step 6.

· In step 9, SS should confirm new integrity protection configuration is applied on UL SRB3 by UE instead of SRB2.

· As agreed in the last meeting that the ciphering activation time for all RBs except RB2 should be set to the current RLC SN because during the test there are little to no traffic on these RBs. Therefore the activation time for all RBs except RB2 should be set to “Current RLC SN”.
· In the specific message content of PHYSICAL CHANNEL RECONFIGURATION in step 3 (for PS domain only), activation time for RB20 is missing.

· There is no message content defined for PHYSICAL CHANNEL RECONFIGURATION in step 3 for CS domain testing. 

TC 8.2.6.43

· Editorial.

· In step 4 of the expected sequence, it should mention that the new integrity protection configuration is applied on SRB2 instead of SRB1.

· There is no new integrity protection to be applied to DL SRB2 in step 6 of the expected sequence.

· New integrity protection configuration on the UL SRB2 is verified in step 5 of the expected sequence, there is no need to confirm again new integrity protection configuration in step 7.

· In step 9, SS should confirm new integrity protection configuration is applied on UL SRB3 by UE instead of SRB2.

· In message content of SECURITY MODE COMMAND message in step 1 (for PS domain testing only), ciphering activation time for RB 20 is missing.

· There is no message content defined for SECURITY MODE COMMAND message in step 1 for CS domain testing. 

· As agreed in the last meeting that the ciphering activation time for all RBs except RB2 should be set to the current RLC SN because during the test there are little to no traffic on these RBs. Therefore the activation time for all RBs except RB2 should be set to “Current RLC SN”.

· In the specific message content of PHYSICAL CHANNEL RECONFIGURATION in step 4 (for PS domain only), activation time for RB20 is missing.

· There is no message content defined for PHYSICAL CHANNEL RECONFIGURATION in step 4 for CS domain testing. 

TC 8.2.6.44

· Editorial.

· In step 2 of the expected sequence, this message should not be sent by the SS before the elapse of any previous ciphering activation time and it should mention that the new integrity protection configuration is applied on SRB2 instead of SRB1.

· It should be mentioned that the current message content of PHYSICAL CHANNEL RECONFIGURATION in step 2 is for PS domain testing only.

· As agreed in the last meeting that the ciphering activation time for all RBs except RB2 should be set to the current RLC SN because during the test there are little to no traffic on these RBs. Therefore the activation time for all RBs except RB2 should be set to “Current RLC SN”.

· In the specific message content of PHYSICAL CHANNEL RECONFIGURATION in step 2 (for PS domain only), activation time for RB20 is missing.

· There is no message content defined for PHYSICAL CHANNEL RECONFIGURATION in step 2 for CS domain testing. 

TC 8.3.3.3

· There is no new integrity protection to be applied to DL SRB2 in step 4 of the expected sequence.

· In step 7, SS should confirm new integrity protection configuration is applied on UL SRB3 by UE instead of SRB2.

· As agreed in the last meeting that the ciphering activation time for all RBs except RB2 should be set to the current RLC SN because during the test there are little to no traffic on these RBs. Therefore the activation time for all RBs except RB2 should be set to “Current RLC SN”.

· In the specific message content of UTRAN MOBILITY INFORMATION in step 1 (for PS domain only), activation time for RB20 is missing.

· There is no message content defined for UTRAN MOBILITY INFORMATION in step 1 for CS domain testing. 



	
	

	Summary of change:
(

	TC 8.2.6.39
In expected test sequence,

· in step 3, new integrity protection configuration is applied on DL SRB2 instead of SRB1

· in step 5, statement “New integrity protection configuration is applied on DL SRB2” is removed

· in step 6, statement “SS confirms that new integrity protection configuration is applied on UL SRB2 by UE.” is removed

· in step 9,  new integrity protection configuration is applied on UL SRB3 instead of SRB2

In specific message content,

· in step 3, PHYSICAL CHANNEL RECONFIGURATION message for PS domain only testing,

· activation time of RB1, 3 and 4 is set to “Current RLC SN”

· activation time for RB20 is added.

· PHYSICAL CHANNEL RECONFIGURATION message for CS domain only testing is added
TC 8.2.6.43

In expected test sequence,

· in step 3, new integrity protection configuration is applied on DL SRB2 instead of SRB1

· in step 5, statement “New integrity protection configuration is applied on DL SRB2” is removed

· in step 7, statement “SS confirms that new integrity protection configuration is applied on UL SRB2 by UE.” is removed

· in step 10,  new integrity protection configuration is applied on UL SRB3 instead of SRB2

In specific message content,

· in step 1, in SECURITY MODE COMMAND message (for PS domain test only), activation time for RB20 is added

· in step 1, SECURITY MODE COMMAND message for CS domain only testing is added

· in step 3, PHYSICAL CHANNEL RECONFIGURATION message for PS domain only testing,

· activation time of RB1, 3 and 4 is set to “Current RLC SN”

· activation time for RB20 is added.

· PHYSICAL CHANNEL RECONFIGURATION message for CS domain only testing is added in step 3

TC 8.2.6.44

In expected test sequence,

· in step 2, new integrity protection configuration is applied on DL SRB2 instead of SRB1 and the statement that says that PHYSICAL CHANNEL RECONFIGURATION message is sent before the elapse of any pending ciphering activation time is removed.

In specific message content,

· in step 2, PHYSICAL CHANNEL RECONFIGURATION message

· activation time of RB1, 3 and 4 is set to “Current RLC SN”

· activation time for RB20 is added

· the title is revised to indicate that this message content is for PS domain testing only

· PHYSICAL CHANNEL RECONFIGURATION message for CS domain only testing is added in step 2

TC 8.3.3.3

In expected test sequence,

· in step 4, statement “SS confirms that new integrity protection configuration is applied on UL SRB2 by UE.” is removed

· in step 7,  new integrity protection configuration is applied on UL SRB3 instead of SRB2

In specific message content,

· in step 1, UTRAN MOBILITY INFORMATION message for PS domain only testing,

· activation time of RB1, 3 and 4 is set to “Current RLC SN”

· activation time for RB20 is added.

· UTRAN MOBILITY INFORMATION message for CS domain only testing is added in step 1
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[Start of Modification]

8.2.6.39

Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Seamless SRNS relocation) (without pending of ciphering)
8.2.6.39.1
Definition

8.2.6.39.2
Conformance requirement

1>
if the reconfiguration procedure is simultaneous with SRNS relocation procedure:

2>

if the transmitted message is a RADIO BEARER RECONFIGURATION:

3>
include the IE "New U-RNTI".

2>
else:

3>
include the IE "Downlink counter synchronisation info".

The UE shall:

1>
if the received reconfiguration message included the IE "Downlink counter synchronisation info"; or

2>
re-establish RB2;

2>
set the new uplink and downlink HFN component of COUNT-C of RB2 to MAX(uplink HFN component of COUNT-C of RB2, downlink HFN component of COUNT-C of RB2);

2>
increment by one the downlink and uplink values of the HFN component of COUNT-C for RB2;

2>
calculate the START value according to subclause 8.5.9;

2>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

1>
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message.

If the new state is CELL_DCH or CELL_FACH, the response message shall be transmitted using the new configuration after the state transition, and the UE shall:

1>
if the IE "Downlink counter synchronisation info" was included in the reconfiguration message; or

2>
when RLC has confirmed the successful transmission of the response message:

3>
re-establish all AM and UM RLC entities with RB identities larger than 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the corresponding CN domain;

3>
re-establish the RLC entities with RB identities 1, 3 and 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

3>
set the remaining bits of the HFN component of COUNT-C values of all UM RLC entities to zero;

3>
re-initialise the PDCP header compression entities of each radio bearer in the variable ESTABLISHED_RABS as specified in [36].

Reference

3GPP TS 25.331 clause 8.2.2.

8.2.6.39.3
Test purpose

1. To confirm that the UE performs a combined hard handover and SRNS relocation and then transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message in the new cell.

2. In the case that ciphering is applied by the network, to confirm that the UE applies the new ciphering algorithm following a successful SRNS relocation.
8.2.6.39.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 and 2

UE: PS-DCCH+DTCH_DCH (state 6-10) or CS-DCCH+DTCH_DCH (state 6-9) or PS+CS-DCCH+DTCH_DCH (state 6-14) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE. 
Test Procedure

Table 8.2.6.39
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec

(FDD)
	dBm/3.84MHz
	-60
	-75
	-75
	-60


Table 8.2.6.39 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. Columns marked "T0" denote the initial conditions.

The UE is in the CELL_DCH state, camping onto cell 1. SS configures its downlink transmission power settings according to columns "T1" in table 8.2.6.39. The SS sends a PHYSICAL CHANNEL RECONFIGURATION message requesting the UE to do a handover combined with SRNS relocation. This message includes IE "RRC State Indicator" set to "CELL_DCH", IE “Downlink counter synchronisation info” and IE “Integrity protection mode info”.  UE shall reselect to cell 2 and SS verifies that the UE sends PHYSICAL CHANNEL RECONFIGURATION COMPLETE message. This message also includes a calculated new START value according to the formula “STARTX' = MSB20 (MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the most recently configured CKX and IKX}) + 2”, calculated IE ”Integrity Check Info” using a new FRESH value as included in IE “Integrity protection initialisation number” in IE “Integrity protection mode info” in PHYSICAL CHANNEL RECONFIGURATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration. 
SS transmits UE CAPABILITY ENQUIRY message on the downlink DCCH using RLC-AM. The UE shall respond to downlink message with a UE CAPABILITY INFORMATION message on the uplink DCCH using RLC-AM. SS responds with UE CAPABILITY INFORMATION CONFIRM message. SS then send IDENTITY REQUEST message on the DCCH using RLC-AM (SRB3) in order to confirm that the UE can communicate on SRB3 by using new integrity configuration. The UE shall respond IDENTITY RESPONSE message on the uplink DCCH using RLC-AM (SRB3). 

Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	Void
	

	2
	
	Void
	SS applies the downlink transmission power settings, according to the values in columns "T1" of table 8.2.6.39. 

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	If IE “Ciphering mode info” is present in the SECURITY MODE COMMAND during initial condition set-up, this message is sent after last ciphering activation time has elapsed and there is no pending ciphering activation time. New integrity protection configuration is applied on DL SRB2. LAI and RAI of cell 2 are given to the UE, and are the same as cell 1.

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE shall transmit this message after it reselects to cell 2. New calculated START value is included. New integrity protection configuration is applied on UL SRB2. If IE “Ciphering mode info” is present in step 3, new ciphering configuration is applied on UL SRB2 with the downlink and uplink values of the HFN component of COUNT-C for SRB2 incremented by one.

	5
	(
	UE CAPABILITY ENQUIRY
	If IE “Ciphering mode info” is present in step 3, new ciphering configuration is applied on DL SRB2 with the same value as used in step 4.

	6
	(
	UE CAPABILITY INFORMATION
	

	7
	(
	UE CAPABILITY INFORMATION CONFIRM
	

	8
	(
	DOWNLINK DIRECT TRANSFER 
	NAS message embedded in this is IDENTITY REQUEST. New integrity protection configuration is applied on DL SRB3. If IE “Ciphering mode info” is present in step 3, new ciphering configuration is applied on DL SRB3 using the re-initialised COUNT-C HFN by the start value as stored in step 4.

	9
	(
	UPLINK DIRECT TRANSFER 
	NAS message embedded in this is IDENTITY RESPONSE. SS confirms that new integrity protection configuration is applied on UL SRB3 by UE. If IE “Ciphering mode info” is present in step 3, new ciphering configuration is applied on UL SRB3 using the re-initialised COUNT-C HFN by the start value as stored in step 4.

	10
	((
	Void
	


Specific Message Contents
PHYSICAL CHANNEL RECONFIGURATION (Step 3) – for PS domain testing only

Use the same message sub-type found in [9] TS 34.108 clause 9, which is entitled “Packet to CELL_DCH from CELL_DCH in PS”, with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	If network does not apply ciphering, set this IE to “Not present”. If network applies ciphering, this IE present with the values of the sub IEs as stated below.

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	Set to the algorithm that is similar to the one indicated in the SECURITY MODE COMMAND during the initial condition set-up.

	         - Ciphering activation time for DPCH
	Not Present

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	20

	          - RLC sequence number
	Current RLC SN

	Integrity protection mode info
	

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	CN Information info
	

	  - PLMN identity
	Not present

	  - CN common GSM-MAP NAS system information
	

	    - GSM-MAP NAS system information
	00 01H

	  - CN domain related information
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	05 00H

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	1E 01H

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not Present.

	Downlink information for each radio links
	

	        - Primary CPICH info
	

	         - Primary Scrambling Code
	Set to same code as used for cell 2


PHYSICAL CHANNEL RECONFIGURATION (Step 3) – for CS domain testing only

Use the same message sub-type found in [9] TS 34.108 clause 9, which is entitled “Non speech to CELL_DCH from CELL_DCH in CS” or “Speech to CELL_DCH from CELL_DCH in CS”, with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	If network does not apply ciphering, set this IE to “Not present”. If network applies ciphering, this IE present with the values of the sub IEs as stated below.

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	Set to the algorithm that is similar to the one indicated in the SECURITY MODE COMMAND during the initial condition set-up.

	         - Ciphering activation time for DPCH
	(256+CFN-(CFN MOD 8 + 8))MOD 256

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN

	Integrity protection mode info
	

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	CN Information info
	

	  - PLMN identity
	Not present

	  - CN common GSM-MAP NAS system information
	

	    - GSM-MAP NAS system information
	00 01H

	  - CN domain related information
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	05 00H

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	1E 01H

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not Present.

	Downlink information for each radio links
	

	        - Primary CPICH info
	

	         - Primary Scrambling Code
	Set to same code as used for cell 2


PHYSICAL CHANNEL RECONFIGURATION COMPLETE (Step 4)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9, with the following exception.

	Information Element
	Value/remark

	Uplink counter synchronisation info
	

	  - RB with PDCP information list
	Not present

	  - START list
	Check that this IE is present.


UE CAPABILITY ENQUIRY (Step 5)

Use the same message sub-type found in [9] TS 34.108 clause 9.

UE CAPABILITY INFORMATION (Step 6)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9.

UE CAPABILITY INFORMATION CONFIRM (Step 7)

Use the same message sub-type found in [9] TS 34.108 clause 9.

8.2.6.39.5
Test requirement

After step 3, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC which includes which includes a calculated new START value according to the formula “STARTX' = MSB20 (MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the most recently configured CKX and IKX}) + 2”, calculated IE ”Integrity Check Info” using the new FRESH value as included in IE ”Integrity protection initialisation number” in IE ”Integrity protection mode info” in PHYSICAL CHANNEL RECONFIGURATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration. 
After step 5, the UE shall respond with a UE CAPABILITY INFORMATION message to SS.

After step 8, the UE shall respond with an IDENTITY RESPONSE message to SS and apply new ciphering configuration on UL SRB3.

(In the case where ciphering is supported)After step 9, UE shall start new ciphering configuration on the RAB.
[End of Modification]

[Start of Modification]

8.2.6.43

Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Seamless SRNS relocation with pending of ciphering)
8.2.6.43.1
Definition

8.2.6.43.2
Conformance requirement

<from sub-clause 8.2.2.2>

If the UE receives:

-
a PHYSICAL CHANNEL RECONFIGURATION message:

it shall:

…

The UE shall transmit a response message as specified in TS 25.331 subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

1>
if the received reconfiguration message included the IE "Downlink counter synchronisation info"; or

…

2>
if the variable PDCP_SN_INFO is empty:

3>
configure the corresponding RLC entity for all AM and UM radio bearers and AM and UM signalling radio bearers except RB2 to "stop".

2>
else:

…

2>
re-establish RB2;

2>
for the downlink and the uplink, apply the ciphering configuration as follows:

3>
if the received re-configuation message included the IE "Ciphering Mode Info":

4> use the ciphering configuration in the received message when transmitting the response message.

3>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached:

4>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

5>
consider the new ciphering configuration to include the received new keys;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 as indicated in TS 25.331 subclause 8.1.12.3.1.

4>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

5> consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 to the most recently transmitted IE "START list" or IE "START" for the LATEST_CONFIGURED_CN_DOMAIN at the reception of the previous SECURITY MODE COMMAND.

4>
apply the new ciphering configuration immediately following RLC re-establishment.

3>
else:

4>
continue using the current ciphering configuration.
2>
set the new uplink and downlink HFN of RB2 to MAX(uplink HFN of RB2, downlink HFN of RB2);

2>
increment by one the downlink and uplink HFN values for RB2;

2>
calculate the START value according to TS 25.331 subclause 8.5.9;

2> include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

<from sub-clause 8.6.3.4>

1>
for the downlink and the uplink, apply the new ciphering configuration as follows:
2>
if the ciphering configuration for a AM or UM radio bearer or signalling radio bearer from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the current received message includes the IE "DL Counter Synch Info" or the current received message is a RADIO BEARER RECONFIGURATION message and includes the IE "New U-RNTI":

3>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

4>
consider the new ciphering configuration to include the received new keys.

3>
else if the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

4>
consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN.

2>
apply the new ciphering configuration in uplink and downlink immediately following RLC re-establishment.
2>
if the IE "Ciphering activation time for DPCH" is present in the IE "Ciphering mode info" and the UE was in CELL_DCH state prior to this procedure:

3>
for radio bearers using RLC-TM:

4>
apply the old ciphering configuration for CFN less than the number indicated in the IE "Ciphering activation time for DPCH";

…

2>
if the IE "Radio bearer downlink ciphering activation time info" is present:

3>
apply the following procedure for each radio bearer and signalling radio bearers using RLC-AM or RLC-UM indicated by the IE "RB identity":

4>
suspend uplink transmission on the radio bearer or the signalling radio bearer (except for the SRB where the response message is transmitted) according to the following:

5>
do not transmit RLC PDUs with sequence number greater than or equal to the uplink activation time, where the uplink activation time is selected according to the rules below.

4>
select an "RLC sequence number" at which (activation) time the new ciphering configuration shall be applied in uplink for that radio bearer according to the following:

5>
consider a ciphering activation time in uplink to be pending until the RLC sequence number of the next RLC PDU to be transmitted for the first time is equal to or larger than the selected activation time;
5>
for each radio bearer and signalling radio bearer that has no pending ciphering activation time in uplink as set by a previous procedure changing the security configuration:

...

5>
for each radio bearer and signalling radio bearer that has a pending ciphering activation time in uplink as set by a previous procedure changing the security configuration:

6>
for radio bearers and signalling radio bearers except SRB2:

7>
set the same value as the pending ciphering activation time.

6>
for signalling radio bearer SRB2:

7>
set a suitable value that would ensure a minimised delay in the change to the latest ciphering configuration.

4>
store the selected "RLC sequence number" for that radio bearer in the entry for the radio bearer in the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

4>
switch to the new ciphering configuration according to the following:

5>
use the old ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers smaller than the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

5>
use the new ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers greater than or equal to the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

5>
for a radio bearer using RLC-AM, when the RLC sequence number indicated in the IE "Radio bearer downlink ciphering activation time info" falls below the RLC receiving window and the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" falls below the RLC transmission window, the UE may release the old ciphering configuration for that radio bearer;

5>
if an RLC reset or re-establishment occurs before the activation time for the new ciphering configuration has been reached, ignore the activation time and apply the new ciphering configuration both in uplink and downlink immediately after the RLC reset or RLC re-establishment.

Reference

3GPP TS 25.331 clause 8.2.2, 8.6.3.4.

8.2.6.43.3
Test purpose

To confirm that the UE  includes the previously received new keys from the last SECURITY MODE COMMAND in the new ciphering configuration in the case the ciphering configuration for RB2 from the last received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached .

8.2.6.43.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 and 2

UE: PS-DCCH+DTCH_DCH (state 6-10) or CS-DCCH+DTCH_DCH (state 6-9) or PS+CS-DCCH+DTCH_DCH (state 6-14) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE. 
Test Procedure

Table 8.2.6.43
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec

(FDD)
	dBm/3.84MHz
	-60
	-75
	-75
	-60


Table 8.2.6.43 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. Columns marked "T0" denote the initial conditions.

The UE is in the CELL_DCH state, camping onto cell 1. SS sends a new ciphering key followed by a SECURITY MODE COMMAND message (step 1) to UE. The UE shall respond with a SECURITY MODE COMPLETE message. SS configures its downlink transmission power settings according to columns "T1" in table 8.2.6.43. The SS sends a PHYSICAL CHANNEL RECONFIGURATION message requesting the UE to do a handover combined with SRNS relocation, before the activation time indicated in step 1 lapsed. This message includes IE "RRC State Indicator" set to "CELL_DCH", IE “Downlink counter synchronisation info”, IE “Ciphering mode info” and IE “Integrity protection mode info”.  UE shall reselect to cell 2 and SS verifies that the UE sends PHYSICAL CHANNEL RECONFIGURATION COMPLETE message. This message also includes a calculated new START value according to the formula “STARTX' = MSB20 (MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the neww CKX and IKX from step 1}) + 2”, calculated IE ”Integrity Check Info” using a new FRESH value as included in IE “Integrity protection initialisation number” in IE “Integrity protection mode info” in PHYSICAL CHANNEL RECONFIGURATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration. 
 SS transmits UE CAPABILITY ENQUIRY message on the downlink DCCH using RLC-AM. The UE shall respond to downlink message with a UE CAPABILITY INFORMATION message on the uplink DCCH using RLC-AM. SS responds with UE CAPABILITY INFORMATION CONFIRM message. SS then send IDENTITY REQUEST message on the DCCH using RLC-AM (SRB3) in order to confirm that the UE can communicate on SRB3 by using new integrity configuration and ciphering configuration. The UE shall respond IDENTITY RESPONSE message on the uplink DCCH using RLC-AM (SRB3). 

Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	SECURITY MODE COMMAND
	

	2
	(
	SECURITY MODE COMPLETE
	

	3
	
	Void
	SS applies the downlink transmission power settings, according to the values in columns "T1" of table 8.2.6.43. 

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION
	This message is sent before last ciphering activation time has elapsed and hence there is a pending ciphering activation time. New integrity protection configuration is applied on DL SRB2. LAI and RAI of cell 2 are given to the UE, and are the same as cell 1.

	5
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE shall transmit this message after it reselects to cell 2. New calculated START value is included. New integrity protection configuration is applied on UL SRB2. New ciphering configuration is applied on UL SRB2 with the downlink and uplink values of the HFN component of COUNT-C for SRB2 is incremented by one.

	6
	(
	UE CAPABILITY ENQUIRY
	New ciphering configuration is applied on DL SRB2 with the same value as used in step 5.

	7
	(
	UE CAPABILITY INFORMATION
	

	8
	(
	UE CAPABILITY INFORMATION CONFIRM
	

	9
	(
	DOWNLINK DIRECT TRANSFER 
	NAS message embedded in this is IDENTITY REQUEST. New integrity protection configuration is applied on DL SRB3. New ciphering configuration is applied on DL SRB3 using the re-initialised COUNT-C HFN by the start value as stored in step 5.

	10
	(
	UPLINK DIRECT TRANSFER 
	NAS message embedded in this is IDENTITY RESPONSE. SS confirms that new integrity protection configuration is applied on UL SRB3 by UE. New ciphering configuration is applied on UL SRB3 using the re-initialised COUNT-C HFN by the start value as stored in step 5.


Specific Message Contents

SECURITY MODE COMMAND (Step 1) – for PS domain testing only
The contents of SECURITY MODE COMMAND message are identical to the same message sub-type found in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Ciphering mode info
	

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0 or UEA1

	         - Ciphering activation time for DPCH
	Not Present

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN+50

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+50

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN+50

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN+50

	          - RB identity
	20

	          - RLC sequence number
	Current RLC SN+50


SECURITY MODE COMMAND (Step 1) – for CS domain testing only
The contents of SECURITY MODE COMMAND message are identical to the same message sub-type found in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Ciphering mode info
	

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0 or UEA1

	         - Ciphering activation time for DPCH
	(256+CFN-(CFN MOD 8 + 8))MOD 256

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN+50

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+50

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN+50

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN+50


PHYSICAL CHANNEL RECONFIGURATION (Step 4) – for PS domain testing only
Use the same message sub-type found in [9] TS 34.108 clause 9, which is entitled “Packet to CELL_DCH from CELL_DCH in PS”, with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0 or UEA1

	         - Ciphering activation time for DPCH
	Not Present

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	20

	          - RLC sequence number
	Current RLC SN

	Integrity protection mode info
	

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	CN Information info
	

	  - PLMN identity
	Not present

	  - CN common GSM-MAP NAS system information
	

	    - GSM-MAP NAS system information
	00 01H

	  - CN domain related information
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	05 00H

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	1E 01H

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not Present.

	Downlink information for each radio links
	

	        - Primary CPICH info
	

	         - Primary Scrambling Code
	Set to same code as used for cell 2


PHYSICAL CHANNEL RECONFIGURATION (Step 4) – for CS domain testing only
Use the same message sub-type found in [9] TS 34.108 clause 9, which is entitled “Non speech to CELL_DCH from CELL_DCH in CS” or “Speech to CELL_DCH from CELL_DCH in CS”, with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0 or UEA1

	         - Ciphering activation time for DPCH
	(CFN+(CFN MOD 8 + 8))MOD 256

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN

	Integrity protection mode info
	

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	CN Information info
	

	  - PLMN identity
	Not present

	  - CN common GSM-MAP NAS system information
	

	    - GSM-MAP NAS system information
	00 01H

	  - CN domain related information
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	05 00H

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	1E 01H

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not Present.

	Downlink information for each radio links
	

	        - Primary CPICH info
	

	         - Primary Scrambling Code
	Set to same code as used for cell 2


PHYSICAL CHANNEL RECONFIGURATION COMPLETE (Step 5)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9, with the following exception.

	Information Element
	Value/remark

	Uplink counter synchronisation info
	

	  - RB with PDCP information list
	Not present

	  - START list
	Check that this IE is present.


UE CAPABILITY ENQUIRY (Step 6)

Use the same message sub-type found in [9] TS 34.108 clause 9.

UE CAPABILITY INFORMATION (Step 7)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9.

UE CAPABILITY INFORMATION CONFIRM (Step 8)

Use the same message sub-type found in [9] TS 34.108 clause 9.

8.2.6.43.5
Test requirement

After step 1, UE shall transmit a SECURITY MODE COMPLETE message on the uplink DCCH using AM RLC.

After step 4, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC which includes which includes a calculated new START value according to the formula “STARTX' = MSB20 (MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the new CKX and IKX from step 1}) + 2”, calculated IE ”Integrity Check Info” using the new FRESH value as included in IE ”Integrity protection initialisation number” in IE ”Integrity protection mode info” in PHYSICAL CHANNEL RECONFIGURATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration. 
After step 6, the UE shall respond with a UE CAPABILITY INFORMATION message to SS.

After step 9, the UE shall respond with an UPLINK DIRECT TRANSFER message to SS and apply new ciphering configuration on UL SRB3.

8.2.6.44

Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (Radio link failure in new configuration)
8.2.6.44.1
Definition

8.2.6.44.2
Conformance requirement

<from sub-clause 8.2.2.14>

If the criteria for radio link failure is met in the new configuration during the reconfiguration procedure (i.e. while UE is waiting for RLC acknowledgement for a response message.) as specified in subclause 8.5.6, the UE shall:

1>
if the received reconfiguration causes either:

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE; and/or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE:

2>
perform the actions specified in subclause 8.2.2.12b.

<from sub-clause 8.2.2.12b>

If:

-
a cell update procedure according to subclause 8.3.1 is initiated; and

-
the received reconfiguration message causes either:

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE; and/or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE:

the UE shall:

1>
release all radio resources;

1>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers; and

1>
clear any entry for the RRC CONNECTION RELEASE message in the tables "Accepted transactions" and "Rejected transactions" in the variable TRANSACTIONS;

1>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

1>
clear the variable ESTABLISHED_RABS;

1>
if the received reconfiguration message contained the IE "Ciphering mode info":

2>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

2>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

2>
clear the variable SECURITY_MODIFICATION.

1>
if the received reconfiguration message contained the IE "Integrity protection mode info":

2>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

1>
enter idle mode;

1>
perform the actions specified in subclause 8.5.2 when entering idle mode;

1>
and the procedure ends.

NOTE:
UTRAN should use RB Control messages to perform an SRNS relocation only in case of state transitions from CELL_DCH to CELL_DCH.

Reference

3GPP TS 25.331 clause 8.2.2, 8.6.3.4.

8.2.6.44.3
Test purpose

To confirm that the UE enters idle mode state when UE detects radio link failure after UE started using the new configuration but before receiving the RLC acknowledgement of the reconfiguration complete message.

8.2.6.44.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 and 2

UE: PS-DCCH+DTCH_DCH (state 6-10) or CS-DCCH+DTCH_DCH (state 6-9) or PS+CS-DCCH+DTCH_DCH (state 6-14) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE. 
Specific Message Contents
System Information Block type 1 of Cell 1 to be transmitted before idle update preamble

Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception:

	Information Element
	Value/remark

	- UE Timers and constants in connected mode
	

	 - T313
	0

	 - N313
	1


Test Procedure
Table 8.2.6.44
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T1
	T2
	T0
	T1
	T2

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec

(FDD)
	dBm/3.84MHz
	-60
	-75
	-60
	-75
	-60
	OFF


Table 8.2.6.44 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution. Columns marked "T0" denote the initial conditions.

The UE is in the CELL_DCH state, camping onto cell 1. SS configures its downlink transmission power settings according to columns "T1" in table 8.2.6.44. The SS sends a PHYSICAL CHANNEL RECONFIGURATION message requesting the UE to do a handover combined with SRNS relocation. This message includes IE "RRC State Indicator" set to "CELL_DCH", IE “Downlink counter synchronisation info”, IE “Ciphering mode info” and IE “Integrity protection mode info”.  UE shall reselect to cell 2 and SS verifies that the UE sends PHYSICAL CHANNEL RECONFIGURATION COMPLETE message. This message also includes a calculated new START value according to the formula “STARTX' = MSB20 (MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the new CKX and IKX from step 1}) + 2”, calculated IE ”Integrity Check Info” using a new FRESH value as included in IE “Integrity protection initialisation number” in IE “Integrity protection mode info” in PHYSICAL CHANNEL RECONFIGURATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration.  On receiving PHYSICAL CHANNEL RECONFIGURATION COMPLETE message, SS shall not send RLC acknowledgement to UE and the SS shall configure its downlink transmission power settings according to columns "T2" in table 8.2.6.44.
UE shall detect a radio link failure in cell 2 and enters idle mode in cell 1. SS then call for procedure C.1 to verify that UE is in idle mode in cell 1.

Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	Void
	SS applies the downlink transmission power settings, according to the values in columns "T1" of table 8.2.6.44. 

	2
	(
	PHYSICAL CHANNEL RECONFIGURATION
	New integrity protection configuration is applied on DL SRB2. LAI and RAI of cell 2 are given to the UE, and are the same as cell 1. 

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE shall transmit this message after it reselects to cell 2. New calculated START value is included. New integrity protection configuration is applied on UL SRB2. New ciphering configuration is applied on UL SRB2 with the downlink and uplink values of the HFN component of COUNT-C for SRB2 is incremented by one.
Upon receiving this message, the SS shall not send RLC acknowledgement for this message and apply the downlink transmission power settings, according to the values in columns “T2” of table 8.2.6.44

	4
	((
	Call C.1.
	C.1 is performed in cell 1. If the test result of C.1 indicates that UE is in idle mode state, the test passes, otherwise it fails.


Specific Message Contents
PHYSICAL CHANNEL RECONFIGURATION (Step 2) – for PS domain testing only
Use the same message sub-type found in [9] TS 34.108 clause 9, which is entitled “Packet to CELL_DCH from CELL_DCH in PS”, with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0/UEA1

	         - Ciphering activation time for DPCH
	Not Present

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	20

	          - RLC sequence number
	Current RLC SN

	Integrity protection mode info
	

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	CN Information info
	

	  - PLMN identity
	Not present

	  - CN common GSM-MAP NAS system information
	

	    - GSM-MAP NAS system information
	00 01H

	  - CN domain related information
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	05 00H

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	1E 01H

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not Present.

	Downlink information for each radio links
	

	        - Primary CPICH info
	

	         - Primary Scrambling Code
	Set to same code as used for cell 2


PHYSICAL CHANNEL RECONFIGURATION (Step 2) – for CS domain testing only
Use the same message sub-type found in [9] TS 34.108 clause 9, which is entitled “Non speech to CELL_DCH from CELL_DCH in CS” or “Speech to CELL_DCH from CELL_DCH in CS”, with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0/UEA1

	         - Ciphering activation time for DPCH
	(256+CFN-(CFN MOD 8 + 8))MOD 256

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN

	Integrity protection mode info
	

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	CN Information info
	

	  - PLMN identity
	Not present

	  - CN common GSM-MAP NAS system information
	

	    - GSM-MAP NAS system information
	00 01H

	  - CN domain related information
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	05 00H

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	1E 01H

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not Present.

	Downlink information for each radio links
	

	        - Primary CPICH info
	

	         - Primary Scrambling Code
	Set to same code as used for cell 2


PHYSICAL CHANNEL RECONFIGURATION COMPLETE (Step 3)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9, with the following exception.

	Information Element
	Value/remark

	Uplink counter synchronisation info
	

	  - RB with PDCP information list
	Not present

	  - START list
	Check that this IE is present.


8.2.6.44.5
Test requirement

After step 2, the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC which includes which includes a calculated new START value according to the formula “STARTX' = MSB20 (MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the new CKX and IKX from step 1}) + 2”, calculated IE ”Integrity Check Info” using the new FRESH value as included in IE ”Integrity protection initialisation number” in IE ”Integrity protection mode info” in PHYSICAL CHANNEL RECONFIGURATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration. 

After step 3, UE shall enter idle mode in cell 1.
 [End of Modification]

[Start of Modification]

8.3.3.3
UTRAN MOBILITY INFORMATION: Seamless SRNS relocation in CELL_DCH (without pending of ciphering)

8.3.3.3.1
Definition
8.3.3.3.2
Conformance requirement

To initiate the procedure UTRAN transmits a UTRAN MOBILITY INFORMATION message to the UE on the downlink DCCH using AM or UM RLC. In case of SRNS relocation, the message is sent using UM RLC only.

When the UE receives a UTRAN MOBILITY INFORMATION message, it shall:

1>
if the UTRAN MOBILITY INFORMATION message contained the IE "Ciphering mode info" or contained the IE "Integrity protection mode info":

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for all the CN domains in the variable SECURITY_MODIFICATION to "Affected";

1>
if the UTRAN MOBILITY INFORMATION message contained the IE "Ciphering mode info":

2>
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

1>
if the received UTRAN MOBILITY INFORMATION message included the IE " Downlink counter synchronisation info ":

2>
re-establish RB2;

2>
set the new uplink and downlink HFN component of COUNT-C of RB2 to MAX(uplink HFN component of COUNT-C of RB2, downlink HFN component of COUNT-C of RB2);

2>
increment by one the downlink and uplink values of the HFN component of COUNT-C for RB2;

2>
calculate the START value according to TS 25.331 subclause 8.5.9;

2>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info" in the UTRAN MOBILITY INFORMATION CONFIRM message.

1>
transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC;
1>
if the IE "Integrity protection mode info" was present in the UTRAN MOBILITY INFORMATION message:

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted UTRAN MOBILITY INFORMATION CONFIRM message.
1>
if the IE "Downlink counter synchronisation info" was included in the received UTRAN MOBILITY INFORMATION message:

2>
when RLC has confirmed the successful transmission of the response message:

3>
re-establish all AM and UM RLC entities with RB identities larger than 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the corresponding CN domain;

3>
re-establish the RLC entities with RB identities 1, 3 and 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

3>
set the remaining bits of the HFN component of the COUNT-C values of all UM RLC entities to zero;

3>
re-initialise the PDCP header compression entities of each radio bearer in the variable ESTABLISHED_RABS.

1>
apply the new ciphering configuration as follows:

2>
if the IE "Radio bearer downlink ciphering activation time info" is present:

3>
apply the following procedure for each radio bearer and signalling radio bearers using RLC-AM or RLC-UM indicated by the IE "RB identity":

….

4>
switch to the new ciphering configuration according to the following:

…
5>
if an RLC reset or re-establishment occurs before the activation time for the new ciphering configuration has been reached, ignore the activation time and apply the new ciphering configuration immediately after the RLC reset or RLC re-establishment.
1>
if IE "Integrity protection mode command" has the value "start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started" and this IE was not included SECURITY MODE COMMAND:

NOTE:
This case is used in SRNS relocation

2>
perform integrity protection on the received message, applying the new integrity protection configuration, as described in subclause 8.5.10.1 of TS25.331 by:

3>
using the algorithm (UIA defined in TS33.102) indicated by the IE "Integrity protection algorithm" contained in the IE "Integrity protection mode info";

3>
using the IE "Integrity protection initialisation number", contained in the IE "Integrity protection mode info" as the value of FRESH defined in TS33.102.
2>
let RBm be the signalling radio bearer where the reconfiguration message was received and let RBn be the signalling radio bearer where the response message is transmitted;

2>
prohibit transmission of RRC messages on all signalling radio bearers in the IE "ESTABLISHED_RABS" except on RB0 and the radio bearer where the response message is transmitted;

2>
if for a signalling radio bearer, a security configuration triggered by a previous SECURITY MODE COMMAND is pending, due to the activation time for the signalling radio bearer not having elapsed:

3>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

4>
consider the new integrity protection configuration to include the received new keys; and

4>
initialise the HFN of the COUNT-I values of the corresponding signalling radio bearers according to subclause 8.1.12.

3>
else:

4>
consider the new Integrity Protection configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN associated with the previously received SECURITY MODE COMMAND; and

4>
initialise the HFN of the COUNT-I values of the corresponding signalling radio bearers according to subclause 8.1.12 using the START value associated with the LATEST_CONFIGURED_CN_DOMAIN to be transmitted in the response to the current message.

2>
start applying the new integrity protection configuration in the downlink for each signalling radio bearer in the IE "ESTABLISHED_RABS" except RBm at the next received RRC message disregarding any pending activation times for the corresponding signalling radio bearer;

2>
start applying the new integrity protection configuration in the downlink for signalling radio bearer RBm from and including the received configuration message;

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RBn from and including the transmitted response message;

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearers other than RBn from the first message onwards.

NOTE:
The UTRAN should ignore the information included in the IE "Uplink integrity protection info".
Reference

3GPP TS 25.331 clause 8.3.3 , 8.6.3.4 and 8.6.3.5
8.3.3.3.3
Test purpose

1. To confirm that the UE sends calculated START values for each CN domain to SS after a successful SRNS relocation.
2. In the case that ciphering is applied by the network, to confirm that the UE applies the new ciphering algorithm following a successful SRNS relocation. 
8.3.3.3.4
Method of test

Initial Condition

System Simulator: 1 cell.
UE: PS-DCCH+DTCH_DCH (state 6-10) or CS-DCCH+DTCH_DCH (state 6-9) or PS+CS-DCCH+DTCH_DCH (state 6-14) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE. 
Test Procedure
The UE is in the CELL_DCH state. SS then transmits a UTRAN MOBILITY INFORMATION message, which includes a valid “New U-RNTI”, IE “Downlink counter synchronisation info” and IE “Integrity protection mode info”, to the UE on the downlink DCCH using UM RLC.  SS verifies that the UE sends UTRAN MOBILITY INFORMATION CONFIRM message. This message also includes a calculated new START value according to the formula “STARTX' = MSB20 (MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the most recently configured CKX and IKX}) + 2”, calculated IE ”Integrity Check Info” using a new FRESH value as included in IE “Integrity protection initialisation number” in IE “Integrity protection mode info” in UTRAN MOBILITY INFORMATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration. 
 SS transmits UE CAPABILITY ENQUIRY message on the downlink DCCH using RLC-AM. The UE shall respond to downlink message with a UE CAPABILITY INFORMATION message on the uplink DCCH using RLC-AM. SS responds with UE CAPABILITY INFORMATION CONFIRM message. SS then send IDENTITY REQUEST message on the DCCH using RLC-AM (SRB3) in order to confirm that the UE can communicate on SRB3 by using new integrity configuration. The UE shall respond IDENTITY RESPONSE message on the uplink DCCH using RLC-AM (SRB3). 
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	UTRAN MOBILITY INFORMATION
	If IE “Ciphering mode info” is present in the SECURITY MODE COMMAND during initial condition set-up, this message is sent after last ciphering activation time has elapsed and there is no pending ciphering activation time. New U-RNTI identities are assigned to the UE. IE “Downlink counter synchronisation info” is included. New integrity protection configuration is applied on DL SRB1. 

	2
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	New calculated START value is included. New integrity protection configuration is applied on UL SRB2. If IE “Ciphering mode info” is present in step 1, new ciphering configuration is applied on UL SRB2 with the downlink and uplink values of the HFN component of COUNT-C for SRB2 incremented by one.

	
	
	
	

	3
	(
	UE CAPABILITY ENQUIRY
	New integrity protection configuration is applied on DL SRB2. If IE “Ciphering mode info” is present in step 1, new ciphering configuration is applied on DL SRB2 with the same START value as used in step 2.

	4
	(
	UE CAPABILITY INFORMATION
	

	5
	(
	UE CAPABILITY INFORMATION CONFIRM
	

	6
	(
	DOWNLINK DIRECT TRANSFER 
	NAS message embedded in this this is IDENTITY REQUEST. New integrity protection configuration is applied on DL SRB3. If IE “Ciphering mode info” is present in step 1, new ciphering configuration is applied on DL SRB3 using the re-initialised COUNT-C HFN by the start value as stored in step 2.

	7
	(
	UPLINK DIRECT TRANSFER 
	NAS message embedded in this is IDENTITY RESPONSE. SS confirms that new integrity protection configuration is applied on UL SRB3 by UE. If IE “Ciphering mode info” is present in step 1, new ciphering configuration is applied on UL SRB3 using the re-initialised COUNT-C HFN by the start value as stored in step 2.


Specific Message Contents

UTRAN MOBILITY INFORMATION (Step 1) – for PS domain testing only
Use the same message sub-type found in TS 34.108, clause 9, with the following exceptions:

	Information Element
	Value/remark

	Ciphering mode info
	If network does not apply ciphering, set this IE to “Not present”. If network applies ciphering, this IE present with the values of the sub IEs as stated below.

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	Set to an algorithm that is different from the one indicated in the SECURITY MODE COMMAND during the initial condition set-up.

	         - Ciphering activation time for DPCH
	Not Present

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	20

	          - RLC sequence number
	Current RLC SN

	Integrity protection mode info
	

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	  - SRNC Identity
	An arbitrary 12-bits string which is different from original SRNC

	  - S-RNTI
	An arbitrary 20-bits string which is different from original S-RNTI

	New C-RNTI

	Not Present

	CN Information info
	

	  - PLMN identity
	Not present

	  - CN common GSM-MAP NAS system information
	

	    - GSM-MAP NAS system information
	00 01H

	  - CN domain related information
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	05 00H

	    - CN domain specific DRX cycle length coefficient
	7

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	1E 01H

	    - CN domain specific DRX cycle length coefficient
	7

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not Present


UTRAN MOBILITY INFORMATION (Step 1) – for CS domain testing only
Use the same message sub-type found in TS 34.108, clause 9, with the following exceptions:

	Information Element
	Value/remark

	Ciphering mode info
	If network does not apply ciphering, set this IE to “Not present”. If network applies ciphering, this IE present with the values of the sub IEs as stated below.

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	Set to an algorithm that is different from the one indicated in the SECURITY MODE COMMAND during the initial condition set-up.

	         - Ciphering activation time for DPCH
	(256+CFN-(CFN MOD 8 + 8))MOD 256

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN+2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN

	Integrity protection mode info
	

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	  - SRNC Identity
	An arbitrary 12-bits string which is different from original SRNC

	  - S-RNTI
	An arbitrary 20-bits string which is different from original S-RNTI

	New C-RNTI

	Not Present

	CN Information info
	

	  - PLMN identity
	Not present

	  - CN common GSM-MAP NAS system information
	

	    - GSM-MAP NAS system information
	00 01H

	  - CN domain related information
	

	    - CN domain identity
	PS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	05 00H

	    - CN domain specific DRX cycle length coefficient
	7

	    - CN domain identity
	CS

	    - CN domain specific NAS system information
	

	      - GSM-MAP NAS system information
	1E 01H

	    - CN domain specific DRX cycle length coefficient
	7

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not Present


UTRAN MOBILITY INFORMATION CONFIRM (Step 2)
The same message sub-type found in TS 34.108, clause 9 shall be transmitted by the UE on the uplink DCCH with the following exceptions:

	Information Element
	Value/remark

	Uplink counter synchronisation info
	

	  - RB with PDCP information list
	Check that this IE is not present.

	  - START list
	Check that this IE is correct value.


UE CAPABILITY ENQUIRY (Step 3)

Use the same message sub-type found in [9] TS 34.108 clause 9.

UE CAPABILITY INFORMATION (Step 4)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9.

UE CAPABILITY INFORMATION CONFIRM (Step 5)

Use the same message sub-type found in [9] TS 34.108 clause 9.

8.3.3.3.5
Test requirement

After step 1, the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC which includes which includes a calculated new START value according to the formula “STARTX' = MSB20 ( MAX {COUNT-C, COUNT-I | radio bearers and signalling radio bearers using the most recently configured CKX and IKX}) + 2”, calculated IE ”Integrity Check Info” using the new FRESH value as included in IE ”Integrity protection initialisation number” in IE ”Integrity protection mode info” in UTRAN MOBILITY INFORMATION message and COUNT-I that includes subsequent HFN as used in the old integrity protection configuration.
After step 3, the UE shall respond with a UE CAPABILITY INFORMATION message to SS.

After step 6, the UE shall respond with an IDENTITY RESPONSE message to SS and apply new ciphering configuration on UL SRB3. 
 [End of Modification]













�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





