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The present document has been developed within the 3rd Generation Partnership Project (3GPP TM) and may be further elaborated for the purposes of 3GPP.
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4
Recommended test case applicability
The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.
Status column

The following notations, defined in ISO/IEC 9646‑7, are used for the status column:

A
applicable – the applicability is required to be supported.

O
optional – the capability may be supported or not.

N/A
not applicable – in the given context, it is impossible to use the capability.

X
prohibited (excluded) – there is a requirement not to use this capability in the given context.

O.i
qualified optional – for mutually exclusive or selectable options from a set. "i" is an integer which identifies an unique group of related optional items and the logic of their selection which is defined immediately following the table.

Ci
conditional – the requirement on the capability ("M", "O", "X" or "N/A") depends on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." shall be used to avoid ambiguities.
Comments 

This column contains a verbal description of the condition included in the applicability column.

Annex A (normative):
ICS proforma for 3rd Generation User Equipment

Notwithstanding the provisions of the copyright clause related to the text of the present document, 3GPP grants that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

A.4
ICS proforma tables
A.4.1
UE Implementation Types

Table A.1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	FDD (DS)
	25.101
	R99
	

	2
	TDD 3.84 Mcps
	25.102
	R99
	

	3
	TDD 1.28 Mcps (LCR)
	25.102
	Rel-4
	

	4
	GSM
	21.904, 5
	R99
	

	5
	GPRS
	23.060
	R99
	

	6
	MultiRAT_Capability
	23.060
	R99
	


A.4.2
UE Service Capabilities

A.4.2.1
3GPP Standardised UE Service Capabilities

A.4.2.1.1
Teleservices

Table A.2: Teleservices

	Item
	Teleservices
	Ref.
	Status
	Release
	Comments

	1
	Narrow band speech (AMR)
	22.105, 6.4.1
	O
	R99
	Telephony

	2
	Emergency call
	22.105, 6.4.2
	C201
	R99
	

	3
	Short Message Service (SMS) MT over CS
	22.105, 6.4.3

22.003, A.1.3.1
	O
	R99
	

	4
	Short Message Service (SMS) MO over CS
	22.105, 6.4.3

22.003, A.1.3.2
	O
	R99
	

	5
	Short Message Service (SMS) MT over PS
	22.105, 6.4.3

22.003, A.1.3.1
	O
	R99
	

	6
	Short Message Service (SMS) MO over PS
	22.105, 6.4.3

22.003, A.1.3.2
	O
	R99
	

	7
	Cell Broadcast Service (CBS)
	22.105, 6.4.4
	O
	R99
	

	C201
	IF A.2/1 or A.10/2 THEN A ELSE N/A
	

	Comments:


	
	


A.4.2.1.2
Bearer Services

Table A.3: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Comments

	1
	Circuit Switched
	22.105, 5.1

22.002
	R99
	

	2
	Packet Switched
	22.105, 5.1

22.060
	R99
	

	3
	UE supports UE operation mode A: PS and CS simultaneously
	
	R99
	


A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities

	Item
	Other UE Service Capabilities
	Ref.
	Release
	Comments

	1
	Multimedia services ( 3G-324M)
	26.071, 26.110, 26.111, 26.112
	R99
	

	2
	Alternate speech/facsimile group 3
	22.003, A.1.4
	R99
	

	3
	Automatic facsimile group 3
	22.003, A.1.5
	R99
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