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	Reason for change:
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Change 1

	Test step
	tc_9_4_2_3

	Reason for change
	In this test case one IE is changed in SIB3; as this IE is not omitted in SIB4, this SIB needs to be changed the same way.

	Summary of change
	1. test step lt_ChangeSIB3 renamed to lt_ChangeSIB3and4 (when used and when specified)
2. change applied to SIB3 applied to SIB4 as well

	Source of change
	new change



Before Change:
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Change 2

	Test step
	tc_9_4_2_4_2

	Reason for change
	In this test case one IE is changed in SIB3; as this IE is not omitted in SIB4, this SIB needs to be changed the same way.

	Summary of change
	1. test step lt_ChangeSIB3 renamed to lt_ChangeSIB3and4 (when used and when specified)
2. change applied to SIB3 applied to SIB4 as well

	Source of change
	new change



Before Change:
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Change 3
	Test step
	tc_12_4_1_1a

	Reason for change
	In this test case 2 IEs are changed in SIB3; as these IEs are not omitted in SIB4, this SIB needs to be changed the same way.

	Summary of change
	1. test step lt_ChangeSIB3 renamed to lt_ChangeSIB3and4 (when used and when   specified)
2. changes applied to SIB3 applied to SIB4 as well

	Source of change
	new change



Before Change:
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