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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.2.2.4 which is part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_2_2_4 

Test Group:
RRC\RRC_RB_Reconfig
ATS Version:
iWD-TVB2003-03_D04wk31 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia 6630 & Motorola A845 
Verification Status:
PASS
4 Corrections required for test case 8.2.2.4
4.1 Introduction

This section describes the changes required to make test case 8.2.2.4 run correctly with a 3G UE. All modifications are marked with label “WA#RRC<number>” for RRC related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was RRC_wk31.mp which is part of the iWD-TVB2003-03_D04wk31 release. This ATS, provided by MCC160 contains GCF package 1 to 4 test cases.

4.2 tc_8_2_2_4 : lt_LocalTest  (WA#RRC4401)
	Test step name
	Tc_8_2_2_4 : lt_LocalTest

	Reason for change
	The activation time must be calculated just before the RB reconfig message is sent

	Summary of change
	Removed the activation time test step before meas control message and added it after lt_ReceiveMeasurementReport

	Source of change
	New change

	Label
	WA#RRC4401
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4.3 Tc_8_2_2_4 : lt_RB_Reconfig  (WA#RRC4404)
	Test step name
	Tc_8_2_2_4 : lt_RB_Reconfig

	Reason for change
	The original RB reconfig message would not trigger a Radio Bearer reconfiguration failure message. Since there are no physical channel modification the UE would reconfigure the RB and send out RB reconfig complete message. The SS will not receive this message as the DL-DPCH channelisation code is modified. This would result in no RB reconfig failure message after the cell update confirm message

	Summary of change
	It is proposed to modify the DL_InformationPerRL by specifying information about cell-B (freq info and UL-scrambling code)

	Source of change
	New change

	Label
	WA#RRC4404
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4.4 tc_8_2_2_4 : lt_RB_Reconfig  (WA#RRC4402)
	Test step name
	tc_8_2_2_4 : lt_RB_Reconfig

	Reason for change
	Changing the DL-DPCh channelisation code will not result in RB reconfig failure 

	Summary of change
	It is proposed to remove the test step lt_SS_DPCH_ChannelizationCodeModify and add +ts_SS_ReconfDCH_ToFACH_CS_PS ( tsc_CellA ) (move the SS to FACH configuration). This would result in a radio link failure.

	Source of change
	New change

	Label
	WA#RRC4402
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4.5 Tc_8_2_2_4 : lt_SendCellUpdateConfirm  (WA#RRC4406)
	Test step name
	Tc_8_2_2_4 : lt_SendCellUpdateConfirm

	Reason for change
	The Cell Update confirm message does not match the local configuraiton 

	Summary of change
	Modified the cell update confirm message for cell_DCH_64kPS_RAB_SRB and cell_DCH_Speech

	Source of change
	New change

	Label
	WA#RRC4406
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4.6 Tc_8_2_2_4 : lt_LocalTest WA#RRC4403
	Test step name
	Tc_8_2_2_4 : lt_LocalTest

	Reason for change
	1)The delay is added to make sure that the Cell-Update confirm message is sent beofre the local configuration is done.

2)The SS should be brought back to Cell-DCH 

	Summary of change
	1)Added +ts_RRC_Delay ( tsc_WaitBeforeFACH_Conf ) after cell update confirm message.
2)Added +ts_SS_ReconfFACH_ToDCH_CS_PS ( tsc_CellA )

	Source of change
	New change

	Label
	WA#RRC4403
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4.7 tc_8_2_2_4 (WA#RRC4406)
	Test step name
	tc_8_2_2_4 

	Reason for change
	These local test step is not needed for this implementation 

	Summary of change
	Removed the following local test step  lt_SS_DPCH_ChannelizationCodeModify, lt_SS_DPCH_ChannelizationCodeModify1, lt_SetDL_RL_Param1,  and lt_SetDL_RL_Param.


	Source of change
	New change

	Label
	WA#RRC4406
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5 Branches executed in test case 8.2.2.4
The test case implementation executed the CS and PS branch for with Integrity activated, Ciphering disabled, and AutoAttach Off.
6 Execution Log Files

6.1 Nokia 6630 3G UE 
The Nokia 6630 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_2_2_4_Logs-Nokia-PS\Index.html
Execution log files 8_2_2_4_Logs-Nokia-CS\Index.html 
These execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in  message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_2_2_4-pics-pixit-Nokia-CS.html
PICS/PIXIT file 8_2_2_4-pics-pixit-Nokia-PS.html
HTML file containing all PICS/PIXIT parameters used for testing the CS & PS mode

6.2 Motorola A845 3G UE  

The Motorola A845 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_2_2_4_Logs-Motorola-PS\Index.html
Execution log files 8_2_2_4_Logs-Motorola-CS\Index.html 
These execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in  message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_2_2_4-pics-pixit-Motorola-CS.html
PICS/PIXIT file 8_2_2_4-pics-pixit-Motorola-PS.html
HTML file containing all PICS/PIXIT parameters used for testing the CS & PS mode

7 References
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