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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.3.1.18 which is part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_3_1_18 

Test Group:
RRC\RRC_CellUpdate
ATS Version:
iWD-TVB2003-03_D04wk45 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W


Anritsu MX785201A 3G Protocol Test System

UE used:
Nokia 6630 
Verification Status:
PASS
4 Corrections required for test case 8.3.1.18
4.1 Introduction

This section describes the changes required to make test case 8.3.1.18 run correctly with a 3G UE. All modifications are marked with label “WA#RRC<number>” for RRC related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was RRC_wk45.mp which is part of the iWD-TVB2003-03_D04wk45 release. This ATS, provided by MCC160 contains GCF package 1 to 4 test cases.

4.2 Tc_8_3_1_18 : lt_TestBody  (WA#RRC4534)
	Test step name
	Tc_8_3_1_18 : lt_TestBody

	Reason for change
	cellUpdate IE is inconsistent per prose. The cell update cause shall be any or omit as agreed in the T1#25 meeting.

	Summary of change
	Modified the cellUpdate IE according to the prose and the T1#25 agreement 

	Source of change
	New change (Anritsu and Rohde & Schwarz)

	Label
	WA#RRC4534
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4.3 Tc_8_3_1_18 : lt_TestBody  (WA#RRC4536)
	Test step name
	Tc_8_3_1_18 : lt_TestBody

	Reason for change
	The RLC is is modifed before sending the cell update confirm message to account for the U-RNTI in the mac Header, and there fore should be reconfigured to use C-rnti before any reconfiguration.

	Summary of change
	Added +ts_CRLC_ReconfRLC_Size ( FALSE )

	Source of change
	New change (Anritsu and Rohde & Schwarz)

	Label
	WA#RRC4536
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4.4 Tc_8_3_1_18 : lt_SendCellUpdateConfirm  (WA#RRC4535)
	Test step name
	Tc_8_3_1_18 : lt_SendCellUpdateConfirm

	Reason for change
	The Cell Update confirm message is not according to the prose

	Summary of change
	Modified the following IE's from c_DL_CommonInformationRB_SetUpSpeech to cd_DL_CommonInformationDCH_DPCH_Offset,

	Source of change
	New change (Rohde & Schwarz)

	Label
	WA#RRC4535
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4.5 Tc_8_3_1_18 : lt_TestBody (WA#RRC4581)
	Test step name
	Tc_8_3_1_18 : lt_TestBody

	Reason for change
	 When initiating the URA update or cell update procedure, the UE shall:  
if the UE is in CELL_DCH state: 
if the stored value of the timer T315 is equal to zero: 
the variable "T315 expired" in the RB_TIMER_INDICATOR IE is set to TRUE.


	Summary of change
	Changed the constrant from cbr_108_CellUpdate to  cdr_CellUpdateAnyT315Expiry to accept t315_expired =TRUE value.

	Source of change
	Anite

	Label
	WA#RRC4581


[image: image4.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cdr_CellUpdateAnyT3156xpiry(
p_U_RNTI: U_RNT};
p_Cellupgate_Cause : CellUpdateCause
)

Group,
PDU Name: UL_CCCH_Message
Derivation Path; chr_108_CellUpdate

Encoding Rule Narme:

Encotling Variation

Camments: Set Failure cause to * and 1315_expired to TRUE
WAPRRC4581

Canstraint Value

RePLAGE
message.collUpdate am_RLC_Erotindicalonb2_ord BY 7,
REPLACE

message.celUpdate am_RLC_EmotndicatonRbsorbovs BY 7,
REPLACE]

message.cellUpdate failureCause BY *,

REPLACE message.cellUpdate rh_timer_indica@£1315_expired BY TRUE





5 Branches executed in test case 8.3.1.18
The test case implementation executed the CS branch with Integrity activated, Ciphering disabled, and AutoAttach Off.
6 Execution Log Files

6.1 Nokia 6630
The Nokia 6630 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W and Anritsu MX785201A Protocol Test System. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_3_1_18_Logs-Nokia\Index.html (R&S)
· tc_8_3_1_18_wk45a_1b-tc_8_3_1_18cs_2004-11-23_11.00.24 (Anritsu)


These execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in  message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_3_1_18-pics-pixit-Nokia.html (R&S)
· pixit.txt (Anritsu)

HTML file containing all PICS/PIXIT parameters used for testing the CS mode

7 References

	[1]
	T1s040449
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file from Anritsu and R&S.
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