
3GPP TSG-T1 E-Mail 2004  
Tdoc (
T1s040681

01 Jan - 31 Dec 2004
	CR-Form-v7

	CHANGE REQUEST

	

	z

	34.123-3
	CR
	 1147
	z

rev
	-
	z

Current version:
	3.7.0
	z


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the z
 symbols.

	


	Proposed change affects:
z

	UICC appsz

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
z

	Corrections to release of SS resources for a cell during test case execution

	
	

	 Source:
z

	Racal Instruments Wireless Solutions, an Aeroflex Company

	
	

	Work item code:
z

	TEI
	
	Date: z

	25/10/2004

	
	
	
	
	

	Category:
z

	F
	
	Release: z

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPPTR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
z

	Test case implementations inform an SS when resources associated with a cell are to be released, via a single test step ts_SS_Rel.  

As implemented, ts_SS_Rel assumes too much about SS resource release implementation, and does not explicitly request all resources for a cell to be released.

	
	

	Summary of change:
z

	Extra steps have been added to test step ts_SS_Rel to explicitly request release of all SS resources for a cell.

1 test step modification and 2 new constraints.
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not approved:
	Releasing of cell resources during test script execution may cause inconsistent behaviour across all SS implementations.
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Change 1 -  Test Step - ts_SS_Rel : : lt_Release_BCCH
	Summary of change
	CPHY_Cell_Release_REQ with suitable constraint is sent to SS.  The SS   confirms the cell has been released by sending CPHY_Cell_Release_CNF.

	Reason For change
	The test step ts_SS_Rel as implemented, assumes too much about SS resource release implementation.  Resources of a cell are explicity released in the test step, but the cell itself is not explicitly released.    

With the change to lt_Release_BCCH, the SS is explicitly told that a cell is to be fully released, and is given the opportunity to release any remaining resources mapped to the cell.
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+1s_CRLC_Rel (p_Callld, tsc_RE_BCCH)
+1s_CMAC_Rel (p_Celld, tsc_P_CCPCH)
+ ts_CPHY_TrChRelNonDeh (p_Cellld, tsc_P_CCPCH)
+15_55_StopRL (p_Cellld, tsc_S_SCH)
+15_55_StopRL (p_Cellld, tsc_P_SCH)
+15_55_StopRL (p_Cellld, tsc_P_CCPCH)
+15_55_StopRL (p_Celld, tsc_P_CPICH)
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+1s_CRLC_Rel (p_Callld, tsc_RE_BCCH)
+1s_CMAC_Rel (p_Celld, tsc_P_CCPCH)
+ ts_CPHY_TrChRelNonDeh (p_Cellld, tsc_P_CCPCH)
+15_55_StopRL (p_Cellld, tsc_S_SCH)
+15_55_StopRL (p_Cellld, tsc_P_SCH)
+15_55_StopRL (p_Cellld, tsc_P_CCPCH)
+1s 55 StopRL(p Cellld, tsc P_CPICH
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CPHYICPHY_Cell_Release_REQ
CPHY?CPHY_Cell_Release_CNF

ca_CPHY_CellRel (p_Csllid)
ta_CPHY_CelIRelCnf (p_Cellld)





Change 2 – New Constraint – ca_CPHY_CellRel	Summary of change
	A new constraint to be used with CPHY_Cell_Release_REQ.  Resources only for Cell  id = p_CellID will be released, hence Soft Reset equals FALSE.  
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Canstraint Name: _ca_CPHY_CellRel (p_Celld . INTEGER)
Group,

5P Name: CPHY_Cell_Release_REQ

Derivation Path;

Comments:

I Constamtvate

¢
s0f_Reset FALSE,
cell_ID_List{ p_Cellld }

}




Change 3 – New Constraint – ca_CPHY_CellRelCnf	Summary of change
	A new constraint to be used with CPHY_Cell_Release_CNF, confirming Cell resource has been released.



[image: image4.png]ASN.1 ASP Constraint Declaration

Canstraint Name: _ca_CPHY_CellRelCrf (p_Celld  INTEGER )
Group,

5P Name: CPHY_Cell_Release_CNF

Derivation Path;

Comments:

I Constamtvate

¢
s0f_Reset FALSE,
cell_ID_List{ p_Cellld }

}
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