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	Reason for change:
(

	1) Test Step ts_SS_FirstSCCPCH_PCH_PCCH_Cfg, which is called at row 3 of test step ts_SS_CreateCell3_SCCPCH_3_FACH_CTCH_2a  and ts_SS_CreateCell3_SCCPCH_3_FACH_CTCH configures SCCPCH carrying PCH with Code number 6. However as per 34.108 section 6.1.3 it should be 4

2) cb_SIB5_Def_3SCCPCH_1 constraint transmits SIB 5 information for SCCPCH carrying PCH with Code number 6

	
	

	Summary of change:
(

	1) Created a new test step ts_SS_FirstSCCPCH_PCH_PCCH_Cfg_CodeNum4 and the same is used at row 3.

2) Changed Code number from 6 to 4.
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	Other comments:
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	IWD RAB wk42 ATS is used as reference for TTCN changes.
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1.1 Change 1

	 Test step name
	ts_SS_CreateCell3_SCCPCH_3_FACH_CTCH_2a, ts_SS_CreateCell3_SCCPCH_3_FACH_CTCH

	Reason for change
	Test Step ts_SS_FirstSCCPCH_PCH_PCCH_Cfg, which is called at row 3 configures SCCPCH carrying PCH with Code number 6. However as per 34.108 section 6.1.3 it should be 4.

Note: Changes shown below are for the test step ts_SS_CreateCell3_SCCPCH_3_FACH_CTCH_2a, similar changes are required for test step ts_SS_CreateCell3_SCCPCH_3_FACH_CTCH

	Summary of change
	Created a new test step ts_SS_FirstSCCPCH_PCH_PCCH_Cfg_CodeNum4 and the same is used at row 3.

	Source of change
	New change
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New Test Step:
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8 CMAC ? CMAC_Config_CNF ca_CMAC_CfgCnfip_Cellld, tsc_S_CCPCH1)

9 CPHYICPHY_RL_Setup_REQ ca_PICH_Info(p_Cellid, ¢_Pichinfo, (tev_TmpCellinfo power PICH
PICH) 1)

10 CPHY?CPHY_RL_Setup_CNF  ca_RL_SetupCnf (p_Cellld, tsc_PICH1 )

11 ERR1 [px_RAT = tdd]

12 ERR2 [TRUE]





New Constraint:
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dl_ChannelizationCode sf128:4,
SCCPCHSIotFormat p_SlotFormat,

timingOffsst 30,
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dl_TsPower p_TxPower,
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1.2 Change 2

	 Test step name
	cb_SIB5_Def_3SCCPCH_1

	Reason for change
	This constraint transmits SIB 5 information for SCCPCH carrying PCH with Code number 6. However as per 34.108 section 6.1.3 it should be 4.

	Summary of change
	Changed Code number from 6 to 4.

	Source of change
	New change
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