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1 RAB ATS

The following error makes the following test cases fail: 14.2.4a, 14.2.5a, 14.2.7a, 14.2.16, 14.2.38e, 14.2.38f, 14.2.29, 14.2.31.1 and 14.2.32.1.
1.1 cb_DL_DPCH_AMR (WA#RAB4489)

	Test step name
	cb_DL_DPCH_AMR

	Reason for change
	The local change done @sic T1-041438 sic@  (omitting the secondary scrambling code in the RAB setup message) has to be also done in the local configuration (common constraint  “cb_DL_DPCH_AMR”).

	Summary of change
	Used “OMIT” instead of “1” as value for the “secondaryScramblingCode” IE.

	Source of change
	New change

	Label
	WA#RAB4489


[image: image1.png]ASN1 Type Constraint Declaration

Canstraint Name: _ ch_DL_DPCH_AMR ( p_sf: 8F&12_AndCodeNumber, p_DL_Commeninformation : DL_Commeninformation )
Group,

Type Name: DL_DPCHinfo

Derivation Path;

Encotling Variation

Comments: WARRAB4489

Canstraint Value

(
al_Commoninformation p_DL_Commoninformation,
dI_DPCH_InfoPerRL fdd : {

PCPICH_UsageForChannelEst mayBeUsed,

dpeh_FrameOfiset ((ts¢_DefauliDPCH_Ofiselvalue®s12) MOD 38400) 1258),
- DPCH-FrameOfiset = DefaullDPCH-OffsetValusFDD MOD 38400

- Actual value DPCH-FrameOfiset = IE value * 258
- Actual value DefaulDPCH G
dl_ChannelisationCodelgefT{ secondan@cramblingCode OMIT,
ST_AndCadeNumber p.
M,
tpc_Compinationindex 0
b
POWErOMSEtOMFCI_PO1 0,
POWEIOMSEtOMTPC_PO20,
PoWrOfSEtOfFILOT_PO3 0,
dI_TiPower tsc_DL_TiPawer_DPCH,
A TPowertax 15,

A TPowerlin-35

)





The following error makes 14.2.23c fail.

1.2 c_DL_DPCH_128K (WA#RAB4489)

	Test step name
	c_DL_DPCH_128K

	Reason for change
	The local change done @sic T1-041438 sic@  (omitting the secondary scrambling code in the RAB setup message) has to be also done in the local configuration (constraint  “c_DL_DPCH_128K”).

	Summary of change
	Used “OMIT” instead of “tsc_DL_DPCH1_2ndScrC” as value for the “secondaryScramblingCode” IE.

	Source of change
	New change

	Label
	WA#RAB4489
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The following error makes 14.2.27 fail.

1.3 ts_SS_2DCH_ModifyInteractBackg_32k_PS (WA#RAB4489)
	Test step name
	ts_SS_2DCH_ModifyInteractBackg_32k_PS

	Reason for change
	The local change done @sic T1-041438 sic@  (omitting the secondary scrambling code in the RAB setup message) has to be also done in the local configuration.

	Summary of change
	Used “OMIT” instead of “tcv_TmpCellInfo.dl_DPCH_2ndScrCode” as parameter for the “secondaryScramblingCode” IE.

	Source of change
	New change

	Label
	WA#RAB4489
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2 RRC ATS

2.1 tc_8_4_1_1 (WA#RRC4576)
	Test step name
	Tc_8_4_1_1 : lt_TestBody

	Reason for change
	Cell A is configured in Cell-DCH and there is no RB_BCCH_FACH Configured, therefore SysInfo Change indication message should not be sent.

	Summary of change
	Used test step ts_SendModifiedSIB11_SysInfo_DCH in line 16 of tc_8_4_1_1

	Source of change
	New change

	Label
	WA#RRC4576
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2.2 tc_8_4_1_3 (WA#RRC4577)
	Test step name
	Tc_8_4_1_3: lt_testbody

	Reason for change
	The Upper bound timer was not assigned  correctly causing the test case to fail before the measurement report is received.

	Summary of change
	Corrected the upper bound timer to (16*1000 + tcv_Tolerance)

	Source of change
	New change

	Label
	WA#RRC4577
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2.3 tc_8_3_3_1 (WA#RRC4569)
	Test step name
	Tc_8_3_3_1: lt_testbody

	Reason for change
	To make sure that the Utran Mobility info message is sent before the local CMAC reconfigurations takes place.

	Summary of change
	Added +ts_RRC_Delay(30) after line 15.

	Source of change
	New change

	Label
	WA#RRC4569
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