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1 RAB ATS

The following WAs are necessary in order to PASS the test cases: 14.2.4, 14.2.13.1, 14.2.17, 14.2.26, 14.2.38a, 14.2.38b, 14.2.38c, 14.2.40 and 14.2.41. 
1.1 cb_DL_DPCH_122_AMR (WA#RAB4490)

	Test step name
	cb_DL_DPCH_122_AMR

	Reason for change
	The change done in the RAB setup message @T1-041436 sic@ (used “tsc_Sfc128” instead of “tsc_DL_DPCH1_ChC_Speech” in the RAB setup message in “ts_SendRB_SetUpDCH_Speech_DiffRM_DCH5” and “ts_SendRB_SetUpDCH_Speech) must be also done for the local configuration (“ts_SS_4DCH_Modify_1” and “ts_SS_4DCH_Modify”).

	Summary of change
	Used “tsc_Sfc128” instead of “tsc_DL_DPCH1_ChC_Speech”

	Source of change
	New change

	Label
	WA#RAB4490
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1.2 cb_DL_DPCH_64K_PS (WA#RAB4491)

	Test step name
	cb_DL_DPCH_64K_PS

	Reason for change
	The change done in the RAB setup message @T1-041436 sic@   “tsc_Sfc32” instead of  “tsc_DL_DPCH1_ChC_64k_PS” in the RAB setup message in “ts_SendRB_SetUpDCH_64k_PS”) must be also done for the local configuration (constraint “cb_DL_DPCH_64K_PS”).

	Summary of change
	Used “tsc_Sfc32” instead of  “tsc_DL_DPCH1_ChC_64k_PS”

	Source of change
	New change

	Label
	WA#RAB4491
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1.3 cb_DL_DPCH_64K_CS (WA#RAB4492)
	Test step name
	cb_DL_DPCH_64K_CS

	Reason for change
	The change done in the RAB setup message @T1-041436 sic@   “tsc_Sfc32” instead of  “tsc_DL_DPCH1_ChC_64k_CS” in the RAB setup message in “ts_SendRB_SetUpDCH_64k_CS_Segmented” and “ts_SendRB_SetUpDCH_57_6k_CS”) must be also done for the local configuration (constraint “cb_DL_DPCH_64K_CS”).

	Summary of change
	Used “tsc_Sfc32” instead of “tsc_DL_DPCH1_ChC_64k_CS”

	Source of change
	New change

	Label
	WA#RAB4492
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1.4 ts_SendRB_SetUpDCH_64k_128kPS (WA#RAB4493)

	Test step name
	cb_DL_DPCH_64K_CS

	Reason for change
	The local change done @sic T1-041438 sic@  (omitting the secondary scrambling code in constraint “c_DL_DPCH_128K” in “ts_SS_2DCH_ModifyInteractBackg_64k_128k_PS”) has to be also done in the RAB setup message. 

	Summary of change
	used “OMIT” instead of “tcv_TmpCellInfo.dl_DPCH_2ndScrCode”

	Source of change
	New change

	Label
	WA#RAB4493
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