Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG-T1 E-Mail 2005 
Tdoc (
T1s050034
01 Jan - 31 Dec 2005
	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.123-3
	CR
	 1192
	(

rev
	-
	(

Current version:
	3.8.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Addition of NAS WI 12 test case 12.4.2.6.2 to NAS ATS V3.8.0

	
	

	Source:
(

	Anite

	
	

	Work item code:
(

	N/A
	
	Date: (

	25/01/05

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	To add verified GCF WI 12 NAS test case 12.4.2.6.2 to the approved NAS ATS V3.8.0

	
	

	Summary of change:
(

	This document lists all changes applied to test case 12.4.2.6.2 required for approval.  

See detailed change description for further information.

	
	

	Consequences if 
(

not approved:
	Test case will not be added to ATS

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

3GPP TSG-T1 E-Mail 2005
T1s050034
01 Jan - 31 Dec 2005

Title:
Changes to test case 12.4.2.6.2 required for approval
Source:
Anite
Agenda Item:
TTCN Issues

Document for:
Approval

Contact:
Philip Rose

phil.rose @anite.com 

Tel. +44 1252 775200

1 Overview

This document lists the various branches & execution details needed to verify the TTCN implementation of test case 12.4.2.6.2, which is part of the NAS test suite.

With these changes applied the test case can be demonstrated to run with more than one 3G UEs
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3 Verification Test Summary

Test Case:
tc_12_4_2_6_2 

Test Group:
GMM/Routing_Area_updating/Combined_RAU

ATS Version:
iWD-TVB2003-03_D04wk51 + essential modifications

System Simulator used:
Anite 3G U-SAT
UE used:
Nokia 6630, Motorola V980
Verification Status:
PASS
4 Corrections required for test case 12.4.2.6.2

4.1 Introduction

This section describes the changes required to make test case 12.4.2.6.2 run correctly with a 3G UE. The ATS version used as basis was NAS_wk51.mp, which is part of the iWD-TVB2003-03_D04wk51 release.

4.2 Change 1
	Test step name
	tc_12_4_2_6_Proc2, lt_ResetSysInfos_CellB  

	Reason for change
	This local tree is not called anywhere in the testcase.

	Summary of change
	Removed the local tree lt_ResetSysInfos_CellB from the testcase body.


4.3 Change 2
	Test step name
	tc_12_4_2_6_Proc2, lt_Activate_CellC

	Reason for change
	Comments are incorrect.

	Summary of change
	Comments are Corrected.


Before change:
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After change:
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Change 3

	Test step name
	tc_12_4_2_6_2, lt_RAUpd_Steps_11To13 line #31

	Reason for change
	According to 34.123-1v5.10.0 Sec 12.4.2.6.4.1 at Step 12 of the expected sequence, in the RAU ACCEPT message, the UE should be assigned TMSI-1.  In current TTCN implementation, IMSI is assigned.

	Summary of change
	Instead of using c_GMM_MobileIdIMSI, used c_GMM_MobileIdTMSI_Def.


Before change:
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After change:
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Branches executed in test case 12.4.2.6.2 

The test case implementation executed the combined CS/PS branch with Auto Attach enabled, integrity activated and ciphering disabled.

5 Execution Log Files

5.1 Nokia 6630

The Nokia 6630 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_12_4_2_6_2_Nokia-log.txt:

In the log file (in txt format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

5.2 Motorola V980

The Motorola V980 passed this test case on the Anite 3G U-SAT system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_12_4_2_6_2_Motorola-log.txt:

In the log file (in txt format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

	[1]
	T1s050035: This archive comprises text format execution log file and the TTCN MP file.
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