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6.2
Reference sensitivity level

6.2.1
Definition and applicability

The reference sensitivity is the minimum receiver input power measured at the antenna connector at which the BER does not exceed the specific value. 

The requirements in this subclause shall apply to all types of UTRA UE.

6.2.2
Minimum Requirements

For the DL reference measurement channel 12.2 kBit/s specified in annex C,  the BER shall not exceed 0.001 for the parameters specified in Table 6.2.2.
Table 6.2.2. Test parameters for reference sensitivity 

Parameter
Level
Unit
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The normative reference for this requirement is TS 25.102 [1] subclause 7.3.
6.2.3
Test purpose

The test purpose is to verify the ability of the UE to receive a prescribed test signal at the lower end of the dynamic range under defined conditions (no interference, no multipath propagation) with a BER not exceeding a specified level. This test is also used as a reference case for other tests to allow the assessment of degradations due to various sources of interference.

6.2.4
Method of test
6.2.4.1
Initial conditions

1)
Connect the SS to the UE antenna connector as shown in Figure A.3.

2)
A call is set up according to the Generic call setup procedure..

3)
Enter the UE into loopback test mode and start the loopback test.

4)
The level of SS output signal measured at the UE antenna connector shall be –105 dBm.

6.2.4.2
Procedure

1)
Measure the BER of DCH received from the UE at the SS.

6.2.5
Test requirements
The measured BER, derived in step 1), shall not exceed 0.001 under conditions described in Table 6.2.5.
Table 6.2.5. Test parameters for reference sensitivity 

Parameter
Level
Unit
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NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.4.
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