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<Start of modified section>

6.10.2.4.1.50
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.2.4.1.50.1
Uplink

6.10.2.4.1.50.1.1
Transport channel parameters
6.10.2.4.1.50.1.1.1
Transport channel parameters for Conversational / unknown / UL:64 kbps / CS RAB

See 6.10.2. 4.1.13.1.1.1

6.10.2.4.1.50.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See 6.10.2.4.1.2.1.1.1

6.10.2.4.1.50.1.1.3
TFCS

TFCS size
8

TFCS
(64 kbps RAB, 64 kbps RAB, DCCH)=

(TF0, TF0, TF0), (TF1, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0)

(TF0, TF0, TF1), (TF1, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1)

6.10.2.4.1.50.1.2
Physical channel parameters

DPCH Uplink
Min spreading factor
8


Max number of DPDCH data bits/radio frame
4800


Puncturing Limit
0.92

6.10.2.4.1.50.2
Downlink

6.10.2.4.1.50.2.1
Transport channel parameters
6.10.2.4.1.50.2.1.1
Transport channel parameters for Conversational / unknown / DL:64 kbps / CS RAB

See 6.10.2.4.1.13.2.1.1

6.10.2.4.1.50.2.1.2
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See 6.10.2.4.1.2.2.1.1

6.10.2.4.1.50.2.1.3
TFCS

TFCS size
8

TFCS
(64 kbps RAB, 64 kbps RAB, DCCH)=

(TF0, TF0, TF0), (TF1, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0)

(TF0, TF0, TF1), (TF1, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1)

6.10.2.4.1.50.2.2
Physical channel parameters

DPCH Downlink
DTX position
Flexible


Spreading factor
16


DPCCH
Number of TFCI bits/slot
8



Number of TPC bits/slot
8



Number of Pilot bits/slot
16


DPDCH
Number of data bits/slot
288



Number of data bits/frame
4320

<End of modified section>

<Start of modified section>

6.10.2.4.2.2
Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH

6.10.2.4.2.2.1
Uplink

See 6.10.2.4.1.24.1.

6.10.2.4.2.2.2
Downlink

6.10.2.4.2.2.2.1
Transport channel parameters
6.10.2.4.2.2.2.1.1
Transport channel parameters for Interactive or background / DL:384 kbps / PS RAB

See 6.10.2.4.1.32.2.1.1

6.10.2.4.2.2.2.1.2
Transport channel parameters for DL:3.4 DL: 3.4 kbps SRBs for DCCH

See 6.10.2.4.1.2.2.1.1

6.10.2.4.2.2.2.1.3
TFCS

PDSCH
TFCS size
6 (alt.9)


TFCS
384 kbps RAB = TF0, TF1, TF2, TF3, TF4, TF5

(alt. TF0, TF1, TF2, TF3, TF4, TF5, TF6, TF7, TF8)

DPCH Downlink associated with PDSCH
TFCS size
2


TFCS
SRBs for DCCH = TF0, TF1

6.10.2.4.2.2.2.2
Physical channel parameters

PDSCH
RAB or SRB, TrCh
Interactive or background / 384 kbps / PS RAB, DSCH


DTX position
N/A (SingleTrCH)


Spreading factor
8

DPCH Downlink associated with PDSCH
RAB or SRB, TrCh
3.4 kbps SRB for DCCH, DCH


DTX position
N/A (SingleTrCH)


Minimum spreading factor
256


DPCCH
Number of TFCI bits/slot
0



Number of TPC bits/slot
2



Number of Pilot bits/slot
8


DPDCH
Number of data bits/slot
10



Number of data bits/frame
150

<End of modified section>
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