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<Start of modified section>

Table 1: Applicability of tests

USER EQUIPMENT FEATURES

17.1.2
Constraining the access to a single number
R99
C93
All UEs supporting autocalling

17.1.3
Constraining the access to a single number
R99
C93
All UEs supporting autocalling

17.1.4
Behaviour of the MS when its list of blacklisted numbers is full
R99
C94
UEs that are capable of autocalling more than M B-party numbers.

Multi-Layer Functional Tests

1ß.1
RAB Tests for TDD (1.28 Mcps option)
Combinations on DPCH




18.1.2.1 
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
R4
C220
UEs supporting LCRTDD and reference radio bearer configuration 

"Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH"

18.1.2.2
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
R4
C221
UEs supporting LCRTDD and reference radio bearer configuration

"Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH"

18.1.2.3
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
R4
C222
UEs supporting LCRTDD and reference radio bearer configuration

"Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH"

18.1.2.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
R4
C223
UEs supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"

18.1.2.5
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
R4
C224
UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"

18.1.2.6
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
R4
C225
UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"

18.1.2.7
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
R4
C226
UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH"

18.1.2.8
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
R4
C227
UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"

<End of modified section>

<Start of modified section>

C218
IF A.3/2 AND A.2/7 AND A.19b/1 AND A.19b/2 THEN R ELSE N/A

C219 
IF A.3/2 AND A.2/7 THEN R ELSE N/A

C220
IF A.1/3 AND A.18g/1 THEN R ELSE N/A

C221
IF A.1/3 AND A.18g/2 THEN R ELSE N/A

C222
IF A.1/3 AND A.18g/3 THEN R ELSE N/A

C223
IF A.1/3 AND A.18g/4 THEN R ELSE N/A

C224
IF A.1/3 AND A.18g/5 THEN R ELSE N/A

C225
IF A.1/3 AND A.18g/6 THEN R ELSE N/A

C226
IF A.1/3 AND A.18g/7 THEN R ELSE N/A

C227
IF A.1/3 AND A.18g/8 THEN R ELSE N/A

<End of modified section>

<Start of modified section>

A.4.3.3.2
TDD Radio Bearer Capabilities (1.28 Mcps option)

The applicability column in table A.18g specifies the minimum UE radio access capability for which radio bearer configurations are applicable. The UE radio access capability parameters and their possible value range are defined in TS 25.306 [34a] clause 5.1.

The following labels have been used in table A.18g to represent the various UE radio access capability parameters:


Label
UE radio access capability parameter as defined in [34a] 25.306.

Transport channel parameters in downlink
DL Max TB bits
Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant


DL Max CC TB bits
Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant


DL Max TC TB bits
Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant


DL Max TrCHs
Maximum number of simultaneous transport channels


DL Max CCTrCH
Maximum number of simultaneous CCTrCH


DL Max TTI TB
Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval


DL Max TFS
Maximum number of TFC in the TFCS


DL Max TF
Maximum number of TF


DL TC
Support for turbo decoding

Transport channel parameters in uplink
UL Max TB bits
Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant


UL Max CC TB bits
Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant


UL Max TC TB bits
Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant


UL Max TrCHs
Maximum number of simultaneous transport channels


UL Max CCTrCH
Maximum number of simultaneous CCTrCH


UL Max TFS
Maximum number of TFC in the TFCS


UL Max TF
Maximum number of TF


UL TC
Support for turbo encoding

Table A.18g: Radio bearer capabilities for combinations on DPCH (1.28 Mcps TDD option).

Item
1.28 Mcps TDD option iradio bearer configuration for combination on DPCH
Ref.
Applicability
(Minimum UE radio access capability)
Comments




Parameter
Value


1
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
34.108 6.11.5.4.1.1
DL Max TB bits
640





DL Max CC TB bits
640





DL Max TC TB bits
N/A





DL Max TrCHs
4





DL Max CCTrCH
1





DL Max TTI TB
4





DL Max TFS
16





DL Max TF
32





DL TC
N/A





UL Max TB bits
640





UL Max CC TB bits
640





UL Max TC TB bits
N/A





UL Max TrCHs
2





UL Max CCTrCH
1





UL Max TFS
4





UL Max TF
32





UL TC
N/A





Other required UE radio access capability


None


2
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
34.108 6.11.5.4.1.2
DL Max TB bits
640





DL Max CC TB bits
640





DL Max TC TB bits
N/A





DL Max TrCHs
4





DL Max CCTrCH
1





DL Max TTI TB
4





DL Max TFS
16





DL Max TF
32





DL TC
N/A





UL Max TB bits
640





UL Max CC TB bits
640





UL Max TC TB bits
N/A





UL Max TrCHs
2





UL Max CCTrCH
1





UL Max TFS
4





UL Max TF
32





UL TC
N/A





Other required UE radio access capability


None


3
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
34.108 6.11.5.4.1.3
DL Max TB bits
640





DL Max CC TB bits
640





DL Max TC TB bits
N/A





DL Max TrCHs
4





DL Max CCTrCH
1





DL Max TTI TB
4





DL Max TFS
16





DL Max TF
32





DL TC
N/A





UL Max TB bits
640





UL Max CC TB bits
640





UL Max TC TB bits
N/A





UL Max TrCHs
2





UL Max CCTrCH
1





UL Max TFS
4





UL Max TF
32





UL TC
N/A





Other required UE radio access capability


None


4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
34.108 6.11.5.4.1.4
DL Max TB bits
640





DL Max CC TB bits
640





DL Max TC TB bits
N/A





DL Max TrCHs
4





DL Max CCTrCH
1





DL Max TTI TB
4





DL Max TFS
16





DL Max TF
32





DL TC
N/A





UL Max TB bits
640





UL Max CC TB bits
640





UL Max TC TB bits
N/A





UL Max TrCHs
4





UL Max CCTrCH
1





UL Max TFS
8





UL Max TF
32





UL TC
N/A





Other required UE radio access capability
None


5
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
34.108 6.11.5.4.1.5
Same as for item 4.


6
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
34.108 6.11.5.4.1.6
Same as for item 4.


7
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
34.108 6.11.5.4.1.7
Same as for item 4.


8
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
34.108 6.11.5.4.1.8
Same as for item 4.
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