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8.2.4.24
Transport channel reconfiguration from CELL_DCH to CELL_DCH: Success with uplink transmission rate modification

8.2.4.24.1
Definition

8.2.4.24.2
Conformance requirement
If the UE receives:

-
a TRANSPORT CHANNEL RECONFIGURATION message:

it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
The UE shall then:
1>
enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6

8.2.4.24.3
Test purpose

To confirm that the UE transmits TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC after reconfigure its available uplink TFC according to a TRANSPORT CHANNEL RECONFIGURATION message.

8.2.4.24.4
Method of test

Initial Condition

System Simulator: 1 cell
UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure
The UE is in CELL_DCH state of cell 1. The SS transmits a TRANSPORT CHANNEL RECONFIGURATION message to the UE to modify the transmission rate. This message includes a new uplink transport channel information in order to restricts available uplink TFC within assigned uplink TFCS. The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC after reconfiguring its transport channel parameters. Next the SS transmits a TRANSPORT CHANNEL RECONFIGURATION message to the UE which includes a new uplink transport channel information in order to reconfigure uplink TFCS. The UE transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC after reconfiguring its transport channel parameters according to the TRANSPORT CHANNEL RECONFIGURATION message. 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in the CELL_DCH state of cell 1.

	2
	(
	TRANSPORT CHANNEL

 RECONFIGURATION 
	This message includes the IE”TFC subset” and don’t include UL/DL physical channel information. 

	3
	(
	TRANSPORT CHANNEL

 RECONFIGURATION COMPLETE
	

	4
	(
	TRANSPORT CHANNEL

 RECONFIGURATION
	

	5
	(
	TRANSPORT CHANNEL

 RECONFIGURATION COMPLETE
	


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (Step 2)
The contents of TRANSPORT CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	UL Transport channel information for all transport channels
	

	- CHOICE mode
	FDD

	- TFC subset
	

	- CHOICE Subset representation
	Allowed transport format combination list

	- Allowed transport format combination
	Indicate TFCs which are a part of the TFCS defined in this message to restrict uplink allowed TFC subset.

	      - UL DCH TFCS
	Same contents as a RADIO BEARER SETUP message used in initial procedure.

	CHOICE channel requirement
	Not present

	Downlink information per radio link list
	Not present


TRANSPORT CHANNEL RECONFIGURATION (Step 4)
The contents of TRANSPORT CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	UL Transport channel information for all transport channels
	

	- CHOICE mode
	FDD

	- TFC subset
	

	      - UL DCH TFCS
	Reference to TS34.108 clause 6.10 Parameter Set
Set different parameter which is included in a RADIO BEARER SETUP message used in initial procedure.

	CHOICE channel requirement
	Uplink DPCH info

	- Uplink DPCH power control info
	Same contents as a RADIO BEARER SETUP message used in initial procedure

	- CHOICE mode
	FDD

	- Scrambling code type 
	Long

	- Scrambling code number
	0 (0 to 16777215)

	- Number of DPDCH
	Not Present

	- Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
Set different parameter which is included in a RADIO BEARER SETUP message used in initial procedure.

	- TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set
Set different parameter which is included in a RADIO BEARER SETUP message used in initial procedure.

	- Number of FBI bit
	Not Present

	- Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set
Set different parameter which is included in a RADIO BEARER SETUP message used in initial procedure.

	Downlink information per radio link list
	Not present


8.2.4.24.5
Test requirement

After step 2 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC. 
After step 4 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC.
>>>Next change<<<

8.2.6.23
Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing maintain): Success

8.2.6.23.1
Definition

8.2.6.23.2
Conformance requirement

If the UE receives:

-
a PHYSICAL CHANNEL RECONFIGURATION message:

it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
The UE shall then:
1>
enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
1> the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.6.23.3
Test purpose

To confirm that the UE transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC, on a dedicated physical channel in a different frequency band.

8.2.6.23.4
Method of test

Initial Condition

System Simulator: 2 cells–Cells 1 is active and cell 6 is inactive.
UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending to the CN domain(s) supported by the UE.

Test Procedure
Table 8.2.6.23
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-55
	Off
	-55


Table 8.2.6.23 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.23. The SS switches its downlink transmission power settings to columns "T1" and transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE, which includes new frequency information and IE "Timing indicator" set to maintain. The UE shall reconfigure the physical channel parameters according to PHYSICAL CHANNEL RECONFIGURATION message and establish a radio link with the SS using a dedicated physical channel in cell 6. The UE then transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message in cell 6 on the uplink DCCH AM RLC after its transition.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.23.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.23.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Including new frequency information.
IE "Timing indicator" is set to maintain.

	4
	
	
	The UE remains in CELL_DCH state after connecting to the SS on a dedicated physical channel in cell 6. 

	5
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE transmits this message in cell 6.


Specific Message Contents
PHYSICAL CHANNEL RECONFIGURATION (Step 3)

The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Activation Time
	Current CFN-[current CFN mod 8 + 8 ]

	Uplink DPCH info
	

	        - Scrambling code number
	1

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	         - Timing Indicator
	Maintain

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	350


8.2.6.23.5
Test requirement

After step 4 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC in cell 6.
>>> Next change <<<
8.2.6.24
Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (modify uplink physical channel rate): Success

8.2.6.24.1
Definition

8.2.6.24.2
Conformance requirement

If the UE receives:

-
a PHYSICAL CHANNEL RECONFIGURATION message:

it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:
1>
enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2 and 8.5 and 8.6

8.2.6.24.3
Test purpose

To confirm that the UE modifies uplink physical channel rate according to a PHYSICAL CHANNEL RECONFIGURATION message and transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
8.2.6.24.4
Method of test

Initial Condition

System Simulator: 1 cell.
UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_DCH state of cell 1. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE, which assign a new UL puncture limit and minimum spreading factor to the UE to modify uplink physical channel rate. The UE shall reconfigure the physical channel according to this message and transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH AM RLC.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The UE is in the CELL_DCH state of cell 1.

	2
	(
	PHYSICAL CHANNEL

 RECONFIGURATION
	This message is including new IE ”Uplink DPCH info” and don’t include IE "Downlink information for each radio link".

	3
	(
	PHYSICAL CHANNEL

 RECONFIGURATION COMPLETE
	


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 2)

The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	- Uplink DPCH power control info
	Same contents as a RADIO BEARER SETUP message used in initial procedure

	- CHOICE mode
	FDD

	- Scrambling code type 
	Long

	- Scrambling code number
	0 (0 to 16777215)

	- Number of DPDCH
	Not Present

	- Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
Set different parameter which is included in a RADIO BEARER SETUP message used in initial procedure.

	- TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set
Set different parameter which is included in a RADIO BEARER SETUP message used in initial procedure.

	- Number of FBI bit
	Not Present

	- Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set
Set different parameter which is included in a RADIO BEARER SETUP message used in initial procedure.

	Downlink information per radio link list
	Not present


8.2.6.24.5
Test requirement

After step 2 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
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