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8.1.2.11
RRC Connection Establishment in FACH state (Frequency band modification): Success 

8.1.2.11.1
Definition

8.1.2.11.2
Conformance requirement
The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the UE storing "Initial UE identity".

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified otherwise in the following:

2>
if the UE will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to TS25.304 on that frequency;

3>
select PRACH according to TS25.331 subclause 8.5.17;

3>
select Secondary CCPCH according to TS5.331 subclause 8.5.19;

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
enter UTRA RRC connected mode, in a state according to TS25.331 subclause 8.6.3.3;

1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per TS25.331 subclause 8.6.3.3: 

And the procedure ends.

Reference 

3GPP TS 25.331 clause 8.1.3.

8.1.2.11.3
Test purpose

To confirm that the UE enters to CELL_FACH state and correctly establishes signalling radio bearers using common physical channels of a cell within the frequency band specified by SS in RRC CONNECTION SETUP message.
8.1.2.11.4
Method of test

Initial Condition

System Simulator: 2 cells–Cells 1 is active and cell 6 is inactive.

UE: Idle state (state 2 or state 3 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure
Table 8.1.2.11
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72

	Off
	-72


Table 8.1.2.11 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in Idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.1.2.11. The SS switches its downlink transmission power settings to columns “T1” and the UE transmits an RRC CONNECTION REQUEST message to the SS on the uplink CCCH by attempting to make an outgoing call. After SS receives this message, it assigns the necessary radio resources and U-RNTI to be used by the UE. The SS then transmits an RRC CONNECTION SETUP message containing an IE "Frequency info" set to uplink/downlink UARFCN as used for cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. The SS monitors all uplink RACH channels of cell 6.The UE transmitting an RRC CONNECTION SETUP COMPLETE message on the DCCH (mapped onto RACH) of cell 6.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of UE is in Idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.1.2.11.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.1.2.11.

	3
	(
	RRC CONNECTION REQUEST
	Operator makes an outgoing call. The UE shall transmit this message, indicating the proper establishment cause.

	4
	(
	RRC CONNECTION SETUP
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	5
	(
	RRC CONNECTION SETUP COMPLETE
	UE shall send this message on the DCCH, carried by the assigned PRACH resources in cell 6.


Specific Message Content
RRC CONNECTION REQUEST (Step 3)

Use the same message type found in clause 9 of TS 34.108, with the following exception:
	Information Element
	Value/remark

	Initial UE identity
	Same as the IMSI stored in the TEST USIM card, or the registered TMSI or P-TMSI

	Establishment Cause
	Originating Interactive Call or Originating Background Call or Originating Streaming Call

	Measured results on RACH
	Check to see if set in accordance with the IE “Intra-frequency reporting quantity for RACH Reporting” included in SYSTEM INFORMATION BLOCK Type 11

	- Measurement result for current cell
	

	 - CHOICE mode
	

	   - FDD
	

	    - CHOICE measurement quantity
	

	     - CPICH Ec/N0
	The actual reported value is not checked


RRC CONNECTION SETUP (Step 4)

For this message, the contents of the message to be used are basically identical to the message sub-type entitled "RRC CONNECTION SETUP message (Transition to CELL_FACH)" found in [9] TS 34.108 clause 9 with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


RRC CONNECTION SETUP COMPLETE (Step 5)

Use the same message type found in clause 9 of TS 34.108, with the following exception.
	Information Element
	Value/remark

	UE Radio Access Capability
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.

	UE radio access capability extension
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.

	UE system specific Capability
	Checked to see if compatible with the stated capability in PIXIT/PICS statements.


8.1.2.11.5
Test requirement
After step 5 the UE shall transmit RRC CONNECTION SETUP COMPLETE message on the uplink DCCH in cell 6.
8.1.3.7
RRC Connection Release in CELL_FACH state (Frequency band modification): Success
8.1.3.7.1
Definition

8.1.3.7.2
Conformance requirement 

When the UE receives the first RRC CONNECTION RELEASE message
the UE shall:
1>
in state CELL_FACH:

2>
if the RRC CONNECTION RELEASE message was received on the DCCH:
3>
when the successful transmission of the RRC CONNECTION RELEASE COMPLETE message has been confirmed by the lower layers:

4>
release all its radio resources; and

4>
indicate the release of the established signalling connections ; and
4>
pass the value of the IE "Release cause" received in the RRC CONNECTION RELEASE message to upper layers;

4>
enter idle mode;

4>
perform the actions specified in TS25.331 subclause 8.5.2 when entering idle mode.

a) 3>
and the procedure ends.
Reference

3GPP TS 25.331 clause 8.1.4.

8.1.3.7.3
Test purpose

To confirm that when the UE receives an RRC CONNECTION RELEASE message, the UE releases signalling radio bearer and its radio resources and goes back to the idle. 

To confirm that the UE enters into idle mode by performing cell-selection and selecting other cell than the UE selecting cell in connected mode.

8.1.3.7.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is  inactive
UE: "Registered idle mode on CS" (state 2) or "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	Not Present

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.1.3.7
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-60
	-60


	off
	-60


Table 8.1.3.7 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.1.3.7. SS request operator to make an outgoing call. The SS and UE execute procedure P4 or P6. Next The SS and the UE execute procedure P8 or P10. The SS switches its downlink transmission power settings to columns "T1" and then modifies SIB 3 to indicate that cell 1 is barred. The SS transmits an RRC CONNECTION RELEASE message. The UE shall transmit an RRC CONNECTION RELEASE COMPLETE message using UM on DCCH and try to enter idle mode state in cell 1. On selecting cell 1 the UE reads system information block 3 and is aware that cell 1 is barred cell. Hence the UE selects cell 6 and camp on cell 6. Upon completion of the procedure, the SS calls for generic procedure C.1 to check that UE is in idle mode.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in the CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.1.3.7. SS requests operator to make an outgoing call.

	2
	
	SS executes procedure P4 (clause 7.4.2.1.2) or P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	
	SS executes procedure P8 (clause 7.4.2.3.2) or P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.1.3.7.

	5
	
	System Information Block type 3
	The SS modifies SIB 3 in cell 1 to indicate that the cell is barred.

	6
	
	
	The SS waits for 5 s

	7
	(
	RRC CONNECTION RELEASE
	

	8
	(
	RRC CONNECTION RELEASE COMPLETE
	

	9
	
	
	The SS waits for 5s

	10
	((
	CALL C.1
	If the test result of C.1 indicates that UE is in idle mode, the test passes, otherwise it fails.


Specific Message Content
System Information Block type 3 (Step 5)
Use the same message type found in clause 6 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	- Cell Access Restriction
	

	  - Cell barred
	Barred

	  - Intra-frequency cell re-selection indicator
	Not allowed

	  - Tbarred
	10[s]

	  - Cell Reserved for operator use
	Not reserved

	  - Cell Reservation Extension
	Not reserved

	- Access Class Barred List
	

	  - Access Class Barred0
	barred

	  - Access Class Barred1
	barred

	  - Access Class Barred2
	barred

	  - Access Class Barred3
	barred

	  - Access Class Barred4
	barred

	  - Access Class Barred5
	barred

	  - Access Class Barred6
	barred

	  - Access Class Barred7
	barred

	  - Access Class Barred10
	barred

	  - Access Class Barred11
	barred

	  - Access Class Barred12
	barred

	  - Access Class Barred13
	barred

	  - Access Class Barred14
	barred

	  - Access Class Barred15
	barred


8.1.3.7.5
Test requirement

After step 3 the UE shall transmit RRC CONNECTION RELEASE COMPLETE messages using AM on DCCH.

After step 9 the UE shall be in idle mode of cell 6.
>>> Next change <<<
8.1.6.3
Measurement Report on INITIAL DIRECT TRANSFER message and UPLINK DIRECT TRANSFER message
8.1.6.3.1

Definition

8.1.6.3.2
Conformance requirement

In CELL_FACH state, the UE shall:

1>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if "System Information Block Type 12" is not being broadcast);

1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported.

Reference

3GPP TS 25.331, clause 8.1.8.2, 8.1.10.2

8.1.6.3.3
Test Purpose
To confirm that the UE reports measured results on RACH messages, if it receives IE "Intra-frequency reporting quantity for RACH reporting" and IE "Maximum number of reported cells on RACH" from System Information Block Type 11 or 12 upon a transition from idle mode to CELL_FACH state.

8.1.6.3.4
Method of test

Initial Condition

System Simulator: 1 cell

UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).

Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 (Step 1)
Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception:
	Information Element
	Value/Remark

	SIB12 indicator

FACH measurement occasion info

Measurement control system information 

     - Use of HCS
     - Cell selection and reselection quality measure

     - Intra-frequency measurement system information

      - Intra-frequency measurement identity

      - Intra-frequency cell info list

       - CHOICE intra-frequency cell removal

       - New intra-frequency cells

        - Intra-frequency cell id

        - Cell info

         - Cell individual offset

         - Reference time difference to cell

         - Read SFN Indicator

         - CHOICE mode

         - Primary CPICH Info

          - Primary Scrambling Code

         - Primary CPICH TX power

         - TX Diversity Indicator

         - Cell selection and Re-selection info

      - Intra-frequency Measurement quantity

       - Filter Coefficient

       - Measurement quantity

      - Intra-frequency measurement for RACH reporting

       - SFN-SFN observed time difference

       - Reporting quantity

      - Maximum number of reported cells on RACH

      - Reporting information for state CELL_DCH

       - Intra-frequency reporting quantity

         - Reporting quantities for active set cells

         - SFN-SFN observed time difference reporting indicator

         - Cell synchronisation information reporting indicator

         - Cell identity reporting indicator

         - CPICH Ec/No reporting indicator

         - CPICH RSCP reporting indicator

         - Pathloss reporting indicator

        - Reporting quantities for monitored set cells

         - SFN-SFN observed time difference reporting indicator

         - Cell synchronisation information reporting indicator

         - Cell identity reporting indicator

         - CPICH Ec/No reporting indicator

         - CPICH RSCP reporting indicator

         - Pathloss reporting indicator

        - Reporting quantities for detected set cells 

       - Measurement Reporting Mode

        - Measurement Reporting Transfer Mode

        - Periodic Reporting/Event Trigger Reporting Mode

       - CHOICE report criteria

        - Parameters required for each event

         - Intra-frequency event identity

         - Triggering condition 1

         - Triggering condition 2

         - Reporting Range Constant

         - Cells forbidden to affect reporting range

         - W

         - Hysteresis

         - Threshold used frequency

         - Reporting deactivation threshold

         - Replacement activation threshold

         - Time to trigger

         - Amount of reporting

         - Reporting interval

         - Reporting Cell Status

          - CHOICE reported cell

           - Maximum number of reported cells 

     - Inter-frequency measurement system information

     - Traffic volume measurement system information

     - UE internal measurement system information
	FALSE

Not Present

Not used

CPICH RSCP

5

Remove no intra-frequency cells

0
0 dB

Not present

FALSE

FDD

Set to same code as used for cell 1

Not Present

FALSE 

Not present

0

CPICH RSCP

No report

CPICH RSCP

Current cell

No report

FALSE

FALSE

FALSE

FALSE

FALSE

No report

TRUE

FALSE

FALSE

TRUE

FALSE

Not present

Acknowledged mode RLC

Event trigger

Intra-frequency measurement

reporting criteria

1a

Not Present

Monitored set cells

15 dB

Not Present

0.0

1.0 dB

Not Present

0

Not Present

60 ms

Infinity

16 seconds

Report cells within active and/or monitored set on used frequency or within active and/or monitored set on non-used frequency

2

Not Present

Not Present

Not Present


Test Procedure

The UE is initially in idle mode and camps on cell 1. SS prompts the operator to make an outgoing call for one of the traffic classes supported by the UE. SS and UE shall execute out going call procedure. During this procedure UE transmits INITIAL DIRECT TRANSFER and UPLINK DIRECT TRANSFER messages with IE“Measured results on RACH”  which is set to measured CPICH RSCP in the current cell.

Expected Sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in idle mode and camps onto cell 1. 

	2
	
	
	SS prompts the test operator to make an outgoing call.

	3
	(
	RRC CONNECTION REQUEST
	

	4
	(
	RRC CONNECTION SETUP 
	See default default message content ( Transition to CELL_FACH)

	5
	(
	RRC CONNECTION SETUP COMPLETE
	See default message content

	6
	(
	INITIAL DIRECT TRANSFER ( SERVICE REQUEST )
	See specific message content

	7
	(
	DOWNLINK DIRECT TRANSFER( AUTHENTICATION AND CIPHERING REQUEST ) 
	See default default message content 

	8
	(
	UPLINK DIRECT TRANSFER( AUTHENTICATION AND CIPHERING RESPONSE )
	See specific message content

	9
	(
	SECURITY MODE COMMAND 
	See default default message content 

	10
	(
	SECURITY MODE COMPLETE
	See default default message content 

	11
	(
	UPLINK DIRECT TRANSFER( ACTIVATE PDP CONTEXT REQUEST )
	See specific message content

	12
	(
	RADIO BEARER SETUP
	See default default message content ( Transition from CELL_FACH to CELL_FACH)

	13
	(
	RADIO BEARER SETUP COMPLETE
	See default default message content 

	14
	(
	DOWNLINK DIRECT TRANSFER( ACTIVATE PDP CONTEXT ACCEPT )
	See default default message content 

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Specific Message Content

RRC CONNECTION REQUEST (Step 3)

Use the default message with the same message type specified in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	Measured results on RACH

       - Measurement result for current cell

        - CHOICE measurement quantity

         - CPICH RSCP

       - Measurement results for monitored cells
	Check to see if set to 'CPICH RSCP'

Checked to see if set to within an acceptable range.

Checked to see if this IE is absent.


INITIAL DIRECT TRANSFER ( SERVICE REQUEST ) (Step 6)
Use the default message with the same message type specified in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	Measured results on RACH

       - Measurement result for current cell

        - CHOICE measurement quantity

         - CPICH RSCP

       - Measurement results for monitored cells
	Check to see if set to 'CPICH RSCP'

Checked to see if set to within an acceptable range.

Checked to see if this IE is absent.


UPLINK DIRECT TRANSFER( AUTHENTICATION AND CIPHERING RESPONSE ) (Step 8)
Use the default message with the same message type specified in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	Measured results on RACH

       - Measurement result for current cell

        - CHOICE measurement quantity

         - CPICH RSCP

       - Measurement results for monitored cells
	Check to see if set to 'CPICH RSCP'

Checked to see if set to within an acceptable range.

Checked to see if this IE is absent.


UPLINK DIRECT TRANSFER( ACTIVATE PDP CONTEXT REQUEST ) (Step 11)
Use the default message with the same message type specified in clause 9 of TS 34.108, with the following exceptions:
	Information Element
	Value/remark

	Measured results on RACH

       - Measurement result for current cell

        - CHOICE measurement quantity

         - CPICH RSCP

       - Measurement results for monitored cells
	Check to see if set to 'CPICH RSCP'

Checked to see if set to within an acceptable range.

Checked to see if this IE is absent.


8.1.6.3.5
Test Requirement

After step 2 the UE shall transmit a RRC CONNECTION REQUEST message which includes IE "measured results on RACH", containing the measurement value for cell 1's CPICH RSCP.

After step 5 the UE shall transmit a INITIAL DIRECT TRANSFER ( SERVICE REQUEST) message which includes IE "measured results on RACH", containing the measurement value for cell 1's CPICH RSCP.

After step 7 the UE shall transmit a UPLINK DIRECT TRANSFER( AUTHENTICATION AND CIPHERING RESPONSE ) message which includes IE "measured results on RACH", containing the measurement value for cell 1's CPICH RSCP.

After step 10 the UE shall transmit a UPLINK DIRECT TRANSFER( ACTIVATE PDP CONTEXT REQUEST ) message which includes IE "measured results on RACH", containing the measurement value for cell 1's CPICH RSCP.

8.1. 6.4

Initial Direct Transfer (RLC re-establishment)

8.1.6.4.1
Definition

8.1.6.4.2
Conformance requirement

If a re-establishment of RLC on signalling radio bearer RB3 occurs before the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC, the UE shall:

1>
retransmit the INITIAL DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3.

Reference

3GPP TS 25.331 clause 8.1.8.2a.

8.1.6.4.3
Test purpose

FFS
8.1.6.4.4
Method of test

FFS
8.1.6.4.5
Test requirement

FFS
>>> Next change <<<
8.1.8.3
Counter check in CELL_DCH state 

8.1.8.3.1
Definition

8.1.8.3.2
Conformance requirement

When the UE receives a COUNTER CHECK message it shall compare the COUNT-C MSB values received in the IE "RB COUNT-C MSB information" in the COUNTER CHECK message to the COUNT-C MSB values of the corresponding radio bearers.

The UE shall:

1>
if no COUNT-C exists for a radio bearer for a given direction (uplink or downlink) because:

2>
it is a uni-directional radio bearer configured only for the other direction (downlink or uplink respectively), or 

2>
has been configured to RLC-TM mode in one direction (uplink or downlink) and RLC-UM in the other (downlink or uplink respectively), 

3>
set the COUNT-C in the IE "RB COUNT-C information" in the COUNTER CHECK RESPONSE message, to any value;

1>
submit a COUNTER CHECK RESPONSE message to lower layers for transmission on the uplink DCCH using AM RLC.

Reference 

3GPP TS 25.331 clause 8.1.15.

8.1.8.3.3
Test purpose

To confirm that the UE transmits a COUNTER CHECK RESPONSE message even if COUNT-C does not exist for a radio bearer for a given direction for reasons given in the above section. 

8.1.8.3.4 
Method of test

Initial Condition

System Simulator: 1 cell

UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the domain supported by the UE.
Test Procedure

The UE is brought to the CELL_DCH state after a successful outgoing call attempt. SS sends a RADIO BEARER SETUP message to set up an asymmetric radio bearer. UE shall configure accordingly and then reply with a RADIO BEARER SETUP COMPLETE message. Then SS transmits a COUNTER CHECK message. The UE shall send a COUNTER CHECK RESPONSE message on the uplink DCCH, specifying the current COUNT-C information for RB9.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is brought to CELL_DCH state after an outgoing call has been established successfully.

	2
	 (
	RADIO BEARER SETUP
	See specific message contents for this message

	3
	 (
	RADIO BEARER SETUP COMPLETE
	

	4
	 (
	COUNTER CHECK
	See specific message content.

	5
	 (
	COUNTER CHECK RESPONSE
	The message shall include the IE "RB COUNT-C information".


Specific Message Contents

RADIO BEARER SETUP
The contents of RADIO BEARER SETUP message in this test case is identical to the message sub-type indicated by  "Non speech from CELL_DCH to CELL_DCH in CS" or "Speech from CELL_DCH to CELL_DCH in CS" or "Packet to CELL_DCH from CELL_DCH in PS" in [9] TS 34.108 clause 9, with the following exception:

	Information Element
	Value/remark

	RAB information for setup
	

	        - RAB info
	

	         - RAB identity
	0000 1111B

	         - CN domain identity
	PS domain or CS domain (depending on the domain supported by the UE)

	         - NAS Synchronization Indicator
	Not Present

	         - Re-establishment timer
	UseT315 (for PS domain) or UseT314 (for CS domain)

	        - RB information to setup
	

	         - RB identity
	9

	         - PDCP info
	

	          - Support for lossless SRNS relocation
	FALSE

	          - Max PDCP SN window size
	Not present

	          - PDCP PDU header
	Absent

	          - Header compression information
	Not present

	         - CHOICE RLC info type
	RLC info

	          - CHOICE Uplink RLC mode
	TM RLC

	           - Transmission RLC discard
	

	            - CHOICE SDU discard mode
	Not Present

	           - Segmentation indication
	False

	          - CHOICE Downlink RLC mode
	UM RLC

	        - RB mapping info
	

	         - Information for each multiplexing option
	2 RBMuxOptions

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	DCH

	           - UL Transport channel identity
	4

	           - Logical channel identity
	Not Present

	           - CHOICE RLC size list
	Configured

	          - MAC logical channel priority
	8

	         - Downlink RLC logical channel info
	

	          - Number of downlink RLC logical channels
	1

	           - Downlink transport channel type
	DCH

	           - DL DCH Transport channel identity
	9

	           - DL DSCH Transport channel identity
	Not Present

	           - Logical channel identity
	Not Present

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	7

	           - CHOICE RLC size list
	Explicit List

	             - RLC size index 
	Reference to TS34.108 clause 6 Parameter Set

	          - MAC logical channel priority
	8

	         - Downlink RLC logical channel info
	

	          - Number of downlink RLC logical channels
	1

	           - Downlink transport channel type
	FACH

	           - DL DCH Transport channel identity
	Not Present

	           - DL DSCH Transport channel identity
	Not Present

	           - Logical channel identity
	7

	Added or Reconfigured TrCH information list
	1 DCH added

	 - Added or Reconfigured UL TrCH information
	

	        - Uplink transport channel type
	DCH

	        - UL Transport channel identity
	4

	        - TFS
	

	         - CHOICE Transport channel type
	Dedicated transport channels

	         - Dynamic Transport format information
	

	          - RLC Size
	Reference to TS34.108 clause 6.10 Parameter Set 

	          - Number of TBs and TTI List
	(This IE is repeated for TFI number.)

	           - Transmission Time Interval
	Not Present

	           - Number of Transport blocks
	Reference to TS34.108 clause 6.10 Parameter Set

	          - CHOICE Logical Channel list
	All

	         - Semi-static Transport Format information
	

	          - Transmission time interval
	Reference to TS34.108 clause 6.10 Parameter Set 

	          - Type of channel coding
	Reference to TS34.108 clause 6.10 Parameter Set 

	          - Coding Rate
	Reference to TS34.108 clause 6.10 Parameter Set 

	          - Rate matching attribute
	Reference to TS34.108 clause 6.10 Parameter Set 

	          - CRC size
	Reference to TS34.108 clause 6.10 Parameter Set 

	Added or Reconfigured TrCH information list
	1 DCH

	Added or Reconfigured DL TrCH information
	

	        - Downlink transport channel type
	DCH

	        - DL Transport channel identity
	9

	        - CHOICE DL parameters
	Same as UL

	         - Uplink transport channel type
	DCH

	         - UL TrCH identity
	1

	        - DCH quality target
	

	         - BLER Quality value
	-2.0


COUNTER CHECK (Step 4)

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	0

	Integrity check info
	Calculated value

	RB COUNT-C MSB information
	

	   - RB COUNT-C MSB information
	

	    - RB identity
	9

	    - COUNT-C MSB uplink
	Arbitrary 

	    - COUNT-C MSB downlink
	Set to current COUNT-C for RB#9 in downlink


COUNTER CHECK RESPONSE (Step 7)

	Information Element
	Value/remark

	Message Type 
RRC transaction identifier 
Integrity check info
RB COUNT-C information
        - RB identity
        - COUNT-C uplink
        - COUNT-C downlink
	0

Not checked
Check to see if set to 9

Not checked

Check to see if set to COUNT-C for RB#9 in downlink


8.1.8.3.5
Test requirement

After step 2, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH. 

After step 4, the UE shall transmit a COUNTER CHECK RESPONSE message which includes the IE "COUNT-C downlink" to report COUNT-C value of RB#9. 
>>> Next change <<<
8.1.9.a
Signalling Connection Release Indication ( RLC re-establishment )

8.1.9.a.1
Definition

8.1.9.a.2
Conformance requirement 

If a re-establishment of RLC on signalling radio bearer RB2 occurs before the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC, the UE shall:

1>
retransmit the SIGNALLING CONNECTION RELEASE INDICATION message on the uplink DCCH using AM RLC on signalling radio bearer RB2.
Reference

3GPP TS 25.331 clause 8.1.14.2a.
8.1.9.a.3
Test purpose

FFS
8.1.9.a.4
Method of test

FFS
8.1.9.a.5
Test requirement

FFS
>>> Next change <<<
8.2.1.24
Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success

8.2.1.24.1
Definition

8.2.1.24.2
Conformance requirement

If the UE receives:
-a RADIO BEARER SETUP message;
it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a RADIO BEARER SETUP message, the UE shall:

1>
transmit a RADIO BEARER SETUP COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.1.24.3
Test purpose

1. To confirm that the UE transits from CELL_DCH to CELL_DCH according to the RADIO BEARER SETUP message.

2. To confirm that the UE transmits the RADIO BEARER SETUP COMPLETE message on the uplink DCCH using AM RLC on a dedicated physical channel in a different frequency.
8.2.1.24.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive.

CS-DCCH_DCH (state 6-5) or PS_DCCH_DCH (state 6-7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure
Table 8.2.1.24
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.1.24 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.1.24. The SS switches its downlink transmission power settings to columns "T1" and transmits a RADIO BEARER SETUP message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code which is assigned to P-CPICH of cell. The UE selects cell 6 and establish a radio access bearer after receiving this message, and then remains CELL_DCH state. The UE transmits a RADIO BEARER SETUP COMPLETE message using AM RLC after completes configuration according to receiving RADIO BEARER SETUP message. Upon completion of the procedure, the SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.1.24.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.1.24.

	3
	(
	RADIO BEARER SETUP
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	4
	
	
	The UE select cell 6 and establish a radio access bearer.

	5
	(
	RADIO BEARER SETUP
COMPLETE
	The UE sends this message on a dedicated physical channel in cell 6.

	6
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER SETUP (Step 3)
The contents of RADIO BEARER SETUP message in this test case is identical the message sub-type indicated by "Packet to CELL_DCH from CELL_DCH in PS" or “Speech in CS” in TS34.108 clause 9 Default Message Contents, or identical the message sub-type indicated by “Non speech in CS” in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


8.2.1.24.5
Test requirement

After step 4 the UE shall transmit a RADIO BEARER SETUP COMPLETE message on the DCCH using AM RLC in cell 6.

After step 5 the UE shall be in CELL_DCH state of cell 6.
>>> Next change <<<
8.2.1.25
Radio Bearer Establishment for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success

8.2.1.25.1
Definition

8.2.1.25.2
Conformance requirement

If the UE receives:
-a RADIO BEARER SETUP message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency;

2>
if the received reconfiguration message included the IE "Primary CPICH info", and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info":

3>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";

3>
when the cell update procedure completed successfully:

4>
proceed as below.
In case the procedure was triggered by reception of a RADIO BEARER SETUP message, the UE shall:

1>
transmit a RADIO BEARER SETUP COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.1.25.3
Test purpose

3. To confirm that the UE transits from CELL_FACH to CELL_FACH according to the RADIO BEARER SETUP message.

4. To confirm that the UE transmits RADIO BEARER SETUP COMPLETE message on the uplink DCCH using AM RLC on a common physical channel in a different frequency.
8.2.1.25.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive.

UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS".

Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.1.25
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.1.25 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.1.25. SS asks operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10. The SS switches its downlink transmission power settings to columns "T1" and transmits a RADIO BEARER SETUP message including IE "Frequency info" set to frequency information of cell 6 and no IE "Primary CPICH info". The UE selects cell 6 and initiates CELL UPDATE procedure with IE "Cell update cause" set to "cell reselection". The UE remains CELL_FACH state. The UE transmits a RADIO BEARER SETUP COMPLETE message using AM RLC after completes configuration according to receiving RADIO BEARER SETUP message. Upon completion of the procedure, the SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.1.25. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.1.25.

	5
	(
	RADIO BEARER SETUP
	Including IE "Frequency info" set to frequency information of cell 6 and no IE "Primary CPICH info" 

	6
	(
	CELL UPDATE
	The IE "Cell update cause" is set to "cell reselection".

	7
	(
	CELL UPDATE CONFIRM
	Including the IE" New C-RNTI”

	8
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	9
	(
	RADIO BEARER SETUP
COMPLETE
	The UE sends this message on a common physical channel in cell 6.

	10
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER SETUP (Step 5)
The contents of RADIO BEARER SETUP message in this test case are identical the message sub-type indicated by "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	Not present

	Downlink information for each radio links
	Not present


CELL UPDATE (Step 6)
The contents of CELL UPDATE message are identical as "Contents of CELL UPDATE message" as found in [9] TS 34.108 clause 9 with the following exceptions:

	Information Element
	Value/remark

	Cell Update Cause
	"cell reselection"


CELL UPDATE CONFIRM (Step 7)
The contents of CELL UPDATE CONFIRM message are identical as "CELL UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9. with the following exceptions: 

	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


UTRAN MOBILITY UPDATE CONFIRM (Step 8)
The contents of UTRAN MOBILITY UPDATE CONFIRM message are identical as "UTRAN MOBILITY UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9.
8.2.1.25.5
Test requirement

After step 5 the UE shall transmit a CELL UPDATE message on the CCCH in cell 6.

After step 7 the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the DCCH using AM RLC in cell 6.

After step 8 the UE shall transmit a RADIO BEARER SETUP COMPLETE message on the DCCH using AM RLC in cell 6.

After step 9 the UE shall be in CELL_FACH state in cell 6.

>>> Next change <<<
8.2.2.27
Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success

8.2.2.27.1
Definition

8.2.2.27.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.
In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.2.27.3
Test purpose

5. To confirm that the UE transits from CELL_DCH to CELL_DCH according to the RADIO BEARER RECONFIGURATION message.

6. To confirm that the UE transmits the RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a dedicated physical channel in a different frequency.

8.2.2.27.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive.

UE: CS-DCCH_DTCH_DCH (state 6-9) or PS_DCCH_DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure
Table 8.2.2.27
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.2.27 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.27. The SS switches its downlink transmission power settings to columns "T1" and transmits a RADIO BEARER RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code which is assigned to P-CPICH of cell 6. The UE shall select cell 6 and reconfigure its radio access bearer after receiving this message, and then remain in CELL_DCH state. The UE transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC after complete configuration according to receiving RADIO BEARER RECONFIGURATION message. Upon completion of the procedure, the SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.27.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.2.27.

	3
	(
	RADIO BEARER RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	4
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	The UE sends this message on a dedicated physical channel in cell 6.

	5
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 3)
The contents RADIO BEARER RECONFIGURATION message in this test case is identical the message sub-type indicated by "Packet to in PS" or “Speech in CS” or “Non speech from CELL_DCH to CELL_DCH in CS” in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


8.2.2.27.5
Test requirement

After step 3 the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 6.

After step 4 the UE shall be in CELL_DCH state in cell 6.

>>> Next change <<<
8.2.2.28
Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_FACH (Transport channel type switching with frequency band modification): Success 

8.2.2.28.1
Definition

8.2.2.28.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.
If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
if the received reconfiguration message included the IE "Primary CPICH info", and the UE selects another cell than indicated by this IE:

2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "Cell reselection";

1>
select PRACH according to TS25.331 subclause 8.5.17;

1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
use the transport format set given in system information;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
ignore that IE and stop using DRX.

1>
if the contents of the variable C_RNTI is empty:

2>
perform a cell update procedure according to TS 25.331 subclause 8.3.1 using the cause "Cell reselection";

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1> transmit a RADIO BEARER RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the new configuration after the state transition.
1> the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2.

8.2.2.28.3
Test purpose

7. To confirm that the UE transits from CELL_DCH to CELL_FACH according to the RADIO BEARER RECONFIGURATION message.

8. To confirm that the UE transmits RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a common physical channel in a different frequency.

8.2.2.28.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 in active and cell 6 is inactive.
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.2.28
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.2.28 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.28. SS requests operator to make an outgoing call. The SS and UE execute procedure P5. Next The SS and the UE execute procedure P9 and then execute procedure P13.The SS switches its downlink transmission power settings to columns "T1" and  transmits a RADIO BEARER RECONFIGURATION message including  IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. On receiving the RADIO BEARER RECONFIGURATION message, the UE shall select cell 6 and transmit a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC after complete configuration according to the RADIO BEARER RECONFIGURATION message. Upon completion of the procedure, the SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.28. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P5 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure) P9 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P13 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.2.28.

	6
	(
	RADIO BEARER

RECONFIGURATION
	Including IE "Frequency info" and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	7
	(
	RADIO BEARER
RECONFIGURATION COMPLETE
	The UE transmits this message on the common physical channel in cell 6.

	8
	((
	CALL C.2
	f the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 5)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9[9] TS 34.108 clause 9 with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio link
	

	- Primary CPICH info
	

	        - Primary Scrambling Code
	Set to same code as used for cell 6


After step 6 the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
After step 7 the UE shall be in CELL_FACH state.
>>> Next change <<<
8.2.2.29
Radio Bearer Reconfiguration for transition from CELL_DCH to URA_PCH (Frequency band modification): Success

8.2.2.29.1
Definition

8.2.2.29.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1> transmit a RADIO BEARER RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.2.29.3
Test purpose

1. To confirm that the UE transmits a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_DCH to URA_PCH according to the RADIO BEARER RECONFIGURATION message.

3. To confirm that the UE release dedicated physical channel and selects a common physical channel in a different frequency.

.

8.2.2.29.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.2.29
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.2.29 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.2.29. SS request operator to make an outgoing call. The SS and UE execute procedure P5. Next the SS and the UE execute procedure P9 and then execute procedure P13. The SS switches its downlink transmission power settings to columns “T1” and transmits a RADIO BEARER RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. The UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC and enter CELL_URA state of cell 6. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.29. SS request operator to make an outgoing call.

	2
	((
	SS executes procedure P5 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure) P9 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P13 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.2.29.

	6
	(
	RADIO BEARER RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	7
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE transmit this message in cell 1 on the dedicated physical channel..

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.5
	If the test result of C.5 indicates that UE is in URA_PCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	

	        - UARFCN uplink (Nu)
	Same uplink UARFCN as used for cell 6

	        - UARFCN downlink (Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio link
	

	- Primary CPICH info
	

	- Primary scrambling code
	Set to same code as used for cell 6


8.2.6.29.5
Test requirement

After step 6 the UE shall transmits a RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in CELL_PCH state in cell 6.
8.2.2.30
Radio Bearer Reconfiguration for transiton from CELL_DCH to CELL_PCH (Frequency band modification): Success

8.2.2.30.1
Definition

8.2.2.30.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1> transmit a RADIO BEARER RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.
If after state transition the UE enters CELL_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters CELL_PCH state from CELL_DCH state, and the received reconfiguration message included the IE "Primary CPICH info, and the UE selected another cell than indicated by this IE:

2>
initiate a cell update procedure according toTS25.331 subclause 8.3.1 using the cause "cell reselection";

2>
when the cell update procedure completed successfully:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.2.30.3
Test purpose

1. To confirm that the UE transmits a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_DCH to CELL_PCH according to the RADIO BEARER RECONFIGURATION message.

3. To confirm that the UE releases the dedicated physical channel and selects a common physical channel in a different frequency.

8.2.2.30.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.2.30
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.2.30 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.2.30. SS request operator to make an outgoing call. The SS and UE execute procedure P5. Next The SS and the UE execute procedure P9 and then execute procedure P13. The SS switches its downlink transmission power settings to columns “T1” and transmits a RADIO BEARER RECONFIGURATION message including  IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. The UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC and enter CELL_PCH state. Upon completion of the procedure, the SS calls for generic procedure C.4 to check that UE is in CELL_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.30. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P5 (clause 7.4.2.2.3) specified in TS 34.108.
	

	3
	((
	SS executes procedure) P9 (clause 7.4.2.4.3) specified in TS 34.108.
	

	4
	((
	SS executes procedure P13 (clause 7.4.2.6.3) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.2.30.

	6
	(
	RADIO BEARER RECONFIGURATION
	Including  IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	7
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE transmit this message on the dedicated physical channel in cell 1 

	8
	
	
	The SS waits for 5 s.

	9
	
	Call C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	

	        - UARFCN uplink (Nu)
	Same uplink UARFCN as used for cell 6

	        - UARFCN downlink (Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio link
	

	- Primary CPICH info
	

	- Primary scrambling code
	Set to same code as used for cell 6


8.2.2.30.5
Test requirement

After step 6 the UE shall transmits a RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in CELL_PCH state in cell 6.
8.2.2.31
Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH (Frequency band modification): Success

8.2.2.13.1
Definition

8.2.2.31.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.
If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
remove any C-RNTI from MAC;

1>
clear the C_RNTI.

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1> transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC, using the new configuration after the state transition.
1> the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.2.31.3
Test purpose

1. To confirm that the UE transits from CELL_FACH to CELL_DCH according to the RADIO BEARER RECONFIGURATION message.

2. To confirm that the UE transmits RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a dedicated physical channel in a different frequency.
8.2.2.31.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive.

UE: PS_DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.

Test Procedure
Table 8.2.2.31
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-60
	-60


	Off
	-60


Table 8.2.2.31 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.31. The SS switches its downlink transmission power settings to columns "T1" and transmits a RADIO BEARER RECONFIGURATION message IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. The UE shall select cell 6 and then enter CELL_DCH state according to receiving RADIO BEARER RECONFIGURATION message. Finally the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC. Upon completion of the procedure, the SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.31.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.2.31.

	3
	(
	RADIO BEARER RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	4
	(
	RADIO BEARER RECONFIGURATION
COMPLETE
	The UE sends this message on a dedicated physical channel in cell 6.

	5
	((
	Call C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 3)
The contents of RADIO BEARER RECONFIGURATION message in this test case are identical the message sub-type indicated by "Packet to CELL_DCH from CELL_FACH in PS" in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


8.2.2.31.5
Test requirement

After step 3 the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 6.

After step 4 the UE shall be in CELL_DCH state in cell 6.

8.2.2.32
Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success

8.2.2.32.1
Definition

8.2.2.32.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.
If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency;

2>
if the received reconfiguration message included the IE "Primary CPICH info", and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info":

3>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";

3>
when the cell update procedure completed successfully:

4>
proceed as below.
In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.2.32.3
Test purpose

1. To confirm that the UE transits from CELL_FACH to CELL_FACH according to the RADIO BEARER RECONFIGURATION message.

2. To confirm that the UE transmits RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a common physical channel in a different frequency.
8.2.2.32.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive.
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS".

Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include any information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.2.32
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.2.32 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.32. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns "T1" and transmits a RADIO BEARER RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. The UE shall select cell 6 and transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC after it completes configuration according to the received RADIO BEARER RECONFIGURATION message. Upon completion of the procedure, the SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.32. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.3) specified in TS 34.108.
	

	3
	((
	SS executes procedure) P9 (clause 7.4.2.4.3) specified in TS 34.108.
	

	4
	((
	SS executes procedure P13 (clause 7.4.2.6.3) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.2.32.

	6
	(
	RADIO BEARER RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	7
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	The UE sends this message on a common physical channel in cell 6.

	8
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents
RADIO BEARER RECONFIGURATION (Step 6)
The contents of RADIO BEARER RECONFIGURATION message in this test case are identical the message sub-type indicated by "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


8.2.2.32.5
Test requirement

After step 6 the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 6.

After step 7 the UE shall be in CELL_FACH state of cell 6.

8.2.2.33
Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_PCH (Frequency band modification): Success

8.2.2.33.1
Definition

8.2.2.33.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.
In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1> transmit a RADIO BEARER RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters CELL_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info" and the UE selected another cell than indicated by this IE:
2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";
2>
when the cell update procedure is successfully completed:
3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.2.33.3
Test purpose

1. To confirm that the UE transmits a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_FACH to CELL_PCH according to the RADIO BEARER RECONFIGURATION message.

3. To confirm that the UE selects a common physical channel in a different frequency.

8.2.2.33.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 in active and cell 6 is inactive
UE: Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include any information of cell 5 and cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	     - Inter frequency cell id
	2

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.2.33
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.2.33 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.2.33. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns “T1” and transmits a RADIO BEARER RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. The UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC and enter CELL_PCH state in cell 6. Upon completion of the procedure, the SS calls for generic procedure C.4 to check that UE is in CELL_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.33. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.3) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.3) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.3) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.2.33.

	6
	(
	RADIO BEARER RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	7
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	UE transmit this message on the common physical channel in cell 1.

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	CELL_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio link
	

	- Primary CPICH info
	

	- Primary scrambling code
	Set to same code as used for cell 6


8.2.2.33.5
Test requirement

After step 6 the UE shall transmits a RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in CELL_PCH state in cell 6.
8.2.2.34
Radio Bearer Reconfiguration for transition from CELL_FACH to URA_PCH (Frequency band modification): Success

8.2.2.34.1
Definition

8.2.2.34.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.
In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1> transmit a RADIO BEARER RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to subclause TS25.331 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.2.34.3
Test purpose

1. To confirm that the UE transmits a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_FACH to URA_PCH according to the RADIO BEARER RECONFIGURATION message.

3. To confirm that the UE selects a common physical channel in a different frequency.
8.2.2.34.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 are active
UE: Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 (Step 1)

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include any information of cell 5 and cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 5

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 5

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	     - Inter frequency cell id
	2

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.2.34
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72

	Off
	-55


Table 8.2.2.34 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.2.34. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns “T1” and transmits a RADIO BEARER RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. The UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC and enter URA_PCH state of cell 6. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	System Information Block type 11
	The UE is in idle mode and camped on cell 1. The contents of System Information Block type 11 message are different from the default settings and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.2.34. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.2.34.

	6
	(
	RADIO BEARER RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	7
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	The UE transmit this message on the common physical channel. n cell 1.

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.5
	If the test result of C.4 indicates that UE is in URA_PCH state, the test passes, otherwise it fails


Specific Message Contents

RADIO BEARER RECONFIGURATION (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	

	        - UARFCN uplink (Nu)
	Same uplink UARFCN as used for cell 6

	        - UARFCN downlink (Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio link
	

	- Primary CPICH info
	

	- Primary scrambling code
	Set to same code as used for cell 6


8.2.2.34.5
Test requirement

After step 6 the UE shall transmits a RADIO BEARER RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in CELL_PCH state in cell 6.
>>> Next change <<<
8.2.3.22
 Radio Bearer Release for transition from CELL_FACH to CELL_PCH: Success

8.2.3.22.1
Definition

8.2.3.22.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters CELL_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info", and the UE selected another cell than indicated by this IE:
2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";
2>
when the cell update procedure is successfully completed:
3>
the procedure ends.
Reference
3GPP TS 25.331 clause 8.2.2, 8.3, 8.5 and 8.6.

8.2.3.22.3
Test purpose

1. To confirm that the UE transmits RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_FACH to CELL_PCH according to the RADIO BEARER RELEASE message.

3. To confirm that the UE releases the radio access bearer and selects a common physical channel.
8.2.2.22.4
Method of test

Initial Condition

System Simulator: 1 cell– Cell 1 is active.
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Test Procedure
The UE is in CELL_FACH state of cell 1. The SS transmits a RADIO BEARER RELEASE message. The UE shall release all radio access bearer and enter CELL_PCH state after it transmits a RADIO BEARER RELEASE COMPLETE message using AM RLC. Upon completion of the procedure, the SS calls for generic procedure C.4 to check that UE is in CELL_PCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The UE is in CELL_FACH state of cell 1.

	2
	(
	RADIO BEARER RELEASE
	

	3
	(
	RADIO BEARER RELEASE COMPLETE
	The UE transmits this message on uplink DCCH using AM RLC.

	4
	
	
	The SS waits for 5 s.

	5
	((
	CALL C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents
RADIO BEARER RELEASE (Step 2)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3


8.2.3.22.5
Test requirement

After step 2 the UE shall transmit a RADIO BEARER RELEASE COMPLETE message on uplink DCCH using AM RLC. 
After step 4 the UE shall be in CELL_PCH state in cell 6.
>>> Next change <<<
8.2.3.23
 Radio Bearer Release for transition from CELL_FACH to URA_PCH: Success

8.2.3.23.1
Definition

8.2.3.23.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS5.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS5.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference
3GPP TS 25.331 clause 8.2.2, 8.3, 8.5 and 8.6.

8.2.3.23.3
Test purpose

1. To confirm that the UE transmits RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_FACH to URA_PCH according to the RADIO BEARER RELEASE message.

3. To confirm that the UE releases the radio access bearer and selects a common physical channel.

8.2.3.23.4
Method of test

Initial Condition

System Simulator: 1 cell– Cell 1 is active.
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Test Procedure
The UE is in CELL_FACH state of cell 1. The SS transmits a RADIO BEARER RELEASE message. The UE shall release all radio access bearers and enter URA_PCH　state after it transmits a RADIO BEARER RELEASE COMPLETE message using AM RLC. Upon completion of the procedure, the SS calls for generic procedure C.4 to check that UE is in URA_PCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The UE is in CELL_FACH state of cell 1.

	2
	(
	RADIO BEARER RELEASE
	

	3
	(
	RADIO BEARER RELEASE COMPLETE
	The UE transmits this message on uplink DCCH using AM RLC.

	4
	
	
	The SS waits for 5 s.

	5
	((
	CALL C.5
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents
RADIO BEARER RELEASE (Step 2)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	URA_PCH

	UTRAN DRX cycle length coefficient
	3


8.2.2.23.5
Test requirement

After step 2 the UE shall transmit a RADIO BEARER RELEASE COMPLETE message on uplink DCCH using AM RLC. 
After step 4 the UE shall be in URA_PCH state.

>>> Next change <<<
8.2.3.24
Radio Bearer Release for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success

8.2.3.24.1
Definition

8.2.3.24.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
The UE shall then:
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.3.24.3
Test purpose

1. To confirm that the UE transits from CELL_DCH to CELL_DCH according to the RADIO BEARER RELEASE message.

2. To confirm that the UE transmits RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC on a dedicated physical channel in a different frequency.

8.2.3.24.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive.

CS-DCCH_DTCH_DCH (state 6-9) or PS_DCCH_DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure
Table 8.2.4.24
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-72


Table 8.2.3.24 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.3.24. The SS switches its downlink transmission power settings to columns "T1" and transmits a RADIO BEARER RELEASE message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code which is assigned to P-CPICH of cell 6. The UE shall select cell 6 and release the radio access bearer after receiving this message, and then remain in CELL_DCH state. The UE transmits a RADIO BEARER RELEASE COMPLETE message using AM RLC after it completes reconfiguration according to received RADIO BEARER RELEASE message. Upon completion of the procedure, the SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.3.24.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.3.24.

	3
	(
	RADIO BEARER RELEASE
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6.

	4
	
	
	The UE select cell 6.

	5
	(
	RADIO BEARER RELEASE COMPLETE
	The UE sends this message on a dedicated physical channel in cell 6.

	6
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RELEASE (Step 3)
The contents RADIO BEARER RELEASE message in this test case is identical the message sub-type indicated by "Packet to CELL_DCH from CELL_DCH in PS" or “Speech in CS” or “Non speech in CS” in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


8.2.3.24.5
Test requirement

After step 4 the UE shall transmit a RADIO BEARER RELEASE COMPLETE message on the DCCH using AM RLC in cell 6.

After step 5 the UE shall be in CELL_DCH state in cell 6.
>> Next change <<<
8.2.3.25
Radio Bearer Release for transition from CELL_DCH to URA_PCH (Frequency band modification): Success

8.2.3.25.1
Definition

8.2.3.25.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1> transmit a RADIO BEARER RELEASE COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.3.25.3
Test purpose

1. To confirm that the UE transmits a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_DCH to URA_PCH according to the RADIO BEARER RELEASE message.

3. To confirm that the UE releases radio access bearer, dedicated physical channel and selects a common physical channel in a different frequency.

8.2.3.25.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive
UE: "Registered idle mode on CS" (state 2) or "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.3.25
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.3.25 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.3.25. SS requests operator to make an outgoing call. The SS and UE execute procedure P3 or P5. Next The SS and the UE execute procedure P7 or P9 and then execute procedure P11 or P13. The SS switches its downlink transmission power settings to columns “T1” and transmits a RADIO BEARER RELEASE message including no IE "Frequency info".The UE shall transmit a RADIO BEARER RELEASE COMPLETE message using AM RLC and enter URA_PCH state of cell 6. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state. 
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.3.25. SS requests operator to make an outgoing call.

	2
	
	SS executes procedure P3 (clause 7.4.2.1.2) or P5 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	
	SS executes procedure P7 (clause 7.4.2.3.2) or P9 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	
	SS executes procedure P11 (clause 7.4.2.5.2) or P13 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.3.25.

	6
	(
	RADIO BEARER RELEASE
	Not including IE "Frequency info" and IE "Primary CPICH info"

	7
	(
	RADIO BEARER RELEASE COMPLETE
	UE transmit this message on the dedicated physical channel in cell 1 

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.5
	If the test result of C.5 indicates that UE is in URA_PCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RELEASE (Step 6)
Use the same message sub-type titled “Speech to CELL_FACH from CELL_DCH in CS” or “Non speech to CELL_FACH from CELL_DCH in CS” or "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present

	Downlink information for each radio link
	Not present


8.2.3.25.5
Test requirement

After step 6 the UE shall transmits a RADIO BEARER RELEASE COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in URA_PCH state in cell 6.
8.2.3.26
Radio Bearer Release for transition from CELL_FACH to CELL_PCH (Frequency band modification): Success

8.2.3.26.1
Definition

8.2.3.26.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1> transmit a RADIO BEARER RELEASE COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters CELL_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info" , and the UE selected another cell than indicated by this IE:
2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";
2>
when the cell update procedure is successfully completed:
3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.3.26.3
Test purpose

1. To confirm that the UE transmits a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_FACH to CELL_PCH according to the RADIO BEARER RELEASE message.

3. To confirm that the UE releases radio access bearer and selects a common physical channel in a different frequency.

8.2.3.26.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.3.26
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.3.26 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.3.26. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns “T1” and. transmits a RADIO BEARER RELEASE message including no IE "Frequency info" and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 1. The UE shall transmit a RADIO BEARER RELEASE COMPLETE message using AM RLC and enter CELL_PCH state. Upon completion of the procedure, the SS calls for generic procedure C.4 to check that UE is in CELL_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.3.26. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.3.26.

	6
	(
	RADIO BEARER RELEASE
	Including no IE "Frequency info" and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 1

	7
	(
	RADIO BEARER RELEASE COMPLETE
	UE transmit this message on the common physical channel in cell 1

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RELEASE (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	CELL_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present

	Downlink information for each radio link
	Not present


8.2.3.26.5
Test requirement

After step 6 the UE shall transmits a RADIO BEARER RELEASE COMPLETE message on the DCCH using AM RLC in cell 1.
After step 10 the UE shall be in CELL_PCH state in cell 6.
>> Next change <<<
8.2.3.27
Radio Bearer Release for transition from CELL_FACH to URA_PCH (Frequency band modification): Success

8.2.3.27.1
Definition

8.2.3.27.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1> transmit a RADIO BEARER RELEASE COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9.
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.3.27.3
Test purpose

1. To confirm that the UE transmits a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC.
2. To confirm that the UE transits from CELL_FACH to URA_PCH according to the RADIO BEARER RELEASE message.

3. To confirm that the UE releases radio access bearer and selects a common physical channel in a different frequency.

8.2.3.27.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.3.27
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-72


Table 8.2.3.27 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.3.27. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns “T1” and transmits a RADIO BEARER RELEASE not including IE "Frequency info" and IE "Primary CPICH info". The UE shall transmit a RADIO BEARER RELEASE COMPLETE message using AM RLC and enter URA_PCH state of cell 6. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.3.27. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.3.27.

	6
	(
	RADIO BEARER RELEASE
	Not including IE "Frequency info" and IE "Primary CPICH info" 

	7
	(
	RADIO BEARER RELEASE COMPLETE
	UE transmit this message on the common physical channel in cell 1.

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RELEASE (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	

	Downlink information for each radio link
	Not present


8.2.3.27.5
Test requirement

After step 6 the UE shall transmits a RADIO BEARER RELEASE COMPLETE message on the DCCH using AM RLC in cell 1.
After step 6 the UE shall be in URA_PCH state in cell 6.

>> Next change <<<
8.2.3.28
Radio Bearer Release for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success

8.2.3.28.1
Definition

8.2.3.28.2
Conformance requirement

If the UE receives:
-a RADIO BEARER RELEASE message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency;

2>
if the received reconfiguration message included the IE "Primary CPICH info", and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info":

3>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";

3>
when the cell update procedure completed successfully:

4>
proceed as below.
In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.3.28.3
Test purpose

1. To confirm that the UE transits from CELL_FACH to CELL_FACH according to the RADIO BEARER RELEASE message.
2. To confirm that the UE transmits RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC on a common physical channel in a different frequency.

8.2.3.28.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive.

UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS".

Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.3.28
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.3.28 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.3.28. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns "T1" and transmits a RADIO BEARER RELEASE message including IE "Frequency info" set to frequency information of cell 6 and no IE "Primary CPICH info". The UE shall select cell 6 and initiates CELL UPDATE procedure with IE "Cell update cause" set to "cell reselection" . The UE shall transmit a RADIO BEARER RELEASE COMPLETE message using AM RLC after it completes reconfiguration according to the received RADIO BEARER RELEASE message. Upon completion of the procedure, the SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.3.28. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P6 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P6 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.3.28.

	6
	(
	RADIO BEARER RELEASE
	Including IE "Frequency info" set to frequency information of cell 6 and no IE "Primary CPICH info" set to Primary Scrambling Code 

	7
	(
	CELL UPDATE
	The IE "Cell update cause" is set to "cell reselection".

	8
	(
	CELL UPDATE CONFIRM
	Including the IE" New C-RNTI”

	9
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	10
	(
	RADIO BEARER RELEASE COMPLETE
	The UE sends this message on a common physical channel in cell 6.

	11
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RELEASE (Step 6)
The contents of RADIO BEARER RELEASE message in this test case are identical the message sub-type indicated by "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	Not present


CELL UPDATE (Step 7)
The contents of CELL UPDATE message are identical as "Contents of CELL UPDATE message" as found in [9] TS 34.108 clause 9 with the following exceptions:

	Information Element
	Value/remark

	Cell Update Cause
	"cell reselection"


CELL UPDATE CONFIRM (Step 8)
The contents of CELL UPDATE CONFIRM message are identical as "CELL UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9. with the following exceptions: 

	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


UTRAN MOBILITY UPDATE CONFIRM (Step 9)
The contents of UTRAN MOBILITY UPDATE CONFIRM message is identical as "UTRAN MOBILITY UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9.
8.2.3.28.5
Test requirement

After step 6 the UE shall transmit a CELL UPDATE message on the CCCH in cell 6.

After step 8 the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the DCCH using AM RLC in cell 6.

After step 9 the UE shall transmit a RADIO BEARER RELEASE COMPLETE message on the DCCH using AM RLC in cell 6.

After step 10 the UE shall be in CELL_FACH state in cell 6.
8.2.3.29
Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Associated with signalling connection release during multi call for PS and CS services

8.2.3.29.1
Definition

8.2.3.29.2
Conformance requirement
If the UE receives:

-
a RADIO BEARER RELEASE message:

it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
The UE shall then:
1>
enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE message as response message on the uplink DCCH using AM RLC.
1> the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.3.

8.2.3.29.3
Test purpose

To confirm that the UE releases the existing radio access bearer and signaling connection according to a RADIO BEARER RELEASE message.

8.2.3.29.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: CS-DCCH+DTCH_DCH (state 6-9) as specified in clause 7.4 of TS 34.108
Test Procedure

The UE is in CELL_DCH state of cell 1. The UE initiates a session setup to establish a PS signalling connection for multi call. Then UE and SS enter to multi call state. The SS transmits a DISCONNECT message to release a CS domain signalling connection. After the CC procedure, SS transmit a RADIO BEARER RELEASE message which includes IE ”Signalling Connection release indication” set to “CS domain” and new configuration for remained service to the UE. The UE shall configure the specified channel and transmit a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC.

Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of UE is in CELL_DCH state of cell 1.

	2
	(
	INITIAL DIRECT TRANSFER

(SERVICE REQUEST)
	GMM ( Session setup is initiated for multi call from UE side.) 

	3
	(
	DOWNLINK DIRECT TRANSFER

(AUTHENTICATION AND CIPHERING REQUEST)
	GMM

	4
	(
	UPLINK DIRECT TRANSFER

(AUTHENTICATION AND CIPHERING RESPONSE)
	GMM

	5
	(
	SECURITY MODE COMMAND
	

	6
	(
	SECURITY MODE COMPLETE
	

	7
	(
	UPLINK DIRECT TRANSFER 

(ACTIVATE PDP CONTEXT REQUEST)
	SM

	8
	(
	RADIO BEARER SETUP
	

	9
	(
	RADIO BEARER SETUP COMPLETE
	

	10
	(
	DOWNLINK DIRECT TRANSFER 

(ACTIVE PDP CONTEXT ACCEPT)
	SM 

	11
	(
	DOWNLINK DIRECT TRANSFER

(DISCONNECT)
	CC

	12
	(
	UPLINK DIRECT TRANSFER
(RELEASE)
	CC

	13
	(
	DOWNLINK DIRECT TRANSFER 

(RELEASE COMPLETE)
	CC

	14
	(
	RADIO BEARER RELEASE
	Including IE "signalling connection indication" set to “CS domain"

	15
	(
	RADIO BEARER RELEASE COMPLETE
	


Specific Message Contents

RADIO BEARER RELEASE (STEP 14)

The contents of RADIO BEARER RELEASE message in this test case is identical to the message sub-type titled as “Non speech in CS” or “Speech in CS” as found in Annex.A, with the following exceptions
	Information Element
	Value/remark

	Signalling Connection release indication
	

	        - CN domain identity
	CS domain


8.2.3.29.5
Test requirement

After step 14 the UE shall transmit a RADIO BEARER RELEASE COMPLETE message.

>> Next change <<<
8.2.4.26
 Transport Channel Reconfiguration for transition from CELL_FACH to CELL_PCH: Success

8.2.4.26.1
Definition

8.2.4.26.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters CELL_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS5.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info, and the UE selected another cell than indicated by this IE:
2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";
2>
when the cell update procedure is successfully completed:
3>
the procedure ends.
Reference
3GPP TS 25.331 clause 8.2.2, 8.3, 8.5 and 8.6.

8.2.4.26.3
Test purpose

1. To confirm that the UE transmits TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_FACH to CELL_PCH according to the TRANSPORT CHANNEL RECONFIGURATION message.

8.2.4.26.4
Method of test

Initial Condition

System Simulator: 1 cell– Cell 1 is active.
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Test Procedure
The UE is in CELL_FACH state of cell 1. The SS transmits a TRANSPORT CHANNEL RECONFIGURATION message. The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enter CELL_PCH state according to its message. Upon completion of the procedure, the SS calls for generic procedure C.4 to check that UE is in CELL_PCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The UE is in CELL_FACH state of cell 1.

	2
	(
	TRANSPORT CHANNEL RECONFIGURATION
	

	3
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	The UE transmits this message on uplink DCCH using AM RLC..

	4
	
	
	The SS waits for 5 s.

	5
	(
	CALL C.
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents
TRANSPORT CHANNEL RECONFIGURATION (Step 2)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3


8.2.4.26.5
Test requirement

After step 2 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on uplink DCCH using AM RLC.
After step 4 the UE shall be in CELL_PCH state.

8.2.4.27
Transport Channel Reconfiguration for transition from CELL_DCH to URA_PCH (Frequency band modification): Success

8.2.4.27.1
Definition

8.2.4.27.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.4.27.3
Test purpose

1. To confirm that the UE transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_DCH to URA_PCH according to the TRANSPORT CHANNEL RECONFIGURATION message.

3. To confirm that the UE release the dedicated physical channel and reconfigures transport channel parameters and selects a common physical channel in a different frequency.

8.2.4.27.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive
UE: Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.4.27
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.4.27 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.4.27. SS requests operator to make an outgoing call. The SS and UE execute procedure P5. Next The SS and the UE execute procedure P9 and then execute procedure P13. The SS switches its downlink transmission power settings to columns “T1” and transmits a TRANSPORT CHANNEL RECONFIGURATION message not including IE "Frequency info” and IE "Primary CPICH info". The UE transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enters CELL_URA state of cell 6. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.27. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P5 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure) P9 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P13 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.4.27.

	6
	(
	TRANSPORT CHANNEL RECONFIGURATION
	Not including IE "Frequency info" and IE "Primary CPICH info"

	7
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	UE transmit this message on the dedicated physical channel in cell 1 

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.5
	If the test result of C.5 indicates that UE is in URA_PCH state, the test passes, otherwise it fails.


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present

	Downlink information for each radio link
	Not present


8.2.4.27.5
Test requirement
After step 6 the UE shall transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in CELL_PCH state in cell 6.
8.2.4.28
 Transport Channel Reconfiguration for transition from CELL_FACH to URA_PCH: Success

8.2.4.28.1
Definition

8.2.4.28.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference
3GPP TS 25.331 clause 8.2.2, 8.3, 8.5 and 8.6.

8.2.4.28.3
Test purpose

1. To confirm that the UE transmits the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
2. To confirm that the UE transits from CELL_FACH to URA_PCH according to the TRANSPORT CHANNEL RECONFIGURATION message.
3. To confirm that the UE reconfigures the transport channel parameters and selects a common physical channel.
8.2.4.28.4
Method of test

Initial Condition

System Simulator: 1 cell– Cell 1 is active.
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Test Procedure
The UE is in CELL_FACH state of cell 1. The SS transmits a TRANSPORT CHANNEL RECONFIGURATION message. The UE shall reconfigure its transport channel parameters and enter URA_PCH state after it transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state.  
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The UE is in CELL_FACH state of cell 1.

	2
	(
	TRANSPORT CHANNEL RECONFIGURATION
	

	3
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	The UE transmits this message on uplink DCCH using AM RLC.

	4
	(
	
	The SS waits for 5 s.

	5
	((
	CALL C.5
	If the test result of C.5 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents
TRANSPORT CHANNEL RECONFIGURATION (Step 2)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	URA_PCH

	UTRAN DRX cycle length coefficient
	3


8.2.4.28.5
Test requirement

After step 2 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on uplink DCCH using AM RLC. 
After step 4 the UE shall be in URA_PCH state.

8.2.4.29
Transport Channel Reconfiguration for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success

8.2.4.29.1
Definition

8.2.4.29.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.4.29.3
Test purpose

1. To confirm that the UE transits from CELL_DCH to CELL_DCH according to the TRANSPORT CHANNEL RECONFIGURATION message.

2. To confirm that the UE transmits the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a dedicated physical channel in a different frequency.
8.2.4.29.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive.

UE: CS-DCCH_DTCH_DCH (state 6-9) or PS_DCCH_DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
Test Procedure
Table 8.2.4.29
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.4.29 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.29. The SS switches its downlink transmission power settings to columns "T1" and transmits a TRANSPORT CHANNEL RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code which is assigned to P-CPICH of cell 6. The UE shall select cell 6 and reconfigure its transport channel parameters after receiving this message, and then remain in CELL_DCH state. The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC after completes configuration according to receiving TRANSPORT CHANNEL RECONFIGURATION message. Upon completion of the procedure, the SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The initial state of UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.29.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.4.29.

	3
	(
	TRANSPORT CHANNEL RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	4
	
	
	The UE select cell 6.

	5
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	The UE sends this message on a dedicated physical channel in cell 6.

	6
	((
	
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (Step 3)
The contents TRANSPORT CHANNEL RECONFIGURATION message in this test case is identical the message sub-type indicated by "Packet to CELL_DCH from CELL_DCH in PS" or “Speech in CS” or “Non speech from in CS” in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


8.2.4.29.5
Test requirement

After step 4 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 6.

After step 5 the UE shall be in CELL_DCH state in cell 6.

8.2.4.30
Transport Channel Reconfiguration from CELL_DCH to CELL_FACH (Transport channel type switching with frequency band modification): Success 

8.2.4.30.1
Definition

8.2.4.30.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
if the received reconfiguration message included the IE "Primary CPICH info", and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info":

2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "Cell reselection";

1>
select PRACH according to TS25.331 subclause 8.5.17;

1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
use the transport format set given in system information;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
ignore that IE and stop using DRX.

1>
if the contents of the variable C_RNTI is empty:

2>
perform a cell update procedure according to TS 25.331 subclause 8.3.1 using the cause "Cell reselection";

In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC, using the new configuration after the state transition.
1> the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.4.30.3
Test purpose

1. To confirm that the UE transits from CELL_DCH to CELL_FACH according to the TRANSPORT CHANNEL RECONFIGURATION message.
2. To confirm that the UE transmits TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a common physical channel in a different frequency.
8.2.4.30.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive.
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.4.30
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.4.30 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.30. SS requests operator to make an outgoing call. The SS and UE execute procedure P5. Next The SS and the UE execute procedure P9 and then execute procedure P13. The SS switches its downlink transmission power settings to columns "T1" and transmits a TRANSPORT CHANNEL RECONFIGURATION message not including IE "Frequency info" and IE "Primary CPICH info". The UE shall select cell 6 and initiate CELL UPDATE procedure with IE "Cell update cause" set to "cell reselection". Upon completion of the cell update procedure, the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC after it completes configuring of transport channel parameters according to SIB5 or SIB6 . Upon completion of the procedure, the SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.30. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P5 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure) P9 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P13 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.4.30.

	6
	(
	TRANSPORT CHANNEL RECONFIGURATION
	Not including IE "Frequency info" and IE "Primary CPICH info" 

	7
	(
	CELL UPDATE
	The IE "Cell update cause" is set to "cell reselection".

	8
	(
	CELL UPDATE CONFIRM
	Including the IE" New C-RNTI”

	9
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	10
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	The UE transmits this message on the common physical channel in cell 6.

	11
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (Step 6)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9 with the following exception:
	Information Element
	Value/remark

	Frequency info
	Not present

	Downlink information for each radio link
	Not present


CELL UPDATE (Step 7)
The contents of CELL UPDATE message are identical as "Contents of CELL UPDATE message" as found in [9] TS 34.108 clause 9 with the following exceptions:

	Information Element
	Value/remark

	Cell Update Cause
	"cell reselection"


CELL UPDATE CONFIRM (Step 8)
The contents of CELL UPDATE CONFIRM message are identical as "CELL UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9, with the following exceptions: 

	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


UTRAN MOBILITY UPDATE CONFIRM (Step 9)
The contents of UTRAN MOBILITY UPDATE CONFIRM message is identical as "UTRAN MOBILITY UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9.
8.2.4.30.5
Test requirement

After step 6 the UE shall transmit a CELL UPDATE message on the CCCH in cell 6.

After step 8 the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the DCCH using AM RLC in cell 6.
After step 9 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
After step 10 the UE shall be in CELL_FACH state of cell 6.

8.2.4.31
Transport Channel Reconfiguration for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success

8.2.4.31.1
Definition

8.2.4.31.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency;

2>
if the received reconfiguration message included the IE "Primary CPICH info", and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info":

3>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";

3>
when the cell update procedure completed successfully:

4>
proceed as below.
In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.4.31.3
Test purpose

1. To confirm that the UE transits from CELL_FACH to CELL_FACH according to the TRANSPORT CHANNEL RECONFIGURATION message.
2. To confirm that the UE transmits TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a common physical channel in a different frequency.

8.2.4.31.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive.

UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS".
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.4.31
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.4.31 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.31. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns "T1" and transmits a TRANSPORT CHANNEL RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 but not IE "Primary CPICH info". The UE shall select cell 6 and initiates CELL UPDATE procedure with IE "Cell update cause" set to "cell reselection". The UE shall reconfigure its transport channel parameters after completing cell reselection procedure, and then remain in CELL_FACH state. The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC after it completes configuration according to the received TRANSPORT CHANNEL RECONFIGURATION message. Upon completion of the procedure, the SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.31. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.4.31.

	6
	(
	TRANSPORT CHANNEL RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 

	7
	(
	CELL UPDATE
	The IE "Cell update cause" is set to "cell reselection".

	8
	(
	CELL UPDATE CONFIRM
	Including the IE" New C-RNTI”

	9
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	10
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	The UE sends this message on a common physical channel in cell 6.

	11
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (Step 6)
The contents of TRANSPORT CHANNEL RECONFIGURATION message in this test case are identical the message sub-type indicated by "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	Not present


CELL UPDATE (Step 7)
The contents of CELL UPDATE message are identical as "Contents of CELL UPDATE message" as found in [9] TS 34.108 clause 9 with the following exceptions:

	Information Element
	Value/remark

	Cell Update Cause
	"cell reselection"


CELL UPDATE CONFIRM (Step 8)
The contents of CELL UPDATE CONFIRM message are identical as "CELL UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9. with the following exceptions: 

	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


UTRAN MOBILITY UPDATE CONFIRM (Step 9)
The contents of UTRAN MOBILITY UPDATE CONFIRM message is identical as "UTRAN MOBILITY UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9.
8.2.4.31.5
Test requirement

After step 6 the UE shall transmit a CELL UPDATE message on the CCCH in cell 6.

After step 8 the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the DCCH using AM RLC in cell 6.

After step 9 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 6.

After step 10 the UE shall be in CELL_FACH state in cell 6.

8.2.4.32
Transport Channel Reconfiguration for transition from CELL_FACH to CELL_PCH (Frequency band modification): Success

8.2.4.32.1
Definition

8.2.4.32.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters CELL_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info", and the UE selected another cell than indicated by this IE:
2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";
2>
when the cell update procedure is successfully completed:
3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.4.32.3
Test purpose

1. To confirm that the UE transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_FACH to CELL_PCH according to the TRANSPORT CHANNEL RECONFIGURATION message.

3. To confirm that the UE selects a common physical channel in a different frequency.

8.2.4.32.4
Method of test
Initial Condition

System Simulator: 2 cells – Cell 1 in active and cell 6 inactive
UE: Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.4.32
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.4.32 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.4.32. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns “T1” and. The SS transmits a TRANSPORT CHANNEL RECONFIGURATION message not including IE "Frequency info" and IE "Primary CPICH info". The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enter CELL_PCH state in cell 6. Upon completion of the procedure, the SS calls for generic procedure C.4 to check that UE is in CELL_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.32. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.4.32.

	6
	(
	TRANSPORT CHANNEL RECONFIGURATION
	Not including IE "Frequency info" and IE "Primary CPICH info"

	7
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	The UE transmit this message on the common physical channel in cell 1.

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	CELL_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not Present

	Downlink information for each radio link
	


8.2.4.32.5
Test requirement

After step 6 the UE shall transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in CELL_PCH state in cell 6.

8.2.4.33
Transport channel reconfiguration for transition from CELL_FACH to URA_PCH (Frequency band modification): Success

8.2.4.33.1
Definition

8.2.4.33.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.4.33.3
Test purpose

1. To confirm that the UE transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
2. To confirm that the UE transits from CELL_FACH to URA_PCH according to the TRANSPORT CHANNEL RECONFIGURATION message.
3. To confirm that the UEreconfigures the transport channel parameters and selects a common physical channel in a different frequency.
8.2.4.33.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive
UE: Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.4.33
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72

	Off
	-55


Table 8.2.4.33 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.4.33. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns “T1” and transmits a TRANSPORT CHANNEL RECONFIGURATION not including IE "Frequency info" and IE "Primary CPICH info". The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enter URA_PCH state of cell 6. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.33. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.4.33.

	6
	(
	TRANSPORT CHANNEL RECONFIGURATION
	Not including IE "Frequency info" set to and IE "Primary CPICH info" 

	7
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	UE transmit this message 1 on the common physical channel in cell 1.

	8
	(
	
	The SS transmits this message with a matched identity.

	9
	(
	CALL C.5
	If the test result of C.5 indicates that UE is in URA_PCH state, the test passes, otherwise it fails.


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION COMPLETE (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present

	Downlink information for each radio link
	Not present


8.2.4.33.5
Test requirement

After step 6 the UE shall transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in URA_PCH state in cell 6.
8.2.4.34
Transport channel reconfiguration for transition from CELL_DCH to CELL_PCH (Frequency band modification): Success

8.2.4.34.1
Definition

8.2.4.34.2
Conformance requirement

If the UE receives:
-a TRANSPORT CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters CELL_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters CELL_PCH state from CELL_DCH state, and the received reconfiguration message included the IE "Primary CPICH info"and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info"

2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";

2>
when the cell update procedure completed successfully:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.4.34.3
Test purpose

1. To confirm that the UE transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
2. To confirm that the UE transits from CELL_DCH to CELL_PCH according to the TRANSPORT CHANNEL RECONFIGURATION message.
3. To confirm that the UE release the dedicated physical channel and selects a common physical channel in a different frequency.

8.2.4.34.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.4.34
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.4.34 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle modeof cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.4.34. SS requests operator to make an outgoing call. The SS and UE execute procedure P5. Next The SS and the UE execute procedure P9 and then execute procedure P13. The SS switches its downlink transmission power settings to columns “T1” and transmits a TRANSPORT CHANNEL RECONFIGURATION message not including IE "Frequency info" and  IE "Primary CPICH info". The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enter CELL_PCH state. The UE shall select cell 6 and initiate CELL UPDATE procedure with IE “Cell update cause” set to “cell reselection”. 
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.4.34. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P5 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure) P9 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P13 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.4.34.

	6
	(
	TRANSPORT CHANNEL RECONFIGURATION
	Not including IE "Frequency info" and no IE "Primary CPICH info" 

	7
	(
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE
	UE transmit this message on the dedicated physical channel in cell 1.

	8
	(
	CELL UPDATE
	The IE "Cell update cause" is set to "cell reselection".

	9
	(
	CELL UPDATE CONFIRM
	IE "RRC State Indicator" is set to "CELL_PCH".


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (Step 3)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	CELL_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present

	Downlink information for each radio link
	Not present


CELL UPDATE (Step 6)
The contents of CELL UPDATE message are identical as "Contents of CELL UPDATE message" as found in [9] TS 34.108 clause 9 with the following exceptions:
	Information Element
	Value/remark

	Cell Update Cause
	"cell reselection"


CELL UPDATE CONFIRM (Step 7)
The contents of CELL UPDATE CONFIRM message are identical as "CELL UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9, with the following exceptions: 

	Information Element
	Value/remark

	RRC State Indic
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3


8.2.4.34.5
Test requirement

After step 6 the UE shall transmits a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 7 the UE shall transmit a CELL UPDATE message on the CCCH with IE "Cell update cause" set to "cell reselection" in cell 6.

>> Next change <<<
8.2.6.28
Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Downlink channelisation code modification): Success

8.2.6.28.1
Definition

8.2.6.28.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION  message;
it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6..

8.2.6.28.3
Test purpose

1. To confirm that the UE change assigned downlink channelisation code by SS according to a PHYSICAL CHANNEL RECONFIGURATION message.

2. To confirm that the UE response PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC
8.2.6.28.4
Method of test

Initial Condition

System Simulator: 1 cell.
UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending to the CN domain(s) supported by the UE.

Test Procedure

The UE is in CELL_DCH state of cell 1. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE, which includes IE " DL channelisation code " set to New DL channelisation code. The UE shall change its downlink channelisation code for a dedicated physical channel, and then transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH AM RLC. The SS transmits UE CAPABILITY ENQUIRY message to confirm whether the UE correctly reconfigure the DL DPCH The UE shall respond with UE CAPABILITY INFORMATION message. 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The initial state of UE is in CELL_DCH state of cell 1. .

	2
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Including IE " DL channelisation code " set to New DL channelisation code

	3
	(
	PHYSICAL CHANNEL

 RECONFIGURATION COMPLETE
	

	4
	(
	UE CAPABILITY ENQUIRY
	The SS transmits this message to confirm whether the UE can correctly reconfigure the DL DPCH. 

	5
	(
	UE CAPABILITY INFORMATION
	

	6
	(
	UE CAPABILITY INFORMATION CONFIRM
	


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 2)

The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Downlink information for each radio link list
	

	- Downlink information for each radio link
	

	- Downlink DPCH info for each RL
	

	- DL channelisation code
	

	- Spreading factor
	Same value as a RADIO BEARER SETUP message used in initial procedure.

	- Code number
	Different value as a RADIO BEARER SETUP message used in initial procedure


8.2.6.28.5
Test requirement

After step 2 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After step 4 the UE shall transmit a UE CAPABILITY INFORMATION message on the uplink DCCH using AM RLC.

8.2.6.29
Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Compressed mode initiation): Success

8.2.6.29.1
Definition

8.2.6.29.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION  message;
it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.
In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6..

8.2.6.29.3
Test purpose

1. To confirm that the UE activates compressed mode according to a PHYSICAL CHANNEL RECONFIGURATION message.

2. To confirm that the UE response PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC after compressed mode is activated.

3. To confirm that the UE deactivates compressed mode according to a PHYSICAL CHANNEL RECONFIGURATION message.

4. To confirm that the UE response PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC after compressed mode is deactivated..

8.2.6.29.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive
UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending to the CN domain(s) supported by the UE.

Test Procedure
Table 8.2.6.29
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T2
	T3
	T0
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-60
	-60
	-60
	-60
	Off
	-60
	-90
	-60


Table 8.2.6.29 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1"or "T1" to "T2" or "T2" to "T3", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.6.29. The SS transmits MEASUREMENT CONTROL message in order for the UE to perform Inter-frequency measurements and report event 2c. The SS switches its downlink transmission power setting according to columns “T1” in table 8.2.6.29, but the UE shall not transmit any MEASUREMENT REPORT messages. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message, which includes IE "DPCH compressed mode info" with "TGPS Status Flag" set to "Activate". The UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. The UE shall transmit MEASUREMENT REPORT message to report event 2c with the measured CPICH RSCP value for cell 6 to the SS. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message, which includes IE"DPCH compressed mode info" with "TGPS Status Flag" set to "deactivate". The UE shall respond with the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. After the SS switches its downlink transmission power settings to columns "T2" in table 8.2.6.29 and 10s is passed, the SS switches its downlink transmission power settings to columns "T3" in table 8.2.6.29. The UE shall not send any MEASUREMENT REPORT messages on the uplink DCCH because the UE cannot measure the CPICH RSCP on non used frequency as the compressed mode operation has been deactivated.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.29.

	2
	
	MEASUREMENT CONTROL
	SS commands the UE to perform Inter-frequency measurements and to report event 2c.  

	3
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.29.

	4
	
	
	The SS checks that no MEASUREMENT REPORT messages receives for 10 s.

	5
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Including IE”DPCH compressed mode info”, which include parameter “TGPS Status Flag” set to activate.

	6
	(
	PHYSICAL CHANNEL

 RECONFIGURATION COMPLETE
	

	7
	
	MEASUREMENT REPORT
	The UE shall report event 2c with the measured CPICH RSCP value for cell 6.

	8
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Including IE”DPCH compressed mode info”, which include parameter “TGPS Status Flag” set to deactivate.

	9
	(
	PHYSICAL CHANNEL

 RECONFIGURATION COMPLETE
	

	10
	
	
	The SS switches its downlink transmission power settings to columns "T2" in table 8.2.6.29.

	11
	
	
	After 10 s is passed ,the SS switches its downlink transmission power settings to columns "T3" in table 8.2.6.29.

	12
	
	
	The SS checks that no MEASUREMENT REPORT messages receives for 10 s..


Specific Message Contents

MEASUREMENT CONTROL (Step 2)
Use the same message sub-type found in [9] TS 34.108 clause 9, with the following exceptions in the IE(s) concerned:
	Information Element
	Value/remark

	Measurement Identity
	15

	Measurement Command
	Setup

	Measurement Reporting Mode
	

	- Measurement Reporting Transfer Mode
	Acknowledged Mode RLC

	- Periodic Reporting / Event Trigger Reporting Mode
	Event Trigger

	Additional measurements list
	Not Present

	CHOICE measurement type
	Inter-frequency measurement

	  - Inter-frequency measurement object list
	

	- Inter-frequency cell info list
	

	    - CHOICE inter-frequency cell removal
	No inter-frequency cells removed

	    - New inter-frequency cells
	

	     - Inter-frequency cell id
	6

	     - Frequency info
	

	      - UARFCN uplink (Nu)
	UARFCN of the uplink frequency for cell 6

	      - UARFCN downlink (Nd)
	UARFCN of the downlink frequency for cell 6

	     - Cell info
	

	      - Cell individual offset
	0 dB

	      - Reference time difference to cell
	0 chips

	      - Read SFN Indicator
	

	      - CHOICE Mode
	FDD

	        - Primary CPICH Info
	

	         - Primary Scrambling Code
	Set to same code as used for cell 6

	        - Primary CPICH TX power
	Not Present

	- Primary CPICH TX power
	

	        - TX Diversity Indicator
	Not Present

	    - Cell for measurement
	Not Present

	
	

	  - Inter-frequency measurement quantity
	

	   - CHOICE reporting criteria
	Inter-frequency reporting criteria

	     - Filter Coefficient
	0

	     - CHOICE Mode
	FDD

	       - Measurement quantity for frequency quality estimate
	CPICH RSCP

	  - Inter-frequency reporting quantity
	

	- UTRA Carrier RSSI
	FALSE

	    - Frequency quality estimate
	FALSE

	- Non frequency related cell reporting quantities
	

	     - SFN-SFN observed time difference reporting indicator
	No report

	- Cell synchronisation information reporting indicator
	FALSE

	- Cell Identity reporting indicator
	TRUE

	- COICE Mode
	FDD

	      - CPICH Ec/No reporting indicator
	FALSE

	- CPICH RSCP reporting indicator
	TRUE

	      - Pathloss reporting indicator
	FALSE

	- Reporting cell status
	Not present

	- Measurement validity
	

	- UE state
	CELL_DCH

	- Inter-frequency set update
	Not Present

	- CHOICE report criteria
	Inter-frequency measurement reporting criteria

	- Parameters required for each event
	

	- Inter-frequency event identity
	2c

	- Threshold used frequency
	Not present

	- W used frequency
	Not present

	- Hysteresis
	1.0 dB

	- Time to trigger
	10 [ms]

	- Reporting cell status
	

	- CHOICH reported cell
	Report cells within monitored and/or virtual active set on non-used frequency

	- Maximum number of reported cells per reported non-used frequency
	1

	- Parameters required for each non-used frequency
	

	- Threshold non used frequency
	-68dbm

	- W non-used frequency
	0

	DPCH compressed mode status info
	Not present


PHYSICAL CHANNEL RECONFIGURATION (Step 5)

The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- Downlink DPCH info common for all RL
	

	- Timing Indication
	Maintain

	- CFN-target SFN frame offset
	Not Present

	- Downlink DPCH power control information
	

	 - CHOICE Mode
	FDD

	   -DPC Mode
	0 (Single)

	- CHOICE Mode
	FDD

	     - Power offset Pilot-DPDCH
	0

	     - DL rate matching restriction information
	Not Present

	     - Spreading factor
	Refer to the parameter set in TS 34.108

	     - Fixed or flexible position
	Flexible

	     - TFCI existence
	FALSE

	      - Number of bits for Pilot bits (SF=128, 256)
	Not Present

	- CHOICE mode
	FDD

	    - DPCH compressed mode info
	

	     - TGPSI
	1

	     - TGPS Status Flag
	activate

	     - TGCFN
	(Current CFN+(256 – TTI/10msec)) mod256

	     - Transmission gap pattern sequence configuration parameters
	

	- TGMP
	FDD Measurement

	      - TGPRC
	Infinity

	      - TGSN
	4

	      - TGL1
	7

	      - TGL2
	Not Present

	      - TGD
	0

	      - TGPL1
	3

	      - TGPL2
	Not Present

	      - RPP
	mode 0

	      - ITP
	mode 0

	      - CHOICE UL/DL Mode
	DL and UL

	        - Downlink compressed mode method
	SF/2

	      - Downlink frame type
	B

	      - DeltaSIR1
	2.0

	      - DeltaSIRAfter1
	1.0

	      - DeltaSIR2
	Not Present

	      - DeltaSIRAfter2
	Not Present

	      - N identify abort
	Not Present

	      - T Reconfirm abort
	Not Present

	- TX Diversity Mode
	Not Present

	    - SSDT information
	Not Present

	    - Default DPCH Offset Value
	Not Present


MEASUREMENT REPORT (Step 7)
The contents of MEASUREMENT REPORT message is the same as them found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	Measurement Identity
	Check to see if set to 15

	Measured Results
	

	- CHOICE Measurement
	

	- Inter frequency measured results list
	Check to see if set to “Inter-frequency measured results list”

	- Inter frequency measurement results
	

	- Frequency info
	

	- CHOICE
	FDD

	- UARFCN uplink (Nu)
	Check to see if set to the UARFCN of the uplink frequency for cell 6

	- UARFCN downlink (Nd)
	Check to see if set to the UARFCN of the downlink frequency for cell 6

	- UTRA carrier RSSI
	Not checked

	- Inter frequency cell measurement results
	

	- Cell measured results
	

	- Cell Identity
	Not checked

	- SFN-SFN observed time difference
	Not checked

	- Cell synchronisation information
	Not checked

	- CHOICE Mode
	FDD

	- Primary CPICH Info
	Not checked

	- CPICH Ec/No
	Not checked

	- CPICH RSCP
	Check to see if it is present

	- Pathloss
	Not checked

	Measured Results on RACH
	Not checked

	Additional Measured results
	Not checked

	- Measured Result
	

	Event results
	Not checked


PHYSICAL CHANNEL RECONFIGURATION (Step 8)

The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	Downlink information common for all radio links
	Not present

	- DPCH compressed mode info
	

	 - TGPSI
	1

	- TGPS Status Flag
	deactivate

	- TGCFN
	Not present

	- Transmission gap pattern sequence configuration parameters
	Not present


8.2.6.29.5
Test requirement

After step 3 the UE shall not send any MEASUREMENT REPORT messages on the uplink DCCH.
After step 5 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After step 6 the UE shall transmit a MEASUREMENT REPORT message containing the IE "measured results" reporting cell 6's CPICH RSCP value, also report the triggering of event ‘2c’ included in IE "Event results".
After step 8 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After 11 the UE shall not transmit any MEASUREMENT REPORT messages on the uplink DCCH.
8.2.6.30
Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Modify active set cell): Success

8.2.6.30.1
Definition

8.2.6.30.2
Conformance requirement

If the UE receives:

-
a PHYSICAL CHANNEL RECONFIGURATION message:

it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
1> the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.6.30.3
Test purpose

To confirm that the UE transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a dedicated physical channel of same frequency in another cell.

8.2.6.30.4
Method of test

Initial Condition

System Simulator: 2 cells–Cells 1 is active and cell 6 is inactive.
UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending to the CN domain(s) supported by the UE.

Test Procedure
Table 8.2.6.30
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 1

	CPICH Ec
	dBm/3.84MHz
	-60
	-60
	Off
	-60


Table 8.2.6.30 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 2.
The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.30. The SS switches its downlink transmission power settings to columns "T1" and transmits a PHYSICAL CHANNEL RECONFIGURATION message to the UE, which includes IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 2 and IE "Timing indicator" set to "initialise".. The UE shall reconfigure the physical channel parameters according to PHYSICAL CHANNEL RECONFIGURATION message and initiate to synchronise with new dedicated physical channel in cell 2. The UE shall then transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message in cell 2 on the uplink DCCH AM RLC after synchronization.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in CELL_DCH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.30.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.30.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Including IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 2 and IE "Timing indicator" which is set to ‘initialise’.

	4
	
	
	The UE remains in CELL_DCH state after connecting to the SS on a dedicated physical channel in cell 2. 

	5
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE transmits this message in cell 2.


Specific Message Contents
PHYSICAL CHANNEL RECONFIGURATION (Step 3)

The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Speech in CS" or "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in [9] TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	Activation Time
	Current CFN-[current CFN mod 8 + 8 ]

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	         - Timing Indicator
	initialise

	- Default DPCH Offset Value
	0

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 2


8.2.6.30.5
Test requirement

After step 4 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC in cell 2.
8.2.6.31
 Physical channel reconfiguration transition from CELL_FACH to URA_PCH: Success

8.2.6.31.1
Definition

8.2.6.31.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS5.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference
3GPP TS 25.331 clause 8.2.2, 8.3, 8.5 and 8.6.

8.2.6.31.3
Test purpose

1. To confirm that the UE transmits the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
2. To confirm that the UE transits from CELL_FACH to URA_PCH according to the PHYSICAL CHANNEL RECONFIGURATION message.

8.2.6.31.4
Method of test

Initial Condition

System Simulator: 1 cell– Cell 1 is active.
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Test Procedure
The UE is in CELL_FACH state of cell 1. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message. The UE shall enter URA_PCH state according to this message after it transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	 
	The UE is in CELL_FACH state of cell 1.

	2
	(
	PHYSICAL CHANNEL RECONFIGURATION 
	

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE transmits this message on uplink DCCH using AM RLC.

	4
	
	
	The SS waits for 5 s.

	5
	
	
	If the test result of C.5 indicates that UE is in URA_PCH state, the test passes, otherwise it fails.


Specific Message Contents
PHYSICAL CHANNEL RECONFIGURATION (Step 2)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	URA_PCH

	UTRAN DRX cycle length coefficient
	3


8.2.2.31.5
Test requirement

After step 2 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on uplink DCCH using AM RLC. 
After step 4 the UE shall be in URA PCH state.
8.2.6.32
Physical channel reconfiguration for transition from CELL_DCH to URA_PCH (Frequency band modification): Success

8.2.6.32.1
Definition

8.2.6.32.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS25.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.6.32.3
Test purpose

1. To confirm that the UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

2. To confirm that the UE transits from CELL_DCH to URA_PCH according to the PHYSICAL CHANNEL RECONFIGURATION message.

3. To confirm that the UE releases the dedicated physical channel and selects a common physical channel in a different frequency.

8.2.6.32.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS" (state 7).
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.6.32
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.6.32 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.6.32. SS requests operator to make an outgoing call. The SS and UE execute procedure P5. Next The SS and the UE execute procedure P9 and then execute procedure P13. The SS switches its downlink transmission power settings to columns “T1” and transmits a PHYSICAL CHANNEL RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6. The UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enter URA_PCH state of cell 6. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state. 
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.32. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P5 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure) P9 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P13 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.32.

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Not including IE "Frequency info" 

	7
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	UE transmit this message on the dedicated physical channel in cell 1 

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.5
	If the test result of C.5 indicates that UE is in URA_PCH state, the test passes, otherwise it fails.


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present


8.2.6.32.5
Test requirement

After step 3 the UE shall transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in URA_PCH state in cell 6.
8.2.6.33
Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH (Frequency band modification): Success

8.2.6.33.1
Definition

8.2.6.33.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION message;
it shall:
1>
perform the physical layer synchronisation procedure as specified in TS25.214;

1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
The UE shall then:
1> enter a state according to TS25.331 subclause 8.6.3.3.
If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
remove any C-RNTI from MAC;

1>
clear the C_RNTI.

In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC, using the new configuration after the state transition.
1> the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.6.33.3
Test purpose

1. To confirm that the UE transits from CELL_FACH to CELL_DCH according to the PHYSICAL CHANNEL RECONFIGURATION message.

2. To confirm that the UE transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a dedicated physical channel in a different frequency.
8.2.6.33.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 is active and cell 6 is inactive.

UE: PS_DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.

Test Procedure
Table 8.2.6.33
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.6.33 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.33. The SS switches its downlink transmission power settings to columns "T1" and transmits a PHYSICAL CHANNEL RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6. The UE shall select cell 6 and change its physical channel configuration after receiving this message and then enter CELL_DCH state. Finally the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC. Upon completion of the procedure, the SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.33.

	2
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.33.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and IE "Primary CPICH info" set to Primary Scrambling Code assigned to P-CPICH of cell 6

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION

COMPLETE
	The UE sends this message on a dedicated physical channel in cell 6.

	5
	((
	
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 3)
The contents of PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical the message sub-type indicated by "Packet to CELL_DCH from CELL_FACH in PS" in [9] TS 34.108 clause 9, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	

	               - Primary CPICH info
	

	                - Primary Scrambling Code
	Set to same code as used for cell 6


8.2.6.33.5
Test requirement

After step 3 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 6.

After step 4 the UE shall be in CELL_DCH state in cell 6.

8.2.6.34
Physical channel reconfiguration from CELL_FACH to CELL_PCH (Frequency band modification): Success

8.2.6.34.1
Definition

8.2.6.34.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters CELL_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info", and the UE selected another cell than indicated by this IE:
2>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";
2>
when the cell update procedure is successfully completed:
3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2.

8.2.6.34.3
Test purpose

1. To confirm that the UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
2. To confirm that the UE transits from CELL_FACH to CELL_PCH according to the PHYSICAL CHANNEL RECONFIGURATION message.
3. To confirm that the UE selects a common physical channel in a different frequency.
8.2.6.34.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive.
UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS".
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.6.34
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.6.34 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.6.34. SS requests operator to make an outgoing call. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns “T1” and. The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message not including  IE "Frequency info" and IE "Primary CPICH info". The UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enter CELL_PCH state in cell 6. Upon completion of the procedure, the SS calls for generic procedure C.4 to check that UE is in CELL_PCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.34. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.34.

	6
	(
	RADIO BEARER

RECONFIGURATION
	Not including IE "Frequency info" and IE "Primary CPICH info"

	7
	(
	RADIO BEARER

RECONFIGURATION COMPLETE
	The UE transmit this message on the common physical channel in cell 1.

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents
RADIO BEARER RECONFIGURATION (Step 6)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present

	Downlink information for each radio link
	Not present


8.2.6.34.5
Test requirement
After step 6 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on uplink DCCH using AM RLC in cell 1. 
After step 8 the UE shall be in CELL_PCH state in cell 6.
8.2.6.35
Physical channel reconfiguration for transition from CELL_FACH to URA_PCH (Frequency band modification): Success

8.2.6.35.1
Definition

8.2.6.35.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1>
enter a state according to TS25.331 subclause 8.6.3.3.
In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1> transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE on the uplink DCCH using AM RLC, using the old configuration before the state transition.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;
1>
select Secondary CCPCH according to TS25.331 subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in TS25.331 subclause 8.6.3.2.
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
keep the configuration existing before the reception of the message and transmit a failure response message as specified in TS25.331subclause 8.2.2.9
1>
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to TS25.331 subclause 8.3.1 is fulfilled:

2>
initiate a URA update procedure according to TS5.331 subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.6.35.3
Test purpose

1. To confirm that the UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.
2. To confirm that the UE transits from CELL_FACH to URA_PCH according to the PHYSICAL CHANNEL RECONFIGURATION message.
3. To confirm that the UE selects a common physical channel in a different frequency. 
8.2.6.35.4
Method of test

Initial Condition

System Simulator: 2 cells–Cell 1 in active and cell 6 is inactive
UE: Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS".
Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.

System Information Block type 11 

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not Present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.6.35
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.6.35 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in idle mode of cell 1 and the SS has configured its downlink transmission power setting according to columns “T0” in table 8.2.6.35. SS requests operator to make an outgoing call. The SS switches its downlink transmission power settings to columns “T1” and transmits a PHYSICAL CHANNEL RECONFIGURATION message not including IE "Frequency info" and IE "Primary CPICH info". The UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC and enter URA_PCH state of cell 6. Upon completion of the procedure, the SS calls for generic procedure C.5 to check that UE is in URA_PCH state.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.35. SS requests operator to make an outgoing call.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.35.

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Not including IE "Frequency info" and IE "Primary CPICH info" 

	7
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE transmit this message on the common physical channel in cell 1.

	8
	
	
	The SS waits for 5 s.

	9
	((
	CALL C.4
	If the test result of C.4 indicates that UE is in CELL_PCH state, the test passes, otherwise it fails.


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 3)
Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator

	URA_PCH

	UTRAN DRX cycle length coefficient
	3

	Frequency info
	Not present

	Downlink information for each radio link
	Not present


8.2.6.35.5
Test requirement

After step 3 the UE shall transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 1.
After step 8 the UE shall be in URA_PCH state in cell 6.
>>> Next change <<<
8.2.6.36
Physical channel reconfiguration for transition from CELL_FACH to CELL_FACH (Frequency band modification): Success

8.2.6.36.1
Definition

8.2.6.36.2
Conformance requirement

If the UE receives:
-a PHYSICAL CHANNEL RECONFIGURATION message;
it shall:
1>
act upon all received information elements as specified in TS25.331 subclause 8.6, unless specified in the following and perform the actions below.
1> enter a state according to TS25.331 subclause 8.6.3.3.
If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS25.304 on that frequency;

2>
if the received reconfiguration message included the IE "Primary CPICH info", and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info":

3>
initiate a cell update procedure according to TS25.331 subclause 8.3.1 using the cause "cell reselection";

3>
when the cell update procedure completed successfully:

4>
proceed as below.
In case the procedure was triggered by reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.
Reference

3GPP TS 25.331 clause 8.2.2, 8.5 and 8.6.

8.2.6.36.3
Test purpose

1. To confirm that the UE transits from CELL_FACH to CELL_FACH according to the PHYSICAL CHANNEL RECONFIGURATION message.

2. To confirm that the UE transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC on a common physical channel in a different frequency.

8.2.6.36.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 is active and cell 6 is inactive.

UE: "Registered idle mode on PS" (state 3) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE. If the UE supports both CS and PS domains, the initial UE state shall be "Registered idle mode on CS/PS".

Specific Message Content 

For system information block 11 for Cell 1 (gives IE's which are different from defaults given in 34.108 sec 6.1) to be transmitted before idle update preamble.
System Information Block type 11 (Step 1)

Use same message sub-clause 6.1 of TS34.108, with following exception:

	Information Element
	Value/remark

	- SIB12 indicator
	FALSE

	- Intra-frequency measurement system information
	

	  - Intra-frequency cell info list
	This IE don’t include information of cell 6

	 - Inter-frequency measurement system information
	

	   - Inter-frequency cell info list
	

	    - New inter-frequency cell id
	

	     - Inter frequency cell id
	1

	     - Frequency info
	

	      - UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	      - UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	     - Cell info
	

	      - Cell individual offset
	0dB

	      - Reference time difference to cell
	Not present

	      - Read SFN indicator
	FALSE

	- CHOICE mode
	FDD

	       - Primary CPICH info
	

	        - Primary scrambling code
	Set to same code as used for cell 6

	       - Primary CPICH Tx power
	Not present

	      - Cell Selection and Re-selection Info
	

	       - Qoffset1s,n
	0dB

	       - Qoffset2s,n
	Not present

	       - Maximum allowed UL TX power
	Reference to table 6.1.1

	       - HCS neighbouring cell information
	Not present

	       - CHOICE mode
	FDD

	         - Qqualmin
	Reference to table 6.1.1

	         - Qrxlevmin
	Reference to table 6.1.1

	    - Cell for measurement
	Not present


Test Procedure
Table 8.2.6.36
	Parameter
	Unit
	Cell 1
	Cell 6

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1
	Ch. 2

	CPICH Ec
	dBm/3.84MHz
	-55
	-72


	Off
	-55


Table 8.2.6.36 illustrates the downlink power to be applied for the 2 cells at various time instants of the test execution.  SS switches the power settings from columns "T0" to "T1", whenever the description in multi-cell condition specifies the transmission power settings for cell 1 and cell 6.
The UE is in CELL_FACH state of cell 1 and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.36. The SS modifies the contents of System formation block 11 in cell 1, so that include IE ”Inter frequency measurement system information“ about cell 6. The SS and UE execute procedure P6. Next The SS and the UE execute procedure P10 and then execute procedure P14. The SS switches its downlink transmission power settings to columns "T1" and transmits a PHYSICAL CHANNEL RECONFIGURATION message including IE "Frequency info" set to frequency information of cell 6 and no IE "Primary CPICH info". The UE selects cell 6 and initiates CELL UPDATE procedure with IE "Cell update cause" set to "cell reselection". The UE transmits a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message using AM RLC after complete configuration according to receiving PHYSICAL CHANNEL RECONFIGURATION message. Upon completion of the procedure, the SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	System Information Block type 11
	The UE is in idle mode and camped onto cell 1. The System Information Block type 11 messages to be transmitted are different from the default settings and the SS has configured its downlink transmission power setting according to columns "T0" in table 8.2.6.36.

	2
	((
	SS executes procedure P6 (clause 7.4.2.2.2) specified in TS 34.108.
	

	3
	((
	SS executes procedure P10 (clause 7.4.2.4.2) specified in TS 34.108.
	

	4
	((
	SS executes procedure P14 (clause 7.4.2.6.2) specified in TS 34.108.
	

	5
	
	
	The SS switches its downlink transmission power settings to columns "T1" in table 8.2.6.36.

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION
	Including IE "Frequency info" set to frequency information of cell 6 and no IE "Primary CPICH info" set to Primary Scrambling Code 

	7
	(
	CELL UPDATE
	The IE "Cell update cause" is set to "cell reselection".

	8
	(
	CELL UPDATE CONFIRM
	Including the IE" New C-RNTI”

	9
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	10
	(
	PHYSICAL CHANNEL RECONFIGURATION
	The UE sends this message on a common physical channel in cell 6.

	11
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents
PHYSICAL CHANNEL RECONFIGURATION (Step 6)
The contents PHYSICAL CHANNEL RECONFIGURATION message in this test case is identical the message sub-type indicated by "Packet to CELL_FACH from CELL_FACH in PS" in Annex A, with the following exception:
	Information Element
	Value/remark

	Frequency info
	

	
- UARFCN uplink(Nu)
	Same uplink UARFCN as used for cell 6

	
- UARFCN downlink(Nd)
	Same downlink UARFCN as used for cell 6

	Downlink information for each radio links
	Not present


CELL UPDATE (Step 7)
The contents of CELL UPDATE message are identical as "Contents of CELL UPDATE message" as found in [9] TS 34.108 clause 9 with the following exceptions:

	Information Element
	Value/remark

	Cell Update Cause
	"cell reselection"


CELL UPDATE CONFIRM (Step 8)
The contents of CELL UPDATE CONFIRM message are identical as "CELL UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9. with the following exceptions: 

	Information Element
	Value/remark

	New C-RNTI
	0000 0000 0000 0001B


UTRAN MOBILITY UPDATE CONFIRM (Step 9)
The contents of UTRAN MOBILITY UPDATE CONFIRM message is identical as "UTRAN MOBILITY UPDATE CONFIRM message" as found in [9] TS 34.108 clause 9.
8.2.6.36.5
Test requirement

After step 6 the UE shall transmit a CELL UPDATE message on the CCCH in cell 6.

After step 8 the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the DCCH using AM RLC in cell 6.

After step 9 the UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC in cell 6.

After step 10 the UE shall be in CELL_FACH state in cell 6.
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