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	A new channel coding alternative was added to Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH. T1S-020767 introduces a test case for this new configuration. Therefore, applicability tables need to be updated in 34.123-2.

	
	

	Summary of change:
(

	Table 1: Applicability of tests and Table A.18c: FDD interoperability radio bearer capabilities for combinations on DPCH are updated.
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START OF MODIFICATION

	14.2.19
	Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	R99
	C127
	UE supporting FDD and reference radio bearer configuration

"Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"

	14.2.20
	Void
	
	
	

	14.2.21
	Void
	
	
	

	14.2.22
	Void
	
	
	

	14.2.23.1
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)
	R99
	C131
	UE supporting FDD and reference radio bearer configuration

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)"

	14.2.23.2
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	R99
	C132
	UE supporting FDD and reference radio bearer configuration

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)"

	14.2.23.3
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	R99
	C133
	UE supporting FDD and reference radio bearer configuration 

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)"

	14.2.23.4
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	R99
	C134
	UE supporting FDD and reference radio bearer configuration

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)"

	14.2.23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC).
	R99
	FFS
	

	14.2.23a.2
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC).
	R99
	C76
	UE supporting FDD and reference radio bearer configuration “Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC)”

	14.2.23b
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	FFS
	

	14.2.23c
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	FFS
	

	14.2.23d
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	FFS
	

	14.2.24.1
	Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / TC
	R99
	C135
	UE supporting FDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / TC"


END OF MODIFICATION

START OF MODIFICATION

C76
IF A.1/1 AND A.18c/23a.2 THEN R ELSE N/A
END OF MODIFICATION

START OF MODIFICATION

	23.1
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)
	34.108 6.10.2.4.1.23
	DL Max TB bits
	640
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	640
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	640
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	640
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	2
	

	
	
	
	UL Max TFS
	4
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability


	None
	

	23.2
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	34.108 6.10.2.4.1.23
	DL Max TB bits
	640
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	640
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	1280
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	1280
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	8
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability


	None
	

	23.3
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	34.108 6.10.2.4.1.23
	DL Max TB bits
	640
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	N/A
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	N/A
	

	
	
	
	UL Max TB bits
	640
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	N/A
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	2
	

	
	
	
	UL Max TFS
	4
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	N/A
	

	23.4
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	34.108 6.10.2.4.1.23
	DL Max TB bits
	640
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	N/A
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	N/A
	

	
	
	
	UL Max TB bits
	1280
	

	
	
	
	UL Max CC TB bits
	1280
	

	
	
	
	UL Max TC TB bits
	N/A
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	8
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	N/A
	

	
	
	
	Other required UE radio access capability


	None
	

	23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC)
	34.108 6.10.2.4.1.23a
	DL Max TB bits
	640
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	N/A
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	N/A
	

	
	
	
	UL Max TB bits
	640
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	N/A
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	4
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	N/A
	

	
	
	
	Other required UE radio access capability
	None
	

	23a.2
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC)
	34.108 6.10.2.4.1.23a
	DL Max TB bits
	640
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	640
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	640
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	640
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	2
	

	
	
	
	UL Max TFS
	4
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability


	None
	

	24.1
	Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / TC
	34.108 6.10.2.4.1.24
	DL Max TB bits
	640
	


END OF MODIFICATION
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