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1. Overall Description:
1.1 Problem description

Test method of Reference sensitivity level test case (TS 34.121 clause 6.2) and almost all performance test cases (TS 34.121 clause 7) requires increasing of UE transmission power up to UE’s maximum power. This is done in the test cases by continuous Up power control commands from SS to UE. Currently, TS 25.321 allows for TFCs in excess power state to be moved into blocked state. The UE may decide to block TFCs that are included in the minimum set of TFCs which means that the UE fulfilling all the core requirements is likely to fail the Reference sensitivity level and performance test cases.

1.2 Solution for the problem

Brief description of all required corrections are presented in attached “UL Reference channel for RF testing-discussion” document. 

T1 has approved attached TS 34.121 CR (T1-020889) in T1 meeting #17, 4th-8th November, 2002. In this TS 34.121 CR UL reference channel DCCH and DTCH configurations are modified to consist of RLC and MAC parameters together with L1 parameters and to ensure the transmission of loopback channel (DTCH) on the UE maximum power in the UE receiver and performance test cases. This TS 34.121 CR does not contain configurations for Blind Transport Format Detection test case (TS 34.121 clause 7.10 and Annex C.4). Also UL reference measurement channel configurations for TDD (TS 34.122 Annex C) were not modified in T1 meeting#17. 

In addition, it was agreed that Transmitter test cases (TS 34.121 clause 5) can be performed without continuous UL DCCH transmission (i.e. dummy DCCH).

T1 has approved attached 34.108 CRs (T1-020767 for R99 and T1S020768 for Rel4). These CRs defines cross references to TS 34.121 Annex C and TS 34.122 Annex C. 

T1/RF and T1/SIG has noted draft CRs for TS 34.109 (draft_34109_cr) and TS 25.321 (draft_25321_cr). 

2. Actions:

To RAN2 group.

ACTION: 
T1 kindly asks RAN2 to study issue presented in attached documents. T1 also proposes RAN2 to consider approval of relevant TS 34.109 CRs and TS 25.321 CRs.T1 asks RAN2 to inform about their decision before next T1 meeting.

To RAN4 group.

ACTION: 
T1 kindly asks RAN4 to study issue presented in attached documents. T1 also asks RAN4 to inform T1 before next T1 meeting, if any concerns are raised in RAN4 related to attached documents.

3. Date of Next TSG-T1 Meeting:

TSG-T1 Meeting #18 
10th – 14th February 2003
San Antonio, US.

