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11.1.14
DEACTIVATE FILE

11.1.14.1
Functional description

This function initiates a reversible deactivation of an EF. After a DEACTIVATE FILE function the respective flag in the file status shall be changed accordingly. This function shall only be performed if the DEACTIVATE FILE access condition for the EF is satisfied.

An deactivated file shall no longer be available within the selected application for any function except for the SELECT and the ACTIVATE FILE functions.

Input:

‑
none.

Output:

‑
none.

11.1.14.2
Command parameters

Code
Value

CLA
As specified in 10.1.1.

INS
As specified in 10.1.2.

P1
As specified for the SELECT command (see 11.1.1).

P2

00

Lc
Length of subsequent data field or empty.

Data
File ID, DF name (AID), or path to file, according to P1.

Le
Not present.

11.1.15
ACTIVATE FILE

11.1.15.1
Functional description

This function reactivates a deactivated EF. After an ACTIVATE FILE function the respective flag in the file status shall be changed accordingly. This function shall only be performed if the ACTIVATE FILE access condition for the current EF is satisfied.

Input:

‑
none.

Output:

‑
none.

11.1.15.2
Command parameters

Code
Value

CLA
As specified in 10.1.1.

INS
As specified in 10.1.2.

P1
As specified for the SELECT command (see 11.1.1).

P2

00

Lc
Length of subsequent data field or empty.

Data
File ID, DF name (AID), or path to file, according to P1.

Le
Not present.
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