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Reason for change:
(

Wrong coding of length bytes in the “Proactive SIM Command 11.2: SEND SS”  which is used for test 27.22.4.11 




Summary of change:
(

In the "Proactive SIM Command 11.2: SEND SS" the coding for the following length bytes are changed:

1. SIMPLE-TLV data object for SEND SS
(1A  -->  19)

2. Deleted space in data object “Text String”
( __ 11 FB -->  11 FB)






Consequences if 
(

not approved:
Conformant GSM terminals may unfairly fail the terminal type testing. 




Clauses affected:
(

27.22 -->
section "Definition of default values for Proactive SIM Commands",





part "Proactive SIM Command 11.2: SEND SS", "Coding"




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



Proactive SIM Command 11.1: SEND SS

Logically:


Command details



Command number:
1



Command type:
SEND SS



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
Network


Alpha identifier:
"Call Forward"


SS String



TON:

International



NPI:

ISDN / telephone numbering plan



SS string:
"**21*01234567890123456789#"

Coding:

BER-TLV:
D0
27
81
03
01
11
00
82
02
81
83
85


0C
43
61
6C
6C
20
46
6F
72
77
61
72


64
89
0E
91
AA
12
0A
21
43
65
87
09


21
43
65
87
B9








Proactive SIM Command 11.2: SEND SS

Logically:


Command details



Command number:
1



Command type:
SEND SS



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
Network


Alpha identifier:
"Call Forward"


SS String



TON:

International



NPI:

ISDN / telephone numbering plan



SS string:
"**21*01234567890123456789012345678901234567*11#"

Coding:

BER-TLV:
D0
32
81
03
01
11
00
82
02
81
83
85


0C
43
61
6C
6C
20
46
6F
72
77
61
72


64
89
19
91
AA
12
0A
21
43
65
87
09


21
43
65
87
09
21
43
65
87
09
21
43


65
A7
11
FB









Proactive SIM Command 11.3: SEND SS

Logically:


Command details



Command number:
1



Command type:
SEND SS



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
Network

Alpha identifier:
"Even if the Fixed Dialling Number service is enabled, the supplementary service control string included in the SEND SS proactive command shall not be checked against those of the FDN list. Upon receiving this command, the ME shall deci"


SS String



TON:

Unknown



NPI:

ISDN / telephone numbering plan



SS string:
"*#31#"

Coding:

BER-TLV:
D0
81
FD
81
03
01
11
00
82
02
81
83


85
81
EB
45
76
65
6E
20
69
66
20
74


68
65
20
46
69
78
65
64
20
44
69
61


6C
6C
69
6E
67
20
4E
75
6D
62
65
72


20
73
65
72
76
69
63
65
20
69
73
20


65
6E
61
62
6C
65
64
2C
20
74
68
65


20
73
75
70
70
6C
65
6D
65
6E
74
61


72
79
20
73
65
72
76
69
63
65
20
63


6F
6E
74
72
6F
6C
20
73
74
72
69
6E


67
20
69
6E
63
6C
75
64
65
64
20
69


6E
20
74
68
65
20
53
45
4E
44
20
53


53
20
70
72
6F
61
63
74
69
76
65
20


63
6F
6D
6D
61
6E
64
20
73
68
61
6C


6C
20
6E
6F
74
20
62
65
20
63
68
65


63
6B
65
64
20
61
67
61
69
6E
73
74


20
74
68
6F
73
65
20
6F
66
20
74
68


65
20
46
44
4E
20
6C
69
73
74
2E
20


55
70
6F
6E
20
72
65
63
65
69
76
69


6E
67
20
74
68
69
73
20
63
6F
6D
6D


61
6E
64
2C
20
74
68
65
20
4D
45
20


73
68
61
6C
6C
20
64
65
63
69
89
04


81
BA
13
FB
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