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4.1.1.12
EFOPLMNwACT (Operator Controlled PLMN Selector with Access Technology)

The Radio Access Technology identifier for the first PLMN is set to both UTRAN and GSM, the other PLMN to UTRAN only.

Logically:
1st PLMN:
254 001 (MCC MNC)


1st ACT:
UTRAN


2nd PLMN:
254 001


2nd ACT:



GSM

3nd PLMN:


254 002


3nd ACT:



UTRAN


4nd PLMN:


254 003


4nd ACT:



UTRAN


5nd PLMN:


254 004


5nd ACT:



UTRAN


6nd PLMN:


254 005


6nd ACT:



UTRAN



7nd PLMN:


254 006


7nd ACT:



UTRAN



8nd PLMN:


254 007


8nd ACT:



UTRAN

Coding:
B01
B02
B03
B04
B05
B06
B07
B08
B09
B10

Hex
52
04
10
80
00
52
04
10
00
80


B11
B12
B13
B14
B15
B16
B17
B18
B19
B20


52
04
20
80
00
52
04
30
80
00


B21
B22
B23
B24
B25
B26
B27
B28
B29
B30


52
04
40
80
00
52
04
50
80
00


B31
B32
B33
B34
B35
B36
B37
B38
B39
B40


52
04
60
80
00
52
04
70
80
00

7.3.1.4.1
Initial conditions

For this test a USS is needed.

The USS transmits on two BCCHs, with the following network parameters:

-
Attach/detach:
disabled.

-
LAI (MCC/MNC/LAC):
254/011/0001.

-
Access control:
unrestricted.

-
Attach/detach:
disabled.

-
LAI (MCC/MNC/LAC):
244/012/0001.

-
Access control:
unrestricted.

The default UICC is used with the following exception:

EFOPLMNwACT (OPLMN Selector)

Logically:
1st PLMN:
254 012 (MCC MNC)


1st ACT
UTRAN


2nd PLMN:
254 011


2nd ACT

UTRAN

3nd PLMN:
254 002


3nd ACT:

UTRAN


4nd PLMN:
254 003


4nd ACT:

UTRAN


5nd PLMN:
254 004


5nd ACT:

UTRAN


6nd PLMN:
254 005


6nd ACT:

UTRAN



7nd PLMN:
254 006


7nd ACT:

UTRAN



8nd PLMN:
254 007


8nd ACT:

UTRAN

Coding:
B1
B2
B3
B4
B5
B6
B7
B8
B9
B10

Hex
52
04
12
80
00
52
04
11
80
00


B11
B12
B13
B14
B15
B16
B17
B18
B19
B20


52
04
20
80
00
52
04
30
80
00


B21
B22
B23
B24
B25
B26
B27
B28
B29
B30


52
04
40
80
00
52
04
50
80
00


B31
B32
B33
B34
B35
B36
B37
B38
B39
B40


52
04
60
80
00
52
04
70
80
00

The UICC is installed into the Terminal and the UE is set to automatic PLMN selection mode.
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