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4.1.1.11
EFPLMNwACT (User Controlled PLMN Selector with Access Technology)

Besides of the 8 mandatory PLMNwACT entries 4 optional PLMNwACT entries are defined according to TS 31.102 subclause 4.2.5. The Radio Access Technology identifier for the first two PLMN (1st PLMN and 2nd PLMN) are set to both UTRAN and GSM, all other PLMN to UTRAN only.

Logically:
1st PLMN:
244 081 (MCC MNC)


1st ACT:
UTRAN


2nd PLMN:
244 081


2nd ACT:
GSM


3rd PLMN:
244 082


3rd ACT:
UTRAN


4th PLMN:
244 082


4th ACT:
GSM


5th PLMN:
244 003


5th ACT:
UTRAN


6th PLMN:
244 004


6th ACT:
UTRAN


7th PLMN:
244 005


7th ACT:
UTRAN


8th PLMN:
244 006


8th ACT:
UTRAN


9th PLMN:
244 007


9th ACT:
UTRAN


10th PLMN:
244 008


10th ACT:
UTRAN


11th PLMN:
244 009


11th ACT:
UTRAN


12th PLMN:
244 010


12th ACT:
UTRAN

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	B9
	B10
	B11
	B12
	B13
	B14
	B15

	Hex
	42
	04
	18
	80
	00
	42
	04
	18
	00
	80
	42
	04
	28
	80
	00

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	B16
	B17
	B18
	B19
	B20
	B21
	B22
	B23
	B24
	B25
	B26
	B27
	B28
	B29
	B30

	
	42
	04
	28
	00
	80
	42
	04
	30
	80
	00
	42
	04
	40
	80
	00

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	B31
	B32
	B33
	B34
	B35
	B36
	B37
	B38
	B39
	B40
	B41
	B42
	B43
	B44
	B45

	
	42
	04
	50
	80
	00
	42
	04
	60
	80
	00
	42
	04
	70
	80
	00

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	B46
	B47
	B48
	B49
	B50
	B51
	B52
	B53
	B54
	B55
	B56
	B57
	B58
	B59
	B60

	
	42
	04
	80
	80
	00
	42
	04
	90
	80
	00
	42
	04
	01
	80
	00


5.1.3.1
Definition and applicability

The TMSI is temporarily used for identification of the UE by UTRAN. It will have been previously assigned by the network. The TMSI is stored in the USIM by the Terminal and read during the USIM-Terminal initialisation procedure.

NOTE:
According to TS 23.003, subclause 2.4, a TMSI always consists of 8 digits (4 bytes). With this tests the handling of a TMSI with leading zeros will be tested. The term "short" TMSI is used in order to distinguish between the tests as defined in subclauses 5.1.3 and 5.1.4.

This test applies to Terminals accessing UTRAN.

6.3.1.5
Acceptance criteria

1)
After step a) the UE is registered and in idle state.

2)
After steps b) and c) the UE shall prevent call set-up.

3)
After step d) the UE shall allow call set-up and send the requested number across the air interface.

4)
After steps e) and f) the UE shall allow emergency call by indicating the call setup as "Emergency Call".

5)
After step f) the UE shall send the emergency service category correctly as "Mountain Rescue".

7.2.3.1
Definition and applicability

The User controlled PLMN selector list gives in priority order the preferred PLMNs of the User on which the UE shall register. The Radio Access Technology identifier defines the Radio network in which the UE shall register. The list is stored on the USIM in the EFPLMNwACT. Update and deletion of User controlled PLMNs may be performed by the subscriber by the use of the PIN.

This test applies to a GSM/UMTS dual mode UE accessing both UTRAN and GSM using either ID-1 or Plug-in UICC.

7.3.2.3
Test purpose

To verify that the User controlled PLMN with a lower priority (defined by its position in EFPLMNwACT) takes precedence over the OPLMN with a higher priority when the UE performs a network selection.
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