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1	Introduction
[bookmark: _Ref178064866]This document is the report of the following discussion:
[Post122][307][NES] DTX/DRX – alignment, single/multiple configurations, parameter values (Huawei)
Scope: Provide and summarize companies' views on:
· Alignment between Cell DTX/DRX and UE C-DRX 
· Single/multiple configurations
· Cell DTX/DRX parameter value range
Intended outcome: Report to the next meeting (with agreeable proposals)
Deadline: long email discussion

The intention of this document is to invite companies to share their views regarding alignment, single/multiple configurations and parameter values of Cell DTX/DRX. Taking these into account, the Rapporteur of the discussion provides a set of proposals to be further discussed during RAN2#123.

Please provide your comments by: Wednesday August 9th, 2023, 1000 UTC

Companies providing input to this email discussion are requested to leave contact information below. 
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2	Discussion on open issues
The rapporteur identifies the following open issues to be discussed:
· Alignment between Cell DTX/DRX and UE C-DRX
· Whether there is one or there are multiple cell DTX/DRX configurations
· Cell DTX/DRX parameter value range 

The WID [1] captured the following with regards to Cell DTX/DRX and C-DRX alignment:
2. Specify enhancement on cell DTX/DRX mechanism including the alignment of cell DTX/DRX and UE DRX in RRC_CONNECTED mode, and inter-node information exchange on cell DTX/DRX [RAN2, RAN1, RAN3]
· Note: No change for SSB transmission due to cell DTX/DRX.
· Note: The impact to IDLE/INACTIVE UEs due to the above enhancement should be avoided.

RAN2 achieved the following agreements on Cell DTX/DRX during the RAN2#121 meeting [3]:
Agreements 
1. There will be no impact to RACH, paging, and SIBs in idle/inactive for both gNB and Rel-18 and legacy UEs
2. Rel-18 NES capable CONNECTED UE(s) can perform RACH and receive SIBs in non-active duration of cell DTX and/or DRX (i.e., same behavior for cell DTX and cell DRX).  No further enhancements for CBRA and CFRA will be pursued.
3. Pattern configuration for cell DRX/DTX is common for Rel-18 UEs in the cell. FFS whether we have DTX UE specific inactivity timer. FFS on configuration signaling and stage 3.
4. Confirm study item agreement that we can have separate DTX and DRX configuration.   We will focus on designing DTX/DRX for at least single configuration.  FFS whether multiple configuration of cell DTX or DRX will be supported.  

Further agreements were made during RAN2#121-bis-e [4]:
Agreements 
1. A periodic cell DTX/DRX configuration is explicitly signalled to the UEs. 
2. A periodic cell DTX/DRX pattern is configured by UE specific RRC signalling. 
3. The Cell DTX/DRX configuration contains at least: periodicity, start slot/offset, on duration. 
4. As a baseline Cell DTX/DRX is activated/deactivated implicitly by RRC signalling, i.e. activated immediately once configured by RRC and deactivated once the RRC configuration is released. 
5. From RAN2 point of view, majority companies see a benefit with L1 signalling for Cell DTX/DRX activation/deactivation, send a LS to RAN1 (email 308) with our preference and ask about feasibility and design details.   Ask about feasibility and reliability of using L1 signaling.  Clarify that the question is about activation/deactivation copy the agreement from last meeting that we are focusing on single configuration.  Extract a few key benefits of dynamic signaling from email discussion and online discussions
6. As baseline, UE doesn’t monitor SPS occasions during Cell DTX non-active period. As baseline, gNB is assumed to be not transmitting PDSCH to that UE on such SPS occasions during the Cell DTX non-active period
7. As baseline, UE does not transmit on CG occasions during Cell DRX non-active periods
8. As baseline, UE does not transmit SR occasions overlapping with Cell DRX non-active periods, e.g. SR transmissions are dropped during the non-active period 
FFS: whether we will allow to configure the UE per SR configuration with whether SR can be transmitted during Cell DRX non-active period to to support high priority traffic 
9. (for the SRs that will be dropped) If SR is not to be transmitted on an PUCCH occasion during Cell DRX non-active time, the UE keep the SR pending, i.e., the UE delays the SR transmission till the Cell DRX active period without triggering RACH.  For the FFS case there may be some exceptions.  
10. The understanding for the gNB scheduling behaviour for new transmissions during Cell DTX non-active period is that the gNB does not schedule UE-specific dynamic grants/assignments, even if the UE is in C-DRX Active Time.   UE doesn’t monitor PDCCH for dynamic grants/assignments for new transmissions during Cell DTX non-active period, even if the UE is in C-DRX Active time.   FFS how to deal with any exceptions (e.g. SR if agreed and RACH).  
FFS how to deal with retransmissions

   
2.1	Alignment between Cell DTX/DRX and UE C-DRX
The alignment of UE C-DRX with Cell DTX and DRX was deemed beneficial in the TR 38.864 [2]. The mechanism will be discussed during the WI phase. The alignment needs to be specified as per WID [1] objective 2. Alignment was also discussed over email [6] but the Rapporteur’s proposals were not treated online. 
Whether the alignment is left to network implementation.
A group of companies would like to leave the alignment up to NW implementation. The Rapporteur understands that in this scenario RAN2 defines gNB and UE behaviours during Cell DTX/DRX active and non-active time and it is up to the NW how the alignment is performed.

Question 1: Do you agree to leave the alignment mechanism up to NW implementation (i.e. it is up to NW implementation to choose appropriate configurations of UE C-DRX and Cell DTX)? 
· Yes, only define UE behaviour as proposed in e.g. [8] proposal 8 or [13] proposals 5 and 6 (i.e. there is no mandate of any alignment from the spec perspective)
· No, some principles are needed (as in e.g. [6] Proposals 6 and 7, or other if only partial alignment is mandated)
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If alignment principles need to be specified, the following proposals were made in [6]:
Proposal 6: An aligned UE C-DRX configuration with Cell DTX means that the on-duration of C-DRX falls within Cell DTX on-duration. FFS extension of Cell DTX active time beyond Cell DTX on-duration. (15/25)
Proposal 7: The periodicity of UE C-DRX configurations in a cell should be the same or a multiple of the serving Cell’s DTX periodicity. 

Question 2: Do you agree with proposals 6 and 7 from [6]? If not, please comment on your proposed alignment specification, if any. 
	Company
	Answer
	Comments

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



How to align Cell DTX/DRX with UE C-DRX by reconfiguration of multiple UE C-DRX
When cell DTX is activated, UEs should adopt an aligned C-DRX that may differ from the current C-DRX pattern (at least in terms of offset). The existing mechanism is to reconfigure C-DRX of UEs by UE-specific RRC messages. This procedure may cause high signalling overhead when cell DTX is activated/deactivated. The Rapporteur would like to establish a baseline how to efficiently change the C-DRX of multiple UEs to align the C-DRX when cell DTX is activated/deactivated without increasing signalling overhead.

Question 3: What is your preferred solution to reconfigure multiple UE C-DRX patterns when activating/deactivating cell DTX. Possible options include: 
· Option 1: Send legacy C-DRX reconfiguration with all parameters
· Option 2: New mechanism to send only parameters that differ from the current C-DRX pattern, e.g. offset (details in comments)
· Option 3: Other (answer in comments)
	Company
	Answer
	Comments

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



[Rapporteur’s summary and proposals]

2.2	Single or multiple Cell DTX/DRX configurations
Understanding of “separate” Cell DTX and Cell DRX configurations.
During the RAN2#121 meeting we have confirmed the possibility of separate DTX and DRX configuration. The Rapporteur would like to establish the understanding of separate configurations and whether different parameter values for cell DTX and DRX should be allowed. Some contributions have highlighted [8] that when Cell DTX and Cell DRX are jointly operated, allowing different patterns brings no clear NES gain, but will significantly complicate UE behaviours and introduce extra standard work. 
[image: Graphical user interface, text

Description automatically generated]
Fig.1. Different understandings of joint Cell DTX and cell DRX operation [8]

Question 4: Separate DTX and DRX configuration means:
· Option 1: The gNB can configure only Cell DTX (i.e. without Cell DRX) or only Cell DRX (i.e. without Cell DTX)
· Option 2: The gNB can configure both Cell DTX and Cell DRX with different parameter values (e.g. different offset, on-duration, periodicity) as in Fig.1 case a). 
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Question 5: Do you agree that when Cell DRX is configured together with Cell DTX it must be fully aligned with Cell DTX (i.e. exactly the same periodicity, offset and on-duration) for one serving cell?
· Yes, must be fully aligned together as in Fig.1 case b).
· No, Cell DTX and Cell DRX can be configured with different parameter values (e.g. different offset, on-duration, periodicity) as in Fig.1 case a)
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Single vs multiple configurations.
RAN2 agreed to support at least single configuration, with an FFS whether multiple configurations of cell DTX or DRX will be supported. The Rapporteur would like to gather companies views on this topic. According to the agreements from RAN2#121 there can be only one configuration active at a time, so the question is regarding whether:
· The NW can configure multiple sets of parameters and then switch between them (multiple configurations), 
· There can be only one pattern configured at a time (single configuration). 
Question 6: Do you support single or multiple Cell DTX/DRX parameter sets to be configured?
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[Rapporteur’s summary and proposals]

2.3	Cell DTX/DRX parameter value range
As part of offline discussion [AT122][305] some companies commented that the value range of cell DTX/DRX parameters is not decided yet and it is needed to be able to estimate the maximum delay a connected mode UE can have when the gNB has configured cell DTX/DRX. Parameters were also mentioned in [12]. The previously agreed parameters being: periodicity, start slot/offset, on duration. The Rapporteur invites companies to state their preferred value range for the corresponding cell DTX/DRX parameters, UE C-DRX value range is given for reference.
cellDTX-onDurationTimer (and cellDRX-onDurationTimer if applicable)
[bookmark: _GoBack]UE C-DRX has on-duration values from 1/32 ms to 1600 ms. 
Question 7: What is your preferred value range for cellDTX-onDurationTimer? 
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[bookmark: _Hlk136609632]cellDTX-Cycle (and cellDRX-Cycle if applicable)
UE C-DRX has Long cycle values from 10 ms to 10240 ms.
Question 8: What is your preferred value range for cellDTX-Cycle? 
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cellDTX-StartOffset
RAN2 needs to define timers for cell DTX/DRX, e.g. cellDTX-onDurationTimer and cellDRX-onDurationTimer. It was proposed [8] [9] to reuse the start timer formula of the onDurationTimer from UE C-DRX:
[(SFN * 10) + subframe number] modulo (cellDTX-Cycle) = cellDTX-StartOffset
Question 9: Do you agree with the start timer formula proposed above? 
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[Rapporteur’s summary and proposals]


[bookmark: _Toc109400796][bookmark: _Toc109400797][bookmark: _Toc109400798][bookmark: _Toc109400799][bookmark: _Toc109400800][bookmark: _Toc109400801][bookmark: _Toc109400802][bookmark: _Toc109400803][bookmark: _Toc109400804][bookmark: _Toc109400805][bookmark: _Toc109400806][bookmark: _Toc109400807][bookmark: _Toc109400808][bookmark: _Toc109400809][bookmark: _Toc109400810][bookmark: _Toc109400811][bookmark: _Toc109400812][bookmark: _Toc109400813][bookmark: _Toc109400814][bookmark: _Toc109400815][bookmark: _Toc109400816][bookmark: _Toc109400817][bookmark: _Toc109400818][bookmark: _Ref189046994]3	Conclusion
Based on the discussion in the previous sections we propose the following:
Proposal 1 	abc.
Proposal 2 	def. 
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