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1	Introduction
[bookmark: _Ref178064866]This document is the report of the following discussion:
[POST123][315][NES] Running CR 38.304 (Apple)
Scope : Review running CR
Outcome: CR to be submitted to next meeting
Deadline: long

The running 38.304 CR for NES is provided in the discussion folder. Please do not insert / make comments in the CR document, which will be hard for Rapporteur to track and respond your comments. If you have comments, please provide them in the table below. Rapporteur will provide response and decide whether to update CR.  

	Company
	Detailed comments
	Rapporteur response

	Huawei
	[bookmark: _GoBack]To fully capture the agreement on NES access control we need to align with the “If not present the UE shall follow legacy barring” part. 
The NES implementation is different than RedCap and NTN because a NES UE is also a legacy UE. So, the NES UE needs to check SIB1 but if the NES barring bit is not present it needs to follow the MIB barring (which is not the case for NTN and RedCap). One example of implementing it would be to add a condition below the current changes in the proposed CR:
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When cellBarredNES is indicated as "barred"

-__The NES-capable UE shall treat this cell as if cell status is "barred"

When cellBarredNES is indicated as "not sbarred"

- The NES-capable UE shall treat this cell as if cell status is "not barred" |

When cellBarredNES is not broadcast in this cell,

- The NES-capable UE shall follow the MIB celiBarred indication_





