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1	Overall description
RAN2 is discussing to have an indication in SIB to inform UEs that no CN initiated paging is expected in Store and Forward mode if RAN confirms there will be no paging coming due to the unavailability of feeder link (so that the UEs may skip paging for power saving in Store and Forward mode). 	Comment by Bharat-QC: For RAN initiated paging, e.g., SI update, we need to discuss separately. It is because, once this bit is set, there is no way to change decision until when?
This is in fact a very dangerous bit.	Comment by Huawei, HiSilicon: Do you mean we should have another bit for RAN paging? Otherwise, what is the expected UE behaviour regarding this bit since UE cannot know whether a PO is for RAN paging or CN paging?
Regarding the concern, we explained many times, it is up to NW to make sure there is no paging before setting this bit. And we compromised to mandate UE behaviour online.	Comment by MediaTek (Felix): The network should ensure that there is no RAN-initiated nor CN-initiated paging before turn on this bit. However, for SA2, they only care about CN-initiated paging. So, probably, we could say "no paging (including CN-initiated and RAN-initiated paging) is expected …". And SA2 should/could just comment on CN-initiated paging part.	Comment by Ericsson - Ignacio: We need to explain in the LS why we want to introduce this indication. According to the contribution and the discussion, the use case is clear, paging will not happen in the DL if the DL data buffer is empty.

Otherwise, SA2 could simply reply -> Paging cannot be relaxed since there can be DL data in the buffer.
RAN2 would like to ask SA2 if any paging is expected from MME to RAN during the time when the feeder link is not available, e.g., whether paging (if any) can be sent to RAN before feeder link becomes unavailable.
2	Actions
To SA2:
ACTION: 	RAN2 kindly asks SA2 to provide feedback regarding the above question.
3	Dates of next RAN2 meetings
[bookmark: OLE_LINK53][bookmark: OLE_LINK54]TSG-RAN2 Meeting #132		17 - 21 Nov 2025		Dallas, US
TSG-RAN2 Meeting #133		09 - 13 Feb 2026		Stor-Göteborg, SE



