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*** 1st Change ***
[bookmark: _Hlk56636785][bookmark: _Toc88667777][bookmark: _Toc85557267][bookmark: _Toc101244652][bookmark: _Toc85553168][bookmark: _Toc112951381][bookmark: _Toc104539258][bookmark: _Toc90656062][bookmark: _Toc94064469][bookmark: _Toc70550755][bookmark: _Toc113031921][bookmark: _Toc145706052][bookmark: _Toc148523025][bookmark: _Toc114134060][bookmark: _Toc136562720][bookmark: _Toc98233871][bookmark: _Toc83233239][bookmark: _Toc120702561][bookmark: _Toc138754554][bookmark: _Toc153364161][bookmark: _Toc164921237][bookmark: _Toc170120779]4.4.9.2.13	Provisioning of the Multiplexed Media Identification Information
If the "MpxMedia" feature as defined in clause 5.14.4 of 3GPP TS 29.122 [4] is supported, the AF may include:
-	the Multiplexed Media Identification Information for the Uplink and/or Downlink IP flows to uniquely identify each flow of the multiplexed media within the "mpxMediaUlInfos" and/or "mpxMediaDlInfos" attribute.
If the NEF authorizes the AF request, the NEF shall provision the received information to the PCF by invoking the Npcf_PolicyAuthorization service as defined in 3GPP TS 29.514 [7].;
Editor's note:	The data type of attribute "mpxMediaInfos" is FFS.

*** End of Changes ***
