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	Add the description in section 9.2.2.1 that the Further Extended UE Identity may be included in the XnAP RAN Paging message.


	
	

	Consequences if not approved:
	LP-WUS subgroup paging cannot be carried out by the neighbour nodes for UEs in RRC_INACTIVE.


	
	

	Clauses affected:
	9.2.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR … CR … 

	affected:
	
	X
	 Test specifications
	TS/TR … CR … 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Rev#1: Remove the second change and update the cover page.



Page 1



[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Start of Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc46501998][bookmark: _Toc210385240][bookmark: _Toc51971346][bookmark: _Toc52551329][bookmark: _Toc20387972][bookmark: _Toc29376052][bookmark: _Toc37231943][bookmark: _Toc37231962][bookmark: _Toc46502019][bookmark: _Toc52551350][bookmark: _Toc51971367][bookmark: _Toc210385269][bookmark: _Toc99123049][bookmark: _Toc99123721][bookmark: _Toc99038904][bookmark: _Toc45651952][bookmark: _Toc105511298][bookmark: _Toc97891195][bookmark: _Toc36555137][bookmark: _Toc73982396][bookmark: _Toc45897725][bookmark: _Toc112756330][bookmark: _Toc45658384][bookmark: _Toc29504722][bookmark: _Toc112757056][bookmark: _Toc29503789][bookmark: _Toc105151913][bookmark: _Toc105173684][bookmark: _Toc99662527][bookmark: _Toc45798336][bookmark: _Toc29503329][bookmark: _Toc112756365][bookmark: _Toc29503913][bookmark: _Toc112756636][bookmark: _Toc29503554][bookmark: _Toc139018061][bookmark: _Toc73982063][bookmark: _Toc45658636][bookmark: _Toc120536859][bookmark: _Toc36554895][bookmark: _Toc45897473][bookmark: _Toc107409141][bookmark: _Toc130939024][bookmark: _Toc120536824][bookmark: _Toc99123014][bookmark: _Toc105173991][bookmark: _Toc106109084][bookmark: _Toc97890939][bookmark: _Toc105152185][bookmark: _Toc88651896][bookmark: _Toc36552943][bookmark: _Toc106122623][bookmark: _Toc45898054][bookmark: _Toc106108683][bookmark: _Toc105151878][bookmark: _Toc97891530][bookmark: _Toc99661817][bookmark: _Toc105173719][bookmark: _Toc99661852][bookmark: _Toc51745929][bookmark: _Toc64445937][bookmark: _Toc45720785][bookmark: _Toc29504497][bookmark: _Toc99662119][bookmark: _Toc64446193][bookmark: _Toc138760772][bookmark: _Toc51746261][bookmark: _Toc113835807][bookmark: _Toc29504957][bookmark: _Toc45798665][bookmark: _Toc73981807][bookmark: _Toc36553410][bookmark: _Toc51745673][bookmark: _Toc105174247][bookmark: _Toc29504373][bookmark: _Toc106122588][bookmark: _Toc45798084][bookmark: _Toc107409867][bookmark: _Toc36554670][bookmark: _Toc64446526][bookmark: _Toc45652204][bookmark: _Toc45658965][bookmark: _Toc106108989][bookmark: _Toc45720204][bookmark: _Toc29504138][bookmark: _Toc106108718][bookmark: _Toc105927830][bookmark: _Toc20955336][bookmark: _Toc99123315][bookmark: _Toc88652152][bookmark: _Toc106109409][bookmark: _Toc45652533][bookmark: _Toc88652486][bookmark: _Toc120537551][bookmark: _Toc105174411][bookmark: _Toc99731167][bookmark: _Toc20954892][bookmark: _Toc36553168][bookmark: _Toc107409447][bookmark: _Toc45720456][bookmark: _Toc106122894][bookmark: _Toc106110370][bookmark: _Toc105152605][bookmark: _Toc107409176][bookmark: _Toc20955108]9.2.2	Mobility in RRC_INACTIVE
[bookmark: _Toc52551330][bookmark: _Toc210385241][bookmark: _Toc29376053][bookmark: _Toc51971347][bookmark: _Toc20387973][bookmark: _Toc37231944][bookmark: _Toc46501999]9.2.2.1	Overview
-------------- Unchanged part omitted ---------------
[bookmark: _Hlk87296441]The AMF provides to the NG-RAN node the Core Network Assistance Information to assist the NG-RAN node's decision whether the UE can be sent to RRC_INACTIVE, and to assist UE configuration and paging in RRC_INACTIVE. The Core Network Assistance Information includes the registration area configured for the UE, the Periodic Registration Update timer, and the UE Identity Index value, and may include the UE specific DRX, an indication if the UE is configured with Mobile Initiated Connection Only (MICO) mode by the AMF, the Expected UE Behaviour, the UE Radio Capability for Paging, the PEI with Paging Subgrouping assistance information, the LP-WUS with Paging Subgrouping assistance information, the NR Paging eDRX Information, the Paging Cause Indication for Voice Service, the Hashed UE Identity Index Value and the CN support indication for MT Communication Handling. The UE registration area is taken into account by the NG-RAN node when configuring the RNA. The UE specific DRX and UE Identity Index value are used by the NG-RAN node for RAN paging. The Periodic Registration Update timer is taken into account by the NG-RAN node to configure Periodic RNA Update timer. The NG-RAN node takes into account the Expected UE Behaviour to assist the UE RRC state transition decision. The NG-RAN node may use the UE Radio Capability for Paging during RAN Paging. The NG-RAN node takes into account the PEI with Paging Subgrouping assistance information for subgroup paging in RRC_INACTIVE except when the UE context contains an emergency PDU session in which case the PEI with Paging Subgrouping assistance information shall not be used according to TS 24.501 [28]. The NG-RAN node takes into account the LP-WUS with Paging Subgrouping assistance information for subgroup paging in RRC_INACTIVE. When sending the XnAP RAN Paging to neighbour NG-RAN node(s), the PEI with Paging Subgrouping assistance information and the LP-WUS with Paging Subgrouping assistance information may be included. The NG-RAN node takes into account the NR Paging eDRX Information to configure the RAN Paging when the NR UE is in RRC_INACTIVE. When sending XnAP RAN Paging to neighbour NG-RAN node(s), the NR Paging eDRX Information for RRC_IDLE and for RRC_INACTIVE may be included. The NG-RAN node takes into consideration the Paging Cause Indication for Voice Service to include the Paging Cause in RAN Paging for a UE in RRC_INACTIVE state. When sending XnAP RAN Paging to neighbour NG-RAN node(s), the Paging Cause may be included. When sending XnAP RAN Paging to neighbour NG-RAN node(s), the Hashed UE Identity Index Value may be included to determine the start point of PTW. The NG-RAN takes into account the CN support indication for MT Communication Handling when deciding to request the AMF for MT Communication Handling for a UE in RRC_INACTIVE state with long eDRX beyond 10.24 seconds as described in TS 23.501 [3]. When sending XnAP RAN Paging to neighbour NG-RAN node(s), the Further Extended UE Identity Index value may be included.
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