	
3GPP TSG-RAN WG3 Meeting #130                                                             R3-258746
Dallas, US, 17 – 21 Nov 2025                                                 	         

Agenda Item:	10.2.1
[bookmark: _GoBack]Source:	ZTE Corporation, Ericsson, JIO?
Title:	Depolyment scenarios
Document for:	pCR
1	Introduction
This PCR for draft TR 38.760-3 captures the outcome relate to deployment scenarios of R3#130 discussions.
2	Text Proposal 
[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc209524023]5.2	Deployment Scenarios
Editor’s note: This section may be used to describe the details/solutions related to deployment scenarios as per 38.914.
The 6G RAN architecture shall strive to support the deployment scenarios defined in TR 38.914. 
-  FFS on the implications of this requirement on 6G RAN architecture. 
-  FFS whether all deployment scenarios of TR 38.914 can be supported. 
5.2.x Shared RAN deployment
6GR should support shared RAN deployments, including support of multiple participating Operators. A shared RAN should be able to efficiently interoperate with a non-shared RAN. Mobility and service continuity between the non-shared RAN and the Shared RAN shall be supported. 


Figure 5.2.x-1: Shared RAN deployment
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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