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[bookmark: _Toc178255747]3	Abbreviations and Definitions
[bookmark: _Toc178255748][bookmark: _Toc46501875][bookmark: _Toc20387886][bookmark: _Toc52551206][bookmark: _Toc37231822][bookmark: _Toc29375965][bookmark: _Toc51971223]3.1	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1], in TS 36.300 [2] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] and TS 36.300 [2].

>>>>> SKIP
VR	Virtual Reality
V2X	Vehicle-to-Everything
WAB				Wireless Access Backhaul
Xn-C	Xn-Control plane
Xn-U	Xn-User plane
XnAP	Xn Application Protocol
XR	eXtended Reality

>>>>> SKIP

[bookmark: _Toc178255749][bookmark: _Toc29375966][bookmark: _Toc37231823][bookmark: _Toc20387887][bookmark: _Toc46501876][bookmark: _Toc51971224][bookmark: _Toc52551207]3.2	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1], in TS 36.300 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] and TS 36.300 [2].
>>>>> SKIP
Uu Relay RLC channel: an RLC channel between L2 U2N Relay UE or MP Relay UE and gNB, which is used to transport packets over Uu for L2 UE-to-Network Relay or for indirect path in case of MP.
V2X sidelink communication: AS functionality enabling V2X communication as defined in TS 23.285 [41], between nearby UEs, using E-UTRA technology but not traversing any network node.
WAB-gNB:  as defined in TS 23.401 [4].
WAB-MT: as defined in TS 23.401 [4].
WAB-node: as defined in TS 23.401 [4].
Xn: network interface between NG-RAN nodes.

>>>>> SKIP

[bookmark: _Toc178255783]4.X	Wireless Access Backhaul
Wireless Access Backhaul (WAB) is supported by means of the WAB-node, which provides NR access links to UEs via a gNB functionality, referred to as the WAB-gNB. The WAB-node further supports a WAB-MT function, which terminates an NR Uu interface to a stationary  gNB that is used for the backhauling of the WAB-gNB’s traffic. The WAB-node may support physical mobility.
Further details of WAB are defined in TS 23.501 [3] and TS 38.401 [4].
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