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Introduction

CB: # Rel-20_A-IoT

-  try to capture stage 2 call flow;

-  try to capture agreements and WA achieved

-  capture open issues’ list  

(HW - moderator)

For the Chairman’s Notes

Propose the following:

Agree R3-258783, (TP to 38.300 BL CR) Architecture aspects for T2, CMCC
Agree R3-258784, (TP to 38.300 BL CR) Topology 2 Call Flows, NEC

Agree R3-258785, (TP to 38.413 BL CR) UE Reader Authorization, Huawei

Agree R3-258786, (TP to 38.423 BL CR) UE Reader Authorization, Samsung

Propose to capture the following as open issues:
UE Reader authorization status in PATH SWITCH REQUEST ACKNOWLEDGE message.

Whether and how for the gNB-CU to inform gNB-DU about the UE Reader authorization status.

UE Reader Selection)

Reader ID to represent UE Reader. (NOTE: by taking SA2 progress, if any, into account)

Clarify the necessity of support Inter-gNB RRC-Connected UE Reader Mobility and discuss how to support such mobility, if needed.

This is a joint discussion. We can’t split it like this. Propose to just say “UE reader selection” or remove this completely.





Instead of debating on UE reader selection, ee would rather focus on “Area-based inventory and UE-specific inventory” as this impacts NGAP. Can we add this?


It is not difficult to support the mobility. However, companies may need to address the scenario for why we need to support mobility. 





