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[bookmark: _Toc155959765][bookmark: _Toc209706539][bookmark: _Toc20955156][bookmark: _Toc29991351][bookmark: _Toc45901437][bookmark: _Toc66286556][bookmark: _Toc97904079][bookmark: _Toc45107817][bookmark: _Toc105174407][bookmark: _Toc56693519][bookmark: _Toc51850516][bookmark: _Toc106109244][bookmark: _Toc113825065][bookmark: _Toc155959725][bookmark: _Toc98868123][bookmark: _Toc36555751][bookmark: _Toc44497429][bookmark: _Toc64447062][bookmark: _Toc74151251][bookmark: _Toc88653723]CHANGES START
8.4.18	OD-SIB1 Configuration Provision Status Update
[bookmark: _Toc155959766][bookmark: _Toc209706540]8.4.18.1	General
[bookmark: _CR8_4_11_2][bookmark: _Toc56693561][bookmark: _Toc45107859][bookmark: _Toc88653765][bookmark: _Toc98868165][bookmark: _Toc66286598][bookmark: _Toc97904121][bookmark: _Toc64447104][bookmark: _Toc45901479][bookmark: _Toc51850558][bookmark: _Toc44497471][bookmark: _Toc74151293][bookmark: _Toc113825107][bookmark: _Toc105174449][bookmark: _Toc106109286]This procedure is initiated by an NG-RAN node2 to inform a neighbouring NG-RAN node1 about a previously admitted OD-SIB1 configuration provision being stopped.
The procedure uses non UE-associated signalling.
8.4.18.2	Successful Operation
[bookmark: _MON_1820215483][bookmark: _MON_1823408020][image: ]
Figure 8.4.18.2-1: OD-SIB1 Configuration Provision Status Update procedure, successful operation
The NG-RAN node2 initiates the procedure by sending the OD-SIB1 CONFIGURATION PROVISION STATUS UPDATE message to the NG-RAN node1.
Upon reception of the OD-SIB1 CONFIGURATION PROVISION STATUS UPDATE message with the Provision Status IE set to "stopped", the NG-RAN node1 shall consider that the NG-RAN node2 has stopped the OD-SIB1 broadcasting for the previously admitted OD-SIB1 configuration for the cell identified by the NES Cell ID IE. If the Cell A ID IE is included in the OD-SIB1 CONFIGURATION PROVISION STATUS UPDATE message, the NG-RAN node1 shall consider that a previously admitted OD-SIB1 configuration for the cell identified by the NES Cell ID IE is no longer transmitted in the cell identified by the Cell A ID IE, if it is present. Else the NG-RAN node1 shall consider the NG-RAN node2 has stopped the OD-SIB1 broadcasting. The NG-RAN node2 removes the stored OD-SIB1 configuration information that is no longer valid.
[bookmark: _CR8_4_11_3]8.4.18.3	Unsuccessful Operation
Not applicable.
8.4.18.4	Abnormal Conditions
Void.
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[bookmark: _Toc209706668]9.1.3.30	OD-SIB1 CONFIGURATION PROVISION REQUEST
This message is sent by the NG-RAN node1 to the peer NG-RAN node2 to request to start or to stop the provisioning of an OD-SIB1 configuration.
[bookmark: _MCCTEMPBM_CRPT75870544___7]Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE Request Type
	M
	
	
	
	YES
	reject

	[bookmark: _MCCTEMPBM_CRPT75870545___2]>Start
	
	
	
	
	
	

	[bookmark: _MCCTEMPBM_CRPT75870546___2]>>OD-SIB1 Configuration
	M
	
	OCTET STRING

	Includes the OD-SIB1-Config IE  as specified in SIB26xx in TS 38.331 [10].
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870547___2]>>NES Cell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870548___2]>>Cell A ID
	O
	
	NR CGI
9.2.2.7
	
	–
	

	[bookmark: _MCCTEMPBM_CRPT75870549___2]>Stop
	
	
	
	
	
	

	[bookmark: _MCCTEMPBM_CRPT75870550___2]>>NES Cell ID
	M
	
	NR CGI
9.2.2.7
	
	–
	

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject




*************** Unchanged text omitted***************
[bookmark: _Toc209706670]9.1.3.32	OD-SIB1 CONFIGURATION PROVISION FAILURE
This message is sent by an NG-RAN node2 to a peer NG-RAN node1 to indicate that the OD-SIB1 configuration cannot be provided by the NG-RAN node2 as requested by the NG-RAN node1.
[bookmark: _MCCTEMPBM_CRPT75870552___7]Direction: NG-RAN node2 ® NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	NES Cell ID
	M
	
	NR CGI
9.2.2.7
	
	YES
	rejectignore

	Cell A ID
	O
	
	NR CGI
9.2.2.7
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject
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[bookmark: _Toc200462149]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN	

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************


*************** Unchanged text omitted***************


-- **************************************************************
--
-- OD-SIB1 CONFIGURATION PROVISION REQUEST
--
-- **************************************************************

ODSIB1ConfigurationProvisionRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ODSIB1ConfigurationProvisionRequest-IEs}},
	...
}

ODSIB1ConfigurationProvisionRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-RequestType								CRITICALITY reject	TYPE RequestTypeChoice							PRESENCE mandatory}|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject	TYPE InterfaceInstanceIndication			PRESENCE optional },
	...
}

RequestTypeChoice ::= CHOICE {
	start							ODSIB1ConfigurationInformation,
	stop							NR-CGI,
	choice-extension				ProtocolIE-Single-Container { {RequestTypeChoice-ExtIEs} }
}

RequestTypeChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

ODSIB1ConfigurationInformation ::= SEQUENCE {
	oDSIB1Configuration					OCTET STRING,
	nES-Cell-ID							NR-CGI,
	cEll-A-ID							NR-CGI						OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {ODSIB1ConfigurationInformation-ExtIEs} }	OPTIONAL,
	...
}

ODSIB1ConfigurationInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}




-- **************************************************************
--
-- OD-SIB1 CONFIGURATION PROVISION FAILURE
--
-- **************************************************************

ODSIB1ConfigurationProvisionFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ ODSIB1ConfigurationProvisionFailure-IEs}},
	...
}

ODSIB1ConfigurationProvisionFailure-IEs XNAP-PROTOCOL-IES ::= {	
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause										PRESENCE mandatory}|
	{ ID id-NES-Cell-ID								CRITICALITY rejectignore	TYPE NR-CGI										PRESENCE mandatory}|
	{ ID id-Cell-A-ID								CRITICALITY rejectignore	TYPE NR-CGI										PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional }|
	{ ID id-InterfaceInstanceIndication				CRITICALITY reject	TYPE InterfaceInstanceIndication			PRESENCE optional },
	...
}
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