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--------------------Start of the change-------------------------
[bookmark: _Toc209689672]9.2.1.29	Frequency Interleaving Indicator
This IE indicates whether frequency interleaving is enabled or not.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Frequency Interleaving Indicator
	M
	
	ENUMERATED (enabled, …)
	Encoded as the pmch-FreqInterleaving-r19 contained in the PMCH-TFI-Config-r19 IE in TS 36.331 [11]. 



[bookmark: _Toc209689673]9.2.1.30	Time Interleaving pParameters
This IE defines the time interleaving parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Value M
	M
	
	ENUMERATED (sf4, sf8, sf16, sf32, …)
	Encoded as the pmch-TimeInterleavingM-r19 in the pmch-TimeInterleavingConfig contained in the PMCH-TFI-Config-r19 IE in TS 36.331 [11]. 

	Value N
	M
	
	ENUMERATED (n2, n4, n8, n16, …)
	Encoded as the pmch-TimeInterleavingN-r19 in the pmch-TimeInterleavingConfig contained in the PMCH-TFI-Config-r19 IE in TS 36.331 [11]. 

	Scaling factor Beta
	M
	
	ENUMERATED (one32th, one5th, one3rd, three8th, five12th, onehalf, five8th, two3rd,
five6th, one, …)
	Encoded as the scalingFactorBeta-r19 in the PMCH-SoftBufferSizeParameterssoftBufferSizeParameters-r19 contained in the PMCH-TFI-Config-r19 IE in TS 36.331 [11]. 

	Reference UE Category
	M
	
	INTEGER (4..26, ...)
	Encoded as the refUE-CategoryDL-r19 in the PMCH-SoftBufferSizeParameterssoftBufferSizeParameters-r19 contained in the PMCH-TFI-Config-r19 IE in TS 36.331 [11]. 

	Value M-Last MTCH
	O
	
	ENUMERATED (sf4, sf8, sf16, sf32, …)
	Encoded as the pmch-TimeInterleavingM-LastMTCH-r19 in the pmch-TimeInterleavingConfig contained in the PMCH-TFI-Config-r19 IE in TS 36.331 [11]. 

	Value N-Last MTCH
	O
	
	ENUMERATED (n1, n2, n4, n8, n16, …)
	Encoded as the pmch-TimeInterleavingN-LastMTCH-r19 in the pmch-TimeInterleavingConfig contained in the PMCH-TFI-Config-r19 IE in TS 36.331 [11]. 

	Cyclic Shift Alpha
	O
	
	ENUMERATED (alphaOne, alphaOther, …)
	Encoded as the pmch-CyclicShiftAlpha-r19 in the pmch-TimeInterleavingConfig contained in the PMCH-TFI-Config-r19 IE in TS 36.331[11].
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9.3.5	Information Element definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

M2AP-Ies {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-Ies (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-MCH-Scheduling-PeriodExtended,
	id-MCH-Scheduling-PeriodExtended2,
	id-Modification-PeriodExtended,
//skip unchanged part
-- T

TimeInterleavingParameters ::= SEQUENCE {
	valueM					ENUMERATED {sf4, sf8, sf16, sf32, ...},
	valueN					ENUMERATED {n2, n4, n8, n16, ...},
	scalingfactorBeta		ENUMERATED {one32th, one5th, one3rd, three8th, five12th, onehalf, five8th, two3rd, five6th, one, ...},
	referenceUECategory		INTEGER (4..26,...),
	valueM-LastMTCH			ENUMERATED {sf4, sf8, sf16, sf32, ...}								OPTIONAL,
	valueN-LastMTCH			ENUMERATED {n1, n2, n4, n8, n16, ...}									OPTIONAL,
	cyclicShiftAlpha		ENUMERATED {alphaOne, alphaOther, ...}								OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { TimeInterleavingParameters-ExtIEs} } OPTIONAL,
	...
}

TimeInterleavingParameters-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {
	...
}
--------------------End of the change-------------------------

