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1. Introduction
PC2 was added as a proposed power class for n30 in [1] at RAN#109. This contribution includes a text proposal for TR 38.796 to facilitate specification of PC2 in n30.
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Text Proposal
5.x NR band n30
5.x.1	UE maximum output power
Table 5.x.1-1: UE output power for PC2
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n30
	
	
	
	
	26
	+2/-31
	23
	±21

	NOTE 1:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.



5.x.2	A-MPR requirements
FFS.

5.x.3	Reference sensitivity requirements
Table 5.x.3-1: Reference Sensitivity Degradation from PC3 to PC2 for FDD bands for UE not supporting Tx Diversity
	Operating Band
	5
MHz
(dB)
	10
MHz
(dB)
	15
MHz
(dB)
	20
MHz
(dB)
	25
MHz
(dB)
	30 MHz (dB)
	35 MHz (dB)
	40
MHz
(dB)
	45 MHz (dB)
	50
MHz
(dB)

	n30
	[0.40]
	[0.53]
	
	
	
	
	
	
	
	

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2.4



Table 5.x.3-2: Reference Sensitivity Degradation from PC3 to PC2 for FDD bands for UE supporting Tx Diversity
	Operating Band
	5
MHz
(dB)
	10
MHz
(dB)
	15
MHz
(dB)
	20
MHz
(dB)
	25
MHz
(dB)
	30 MHz (dB)
	35 MHz (dB)
	40
MHz
(dB)
	45 MHz (dB)
	50
MHz
(dB)

	n30
	[1.03]
	[1.17]
	
	
	
	
	
	
	
	

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2.4





