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Table 5.5A.3.1-1a ~ Table 5.5A.3.1-1e
Table 5.5A.3.1-1a: NR CA configurations and bandwidth
combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n1A-n3A
	n38
CA_n1A-n3A8
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n3
	5, 10, 15, 20, 25, 30, 35, 40
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1
	

	[bookmark: OLE_LINK12]CA_n1A-n3B
	CA_n1A-n3A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	CA_n1B-n3A
	CA_n1A-n3A
	n1
	CA_n1B_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n1
	CA_n1B_BCS0
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n3(2A)
	CA_n1A-n3A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n3
	CA_n3(2A)_BCS1
	

	CA_n1(2A)-n3A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n3(2A)
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	CA_n1(2A)-n3B
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3B_BCS0
	

	CA_n1A-n5A
	CA_n1A-n5A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	CA_n1(2A)-n5A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	CA_n1A-n7A
	n78
CA_n1A-n7A8
	n1
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n7B
	CA_n1A-n7A
CA_n7B

	n1
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	CA_n1A-n7(2A)
	CA_n1A-n7A
	n1
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	CA_n1(2A)-n7A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n8A
	CA_n1A-n8A
	n1
	5, 10, 15, 20
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n8
	5, 10, 15, 20
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 of 38.101-1
	4 and 5

	
	
	n8
	n8 channel bandwidths in Table 5.3.5-1 of 38.101-1
	

	CA_n1(2A)-n8A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n8
	5, 10, 15, 20
	

	CA_n1A-n18A
	CA_n1A-n18A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n18
	5, 10, 15
	

	CA_n1A-n20A
	CA_n1A-n20A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n26A
	CA_n1A-n26A
	n1
	5, 10, 15, 20
	0

	
	
	n26
	5, 10, 15, 20
	

	[bookmark: OLE_LINK17]CA_n1A-n26(2A)
	CA_n26(2A)
CA_n1A-n26A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n1A-n28A
	CA_n1A-n28A
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	CA_n1(2A)-n28A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	CA_n1A-n38A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n38A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n40A
	CA_n1A-n40A
	n1
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n1
	5, 10, 15, 20
	1

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n40B
	-
	n1
	5, 10, 15, 20
	0

	
	
	n40
	CA_n40B_BCS0
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	CA_n40B_BCS4 and 5
	

	CA_n1A-n41A
	n418,9
CA_n1A-n41A8
	n1
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	CA_n1A-n41A
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n46A
	CA_n1A-n46A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	10, 20, 40, 60, 80
	

	CA_n1A-n46C
	CA_n1A-n46A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46C_BCS0
	

	CA_n1A-n46D
	CA_n1A-n46A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46D_BCS0
	

	CA_n1A-n46(2A)
	CA_n1A-n46A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46(2A)_BCS0
	

	CA_n1A-n67A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n71A
	CA_n1A-n71A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n1A-n74A
	CA_n1A-n74A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n74
	5, 10, 15, 20
	

	CA_n1A-n75A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n75
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n75
	n75 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n77A
	n778,9
CA_n1A-n77A8
	n1
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n77(2A)
	n778,9
CA_n1A-n77A8
CA_n77(2A)8
	n1
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n1A-n77(3A)
	n778,9
CA_n1A-n77A8
CA_n77(2A)8
	n1
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(3A)_BCS1
	

	
	n778,9
CA_n1A-n77A8
CA_n77(2A)8
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n1A-n78A
	n18
n788,9
CA_n1A-n78A8,14
	n1
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	3

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n78(2A)
	n788,9
CA_n1A-n78A8,14
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	n788,9
CA_n78(2A)8
CA_n1A-n78A8
	n1
	5, 10, 15, 20
	2

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n78C
	n788,9
CA_n78C8
CA_n1A-n78A8,14

	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	3

	
	
	n78
	CA_n78C_BCS1
	

	
	n788,9
CA_n78C8
CA_n1A-n78A
CA_n1A-n78C
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n1A-n78(A-C)
	CA_n78C
CA_n1A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n1(2A)-n78A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	[bookmark: OLE_LINK9]CA_n1A-n79A
	n798,9
CA_n1A-n79A8
	n1
	5, 10, 15, 20
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n79C
	CA_n1A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	[bookmark: OLE_LINK10]CA_n1(2A)-n79A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n79
	40, 60, 80, 100
	

	
	
	n1
	CA_n1(2A)_BCS4 and 5
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	[bookmark: OLE_LINK11]CA_n1(2A)-n79C
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n1
	CA_n1(2A)_BCS4 and 5
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n1A-n102A
	CA_n1A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n1A-n102(2A)
	CA_n1A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n1A-n102B
	CA_n1A-n102A
CA_n1A-n102B
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n102
	CA_n102B_BCS0
	

	CA_n1A-n102C
	CA_n1A-n102A
CA_n1A-n102C
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n102
	CA_n102C_BCS0
	

	CA_n1A-n102D
	CA_n1A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n102
	CA_n102D_BCS0
	

	CA_n1A-n102E
	CA_n1A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n102
	CA_n102E_BCS0
	

	CA_n1A-n105A
	CA_n1A-n105A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	



Table 5.5A.3.1-1b: NR CA configurations and bandwidth combinations
sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n2A-n5A
	n28
CA_n2A-n5A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	CA_n2A-n5A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n5B
	CA_n2A-n5A
CA_n5B
	n2
	5, 10, 15, 20
	0

	
	
	n5
	CA_n5B_BCS0
	

	
	CA_n2A-n5A
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	CA_n5B_BCS 4 and 5
	

	CA_n2(2A)-n5A
	CA_n2A-n5A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5B
	CA_n2A-n5A
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n5
	CA_n5B_BCS 4 and 5
	

	CA_n2A-n7A
	CA_n2A-n7A
	n2
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n2A-n7(2A)
	CA_n2A-n7A
	n2
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	CA_n2(2A)-n7A
	CA_n2A-n7A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n2A-n12A
	CA_n2A-n12A
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	CA_n2(2A)-n12A
	CA_n2A-n12A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n12
	5, 10, 15
	

	CA_n2A-n14A
	n28
n148
CA_n2A-n14A
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	CA_n2(2A)-n14A
	CA_n2A-n14A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n14
	5, 10
	

	CA_n2A-n29A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	CA_n2(2A)-n29A
	-
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n29
	5, 10
	

	CA_n2A-n30A
	CA_n2A-n30A
	n2
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	CA_n2(2A)-n30A
	CA_n2A-n30A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n30
	5, 10
	

	CA_n2A-n38A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n38
	5, 10, 15, 20, 40
	

	[bookmark: OLE_LINK13]CA_n2A-n41A
	CA_n2A-n41A
	n2
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n2(2A)-n41A
	CA_n2A-n41A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n48A
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	

	
	
	n2
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n48B
	CA_n48B
CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS 4 and 5
	

	CA_n2A-n48C
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n2A-n48(2A)
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS 4 and 5
	

	CA_n2A-n48(A-B)
	CA_n2A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(A-B)_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(A-B)_BCS1
	

	
	
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(A-B)_BCS 4 and 5
	

	CA_n2(2A)-n48A
	CA_n2A-n48A
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n48B
	CA_n48B
CA_n2A-n48A
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS 4 and 5
	

	CA_n2(2A)-n48(2A)
	CA_n2A-n48A
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS 4 and 5
	

	CA_n2(3A)-n48A
	CA_n2A-n48A
	n2
	CA_n2(3A)_BCS 4 and 5
	4 and 5

	
	
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n66A
	n28
n668
	n2
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	n28
n668
CA_n2A-n66A
	n2
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	CA_n2A-n66A
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n66A
	CA_n2A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n66(2A)
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n2(2A)-n66(2A)
	CA_n2A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n2(2A)-n66(3A)
	CA_n2A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n2A-n66(3A)
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n2A-n66B
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n2A-n71A
	CA_n2A-n71A
	n2
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	-
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n71A
	CA_n2A-n71A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	-
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n77A
	n28
n778,9
CA_n2A-n77A8,13,14
	n2
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n77(2A)
	n778,9
CA_n2A-n77A8
CA_n77(2A)7
	n2
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	[bookmark: OLE_LINK22]CA_n2A-n77B
	CA_n2A-n77A
	n2
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77B_BCS0
	

	
	-
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77B_BCS 4 and 5
	

	CA_n2A-n77C
	n778, 9
CA_n77C
CA_n2A-n77A8,13,14
	n2
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77C_BCS 4 and 5
	

	CA_n2(2A)-n77A
	n778, 9
CA_n2A-n77A8,13,14
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
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	CA_n2A-n77A 
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n77
	CA_n77B_BCS0
	

	
	-
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77B_BCS 4 and 5
	

	CA_n2(2A)-n77(2A)
	n778,9
CA_n2A-n77A8
CA_n77(2A)7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n2A-n77(3A)
	CA_n2A-n77A
	n2
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n2(2A)-n77C
	n778, 9
CA_n77C
CA_n2A-n77A8,13,14
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS1
	

	
	n778, 9
CA_n2A-n77A8,13,14
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77C_BCS 4 and 5
	

	CA_n2(3A)-n77A
	CA_n2A-n77A
	n2
	CA_n2(3A)_BCS 4 and 5
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n78A
	CA_n2A-n78A
	n2
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n78(2A)
	CA_n2A-n78A
	n2
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n2
	See n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	



***************************** Unchanged Tables/parts Omitted *********************
Table 5.5A.3.1-1d: NR CA configurations and bandwidth combinations
sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n5A-n7A
	CA_n5A-n7A
	n5
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n7B
	CA_n5A-n7A
CA_n7B
	n5
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	CA_n5A-n8A15
	-
	n5
	5, 10
	0

	
	
	n8
	5, 10
	

	CA_n5A-n12A
	CA_n5A-n12A
	n5
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	CA_n5B-n12A
	CA_n5A-n12A
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n12
	5, 10, 15
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	CA_n5A-n13A
	n5
	5, 10, 15, 20
	4 and 5

	
	
	n13
	5, 10
	

	CA_n5B-n13A
	CA_n5A-n13A
	n5
	CA_n5B_BCS0
	0

	
	
	n13
	5, 10
	

	CA_n5A-n14A
	CA_n5A-n14A
	n5
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	CA_n5B-n14A
	CA_n5A-n14A
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n14
	5, 10
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	CA_n5A-n25A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n25(2A)
	CA_n5A-n25A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	CA_n5A-n28A
	CA_n5A-n28A
	n5
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	CA_n5A-n29A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n29
	n29 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n29A
	CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n29
	5, 10
	

	CA_n5A-n30A
	CA_n5A-n30A
	n5
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	CA_n5A-n40A
	CA_n5A-n40A
	n5
	5, 10, 15, 20, 251
	0

	
	
	n40
	55, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80,90,100
	

	CA_n5A-n41A
	CA_n5A-n41A
	n5
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n48A
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n48(2A)
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS 4 and 5
	

	CA_n5A-n48B
	CA_n48B
CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS 4 and 5
	

	CA_n5A-n48C
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n5A-n48(A-B)
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(A-B)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(A-B)_BCS1
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(A-B)_BCS 4 and 5
	

	CA_n5B-n48A
	CA_n5A-n48A
	n5
	CA_n5B_BCS 4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n48B
	CA_n48B CA_n5A-n48A
	n5
	CA_n5B_BCS 4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS 4 and 5
	

	CA_n5B-n48(2A)
	CA_n5A-n48A
	n5
	CA_n5B_BCS 4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS 4 and 5
	

	CA_n5A-n66A
	n668
CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n66B
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n5B-n66A
	CA_n5A-n66A
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	CA_n5B_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n66B
	CA_n5A-n66A
	n5
	CA_n5B_BCS0
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n5A-n66(2A)
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n5A-n66(3A)
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n5B-n66(2A)
	CA_n5A-n66A
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n5
	CA_n5B_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n5A-n71A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n77A
	n778,9
CA_n5A-n77A8,13,14
	n5
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n77B
	CA_n5A-n77A
n778,9
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77B_BCS 4 and 5
	

	CA_n5A-n77(2A)
	n778,9
CA_n5A-n77A8
CA_n77(2A)8
	n5
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n5A-n77(3A)
	n778,9
CA_n77(2A)8
CA_n5A-n77A8
	n5
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n77
	CA_n77(3A)_BCS1
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n5(2A)-n77A
	n778,9
CA_n5A-n77A8
	n5
	CA_n5(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n77C
	n778,9
CA_n5A-n77A8,13,14
CA_n77C
	n5
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	n778,9
CA_n5A-n77A8,13,14
CA_n77C
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77C_BCS 4 and 5
	

	CA_n5(2A)-n77C
	n778,9
CA_n77C
CA_n5A-n77A8
	n5
	CA_n5(2A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	CA_n5(2A)_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n5B-n77A
	n778,9
CA_n5A-n77A8,13,14
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n778,9
CA_n5A-n77A8,13,14
CA_n5B
	n5
	CA_n5B_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n77C
	n778,9
CA_n5A-n77A8,13,14
CA_n5B
CA_n77C
	n5
	CA_n5B_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	CA_n5B_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	n778,9
CA_n5A-n77A8,13,14
CA_n5B
CA_n77C
	n5
	CA_n5B_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77C_BCS 4 and 5
	

	CA_n5A-n78A
	n788,9
CA_n5A-n78A8
	n5
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n78(2A)
	n788,9
CA_n5A-n78A8
CA_n78(2A)8
	n5
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n5A-n78C
	CA_n5A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78C_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n78
	CA_n78C_BCS1
	

	
	CA_n78C
CA_n5A-n78C
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n5A-n78(A-C)
	CA_n78C
CA_n5A-n78A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n5A-n79A
	CA_n5A-n79A
	n5
	5, 10, 15, 20
	0

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n79C
	CA_n5A-n79A
	n5
	5, 10, 15, 20
	0

	
	
	n79
	CA_n79C_BCS0
	

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n5A-n105A
	CA_n5A-n105A
	n5
	5, 10, 15, 20
	0

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	



***************************** Unchanged Tables/parts Omitted *********************

Table 5.5A.3.1-1l: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n48A-n53A
	-
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n53
	5, 10
	

	CA_n48(2A)-n53A
	-
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n53
	5, 10
	

	CA_n48A-n66A
	CA_n48A-n66A
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	5, 10, 15, 20, 40, 506, 606, 806, 906, 1006
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40,
	

	
	n668
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	CA_n48A-n66A
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n48A-n66B
	CA_n48A-n66A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n48A-n66(2A)
	CA_n48A-n66A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n48A-n66(3A)
	CA_n48A-n66A
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(3A)_BCS 4 and 5
	

	CA_n48B-n66A
	CA_n48B
CA_n48A-n66A

	n48
	CA_n48B_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	CA_n48B
CA_n48A-n66A
[bookmark: _Hlk194929458]CA_n48B-n66A
	n48
	CA_n48B_BCS 4 and 5
	4 and 5

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n48B-n66B
	CA_n48A-n66A
	n48
	CA_n48B_BCS0
	0

	
	
	n66
	CA_n66B_BCS0
	

	
	
	n48
	CA_n48B_BCS2
	1

	
	
	n66
	CA_n66B_BCS0
	

	CA_n48B-n66(2A)
	CA_n48B
CA_n48A-n66A

	n48
	CA_n48B_BCS2
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n48
	CA_n48B_BCS2
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n66
	CA_n66(2A)_BCS2
	

	
	CA_n48B
CA_n48A-n66A
CA_n48B-n66A
	n48
	CA_n48B_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n48C-n66A
	CA_n48B
CA_n48A-n66A
	n48
	CA_n48C_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	CA_n48C_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n48C-n66B
	CA_n48A-n66A
	n48
	CA_n48C_BCS1
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n48(2A)-n66A
	CA_n48A-n66A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n48
	CA_n48(2A)_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48(2A)_BCS1
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n48(2A)-n66B
	CA_n48A-n66A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n66
	CA_n66B_BCS0
	

	CA_n48(2A)-n66(2A)
	CA_n48A-n66A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n48
	CA_n48(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n48(3A)-n66A
	CA_n48A-n66A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n48(A-B)-n66A
	CA_n48A-n66A
	n48
	CA_n48(A-B)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48(A-B)_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n48
	CA_n48(A-B)_BCS 4 and 5
	4 and 5

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n48A-n70A
	CA_n48A-n70A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48(2A)-n70A
	CA_n48A-n70A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n70
	5, 10, 15, 20, 25
	

	CA_n48(3A)-n70A
	CA_n48A-n70A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n70
	5, 10, 15, 20, 25
	

	CA_n48B-n70A
	CA_n48A-n70A
	n48
	CA_n48B_BCS2
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48A-n71A
	CA_n48A-n71A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n71(2A)
	CA_n48A-n71A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48(2A)-n71A
	CA_n48A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48(2A)-n71(2A)
	CA_n48A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48(3A)-n71A
	CA_n48A-n71A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48(4A)-n71A
	CA_n48A-n71A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48B-n71A
	CA_n48A-n71A
	n48
	CA_n48B_BCS2
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48B-n71(2A)
	CA_n48A-n71A
	n48
	CA_n48B_BCS2
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48C-n71A
	CA_n48A-n71A
	n48
	CA_n48C_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n77A
	n778,9
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48A-n77C
	n778,9
CA_n77C
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	n778,9
CA_n77C
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n48A-n77(2A)
	-
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n48
	See n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n48(2A)-n77A
	n778,9
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48(2A)-n77C
	n778,9
CA_n77C
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48(2A)_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n48
	CA_n48(2A)_BCS1
	2

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48(2A)_BCS1
	3

	
	
	n77
	CA_n77C_BCS1
	

	
	n778,9
CA_n77C
	n48
	CA_n48(2A)_BCS4 and 5
	4 and 5

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n48(2A)-n77(2A)
	-
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	[bookmark: OLE_LINK40]CA_n48(3A)-n77A
	-
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48B-n77A
	CA_n48B
n778,9
	n48
	CA_n48B_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n778,9
CA_n48B
	n48
	CA_n48B_BCS4 and 5
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48B-n77C
	CA_n48B
n778,9
CA_n77C
	n48
	CA_n48B_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48B_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48B_BCS2
	3

	
	
	n77
	CA_n77C_BCS1
	

	
	n778,9
CA_n48B
	n48
	CA_n48B_BCS4 and 5
	4 and 5

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n48(A-B)-n77A
	n778,9
	n48
	CA_n48(A-B)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48(A-B)_BCS1
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48(A-B)-n77C
	n778,9
CA_n48B
CA_n77C
	n48
	CA_n48(A-B)_BCS1
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n48A-n96A
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48(2A)-n96A
	CA_n48A-n96A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	20, 40, 60, 80 
	

	CA_n48(2A)-n96B
	CA_n48A-n96B
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48(2A)-n96C
	CA_n48A-n96A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48(2A)-n96D
	CA_n48A-n96A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48(2A)-n96E
	CA_n48A-n96A
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48(3A)-n96A
	CA_n48A-n96A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48(3A)-n96B
	CA_n48A-n96B
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48(3A)-n96C
	CA_n48A-n96A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48(3A)-n96D
	CA_n48A-n96A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48(3A)-n96E
	CA_n48A-n96A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48(4A)-n96A
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48(4A)-n96B
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48(4A)-n96C
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48(4A)-n96D
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48(4A)-n96E
	CA_n48A-n96A
	n48
	CA_n48(4A)_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48A-n96B
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48A-n96C
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48A-n96D
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48A-n96E
	CA_n48A-n96A
	n48
	5, 10, 15, 20, 30, 40, 506, 606, 706, 806, 906, 1006
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48B-n96A
	CA_n48A-n96A
CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48B-n96B
	CA_n48A-n96A
CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48B-n96C
	CA_n48A-n96A
CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48B-n96D
	CA_n48A-n96A
CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48B-n96E
	CA_n48A-n96A
CA_n48B-n96A
	n48
	CA_n48B_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n48C-n96A
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	20, 40, 60, 80
	

	CA_n48C-n96B
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	CA_n96B_BCS0
	

	CA_n48C-n96C
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	CA_n96C_BCS0
	

	CA_n48C-n96D
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	CA_n96D_BCS0
	

	CA_n48C-n96E
	CA_n48A-n96A
	n48
	CA_n48C_BCS0
	0

	
	
	n96
	CA_n96E_BCS0
	

	CA_n50A-n78A
	CA_n50A-n78A
	n50
	5, 10, 15, 20, 30, 40, 50, 60, 801
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	



Table 5.5A.3.1-1m: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n66A-n70A
	n668
n708
	n66
	5, 10, 15, 20, 40
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	-
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n70
	n70 channel bandwidths in Table 5.3.5-1
	

	CA_n66B-n70A
	n668
n708
	n66
	CA_n66B_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66(2A)-n70A
	n668
n708
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	-
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n70
	n70 channel bandwidths in Table 5.3.5-1
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	n668
n708
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66A-n71A
	n668
n718
CA_n66A-n71A8
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71B
	n668
n718
CA_n66A-n71A8
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n66A-n71(2A)
	n668
n718
CA_n66A-n71A8
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66(2A)-n71A
	n668
n718
CA_n66A-n71A8
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n71B
	n668
n718
CA_n66A-n71A8
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n66(2A)-n71(2A)
	n668
n718
CA_n66A-n71A8
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66(3A)-n71A
	n668
n718
CA_n66A-n71A
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(3A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66(3A)-n71(2A)
	CA_n66A-n71A
	n66
	CA_n66(3A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66B-n71A
	n668
n718
CA_n66A-n71A
	n66
	CA_n66B_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n66A-n77A

	n668
n778,9
CA_n66A-n77A8,13,14
	n66
	5, 10, 15, 20, 40
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n77B
	CA_n66A-n77A
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77B_BCS 4 and 5
	

	CA_n66(2A)-n77A
	n668
n778,9
CA_n66A-n77A8,13,14

	n66
	CA_n66(2A)_BCS1
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n77B
	CA_n66A-n77A
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77B_BCS 4 and 5
	

	CA_n66A-n77(2A)
	n668
n778,9
CA_n66A-n77A8,13,14
CA_n77(2A)8
	n66
	5, 10, 15, 20, 40
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66(3A)-n77A
	n668
n778,9
CA_n66A-n77A8
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n66A-n77A
	n66
	CA_n66(3A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n77(2A)
	n668
n778,9
CA_n66A-n77A8
CA_n77(2A)
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66(3A)-n77(2A)
	n778,9
CA_n66A-n77A8
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n66A-n77C
	n778,9
CA_n77C8
CA_n66A-n77A8,13,14
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	n778,9
CA_n77C8
CA_n66A-n77A8,13,14
CA_n66A-n77C
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77C_BCS 4 and 5
	

	CA_n66A-n77(3A)
	n778,9
CA_n77(2A)8
CA_n66A-n77A8
	n66
	5, 10, 15, 20, 40
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	CA_n77(3A)_BCS1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n66(2A)-n77(3A)
	CA_n77(2A)
CA_n66A-n77A
	n66
	CA_n66(2A)_BCS0

	0

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n66(2A)-n77C
	n778,9
CA_n77C8
CA_n66A-n77A8,13,14
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n77
	CA_n77C_BCS1
	

	
	n778,9
CA_n77C8
CA_n66A-n77A8,13,14
CA_n66A-n77C
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77C_BCS 4 and 5
	

	CA_n66(3A)-n77C
	n778,9
CA_n77C CA_n66A-n77A8
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n66B-n77A
	n668
n778,9
CA_n66A-n77A8
	n66
	CA_n66B_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66B-n77C
	n778,9
CA_n77C
CA_n66A-n77A8
	n66
	CA_n66B_BCS0
	0

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n66
	CA_n66B_BCS0
	1

	
	
	n77
	CA_n77C_BCS1
	

	CA_n66A-n78A
	n788,9
CA_n66A-n78A8
	n66
	5, 10, 15, 20, 40
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n78(2A)
	n788,9
CA_n66A-n78A8
	n66
	5, 10, 15, 20, 30, 40
	0

	
	CA_n78(2A)8
	n78
	CA_n78(2A)_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n66(2A)-n78A
	n788,9
CA_n66A-n78A8
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n78(2A)
	n788,9
CA_n66A-n78A8
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n66A-n85A
	n668
CA_n66A-n85A8
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n85A
	CA_n66A-n85A
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n85
	See n85 channel bandwidths in Table 5.3.5-1
	

	CA_n67A-n78A
	-
	n67
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n67A-n78(2A)
	CA_n78(2A)
	n67
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
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Table 5.5A.3.2-1: Void
Table 5.5A.3.2-1a
Table 5.5A.3.2-1a: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
	NR CA configuration
	Uplink CA configuration
or single uplink carrier6
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n1A-n3A-n5A
	CA_n1A-n3A
CA_n1A-n5A
CA_n3A-n5A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n5
	5, 10, 15, 20
	

	CA_n1A-n3A-n7A
	n37
n77
CA_n1A-n3A7
CA_n1A-n7A7
CA_n3A-n7A7
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n3A-n7B
	-
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n7
	CA_n7B_BCS0
	

	
	CA_n1A-n3A
CA_n1A-n7A
CA_n3A-n7A
CA_n7B
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n7
	CA_n7B_BCS0
	

	CA_n1A-n3A-n7(2A)
	CA_n1A-n3A
CA_n1A-n7A
CA_n3A-n7A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n7
	CA_n7(2A)_BCS0
	

	CA_n1A-n3(2A)-n7A
	CA_n1A-n3A
CA_n1A-n7A
CA_n3A-n7A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n3(2A)-n7(2A)
	CA_n1A-n3A
CA_n1A-n7A
CA_n3A-n7A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n7
	CA_n7(2A)_BCS0
	

	CA_n1(2A)-n3A-n7A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n3B-n7A
	CA_n1A-n3A
CA_n1A-n7A
CA_n3A-n7A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	CA_n1(2A)-n3B-n7A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1(2A)-n3(2A)-n7A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n3B-n7B
	CA_n1A-n3A
CA_n1A-n7A
CA_n3A-n7A
CA_n7B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	CA_n7B_BCS0
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	
	
	n7
	CA_n7B_BCS0
	

	CA_n1A-n3A-n8A
	CA_n1A-n3A
CA_n1A-n8A
CA_n3A-n8A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n8
	5, 10, 15, 20
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n1A-n3(2A)-n8A
	CA_n1A-n3A
CA_n1A-n8A
CA_n3A-n8A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n8
	5, 10, 15, 20
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3(2A)_BCS 4 and 5
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n1A-n3A-n18A
	CA_n1A-n3A
CA_n1A-n18A
CA_n3A-n18A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n18
	5, 10, 15
	

	CA_n1A-n3A-n20A
	n37
CA_n1A-n3A7
CA_n1A-n20A
CA_n3A-n20A7
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n20
	5, 10, 15, 20
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n3A-n26A
	CA_n1A-n3A
CA_n1A-n26A
CA_n3A-n26A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n26
	5, 10, 15, 20
	

	CA_n1A-n3A-n26(2A)
	CA_n26(2A)
CA_n1A-n3A
CA_n1A-n26A
CA_n3A-n26A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n1A-n3B-n26A
	CA_n1A-n3A
CA_n1A-n26A
CA_n3A-n26A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	CA_n1A-n3B-n26(2A)
	CA_n26(2A)
CA_n1A-n3A
CA_n1A-n26A
CA_n3A-n26A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n1A-n3A-n28A
	n37
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n28
	5, 10, 15, 202
	

	
	n37
CA_n1A-n3A7
CA_n1A-n28A
CA_n3A-n28A7
	n1
	5, 10, 15, 20
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	2

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 201, 301
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n3B-n28A
	CA_n1A-n3A
CA_n1A-n28A
CA_n3A-n28A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n28
	5, 10, 15, 20
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	CA_n1A-n3A-n38A
	-

	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n3B-n38A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n3A-n38A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n3B-n38A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n3(2A)-n38A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n3(2A)-n38A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n3A-n40A
	CA_n1A-n3A
CA_n1A-n40A
CA_n3A-n40A
	n1
	5, 10, 15, 20, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 30, 35, 40, 45, 50
	

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1
	

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n3A-n41A
	n417,9
CA_n1A-n3A
CA_n1A-n41A7
CA_n3A-n41A7
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	CA_n1A-n3A
CA_n1A-n41A
CA_n3A-n41A
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n3(2A)-n41A
	CA_n1A-n3A
CA_n1A-n41A
CA_n3A-n41A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n3A-n67A
	CA_n1A-n3A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n67
	5, 10, 15, 20
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n3A-n71A
	CA_n1A-n3A
CA_n1A-n71A
CA_n3A-n71A
	n1
	5,10,15,20,25,30,40,45,50  
	0

	
	
	n3
	5,10,15,20,25,30,35,40,45,50  
	

	
	
	n71
	5,10,15,20
	

	CA_n1A-n3(2A)-n71A
	CA_n1A-n3A
CA_n1A-n71A
CA_n3A-n71A
	n1
	5,10,15,20,25,30,40,45,50  
	0

	
	
	n3
	CA_n3(2A)_BCS 4 and 5 
	

	
	
	n71
	5,10,15,20
	

	CA_n1A-n3A-n75A
	CA_n1A-n3A
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n75
	n75 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n3A-n77A
	n777,9
CA_n1A-n3A
CA_n1A-n77A7
CA_n3A-n77A7
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n3
	5, 10, 15, 20, 25, 30, 35,40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n1A-n3A
CA_n1A-n77A
CA_n3A-n77A
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n3A-n77(2A)
	n777,9
CA_n1A-n3A
CA_n1A-n77A7
CA_n3A-n77A7
CA_n77(2A)7
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	n777,9
CA_n1A-n3A
CA_n1A-n77A7
CA_n3A-n77A7
CA_n77(2A)7
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n1A-n3A-n77(3A)
	n777,9
CA_n1A-n3A
CA_n1A-n77A7
CA_n3A-n77A7
CA_n77(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	
	n777,9
CA_n1A-n3A
CA_n1A-n77A7
CA_n3A-n77A7
CA_n77(2A)
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n1A-n3A-n78A
	n37
n787,9
CA_n1A-n3A
CA_n1A-n78A7,13, 14
CA_n3A-n78A7,13, 14
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n3A-n78C
	n787,9
CA_n1A-n3A
CA_n1A-n78A7
CA_n3A-n78A7
CA_n78C
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78C_BCS1
	

	
	CA_n1A-n3A
CA_n1A-n78A14
CA_n1A-n78C
CA_n3A-n78A14
CA_n3A-n78C
CA_n78C
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	4 and 5

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n1A-n3(2A)-n78A
	n787,9
CA_n1A-n3A
CA_n1A-n78A7
CA_n3A-n78A7
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n1A-n3A
CA_n1A-n78A
CA_n3A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	4 and 5

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3(2A)-n78C
	CA_n1A-n3A
CA_n1A-n78A
CA_n1A-n78C
CA_n3A-n78A
CA_n3A-n78C
CA_n78C
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	4 and 5

	
	
	n3
	CA_n3(2A)_BCS0
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n1A-n3A-n78(2A)
	n37
n787,9
CA_n1A-n3A
CA_n1A-n78A7,13, 14
CA_n3A-n78A7,13, 14
CA_n78(2A)7
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n3A-n78(A-C)
	n787,9
CA_n1A-n3A
CA_n1A-n78A7
CA_n3A-n78A7
CA_n78C7
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n1A-n3B-n78A
	CA_n1A-n3A
CA_n1A-n78A14
CA_n3A-n78A14
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3B-n78(2A)
	n787,9
CA_n1A-n3A
CA_n1A-n78A7,14
CA_n3A-n78A7,14
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	CA_n78(2A)
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n3
	CA_n3B_BCS4 and 5
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n3B-n78C
	CA_n78C
CA_n1A-n3A
CA_n1A-n78A14
CA_n3A-n78A14
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n78
	CA_n78C_BCS0
	

	
	CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n3
	CA_n3B_BCS1
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n1A-n3A-n79A
	n797,9
CA_n1A-n3A
CA_n1A-n79A7
CA_n3A-n79A7
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	CA_n1A-n3A
CA_n1A-n79A
CA_n3A-n79A
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1(2A)-n3A-n79A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n3A-n79C
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1(2A)-n3A-n79C
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1A-n3B-n79A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n3B-n79C
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1(2A)-n3B-n79A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1(2A)-n3B-n79C
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1A-n3(2A)-n79A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n3(2A)-n79C
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1(2A)-n3(2A)-n79A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1(2A)-n3(2A)-n79C
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n3
	CA_n3(2A)_BCS1
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1A-n3A-n105A
	CA_n1A-n3A
CA_n1A-n105A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	CA_n3A-n105A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n1A-n5A-n7A
	CA_n1A-n5A
CA_n1A-n7A
CA_n5A-n7A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n5A-n7B
	CA_n1A-n5A
CA_n1A-n7A
CA_n5A-n7A
CA_n7B
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n7
	CA_n7B_BCS0
	

	CA_n1A-n5A-n8A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n1A-n5A-n28A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n28
	5, 10, 15, 20, 30
	

	
	CA_n1A-n5A
CA_n1A-n28A
CA_n5A-n28A
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n5A-n40A
	CA_n1A-n5A
CA_n1A-n40A
CA_n5A-n40A
	n1
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n5
	5, 10, 15, 20, 25
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n5A-n78A
	CA_n1A-n5A
CA_n1A-n78A
CA_n5A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100
	

	
	
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n5A-n78(A-C)
	CA_n78C
CA_n1A-n5A
CA_n1A-n78A
CA_n5A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n5
	5, 10, 15, 20, 25
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n1A-n5A-n78C
	CA_n78C
CA_n1A-n5A
CA_n1A-n78A
CA_n5A-n78A
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n1A-n5A-n79A
	CA_n1A-n5A
CA_n1A-n79A
CA_n5A-n79A
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n5A-n105A
	CA_n1A-n5A
CA_n1A-n105A
CA_n5A-n105A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n5
	5, 10, 15, 20, 25
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n1A-n7A-n8A
	CA_n1A-n7A
CA_n1A-n8A
CA_n7A-n8A
	n1
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n1A-n7(2A)-n8A
	CA_n1A-n7A
CA_n1A-n8A
CA_n7A-n8A
	n1
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n1A-n7A-n20A
	n77
CA_n1A-n7A7
CA_n1A-n20A
CA_n7A-n20A7
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n7A-n26A
	CA_n1A-n26A
CA_n1A-n7A
CA_n7A-n26A
	n1
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	5, 10, 15, 20
	

	CA_n1A-n7A-n26(2A)
	CA_n26(2A)
CA_n1A-n26A
CA_n1A-n7A
CA_n7A-n26A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n1A-n7B-n26A
	CA_n1A-n26A
CA_n1A-n7A
CA_n7A-n26A
CA_n7B
	n1
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	5, 10, 15, 20
	

	CA_n1A-n7B-n26(2A)
	CA_n1A-n26A
CA_n1A-n7A
CA_n7A-n26A
CA_n7B
CA_n26(2A)
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n1A-n7A-n28A
	n77
CA_n1A-n7A7
CA_n1A-n28A
CA_n7A-n28A7
	n1
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n7B-n28A
	CA_n1A-n28A
CA_n1A-n7A
CA_n7A-n28A
CA_n7B
	n1
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20
	

	CA_n1A-n7A-n38A
	-

	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1(2A)-n7A-n38A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n7A-n40A
	CA_n1A-n7A
CA_n1A-n40A
CA_n7A-n40A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n1A-n7A-n67A
	CA_n1A-n7A
	n1
	5, 10, 15, 20, 30, 40, 45, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n67
	5, 10, 15, 20
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n7A-n75A
	CA_n1A-n7A
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n75
	n75 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n7A-n78A
	n77
n787,9
CA_n1A-n7A
CA_n1A-n78A7,13, 14
CA_n7A-n78A7,13, 14
	n1
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 901, 100
	

	
	
	n1
	5, 10, 15, 20
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 901, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n7A-n78(A-C)
	CA_n78C
CA_n1A-n7A
CA_n1A-n78A
CA_n7A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n1A-n7B-n78A
	n787,9
CA_n1A-n78A7,14
CA_n1A-n7A
CA_n7A-n78A7,14
CA_n7B
	n1
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100
	

	CA_n1A-n7B-n78(2A)
	n787,9
CA_n1A-n78A7,14
CA_n1A-n7A
CA_n7A-n78A7,14
CA_n7B
CA_n78(2A) 7
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n78(2A)
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	CA_n7B_BCS4 and 5
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n7A-n78(2A)
	n77
n787,9
CA_n1A-n7A
CA_n1A-n78A7,13, 14
CA_n7A-n78A7,13, 14
	n1
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	n77
n787,9
CA_n78(2A) 7
CA_n1A-n7A
CA_n1A-n78A7,13, 14
CA_n7A-n78A7, 13, ,14
	n1
	5, 10, 15, 20
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n7A-n78C
	n787,9
CA_n78C7
CA_n1A-n7A
CA_n1A-n78A7,14
CA_n7A-n78A7,14
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n1A-n7B-n78C
	n787,9
CA_n7B
CA_n1A-n7A
CA_n1A-n78A7,14
CA_n7A-n78A7,14
CA_n78C7
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n1A-n7(2A)-n78A
	CA_n1A-n7A
CA_n1A-n78A
CA_n7A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n7A-n79A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n7A-n79C
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1(2A)-n7A-n79A
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1(2A)-n7A-n79C
	-
	n1
	CA_n1(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n1A-n7A-n105A
	CA_n1A-n7A
CA_n1A-n105A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	CA_n7A-n105A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n1A-n8A-n28A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n28
	10, 15, 20
	

	CA_n1A-n8A-n40A
	CA_n1A-n8A
CA_n1A-n40A
CA_n8A-n40A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n8
	n8 channel bandwidths in Table 5.3.5-1
	

	
	
	n40
	 n40 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n8A-n41A
	CA_n1A-n8A
CA_n1A-n41A
CA_n8A-n41A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 100
	

	CA_n1A-n8A-n77A
	-
	n1
	5, 10, 15, 20
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n8A-n77(2A)
	-
	n1
	5, 10, 15, 20
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n1A-n8A-n78A
	CA_n1A-n8A
CA_n1A-n78A
CA_n8A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	-
	n1
	5, 10, 15, 20
	1

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	CA_n1A-n8A
CA_n1A-n78A
CA_n8A-n78A
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n8
	See n8 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n8A-n78C
	CA_n78C
CA_n1A-n8A
CA_n1A-n78A
CA_n1A-n78C
CA_n8A-n78A
CA_n8A-n78C
	n1
	See n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n8
	See n8 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n1A-n8A-n78(2A)
	-
	n1
	5, 10, 15, 20
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS1
	

	CA_n1A-n8A-n79A
	-
	n1
	5, 10, 15, 20
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n18A-n28A
	 CA_n1A-n18A
CA_n1A-n28A
CA_n18A-n28A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n18
	5, 10, 15
	

	
	
	n28
	5, 10
	

	CA_n1A-n18A-n41A
	n417,9
CA_n1A-n18A
CA_n1A-n41A7
CA_n18A-n41A7
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n18
	5, 10, 15
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n18A-n77A
	n777,9
CA_n1A-n18A
CA_n1A-n77A7
CA_n18A-n77A7
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n18
	5, 10, 15
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n18A-n77(2A)
	n777,9
CA_n1A-n18A
CA_n1A-n77A7
CA_n18A-n77A7
	n1
	5, 10, 15, 20
	0

	
	
	n18
	5, 10, 15
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n1A-n18A-n77(3A)
	n777
CA_n1A-n18A
CA_n1A-n77A7
CA_n18A-n77A7
	n1
	5, 10, 15, 20
	0

	
	
	n18
	5, 10, 15
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n1A-n20A-n41A
	CA_n1A-n20A
CA_n1A-n41A
CA_n20A-n41A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n20A-n67A
	CA_n1A-n20A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n67
	5, 10, 15, 20
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1
	

	
	
	n67
	 n67 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n20A-n71A
	CA_n1A-n20A
CA_n1A-n71A
CA_n20A-n71A

	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n1A-n20A-n77A
	CA_n1A-n20A
CA_n1A-n77A
CA_n20A-n77A
	n1
	5,10,15,20,25,30,40,45,50 
	4 and 5

	
	
	n20
	5,10,15,20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n20A-n77(2A)
	CA_n1A-n20A
CA_n1A-n77A
CA_n20A-n77A
	n1
	5,10,15,20,25,30,40,45,50 
	4 and 5

	
	
	n20
	5,10,15,20
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n1A-n20A-n78A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n1A-n20A
CA_n1A-n78A
CA_n20A-n78A

	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	1

	
	
	n20
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	 n78 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n20A-n78(2A)
	CA_n1A-n20A
CA_n1A-n78A
CA_n20A-n78A
CA_n78(2A)
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n26A-n78A
	n787,9
CA_n1A-n26A
CA_n1A-n78A7,14
CA_n26A-n78A7,14
	n1
	5, 10, 15, 20
	0

	
	
	n26
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n26A-n78C
	n787,9
CA_n78C7
CA_n1A-n26A
CA_n1A-n78A7,14
CA_n26A-n78A7,14
	n1
	5, 10, 15, 20
	0

	
	
	n26
	5, 10, 15, 20
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n1A-n26A-n78(A-C)
	CA_n78C
CA_n1A-n26A
CA_n1A-n78A
CA_n26A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n1A-n26(2A)-n78A
	n787,9
CA_n1A-n26A
CA_n1A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n26A-n78(2A)
	n787,9
CA_n1A-n26A
CA_n1A-n78A7,14
CA_n26A-n78A7,14
CA_n78(2A)7
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n78(2A)
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n26
	n26 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n26(2A)-n78(2A)
	n787,9
CA_n1A-n26A
CA_n1A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
CA_n78(2A)7
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n1A-n26(2A)-n78C
	n787,9
CA_n26(2A)
CA_n78C7
CA_n1A-n26A
CA_n1A-n78A7,14
CA_n26A-n78A7,14
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n1A-n28A-n38A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n28A-n40A
	CA_n1A-n28A
CA_n1A-n40A
CA_n28A-n40A
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n1
	5, 10, 15, 20
	1

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n28A-n40B
	-
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n40
	CA_n40B_BCS0
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n40
	CA_n40B_BCS4 and 5
	

	CA_n1A-n28A-n41A
	n417,9
CA_n1A-n28A
CA_n1A-n41A7
CA_n28A-n41A7
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	CA_n1A-n28A
CA_n1A-n41A
CA_n28A-n41A
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n28A-n46A

	CA_n1A-n28A
CA_n1A-n46A
CA_n28A-n46A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n46
	10, 20, 40, 60, 80
	

	CA_n1A-n28A-n46C
	CA_n1A-n28A
CA_n1A-n46A
CA_n28A-n46A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n46
	CA_n46C_BCS0
	

	CA_n1A-n28A-n46D
	CA_n1A-n28A
CA_n1A-n46A
CA_n28A-n46A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n46
	CA_n46D_BCS0
	

	CA_n1A-n28A-n46(2A)
	CA_n1A-n28A
CA_n1A-n46A
CA_n28A-n46A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n46
	CA_n46(2A)_BCS0
	

	CA_n1A-n28A-n75A

	-

	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n75
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n1A-n28A-n77A
	n777,9
CA_n1A-n28A
CA_n1A-n77A7
CA_n28A-n77A7
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	1

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n1A-n28A
CA_n1A-n77A
CA_n28A-n77A
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n28A-n77(2A)
	n777,9
CA_n1A-n28A
CA_n1A-n77A7
CA_n28A-n77A7
CA_n77(2A)7
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n1
	5, 10, 15, 20
	1

	
	
	n28
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	CA_n1A-n28A
CA_n1A-n77A
CA_n28A-n77A
CA_n77(2A)
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n1A-n28A-n77(3A)
	n777,9
CA_n1A-n28A
CA_n1A-n77A7
CA_n28A-n77A7
CA_n77(2A)7
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	CA_n1A-n28A
CA_n1A-n77A
CA_n28A-n77A
CA_n77(2A)
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n1A-n28A-n78A
	n787,9
CA_n1A-n28A
CA_n1A-n78A7,13, 14
CA_n28A-n78A7,13, 14
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 202
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	1

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	2

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n28A-n78(2A)
	n787,9
CA_n1A-n28A
CA_n1A-n78A7,13, 14
CA_n28A-n78A7,13, 14
CA_n78(2A)7
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n28A-n78C
	n787,9
CA_n1A-n28A
CA_n1A-n78A7,14
CA_n28A-n78A7,14
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	CA_n78C7
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n1A-n28A-n78(A-C)
	CA_n78C
CA_n1A-n28A
CA_n1A-n78A
CA_n28A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n1A-n28A-n79A
	n797,9
CA_n1A-n28A
CA_n1A-n79A7
CA_n28A-n79A7
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	CA_n1A-n28A
CA_n1A-n79A
CA_n28A-n79A
	n1
	n1 channel bandwidths in Table 5.3.5.1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5.1
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n28A-n102A
	CA_n1A-n28A
CA_n1A-n102A
CA_n28A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50 
	0

	
	
	n28
	5, 10, 15, 20, 30 
	

	
	
	n102
	20, 40, 60, 80, 100 
	

	CA_n1A-n28A-n102B
	CA_n1A-n28A
CA_n1A-n102A
CA_n1A-n102B
CA_n28A-n102A
CA_n28A-n102B
	n1
	5, 10, 15, 20, 25, 30, 40, 50 
	0

	
	
	n28
	5, 10, 15, 20, 30 
	

	
	
	n102
	CA_n102B_BCS0
	

	CA_n1A-n28A-n102C
	CA_n1A-n28A
CA_n1A-n102A
CA_n1A-n102C
CA_n28A-n102A
CA_n28A-n102C
	n1
	5, 10, 15, 20, 25, 30, 40, 50 
	0

	
	
	n28
	5, 10, 15, 20, 30 
	

	
	
	n102
	CA_n102C_BCS0
	

	CA_n1A-n28A-n102D
	CA_n1A-n28A
CA_n1A-n102A
CA_n28A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50 
	0

	
	
	n28
	5, 10, 15, 20, 30 
	

	
	
	n102
	CA_n102D_BCS0
	

	CA_n1A-n28A-n102E
	CA_n1A-n28A
CA_n1A-n102A
CA_n28A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50 
	0

	
	
	n28
	5, 10, 15, 20, 30 
	

	
	
	n102
	CA_n102E_BCS0
	

	CA_n1A-n28A-n102(2A)
	CA_n1A-n28A
CA_n1A-n102A
CA_n28A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50 
	0

	
	
	n28
	5, 10, 15, 20, 30 
	

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n1A-n38A-n78A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n40A-n41A
	CA_n1A-n40A
CA_n1A-n41A
CA_n40A-n41A
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n40A-n77A
	CA_n1A-n40A
CA_n1A-n77A
CA_n40A-n77A
	n1
	5, 10, 15, 20, 30, 40, 45, 50
	0

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n40A-n77(2A)
	CA_n1A-n40A
CA_n1A-n77A
CA_n40A-n77A
	n1
	5, 10, 15, 20, 30, 40, 45, 50
	0

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n1A-n40A-n78A
	CA_n1A-n40A
CA_n1A-n78A
CA_n40A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	1

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	5, 10, 15, 20
	2

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n40B-n78A
	-
	n1
	5, 10, 15, 20
	0

	
	
	n40
	CA_n40B_BCS0
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	CA_n40B_BCS 4 and 5
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n40A-n79A
	CA_n1A-n40A
CA_n1A-n79A
CA_n40A-n79A
	n1
	n1 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1
	

	CA_n1A-n40A-n105A
	CA_n1A-n40A
CA_n1A-n105A
CA_n40A-n105A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n1A-n41A-n71A
	CA_n1A-n41A
CA_n1A-n71A
CA_n41A-n71A
	n1
	5,10,15,20,25,30,40,45,50  
	0

	
	
	n41
	5,10,15,20,25,30,35,40,45,50,60,70,80,90,100
	

	
	
	n71
	5,10,15,20
	

	CA_n1A-n41A-n77A
	n417,9
n777,9
CA_n1A-n41A7
CA_n1A-n77A7
CA_n41A-n77A7
	n1
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n41A-n77(2A)
	n417,9
n777,9
CA_n1A-n41A7
CA_n1A-n77A7
CA_n41A-n77A7
CA_n77(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n1A-n41A-n77(3A)
	CA_n1A-n41A
CA_n1A-n77A
CA_n41A-n77A
	n1
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n1A-n41A-n78A
	CA_n1A-n41A
CA_n1A-n78A
CA_n41A-n78A

	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 100
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n41A-n78C
	CA_n78C
CA_n1A-n41A
CA_n1A-n78A
CA_n1A-n78C
CA_n41A-n78A
CA_n41A-n78C
	n1
	5,10,15,20,25,30,40,45,50
	0

	
	
	n41
	5,10,15,20,25,30,35,40,45,50,60,70,80,90,100
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n1A-n41A-n79A
	CA_n1A-n41A
CA_n1A-n79A
CA_n41A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n46A-n78A

	CA_n1A-n46A
CA_n1A-n78A
CA_n46A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	10, 20, 40, 60, 80
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n46C-n78A
	CA_n1A-n46A
CA_n1A-n78A
CA_n46A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46C_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n46D-n78A
	CA_n1A-n46A
CA_n1A-n78A
CA_n46A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46D_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n46(2A)-n78A
	CA_n1A-n46A
CA_n1A-n78A
CA_n46A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n46A-n78(2A)
	CA_n1A-n46A
CA_n1A-n78A
CA_n46A-n78A
CA_n78(2A)
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	10, 20, 40, 60, 80
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n46C-n78(2A)
	CA_n1A-n46A
CA_n1A-n78A
CA_n46A-n78A
CA_n78(2A)
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46C_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n46D-n78(2A)
	CA_n1A-n46A
CA_n1A-n78A
CA_n46A-n78A
CA_n78(2A)
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46D_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n46(2A)-n78(2A)
	CA_n1A-n46A
CA_n1A-n78A
CA_n46A-n78A
CA_n78(2A)
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n67A-n78A
	CA_n1A-n78A
	n1
	5, 10, 15, 20, 30, 40, 45, 50
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n67A-n78(2A)
	CA_n1A-n78A
CA_n78(2A)
	n1
	5, 10, 15, 20, 30, 40, 45, 50
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n1A-n71A-n77A
	CA_n1A-n71A
CA_n1A-n77A
CA_n71A-n77A
	n1
	5,10,15,20,25,30,40,45,50  
	0

	
	
	n71
	5,10,15,20
	

	
	
	n77
	10,15,20,25,30,40,50,60,70,80,90,100
	

	CA_n1A-n71A-n77(2A)
	CA_n1A-n71A
CA_n1A-n77A
CA_n71A-n77A
	n1
	5,10,15,20,25,30,40,45,50  
	0

	
	
	n71
	5,10,15,20
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n1A-n71A-n78A
	CA_n1A-n71A
CA_n1A-n78A
CA_n71A-n78A
	n1
	5,10,15,20,25,30,40,45,50  
	0

	
	
	n71
	5,10,15,20
	

	
	
	n78
	10,15,20,25,30,40,50,60,70,80,90,100
	

	CA_n1A-n71A-n78C
	CA_n78C
CA_n1A-n71A
CA_n1A-n78A
CA_n1A-n78C
CA_n71A-n78A
CA_n71A-n78C
	n1
	5,10,15,20,25,30,40,45,50  
	0

	
	
	n71
	5,10,15,20
	

	
	
	n78
	CA_n78C_BCS 4 and 5
	

	CA_n1A-n75A-n78A
	CA_n1A-n78A
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n75
	n75 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n77A-n79A
	n777,9
n797,9
CA_n1A-n77A7
CA_n1A-n79A7
CA_n77A-n79A7
	n1
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n77(2A)-n79A
	n777,9
n797,9
CA_n1A-n77A7
CA_n1A-n79A7
CA_n77A-n79A7
CA_n77(2A)7
	n1
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n77(3A)-n79A
	CA_n1A-n77A
CA_n1A-n79A
CA_n77A-n79A
CA_n77(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n78A-n79A
	n787,9
n797,9
CA_n1A-n78A7
CA_n1A-n79A7
CA_n78A-n79A7
	n1
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n1
	5, 10, 15, 20
	1

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n1
	n1 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1 
	

	CA_n1A-n78(2A)-n79A
	n787,9
n797,9
CA_n1A-n78A
CA_n1A-n79A
CA_n78A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n78A-n102A
	CA_n1A-n78A
CA_n1A-n102A
CA_n78A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n1A-n78A-n102B
	CA_n1A-n78A
CA_n1A-n102A
CA_n1A-n102B
CA_n78A-n102A
CA_n78A-n102B
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102B_BCS0
	

	CA_n1A-n78A-n102C
	CA_n1A-n78A
CA_n1A-n102A
CA_n1A-n102C
CA_n78A-n102A
CA_n78A-n102C
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102C_BCS0
	

	CA_n1A-n78A-n102D
	CA_n1A-n78A
CA_n1A-n102A
CA_n78A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102D_BCS0
	

	CA_n1A-n78A-n102E
	CA_n1A-n78A
CA_n1A-n102A
CA_n78A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102E_BCS0
	

	CA_n1A-n78A-n102(2A)
	CA_n1A-n78A
CA_n1A-n102A
CA_n78A-n102A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n1A-n78(2A)-n102A
	CA_n1A-n78A
CA_n1A-n102A
CA_n78A-n102A
CA_n78(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n1A-n78(2A)-n102B
	CA_n1A-n78A
CA_n1A-n102A
CA_n1A-n102B
CA_n78A-n102A
CA_n78A-n102B
CA_n78(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102B_BCS0
	

	CA_n1A-n78(2A)-n102C
	CA_n1A-n78A
CA_n1A-n102A
CA_n1A-n102C
CA_n78A-n102A
CA_n78A-n102C
CA_n78(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102C_BCS0
	

	CA_n1A-n78(2A)-n102D
	CA_n1A-n78A
CA_n1A-n102A
CA_n78A-n102A
CA_n78(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102D_BCS0
	

	CA_n1A-n78(2A)-n102E
	CA_n1A-n78A
CA_n1A-n102A
CA_n78A-n102A
CA_n78(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102E_BCS0
	

	CA_n1A-n78(2A)-n102(2A)
	CA_n1A-n78A
CA_n1A-n102A
CA_n78A-n102A
CA_n78(2A)
	n1
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n1A-n78A-n105A
	CA_n1A-n78A
CA_n1A-n105A
CA_n78A-n105A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n2A-n5A-n30A
	CA_n2A-n5A
CA_n2A-n30A
CA_n5A-n30A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n30
	5, 10
	

	CA_n2A-n5A-n41A
	CA_n2A-n5A
CA_n2A-n41A
CA_n5A-n41A
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n5
	5, 10, 15, 20, 25
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n2A-n5A-n48A
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5A-n48A
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5A-n48B
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n48B
CA_n5A-n48A
CA_n5A-n48B
CA_n48B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n48
	CA_n48B_BCS4 and 5
	

	CA_n2A-n5B-n48A
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
CA_n5B
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n5A-n48B
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n48B
CA_n5A-n48A
CA_n5A-n48B
CA_n48B
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	CA_n48B_BCS1
	

	
	
	n2
	5, 10, 15, 20
	2

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n48
	CA_n48B_BCS4 and 5
	

	CA_n2A-n5B-n48B
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n48B
CA_n5A-n48A
CA_n5A-n48B
CA_n5B
CA_n48B
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n48
	CA_n48B_BCS4 and 5
	

	CA_n2A-n5A-n48(2A)
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	CA_n2(2A)-n5A-n48(2A)
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	CA_n2(2A)-n5B-n48A
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
CA_n5B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5B-n48B
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n48B
CA_n5A-n48A
CA_n5A-n48B
CA_n5B
CA_n48B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n48
	CA_n48B_BCS4 and 5
	

	CA_n2A-n5B-n48(2A)
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
CA_n5B
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	CA_n2(2A)-n5B-n48(2A)
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
CA_n5B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	CA_n2A-n5A-n48(A-B)
	CA_n2A-n5A
CA_n2A-n48A
CA_n5A-n48A
	n2
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n5
	5, 10, 15, 20, 251
	

	
	
	n48
	CA_n48(A-B)_BCS0
	

	
	
	n2
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n5
	5, 10, 15, 20, 251
	

	
	
	n48
	CA_n48(A-B)_BCS1
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n48
	CA_n48(A-B)_BCS4 and 5
	

	CA_n2(2A)-n5A-n30A
	CA_n2A-n5A
CA_n2A-n30A
CA_n5A-n30A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n30
	5, 10
	

	CA_n2A-n5A-n66A
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5A-n66A
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5A-n66(2A)
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n2
	CA_n2(2A)_BCS 4 and 5
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2A-n5A-n66(2A)
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2A-n5A-n66(3A)
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n2A-n5B-n66A
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
CA_n5B
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n5B-n66(2A)
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
CA_n5B
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2(2A)-n5B-n66A
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
CA_n5B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5B-n66(2A)
	CA_n2A-n5A
CA_n2A-n66A
CA_n5A-n66A
CA_n5B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2A-n5A-n77A
	n777,9
CA_n2A-n5A
CA_n2A-n77A7
CA_n5A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n2A-n5A
CA_n2A-n77A
CA_n5A-n77A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n5B-n77A
	n777,9
CA_n2A-n5A
CA_n2A-n77A
CA_n5A-n77A
CA_n5B
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n5A-n77C
	n777,9
CA_n2A-n5A
CA_n2A-n77A7
CA_n5A-n77A7
CA_n77C
	n2
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n5
	5, 10, 15, 20, 251
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n2
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n5
	5, 10, 15, 20, 251
	

	
	
	n77
	CA_n77C_BCS1
	

	
	n777,9
CA_n2A-n5A
CA_n2A-n77A
CA_n2A-n77C
CA_n5A-n77A
CA_n5A-n77C
CA_n77C
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n5B-n77C
	n777,9
CA_n2A-n5A
CA_n2A-n77A
CA_n2A-n77C
CA_n5B
CA_n5A-n77A
CA_n5A-n77C
CA_n77C
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n5A-n77(2A)
	n777,9
CA_n2A-n5A
CA_n2A-n77A7
CA_n5A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n2(2A)-n5A-n77A
	n777,9
CA_n2A-n5A
CA_n2A-n77A7
CA_n5A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n2A-n5A
CA_n2A-n77A
CA_n5A-n77A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5A-n77C
	n777,9
CA_n2A-n5A
CA_n2A-n77A
CA_n2A-n77C
CA_n5A-n77A
CA_n5A-n77C
CA_n77C
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2(2A)-n5A-n77(2A)
	n777,9
CA_n2A-n5A
CA_n2A-n77A7
CA_n5A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n2(2A)-n5B-n77A
	n777,9
CA_n2A-n5A
CA_n2A-n77A
CA_n5A-n77A
CA_n5B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n5B-n77C
	n777,9
CA_n2A-n5A
CA_n2A-n77A
CA_n2A-n77C
CA_n5A-n77A
CA_n5A-n77C
CA_n5B
CA_n77C
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n5
	CA_n5B_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n7A-n12A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n12
	5, 10, 15
	

	CA_n2A-n7A-n66A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n2A-n7A-n71A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n2A-n7A-n77A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n12A-n30A
	CA_n2A-n12A
CA_n2A-n30A
CA_n12A-n30A
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n30
	5, 10
	

	CA_n2(2A)-n12A-n30A
	CA_n2A-n12A
CA_n2A-n30A
CA_n12A-n30A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n12
	5, 10, 15
	

	
	
	n30
	5, 10
	

	CA_n2A-n12A-n41A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n2A-n12A-n66A
	CA_n2A-n12A
CA_n2A-n66A
CA_n12A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n2(2A)-n12A-n66A
	CA_n2A-n12A
CA_n2A-n66A 
CA_n12A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n12
	5, 10, 15
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n2A-n12A-n66(2A)
	CA_n2A-n12A
CA_n2A-n66A 
CA_n12A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n2(2A)-n12A-n66(2A)
	CA_n2A-n12A
CA_n2A-n66A
CA_n12A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n12
	5, 10, 15
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n2A-n12A-n66(3A)
	CA_n2A-n12A
CA_n2A-n66A
CA_n12A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n2A-n12A-n71A
	CA_n2A-n12A
CA_n2A-n71A
	n2
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n12
	5, 10, 15
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n2A-n12A-n77A
	n777,9
CA_n2A-n12A
CA_n2A-n77A7
CA_n12A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2(2A)-n12A-n77A
	n777,9
CA_n2A-n12A
CA_n2A-n77A7
CA_n12A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n12
	5, 10, 15
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n12A-n77(2A)
	n777,9
CA_n2A-n12A
CA_n2A-n77A7
CA_n12A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2(2A)-n12A-n77(2A)
	n777,9
CA_n2A-n12A
CA_n2A-n77A7
CA_n12A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n12
	5, 10, 15
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n14A-n30A
	CA_n2A-n14A
CA_n2A-n30A
CA_n14A-n30A
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n30
	5, 10
	

	CA_n2(2A)-n14A-n30A
	CA_n2A-n14A
CA_n2A-n30A
CA_n14A-n30A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n14
	5, 10
	

	
	
	n30
	5, 10
	

	CA_n2A-n14A-n66A
	CA_n2A-n14A
CA_n2A-n66A
CA_n14A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n14
	n14 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n14A-n66A
	CA_n2A-n14A
CA_n2A-n66A
CA_n14A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n14
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n14
	n14 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n14A-n66(2A)
	CA_n2A-n14A
CA_n2A-n66A
CA_n14A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n14
	5, 10
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n14
	n14 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2A-n14A-n66(2A)
	CA_n2A-n14A
CA_n2A-n66A
CA_n14A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n14
	n14 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2A-n14A-n66(3A)
	CA_n2A-n14A
CA_n2A-n66A
CA_n14A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n2A-n14A-n77A
	n777,9
CA_n2A-n14A
CA_n2A-n77A7
CA_n14A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n14
	n14 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n14A-n77(2A)
	n777,9
CA_n2A-n14A
CA_n2A-n77A7
CA_n14A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n14
	n14 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n2(2A)-n14A-n77A
	n777,9
CA_n2A-n14A
CA_n2A-n77A7
CA_n14A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n14
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n14
	n14 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n14A-n77(2A)
	n777,9
CA_n2A-n14A
CA_n2A-n77A7
CA_n14A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n14
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n14
	n14 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n2A-n29A-n30A
	CA_n2A-n30A
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n30
	5, 10
	

	CA_n2(2A)-n29A-n30A
	CA_n2A-n30A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n29
	5, 10
	

	
	
	n30
	5, 10
	

	CA_n2A-n29A-n66A
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n2(2A)-n29A-n66A
	CA_n2A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n29
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n2A-n29A-n66(2A)
	CA_n2A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n2(2A)-n29A-n66(2A)
	CA_n2A-n66A
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n29
	5, 10
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n2A-n29A-n77A
	n777,9
CA_n2A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2(2A)-n29A-n77A
	n777,9
CA_n2A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n29
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n29A-n77(2A)
	n777,9
CA_n2A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2(2A)-n29A-n77(2A)
	n777,9
CA_n2A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n29
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n30A-n66A
	CA_n2A-n30A
CA_n2A-n66A
CA_n30A-n66A

	n2
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n2(2A)-n30A-n66A
	CA_n2A-n30A
CA_n2A-n66A
CA_n30A-n66A

	n2
	CA_n2(2A)_BCS0
	0

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n2(2A)-n30A-n66(2A)
	CA_n2A-n30A
CA_n2A-n66A
CA_n30A-n66A

	n2
	CA_n2(2A)_BCS0
	0

	
	
	n30
	5, 10
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n2A-n30A-n66(2A)
	CA_n2A-n30A
CA_n2A-n66A
CA_n30A-n66A

	n2
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n2A-n30A-n66(3A)
	CA_n2A-n30A
CA_n2A-n66A
CA_n30A-n66A

	n2
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n2A-n30A-n77A
	n777,9
CA_n2A-n30A
CA_n2A-n77A7
CA_n30A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n30A-n77(2A)
	n777,9
CA_n2A-n30A
CA_n2A-n77A7
CA_n30A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2(2A)-n30A-n77A
	n777,9
CA_n2A-n30A
CA_n2A-n77A7
CA_n30A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n30
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2(2A)-n30A-n77(2A)
	n777,9
CA_n2A-n30A
CA_n2A-n77A7
CA_n30A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n30
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n41A-n66A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n2A-n41A-n71A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n2A-n48A-n66A
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n48A-n66A
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n48B-n66A
	CA_n2A-n48A
CA_n2A-n66A
CA_n2A-n48B
CA_n48A-n66A
CA_n48B-n66A
CA_n48B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n48(A-B)-n66A
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n48
	CA_n48(A-B)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	CA_n48(A-B)_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(A-B)_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n48B-n66A
	CA_n48B
CA_n2A-n48A
CA_n2A-n66A
CA_n2A-n48B
CA_n48A-n66A
CA_n48B-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48B_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	5, 10, 15, 20
	2

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n48(2A)-n66A
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n48A-n66(2A)
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2A-n48B-n66(2A)
	CA_n2A-n48A
CA_n2A-n66A
CA_n2A-n48B
CA_n48A-n66A
CA_n48B-n66A
CA_n48B
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2(2A)-n48(2A)-n66A
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n48A-n66(2A)
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2A-n48(2A)-n66(2A)
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2(2A)-n48B-n66(2A)
	CA_n2A-n48A
CA_n2A-n66A
CA_n2A-n48B
CA_n48A-n66A
CA_n48B-n66A
CA_n48B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2(2A)-n48(2A)-n66(2A)
	CA_n2A-n48A
CA_n2A-n66A
CA_n48A-n66A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n2A-n48A-n77A
	n777,9
CA_n2A-n48A
CA_n2A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n2A-n48A
CA_n2A-n77A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n48A-n77C
	n777,9
CA_n2A-n48A
CA_n2A-n77A7
CA_n77C
	n2
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n2
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n77
	CA_n77C_BCS1
	

	
	n777,9
CA_n2A-n48A
CA_n2A-n77A
CA_n2A-n77C
CA_n77C
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n48(2A)-n77C
	n777,9
CA_n2A-n48A
CA_n2A-n77A7
	n2
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n77
	CA_n77C_BCS1
	

	
	n777,9
CA_n77C
CA_n2A-n48A
CA_n2A-n77A
CA_n2A-n77C
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n48B-n77A
	n777,9
CA_n48B
CA_n2A-n48A
CA_n2A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48B_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	5, 10, 15, 20
	2

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n48B
CA_n2A-n48A
CA_n2A-n48B
CA_n2A-n77A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n48B-n77C
	n777,9
CA_n48B
CA_n2A-n48A
CA_n2A-n77A7
	n2
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n77
	CA_n77C_BCS1
	

	
	n777,9
CA_n48B
CA_n77C
CA_n2A-n48A
CA_n2A-n48B
CA_n2A-n77A
CA_n2A-n77C
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2(2A)-n48B-n77A
	n777,9
CA_n2A-n48A
CA_n2A-n48B
CA_n2A-n77A
CA_n48B
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n48(2A)-n77A
	n777,9
CA_n2A-n48A
CA_n2A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n2A-n48A
CA_n2A-n77A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n48A-n77A
	n777,9
CA_n2A-n48A
CA_n2A-n77A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n48(2A)-n77A
	n777,9
CA_n2A-n48A
CA_n2A-n77A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n48A-n77C
	n777,9
CA_n2A-n48A
CA_n2A-n77A
CA_n2A-n77C
CA_n77C
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2(2A)-n48(2A)-n77C
	n777,9
CA_n2A-n48A
CA_n2A-n77A
CA_n2A-n77C
CA_n77C
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2(2A)-n48B-n77C
	CA_n2A-n48A
CA_n2A-n48B
CA_n2A-n77A
CA_n2A-n77C
CA_n48B
CA_n77C
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n66A-n71A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n2A-n66A-n77A
	n777,9
CA_n2A-n66A
CA_n2A-n77A7
CA_n66A-n77A7

	n2
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n2A-n66A
CA_n2A-n77A
CA_n66A-n77A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n66A-n77A
	n777,9
CA_n2A-n66A
CA_n2A-n77A7
CA_n66A-n77A7

	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n2A-n66A
CA_n2A-n77A
CA_n66A-n77A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n66A-n77C
	n777,9
CA_n2A-n66A
CA_n2A-n77A
CA_n2A-n77C
CA_n66A-n77A
CA_n66A-n77C
CA_n77C
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n66(2A)-n77A
	n777,9
CA_n2A-n66A
CA_n2A-n77A7
CA_n66A-n77A7

	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n2A-n66A
CA_n2A-n77A
CA_n66A-n77A
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2A-n66(2A)-n77C
	n777,9
CA_n2A-n66A
CA_n2A-n77A
CA_n2A-n77C
CA_n66A-n77A
CA_n66A-n77C
CA_n77C
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n66A-n77C
	n777,9
CA_n2A-n66A
CA_n2A-n77A7
CA_n66A-n77A7

	n2
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n2
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS1
	

	
	n777,9
CA_n77C
CA_n2A-n66A
CA_n2A-n77A
CA_n2A-n77C
CA_n66A-n77A
CA_n66A-n77C
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2A-n66A-n77(2A)
	n777,9
CA_n2A-n66A
CA_n2A-n77A7
CA_n66A-n77A7

	n2
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n2(2A)-n66(2A)-n77A
	n777,9
CA_n2A-n66A
CA_n66A-n77A7
CA_n2A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n777,9
CA_n2A-n66A
CA_n66A-n77A
CA_n2A-n77A
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n2(2A)-n66(2A)-n77C
	n777,9
CA_n2A-n66A
CA_n66A-n77A
CA_n66A-n77C
CA_n2A-n77A
CA_n2A-n77C
CA_n77C
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n2(2A)-n66(2A)-n77(2A)
	n777,9
CA_n2A-n66A
CA_n2A-n77A7
CA_n66A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2(2A)-n66A-n77(2A)
	n777,9
CA_n2A-n66A
CA_n66A-n77A7
CA_n2A-n77A7
	n2
	CA_n2(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	CA_n2(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n2A-n66(2A)-n77(2A)
	n777,9
CA_n2A-n66A
CA_n66A-n77A7
CA_n2A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n2
	n2 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n2A-n66(3A)-n77A
	n777,9
CA_n2A-n66A
CA_n66A-n77A7
CA_n2A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n66(3A)-n77(2A)
	n777,9
CA_n2A-n66A
CA_n2A-n77A7
CA_n66A-n77A7
	n2
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n66A-n78A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n66A-n78(2A)
	-
	n2
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n2A-n71A-n77A
	CA_n2A-n71A
CA_n2A-n77A
CA_n71A-n77A
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n71
	5, 10, 15, 20, 25, 30, 35
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n71A-n77(2A)
	CA_n2A-n71A
CA_n2A-n77A
CA_n71A-n77A
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n71
	5, 10, 15, 20, 25, 30, 35
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n71A-n78A
	-
	n2
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n71A-n78(2A)
	-
	n2
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n3A-n5A-n7A
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40
	

	
	CA_n3A-n5A
CA_n3A-n7A
CA_n5A-n7A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n5
	5, 10, 15, 20
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n3A-n5A-n7B
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n7
	CA_n7B_BCS0
	

	
	CA_n3A-n5A
CA_n3A-n7A
CA_n5A-n7A
CA_n7B
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n5
	5, 10, 15, 20
	

	
	
	n7
	CA_n7B_BCS0
	

	CA_n3A-n5A-n8A
	-
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n3A-n5A-n28A
	-
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n28
	5, 10, 15, 20, 30
	

	
	CA_n3A-n5A
CA_n3A-n28A
CA_n5A-n28A
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n5A-n78A
	CA_n3A-n5A
CA_n3A-n78A
CA_n5A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n5A-n78C
	CA_n78C
CA_n3A-n5A
CA_n3A-n78A
CA_n5A-n78A
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n3A-n5A-n78(A-C)
	CA_n78C
CA_n3A-n5A
CA_n3A-n78A
CA_n5A-n78A
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n5
	5, 10, 15, 20, 25
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n3A-n5A-n79A
	CA_n3A-n5A
CA_n3A-n79A
CA_n5A-n79A
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n7A-n8A
	CA_n3A-n7A
CA_n3A-n8A
CA_n7A-n8A
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n8
	5, 10, 15, 20, 35
	

	CA_n3A-n7(2A)-n8A
	CA_n3A-n7A
CA_n3A-n8A
CA_n7A-n8A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n3(2A)-n7A-n8A
	CA_n3A-n7A
CA_n3A-n8A
CA_n7A-n8A
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n3(2A)-n7(2A)-n8A
	CA_n3A-n7A
CA_n3A-n8A
CA_n7A-n8A
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	
	
	n8
	5, 10, 15, 20
	

	CA_n3A-n7A-n20A
	n37
n77
CA_n3A-n7A7
CA_n3A-n20A
CA_n7A-n20A7
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n7A-n26A
	CA_n3A-n26A
CA_n3A-n7A
CA_n7A-n26A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	5, 10, 15, 20
	

	CA_n3A-n7A-n26(2A)
	CA_n3A-n26A
CA_n3A-n7A
CA_n7A-n26A
CA_n26(2A)
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n3A-n7B-n26A
	CA_n3A-n26A
CA_n3A-n7A
CA_n7A-n26A
CA_n7B
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	5, 10, 15, 20
	

	CA_n3A-n7B-n26(2A)
	CA_n3A-n26A
CA_n3A-n7A
CA_n7A-n26A
CA_n7B
CA_n26(2A)
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n3B-n7A-n26A
	CA_n3A-n7A
CA_n3A-n26A
CA_n7A-n26A
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	CA_n3B-n7A-n26(2A)
	CA_n3A-n7A
CA_n3A-n26A
CA_n7A-n26A
CA_n26(2A)
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n3B-n7B-n26A
	CA_n3A-n7A
CA_n3A-n26A
CA_n7A-n26A
CA_n7B
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	CA_n3B-n7B-n26(2A)
	CA_n3A-n7A
CA_n3A-n26A
CA_n7A-n26A
CA_n7B
CA_n26(2A)
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n3A-n7A-n28A
	n37
n77
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20
	

	
	n37
n77
CA_n3A-n7A7
CA_n3A-n28A7
CA_n7A-n28A7
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	2

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n7B-n28A
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20
	

	
	CA_n3A-n7A
CA_n3A-n28A
CA_n7A-n28A
CA_n7B
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20
	

	CA_n3B-n7A-n28A
	CA_n3A-n7A
CA_n3A-n28A
CA_n7A-n28A
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	CA_n3B-n7B-n28A
	CA_n7B
CA_n3A-n7A
CA_n3A-n28A
CA_n7A-n28A
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	CA_n3A-n7A-n38A10
	-

	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n3B-n7A-n38A10
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n3(2A)-n7A-n38A10
	-
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n3A-n7A-n40A
	CA_n3A-n7A
CA_n3A-n40A
CA_n7A-n40A
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n3A-n7A-n67A
	CA_n3A-n7A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n67
	5, 10, 15, 20
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n7A-n75A
	CA_n3A-n7A
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n75
	n75 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n7A-n77A
	CA_n3A-n7A
CA_n3A-n77A
CA_n7A-n77A
	n3
	n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n7A-n77(2A)
	CA_n77(2A)
CA_n3A-n7A
CA_n3A-n77A
CA_n7A-n77A
	n3
	n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n3A-n7A-n78A
	n37
n77
n787,9
CA_n3A-n7A
CA_n3A-n78A7,13, 14
CA_n7A-n78A7,13, 14
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n7A-n78C
	n787,9
CA_n78C7
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n3A-n7A-n78(A-C)
	CA_n78C
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n78A
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n3A-n7B-n78A
	n787,9
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	n787,9
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
CA_n7B
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100
	

	CA_n3A-n7B-n78(2A)
	n787,9
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
CA_n7B
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	CA_n78(2A) 7

	n7
	CA_n7B_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n78(2A)
	n3
	n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	CA_n7B_BCS4 and 5
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3A-n7B-n78C
	n787,9
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
CA_n7B
CA_n78C7
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n3A-n7A-n78(2A)
	n37
n77
n787,9
CA_n78(2A) 7
CA_n3A-n7A
CA_n3A-n78A7,13, 14
CA_n7A-n78A7,13, 14
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3A-n7(2A)-n78A
	CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n78A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3B-n7A-n78A
	n787,9
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3B-n7A-n78(2A)
	n787,9
CA_n78(2A) 7
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	CA_n78(2A)
	n3
	CA_n3B_BCS4 and 5
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3B-n7A-n78C
	n787,9
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
CA_n78C7
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	CA_n78C_BCS1
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n3B-n7B-n78A
	n787,9
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
CA_n7B
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3B-n7B-n78(2A)
	n787,9
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
CA_n7B
	n3
	CA_n3B_BCS0
	0

	
	CA_n78(2A) 7
	n7
	CA_n7B_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	CA_n78(2A)
	n3
	CA_n3B_BCS4 and 5
	4 and 5

	
	
	n7
	CA_n7B_BCS4 and 5
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3B-n7B-n78C
	n787,9
CA_n3A-n7A
CA_n3A-n78A7,14
CA_n7A-n78A7,14
CA_n7B
CA_n78C7
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	CA_n78C_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n3(2A)-n7A-n78A
	CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n78A
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3(2A)-n7(2A)-n78A
	CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n78A
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n7
	CA_n7(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n7A-n79A
	-
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n7A-n79C
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n3B-n7A-n79A
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	40, 50, 60, 70, 80, 90, 100
	

	CA_n3(2A)-n7A-n79A
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	40, 50, 60, 70, 80, 90, 100
	

	CA_n3B-n7A-n79C
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n3(2A)-n7A-n79C
	-
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n3A-n7A-n105A
	CA_n3A-n7A
CA_n3A-n105A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	CA_n7A-n105A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n3A-n8A-n28A
	-
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n8
	5, 10, 15, 20, 35
	

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n3A-n8A-n39A
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n39
	5, 10, 15, 20, 25, 30, 35, 40
	

	CA_n3A-n8A-n40A
	CA_n3A-n8A
CA_n3A-n40A
CA_n8A-n40A
	n3
	n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n8
	n8 channel bandwidths in Table 5.3.5-1
	

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n8A-n41A
	CA_n3A-n8A
CA_n3A-n41A
CA_n8A-n41A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n8A-n77A
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n8A-n77(2A)
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n3A-n8A-n78A
	CA_n3A-n8A
CA_n3A-n78A
CA_n8A-n78A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n3(2A)-n8A-n78A
	CA_n3A-n8A
CA_n3A-n78A
CA_n8A-n78A
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3(2A)-n8A-n78C
	CA_n3A-n8A
CA_n3A-n78A
CA_n3A-n78C
CA_n8A-n78A
CA_n8A-n78C
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n3A-n8A-n78C
	CA_n78C
CA_n3A-n8A
CA_n3A-n78A
CA_n3A-n78C
CA_n8A-n78A
CA_n8A-n78C
	n3
	5,10,15,20,25,30,35,40,45,50  
	4 and 5

	
	
	n8
	5,10,15,20 
	

	
	
	n78
	CA_n78C_BCS 4 and 5
	

	CA_n3A-n8A-n79A
	CA_n3A-n8A
CA_n3A-n79A
CA_n8A-n79A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n3A-n18A-n28A
	CA_n3A-n18A
CA_n3A-n28A
CA_n18A-n28A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n18
	5, 10, 15
	

	
	
	n28
	5, 10
	

	CA_n3A-n18A-n41A
	n417,9
CA_n3A-n41A7
CA_n3A-n18A
CA_n18A-n41A7
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n18
	5, 10, 15
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n18A-n77A
	n777
CA_n3A-n18A
CA_n3A-n77A7
CA_n18A-n77A7
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n18
	5, 10, 15
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n18A-n77(2A)
	n777
CA_n3A-n18A
CA_n3A-n77A7
CA_n18A-n77A7
	n3
	5, 10, 15, 20
	0

	
	
	n18
	5, 10, 15
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n3A-n18A-n77(3A)
	n777
CA_n3A-n18A
CA_n3A-n77A7
CA_n18A-n77A7
	n3
	5, 10, 15, 20
	0

	
	
	n18
	5, 10, 15
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n3A-n20A-n67A
	n37
CA_n3A-n20A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n67
	5, 10, 15, 20
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1 
	

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n20A-n28A
	CA_n3A-n20A
CA_n3A-n28A
CA_n20A-n28A

	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n3A-n20A-n41A
	CA_n3A-n20A
CA_n3A-n41A
CA_n20A-n41A

	n3
	5, 10, 15, 20, 25, 30, 45, 40, 45, 50
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n20A-n71A
	CA_n3A-n20A
CA_n3A-n71A
CA_n20A-n71A

	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n3A-n20A-n77A
	CA_n3A-n20A
CA_n3A-n77A
CA_n20A-n77A
	n3
	5,10,15,20,25,30,35,40,45,50
	0

	
	
	n20
	5,10,15,20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n20A-n77(2A)
	CA_n3A-n20A
CA_n3A-n77A
CA_n20A-n77A
	n3
	5,10,15,20,25,30,35,40,45,50
	0

	
	
	n20
	5,10,15,20
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n3A-n20A-n78A
	CA_n3A-n20A
CA_n3A-n78A
CA_n20A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n20
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n20A-n78(2A)
	CA_n3A-n20A
CA_n3A-n78A
CA_n20A-n78A
CA_n78(2A)
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3A-n26A-n78A
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n26
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n26A-n78(2A)
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n78(2A)7
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n78(2A)
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n26
	n26 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3A-n26A-n78C
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n78C7
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n3A-n26A-n78(A-C)
	CA_n78C
CA_n3A-n26A
CA_n3A-n78A
CA_n26A-n78A
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n3A-n26(2A)-n78A
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n26(2A)-n78(2A)
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
CA_n78(2A)7
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n3A-n26(2A)-n78C
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
CA_n78C7
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n3B-n26A-n78A
	n787,9
CA_n3A-n26A
CA_n26A-n78A7,14
CA_n3A-n78A7,14
	n3
	CA_n3B_BCS0
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3B-n26A-n78(2A)
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n78(2A)7
	n3
	CA_n3B_BCS0
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	CA_n78(2A)
	n3
	CA_n3B_BCS4 and 5 
	4 and 5

	
	
	n26
	n26 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3B-n26A-n78C
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n78C7
	n3
	CA_n3B_BCS0
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78C_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n3B-n26(2A)-n78A
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
	n3
	CA_n3B_BCS0
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3B-n26(2A)-n78(2A)
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
CA_n78(2A)7
	n3
	CA_n3B_BCS0
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n3B-n26(2A)-n78C
	n787,9
CA_n3A-n26A
CA_n3A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
CA_n78C7
	n3
	CA_n3B_BCS0
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78C_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n3A-n28A-n38A
	-
	n3
	5, 10, 15, 20, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n38
	5, 10, 15, 20, 30, 40
	

	CA_n3A-n28A-n40A
	CA_n3A-n28A
CA_n3A-n40A
CA_n28A-n40A
	n3
	5, 10, 15, 20
	0

	
	
	n28
	5, 10
	

	
	
	n40
	20, 40
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 35,40
	1

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n28A-n41A
	n417,9
CA_n3A-n28A
CA_n3A-n41A7
CA_n28A-n41A7
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	CA_n3A-n28A
CA_n3A-n41A
CA_n28A-n41A
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n28A-n41B
	CA_n3A-n28A
CA_n3A-n41A
CA_n28A-n41A
	n3
	5, 10, 15, 20
	0

	
	
	n28
	5, 10
	

	
	
	n41
	CA_n41B_BCS0
	

	CA_n3A-n28A-n77A
	n777,9
CA_n3A-n28A
CA_n3A-n77A7
CA_n28A-n77A7
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 35,40
	2

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n28A-n77(2A)
	n777,9
CA_n3A-n28A
CA_n3A-n77A7
CA_n28A-n77A7
CA_n77(2A)7
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n3A-n28A-n77(3A)
	n777,9
CA_n3A-n28A
CA_n3A-n77A7
CA_n28A-n77A7
CA_n77(2A)
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n3A-n28A-n78A
	n37
n787,9
CA_n3A-n28A
CA_n3A-n78A7,13, 14
CA_n28A-n78A7,13, 14
	n3
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 202
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n28
	5, 10, 15, 202
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n28
	5, 10
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n28A-n78C
	n787,9
CA_n78C7
CA_n3A-n28A
CA_n3A-n78A7,14
CA_n28A-n78A7,14
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n3A-n28A-n78(2A)
	n37
n787,9
CA_n3A-n28A
CA_n3A-n78A7,13, 14
CA_n28A-n78A7,13, 14
	n3
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 202
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n28
	5, 10
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	n37
n787,9
CA_n78(2A) 7
CA_n3A-n28A
CA_n3A-n78A7,13, 14
CA_n28A-n78A7,13, 14
	n3
	5, 10, 15, 20, 25, 30, 40
	2

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3A-n28A-n78(A-C)
	CA_n78C
CA_n3A-n28A
CA_n3A-n78A
CA_n28A-n78A
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n3B-n28A-n78A
	n787,9
CA_n3A-n28A
CA_n3A-n78A7,14
CA_n28A-n78A7,14
	n3
	CA_n3B_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3B-n28A-n78(2A)
	n787,9
CA_n78(2A) 7
CA_n3A-n28A
CA_n3A-n78A7,14
CA_n28A-n78A7,14
	n3
	CA_n3B_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n3B-n28A-n78C
	n787,9
CA_n78C7
CA_n3A-n28A
CA_n3A-n78A7,14
CA_n28A-n78A7,14
	n3
	CA_n3B_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78C_BCS0
	

	
	CA_n3B
	n3
	CA_n3B_BCS1
	1

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n3A-n28A-n79A
	n797,9
CA_n3A-n28A
CA_n3A-n79A7
CA_n28A-n79A7
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n79
	40, 50, 80, 100
	

	
	CA_n3A-n28A
CA_n3A-n79A
CA_n28A-n79A
	n3
	n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n3A-n34A-n41A
	CA_n3A-n34A
CA_n3A-n41A
CA_n34A-n41A
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n34
	See n34 channel bandwidths in Table 5.3.5-1 
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n34A-n41C
	CA_n3A-n34A
CA_n3A-n41A
CA_n34A-n41A
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n34
	See n34 channel bandwidths in Table 5.3.5-1 
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	

	CA_n3A-n34A-n79A
	CA_n3A-n34A
CA_n3A-n79A
CA_n34A-n79A
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n34
	See n34 channel bandwidths in Table 5.3.5-1 
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n38A-n40A
	-
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n38A-n78A
	-
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n39A-n41A
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n39
	5, 10, 15, 20, 25, 30, 35, 40
	

	
	
	n41
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n39A-n79A
	-
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n39
	5, 10, 15, 20, 25, 30, 35, 40
	

	
	
	n79
	10, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n40A-n78A
	CA_n3A-n40A
CA_n3A-n78A
CA_n40A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n40A-n105A
	CA_n3A-n40A
CA_n3A-n105A
CA_n40A-n105A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n3A-n41A-n71A
	CA_n3A-n41A
CA_n3A-n71A
CA_n41A-n71A
	n3
	5,10,15,20,25,30,35,40,45,50  
	0

	
	
	n41
	5,10,15,20,25,30,35,40,45,50,60,70,80,90,100
	

	
	
	n71
	5,10,15,20
	

	CA_n3A-n41A-n78C
	CA_n78C
CA_n3A-n41A
CA_n3A-n78A
CA_n3A-n78C
CA_n41A-n78A
CA_n41A-n78C
	n3
	5,10,15,20,25,30,35,40,45,50
	4 and 5

	
	
	n41
	5,10,15,20,25,30,35,40,45,50,60,70,80,90,100
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n3(2A)-n41A-n78A
	CA_n3A-n41A
CA_n3A-n78A
CA_n41A-n78A
	n3
	CA_n3(2A)_BCS0
	4 and 5

	
	
	n41
	5,10,15,20,25,30,35,40,45,50,60,70,80,90,100
	

	
	
	n78
	10,15,20,25,30,40,50,60,70,80,90,100
	

	CA_n3(2A)-n41A-n78C
	CA_n3A-n41A
CA_n3A-n78A
CA_n41A-n78A
	n3
	CA_n3(2A)_BCS0
	4 and 5

	
	
	n41
	5,10,15,20,25,30,35,40,45,50,60,70,80,90,100
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n3A-n71A-n78A
	CA_n3A-n71A
CA_n3A-n78A
CA_n71A-n78A
	n3
	5,10,15,20,25,30,35,40,45,50  
	4 and 5

	
	
	n71
	5,10,15,20
	

	
	
	n78
	10,15,20,25,30,40,50,60,70,80,90,100
	

	CA_n3(2A)-n71A-n78A
	C A_n3A-n71A
CA_n3A-n78A
CA_n71A-n78A
	n3
	CA_n3(2A)_BCS 4 and 5 
	4 and 5

	
	
	n71
	5,10,15,20
	

	
	
	n78
	10,15,20,25,30,40,50,60,70,80,90,100
	

	CA_n3(2A)-n71A-n78C
	CA_n78C
CA_n3A-n71A
CA_n3A-n78A
CA_n3A-n78C
CA_n71A-n78A
CA_n71A-n78C
	n3
	CA_n3(2A)_BCS0
	0

	
	
	n71
	5,10,15,20
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n3A-n71A-n78C
	CA_n78C
CA_n3A-n71A
CA_n3A-n78A
CA_n3A-n78C
CA_n71A-n78A
CA_n71A-n78C
	n3
	5,10,15,20,25,30,35,40,45,50  
	4 and 5

	
	
	n71
	5,10,15,20
	

	
	
	n78
	CA_n78C_BCS 4 and 5
	

	CA_n3A-n77A-n79A4
	n777,9
n797,9
CA_n3A-n77A7
CA_n3A-n79A7
CA_n77A-n79A7
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n77(2A)-n79A4
	n777,9
n797,9
CA_n77(2A)
CA_n3A-n77A7
CA_n3A-n79A7
CA_n77A-n79A7
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n77(3A)-n79A4
	CA_n77(2A)
CA_n3A-n77A
CA_n3A-n79A
CA_n77A-n79A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n77
	CA_n77(3A)_BCS0
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n3A-n40A-n41A
	CA_n3A-n40A
CA_n3A-n41A
CA_n40A-n41A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n40A-n41C
	CA_n3A-n40A
CA_n3A-n41A
CA_n40A-n41A
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n41
	CA_n41C_BCS4 and 5
	

	CA_n3A-n40A-n77A
	CA_n3A-n40A
CA_n3A-n77A
CA_n40A-n77A
	n3
	5, 10, 15, 20, 30, 35, 40, 45, 50
	0

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n40A-n77(2A)
	CA_n3A-n40A
CA_n3A-n77A
CA_n40A-n77A
	n3
	5, 10, 15, 20, 30, 35, 40, 45, 50
	0

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	[bookmark: OLE_LINK3]CA_n3A-n40A-n79A
	CA_n3A-n40A
CA_n3A-n79A
CA_n40A-n79A
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n40
	See n40 channel bandwidths in Table 5.3.5-1 
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n41A-n77A
	n417,9
n777,9
CA_n3A-n41A7
CA_n3A-n77A7
CA_n41A-n77A7
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	-
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n41B-n77A
	CA_n3A-n41A
CA_n3A-n77A
CA_n41A-n77A
	n3
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41B_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n41A-n77(2A)
	n417,9
n777,9
CA_n3A-n41A7
CA_n3A-n77A7
CA_n41A-n77A7
CA_n77(2A)7
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	-
	n3
	See n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n3A-n41A-n77(3A)
	n417,9
n777,9
CA_n3A-n41A7
CA_n3A-n77A7
CA_n41A-n77A7
CA_n77(2A)
	n3
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n3A-n41A-n78A
	-
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n3A-n41A
CA_n3A-n78A
CA_n41A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n3A-n41A-n78(2A)
	CA_n3A-n41A
CA_n3A-n78A
CA_n41A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n3A-n41A-n79A
	n3
n417, 9
n797, 9
CA_n3A-n41A7
CA_n3A-n79A7
CA_n41A-n79A7
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30
	1

	
	
	n41
	10, 15, 20, 40, 50, 60, 80
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n3
	5, 10, 15, 20, 25, 30
	2

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1 
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n41A-n79C
	CA_n3A-n41A
CA_n3A-n79A
CA_n41A-n79A
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1 
	

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n3A-n41C-n79A
	CA_n41C
CA_n3A-n41A
CA_n3A-n79A
CA_n41A-n79A
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	CA_n41C_BCS4 and 5
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n41C-n79C
	CA_n3A-n41A
CA_n3A-n79A
CA_n41A-n79A
	n3
	See n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	CA_n41C_BCS4 and 5
	

	
	
	n79
	CA_n79C_BCS4 and 5
	

	CA_n3A-n67A-n78A
	CA_n3A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n67A-n78(2A)
	CA_n78(2A)
CA_n3A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n3A-n71A-n77A
	CA_n3A-n71A
CA_n3A-n77A
CA_n71A-n77A
	n3
	5,10,15,20,25,30,35,40,45,50  
	0

	
	
	n71
	5,10,15,20
	

	
	
	n77
	10,15,20,25,30,40,50,60,70,80,90,100
	

	CA_n3A-n71A-n77(2A)
	CA_n3A-n71A
CA_n3A-n77A
CA_n71A-n77A
	n3
	5,10,15,20,25,30,35,40,45,50  
	0

	
	
	n71
	5,10,15,20
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n3A-n75A-n78A
	CA_n3A-n78A
	n3
	n3 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n75
	n75 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n3A-n78A-n79A5
	n787,9
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	n797
CA_n3A-n78A7
CA_n3A-n79A7
CA_n78A-n79A5,7
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	
	CA_n3A-n78A CA_n3A-n79A
CA_n78A-n79A
	n3
	n3 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1
	

	CA_n3A-n78A-n79C
	-
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n3B-n78A-n79A
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n3B-n78A-n79C
	-
	n3
	CA_n3B_BCS0
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n3(2A)-n78A-n79A
	-
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n3(2A)-n78A-n79C
	-
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	CA_n79C_BCS0
	

	CA_n3A-n78A-n105A
	CA_n3A-n78A
CA_n3A-n105A
CA_n78A-n105A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n5A-n7A-n25A
	CA_n5A-n7A
CA_n5A-n25A
CA_n7A-n25A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 35, 40, 45
	

	CA_n5A-n7A-n25(2A)
	CA_n5A-n7A
CA_n5A-n25A
CA_n7A-n25A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n25
	CA_n25(2A)_BCS0
	

	CA_n5A-n7A-n28A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n5A-n7A-n40A
	CA_n5A-n7A
CA_n5A-n40A
CA_n7A-n40A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n7A-n66A
	CA_n5A-n7A
CA_n5A-n66A
CA_n7A-n66A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n7A-n77A
	n777,9
CA_n5A-n7A
CA_n5A-n77A7
CA_n7A-n77A7
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n7A-n77(2A)
	n777,9
CA_n77(2A)7
CA_n5A-n7A
CA_n5A-n77A7
CA_n7A-n77A7
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n5A-n7A-n77(3A)
	n777,9
CA_n77(2A)7
CA_n5A-n7A
CA_n5A-n77A7
CA_n7A-n77A7
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n77
	CA_n77(3A)_BCS0
	

	CA_n5A-n7A-n78A
	n787,9
CA_n5A-n78A7
CA_n7A-n78A7
	n5
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n5A-n7A
CA_n5A-n78A
CA_n7A-n78A
	n5
	5, 10, 15, 20
	1

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n7A-n78C
	CA_n78C
CA_n5A-n7A
CA_n5A-n78A
CA_n7A-n78A
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78C_BCS4 and 5
	

	CA_n5A-n7A-n78(A-C)
	CA_n78C
CA_n5A-n7A
CA_n5A-n78A
CA_n7A-n78A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n5A-n7B-n78A
	n787,9
CA_n5A-n78A7
CA_n7A-n78A7
	n5
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n5A-n7A
CA_n5A-n78A
CA_n7A-n78A
CA_n7B
	n5
	5, 10, 15, 20
	1

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100
	

	CA_n5A-n7A-n105A
	CA_n5A-n7A
CA_n5A-n105A
CA_n7A-n105A
	n5
	5, 10, 15, 20, 25 
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50 
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n5A-n12A-n77A
	n777
CA_n5A-n12A
CA_n5A-n77A7
CA_n12A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n12A-n77(2A)
	n777
CA_n5A-n12A CA_n5A-n77A7 CA_n12A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n5A-n14A-n77A
	n777
CA_n5A-n14A
CA_n5A-n77A7
CA_n14A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n14A-n77(2A)
	n777
CA_n5A-n14A CA_n5A-n77A7 CA_n14A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n5A-n25A-n29A
	CA_n5A-n25A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n29
	5, 10
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	
	
	n29
	n29 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n25A-n41A
	CA_n5A-n25A
CA_n5A-n41A
CA_n25A-n41A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 35, 40, 45
	

	
	
	n41
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	CA_n5A-n25(2A)-n41A
	CA_n5A-n25A
CA_n5A-n41A
CA_n25A-n41A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n25
	CA_n25(2A)
	

	
	
	n41
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	CA_n5A-n25A-n66A
	CA_n5A-n25A
CA_n5A-n66A
CA_n25A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n25(2A)-n66A
	CA_n5A-n25A
CA_n5A-n66A
CA_n25A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n5A-n25A-n66(2A)
	CA_n5A-n25A
CA_n5A-n66A
CA_n25A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n5A-n25(2A)-n66(2A)
	CA_n5A-n25A
CA_n5A-n66A
CA_n25A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n5A-n25A-n77A
	n777,9
CA_n5A-n25A
	n5
	5, 10, 15, 20
	0

	
	CA_n5A-n77A7
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	CA_n25A-n77A7
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n25(2A)-n77A
	n777,9
CA_n5A-n25A
CA_n5A-n77A7
CA_n25A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n25A-n77(2A)
	n777,9
CA_n77(2A)7
CA_n5A-n25A
CA_n5A-n77A7
CA_n25A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n5A-n25A-n77(3A)
	n777,9
CA_n77(2A)7
CA_n5A-n25A
CA_n5A-n77A7
CA_n25A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n5A-n25(2A)-n77(2A)
	n777,9
CA_n5A-n25A
CA_n5A-n77A7
CA_n25A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n5A-n25A-n78A
	n787,9
CA_n5A-n25A
CA_n5A-n78A7
CA_n25A-n78A7
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n25(2A)-n78A
	n787,9
CA_n5A-n25A
CA_n5A-n78A7
CA_n25A-n78A7
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n25A-n78(2A)
	n787,9
CA_n5A-n25A
CA_n5A-n78A7
CA_n25A-n78A7
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n5A-n25(2A)-n78(2A)
	n787,9
CA_n5A-n25A
CA_n5A-n78A7
CA_n25A-n78A7
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n5A-n28A-n78A
	CA_n5A-n28A
CA_n5A-n78A
CA_n28A-n78A
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n28A-n79A
	CA_n5A-n28A
CA_n5A-n79A
CA_n28A-n79A
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	See n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n28A-n105A
	CA_n5A-n28A
CA_n5A-n105A
	n5
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n5A-n29A-n66A
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n29
	n29 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n29A-n77A
	n777
CA_n5A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n29A-n77(2A)
	n777
CA_n5A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n5A-n30A-n66A
	CA_n5A-n30A
CA_n5A-n66A
CA_n30A-n66A

	n5
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 40
	

	CA_n5A-n30A-n66(2A)
	CA_n5A-n30A
CA_n5A-n66A
CA_n30A-n66A

	n5
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n66
	CA_n66(2A)_BCS0
	

	CA_n5A-n30A-n66(3A)
	CA_n5A-n30A
CA_n5A-n66A
CA_n30A-n66A

	n5
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n5A-n30A-n77A
	n777,9
CA_n5A-n30A
CA_n5A-n77A7
CA_n30A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n30A-n77(2A)
	n777,9
CA_n5A-n30A CA_n5A-n77A7 CA_n30A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n5A-n40A-n78A
	CA_n5A-n40A
CA_n5A-n78A
CA_n40A-n78A
	n5
	5, 10, 15, 20, 251
	0

	
	
	n40
	58, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90,100
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90,100
	

	CA_n5A-n40A-n105A
	CA_n5A-n40A
CA_n5A-n105A
CA_n40A-n105A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n5A-n41A-n66A
	CA_n5A-n41A
CA_n5A-n66A
CA_n41A-n66A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	

	CA_n5A-n41A-n77A
	CA_n5A-n41A
CA_n5A-n77A
CA_n41A-n77A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n41
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n41A-n77(2A)
	CA_n5A-n41A
CA_n5A-n77A
CA_n41A-n77A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n41
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	
	
	n77
	CA_n77(2A)_BCS0
	

	CA_n5A-n48A-n66A
	CA_n5A-n48A
CA_n5A-n66A
CA_n48A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n48A-n66A
	CA_n5A-n48A
CA_n5A-n66A
CA_n48A-n66A
CA_n5B
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n48(A-B)-n66A
	CA_n5A-n48A
CA_n5A-n66A
CA_n48A-n66A
	n5
	5, 10, 15, 20, 251
	0

	
	
	n48
	CA_n48(A-B)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	5, 10, 15, 20, 251
	1

	
	
	n48
	CA_n48(A-B)_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(A-B)_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n48B-n66A
	CA_n48B
CA_n5A-n48A
CA_n5A-n48B
CA_n5A-n66A
CA_n48A-n66A
CA_n48B-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48B_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	5, 10, 15, 20
	2

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n48B-n66A
	CA_n48B
CA_n5A-n48A
CA_n5A-n48B
CA_n5A-n66A
CA_n5B
CA_n48A-n66A
CA_n48B-n66A
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n48(2A)-n66A
	CA_n5A-n48A
CA_n5A-n66A
CA_n48A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n48(2A)-n66A
	CA_n5A-n48A
CA_n5A-n66A
CA_n5B
CA_n48A-n66A
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n48A-n66(2A)
	CA_n5A-n48A
CA_n5A-n66A
CA_n48A-n66A
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n5A-n48B-n66(2A)
	CA_n5A-n48A
CA_n5A-n66A
CA_n5A-n48B
CA_n48A-n66A
CA_n48B-n66A
CA_n48B
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n5A-n48(2A)-n66(2A)
	CA_n5A-n48A
CA_n5A-n66A
CA_n48A-n66A
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n5B-n48A-n66(2A)
	CA_n5A-n48A
CA_n5A-n66A
CA_n5B
CA_n48A-n66A
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n5B-n48(2A)-n66(2A)
	CA_n5A-n48A
CA_n5A-n66A
CA_n5B
CA_n48A-n66A
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n5B-n48B-n66(2A)
	CA_n5A-n48A
CA_n5A-n48B
CA_n5A-n66A
CA_n5B
CA_n48A-n66A
CA_n48B-n66A
CA_n48B
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	CA_n5A-n48A-n77A
	n777,9
CA_n5A-n48A
CA_n5A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n5A-n48A
CA_n5A-n77A
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n48A-n77A
	CA_n5A-n48A
CA_n5A-n77A
CA_n5B
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n48A-n77C
	n777,9
CA_n5A-n48A
CA_n5A-n77A7
CA_n77C
	n5
	5, 10, 15, 20, 251
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	5, 10, 15, 20, 251
	1

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n77
	CA_n77C_BCS1
	

	
	n777,9
CA_n5A-n48A
CA_n5A-n77A
CA_n5A-n77C
CA_n77C
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5A-n48B-n77A
	n777,9
CA_n5A-n48A
CA_n5A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48B_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20
	2

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n5A-n48A
CA_n5A-n48B
CA_n5A-n77A
CA_n48B
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n48B-n77C
	n777,9
CA_n5A-n48A
CA_n5A-n77A7
CA_n77C
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n5
	5, 10, 15, 20
	2

	
	
	n48
	CA_n48B_BCS1
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	5, 10, 15, 20
	3

	
	
	n48
	CA_n48B_BCS1
	

	
	
	n77
	CA_n77C_BCS1
	

	
	CA_n5A-n48A
CA_n5A-n48B
CA_n5A-n77A
CA_n5A-n77C
CA_n48B
CA_n77C
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5A-n48(2A)-n77A
	n777,9
CA_n5A-n48A
CA_n5A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n5A-n48A
CA_n5A-n77A
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n48(2A)-n77C
	n777,9
CA_n5A-n48A
CA_n5A-n77A7
CA_n77C
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n5
	5, 10, 15, 20
	2

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	5, 10, 15, 20
	3

	
	
	n48
	CA_n48(2A)_BCS1
	

	
	
	n77
	CA_n77C_BCS1
	

	
	CA_n5A-n48A
CA_n5A-n77A
CA_n5A-n77C
CA_n77C
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5B-n48A-n77C
	n777,9
CA_n5A-n48A
CA_n5A-n77A
CA_n5A-n77C
CA_n5B
CA_n77C
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	n48 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5B-n48(2A)-n77A
	CA_n5A-n48A
CA_n5A-n77A
CA_n5B
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n48(2A)-n77C
	CA_n5A-n48A
CA_n5A-n77A
CA_n5A-n77C
CA_n5B
CA_n77C
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5B-n48B-n77A
	CA_n5A-n48A
CA_n5A-n48B
CA_n5A-n77A
CA_n5B
CA_n48B
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n48B-n77C
	CA_n5A-n48A
CA_n5A-n48B
CA_n5A-n77A
CA_n5A-n77C
CA_n5B
CA_n48B
CA_n77C
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n48
	CA_n48B_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5A-n66A-n77A
	n777,9
CA_n5A-n66A
CA_n5A-n77A7
CA_n66A-n77A7

	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n66A-n77A
	CA_n5A-n66A
CA_n5A-n77A
CA_n66A-n77A
CA_n5B
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n66(2A)-n77A
	n777,9
CA_n5A-n66A
CA_n5A-n77A7
CA_n66A-n77A7

	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n5A-n66A
CA_n5A-n77A
CA_n66A-n77A
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n66(2A)-n77C
	n777,9
CA_n5A-n66A
CA_n5A-n77A
CA_n5A-n77C
CA_n66A-n77A
CA_n66A-n77C
CA_n77C
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5B-n66(2A)-n77A
	CA_n5A-n66A
CA_n5A-n77A
CA_n66A-n77A
CA_n5B
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n5B-n66(2A)-n77C
	n777,9
CA_n5A-n66A
CA_n5A-n77A
CA_n5A-n77C
CA_n5B
CA_n66A-n77A
CA_n66A-n77C
CA_n77C
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5A-n66(2A)-n77(2A)
	n777,9
CA_n5A-n66A
CA_n5A-n77A7
CA_n66A-n77A7

	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n5A-n66(3A)-n77A
	n777,9
CA_n5A-n66A
CA_n66A-n77A7
CA_n5A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n66(3A)-n77(2A)
	n777,9
CA_n5A-n66A
CA_n66A-n77A7
CA_n5A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n5A-n66A-n77C
	n777,9
CA_n5A-n66A
CA_n5A-n77A7
CA_n66A-n77A7
CA_n77C
	n5
	5, 10, 15, 20, 251
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n5
	5, 10, 15, 20, 251
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS1
	

	
	n777,9
CA_n5A-n66A
CA_n5A-n77A
CA_n5A-n77C
CA_n66A-n77A
CA_n66A-n77C
CA_n77C
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5B-n66A-n77C
	n777,9
CA_n5A-n66A
CA_n5A-n77A
CA_n5A-n77C
CA_n5B
CA_n66A-n77A
CA_n66A-n77C
CA_n77C
	n5
	CA_n5B_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n5A-n66A-n77(2A)
	n777,9
CA_n5A-n66A
CA_n5A-n77A7
CA_n66A-n77A7
CA_n77(2A)7
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n5A-n66A-n77(3A)
	CA_n77(2A)
CA_n5A-n66A
CA_n5A-n77A7
CA_n66A-n77A7
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n5A-n66A-n78A
	CA_n5A-n66A
CA_n5A-n78A
CA_n66A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n66(2A)-n78A
	CA_n5A-n66A
CA_n5A-n78A
CA_n66A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n66A-n78(2A)
	CA_n5A-n66A
CA_n5A-n78A
CA_n66A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n5A-n66(2A)-n78(2A)
	CA_n5A-n66A
CA_n5A-n78A
CA_n66A-n78A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n5A-n78A-n79A
	CA_n5A-n78A
CA_n5A-n79A
CA_n78A-n79A
	n5
	See n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	See n79 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n78A-n105A
	CA_n5A-n78A
CA_n5A-n105A
CA_n78A-n105A
	n5
	5, 10, 15, 20, 25
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n7A-n8A-n28A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n7A-n8A-n40A
	CA_n7A-n8A
CA_n7A-n40A
CA_n8A-n40A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	

	CA_n7A-n8A-n78A
	CA_n7A-n8A
CA_n7A-n78A
CA_n8A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7(2A)-n8A-n78A
	CA_n7A-n8A
CA_n7A-n78A
CA_n8A-n78A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n12A-n25A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n12
	5, 10, 15
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n12
	n12 channel bandwidths in Table 5.3.5-1
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n12A-n66A
	-
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n12
	5, 10, 15
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n12
	n12 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n12A-n71A
	CA_n7A-n12A
CA_n7A-n71A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n12
	5, 10, 15
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n7A-n12A-n77A
	-
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n12
	5, 10, 15
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n12
	n12 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n20A-n67A
	CA_n7A-n20A
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	

	
	
	n67
	See n67 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n20A-n78A
	CA_n7A-n20A
CA_n7A-n78A
CA_n20A-n78A
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n20A-n78(2A)
	CA_n7A-n20A
CA_n7A-n78A
CA_n20A-n78A
CA_n78(2A)
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n7A-n25A-n29A
	CA_n7A-n25A
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	
	
	n29
	n29 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n25A-n66A
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n25(2A)-n66A
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7A-n25(2A)-n66(2A)
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n7A-n25A-n66(2A)
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n7(2A)-n25A-n66A
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7(2A)-n25(2A)-n66A
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7(2A)-n25A-n66(2A)
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n7(2A)-n25(2A)-n66(2A)
	CA_n7A-n25A
CA_n7A-n66A
CA_n25A-n66A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n7A-n25A-n71A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n25A-n77A
	n777,9
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n7A-n25A
CA_n7A-n77A
CA_n25A-n77A
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n25(2A)-n77A
	n777,9
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n25A-n77(2A)
	n777,9
CA_n77(2A)7
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	CA_n77(2A)
CA_n7A-n25A
CA_n7A-n77A
CA_n25A-n77A
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n7A-n25A-n77(3A)
	n777,9
CA_n77(2A)7
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	
	CA_n77(2A)
CA_n7A-n25A
CA_n7A-n77A
CA_n25A-n77A
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n7A-n25(2A)-n77(2A)
	n777,9
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n7(2A)-n25A-n77A
	n777,9
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7(2A)-n25(2A)-n77A
	n777,9
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7(2A)-n25A-n77(2A)
	n777,9
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n7(2A)-n25(2A)-n77(2A)
	n777,9
CA_n7A-n25A
CA_n7A-n77A7
CA_n25A-n77A7
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n7A-n25A-n78A
	CA_n7A-n25A
CA_n7A-n78A
CA_n25A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100
	

	CA_n7(2A)-n25A-n78A
	-
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100
	

	CA_n7A-n25(2A)-n78A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100
	

	CA_n7(2A)-n25(2A)-n78A
	-
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100
	

	CA_n7A-n25A-n78(2A)
	CA_n7A-n25A
CA_n7A-n78A
CA_n25A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7(2A)-n25A-n78(2A)
	-
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n7A-n25(2A)-n78(2A)
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n7(2A)-n25(2A)-n78(2A)
	-
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n7A-n26A-n78A
	n787,9
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n26
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n26A-n78(2A)
	n787,9
CA_n78(2A) 7
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n78(2A)
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n26
	n26 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n7A-n26A-n78C
	n787,9
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
CA_n78C7
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n7A-n26A-n78(A-C)
	CA_n78C
CA_n7A-n26A
CA_n7A-n78A
CA_n26A-n78A
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n7A-n26(2A)-n78A
	n787,9
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n26(2A)-n78(2A)
	n787,9
CA_n78(2A) 7
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)

	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n7A-n26(2A)-n78C
	n787,9
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
CA_n26(2A)
CA_n78C7
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n7B-n26A-n78A
	n787,9
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
CA_n7B
	n7
	CA_n7B_BCS0
	0

	
	
	n26
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7B-n26A-n78(2A)
	n787,9
CA_n78(2A) 7
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n7B
CA_n26A-n78A7,14
	n7
	CA_n7B_BCS0
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	
	CA_n78(2A)
	n7
	CA_n7B_BCS4 and 5
	4 and 5

	
	
	n26
	n26 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n7B-n26A-n78C
	n787,9
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n7B
CA_n26A-n78A7,14
CA_n78C7
	n7
	CA_n7B_BCS0
	0

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n7B-n26(2A)-n78A
	n787,9
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
CA_n7B
CA_n26(2A)
	n7
	CA_n7B_BCS0
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7B-n26(2A)-n78(2A)
	n787,9
CA_n78(2A) 7
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
CA_n7B
CA_n26(2A)
	n7
	CA_n7B_BCS0
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n7B-n26(2A)-n78C
	n787,9
CA_n7A-n26A
CA_n7A-n78A7,14
CA_n26A-n78A7,14
CA_n7B
CA_n26(2A)
CA_n78C7
	n7
	CA_n7B_BCS0
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78C_BCS0
	

	CA_n7A-n28A-n38A11
	-
	n7
	5, 10, 15, 20, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n38
	5, 10, 15, 20, 30, 40
	

	CA_n7A-n28A-n40A
	CA_n7A-n28A
CA_n7A-n40A
CA_n28A-n40A
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n28
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n28A-n78A
	n77
n787,9
CA_n7A-n78A7,14
CA_n28A-n78A7,14
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	n77
n787,9
CA_n7A-n28A
CA_n7A-n78A7,14
CA_n28A-n78A7,14
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n28A-n78(2A)
	n77
n787,9
CA_n7A-n28A
CA_n7A-n78A7,14
CA_n28A-n78A7,14
CA_n78(2A)7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n28
	n28 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n7A-n28A-n78C
	n787,9
CA_n78C7
CA_n7A-n28A
CA_n7A-n78A7,14
CA_n28A-n78A7,14
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n7A-n28A-n78(A-C)
	CA_n78C
CA_n7A-n28A
CA_n7A-n78A
CA_n28A-n78A
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(A-C)_BCS1
	

	CA_n7B-n28A-n78A
	n787,9
CA_n7A-n78A7,14
CA_n28A-n78A7,14
	n7
	CA_n7B_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	CA_n7A-n28A
CA_n7A-n78A7,14
CA_n28A-n78A7,14
CA_n7B
	n7
	CA_n7B_BCS0
	1

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100
	

	CA_n7B-n28A-n78(2A)
	n787,9
CA_n7B
CA_n7A-n28A
CA_n7A-n78A7,14
CA_n28A-n78A7,14
CA_n78(2A)7
	n7
	CA_n7B_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7B-n28A-n78C
	n787
CA_n7B
CA_n78C7
CA_n7A-n28A
CA_n7A-n78A7,14
CA_n28A-n78A7,14
	n7
	CA_n7B_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78C_BCS1
	

	CA_n7A-n29A-n66A
	CA_n7A-n66A
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n29
	n29 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n29A-n77A
	CA_n7A-n77A
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n29
	n29 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n29A-n77(2A)
	CA_n7A-n77A
CA_n77(2A)
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n29
	n29 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n7A-n29A-n77(3A)
	CA_n7A-n77A
CA_n77(2A)
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n29
	n29 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n7A-n38A-n78A10
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n40A-n78A
	CA_n7A-n40A
CA_n7A-n78A
CA_n40A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n40
	5, 10, 15, 20, 30, 40, 50, 60, 80
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n40A-n79A
	CA_n7A-n40A
CA_n7A-n79A
CA_n40A-n79A
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n40
	n40 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n40A-n105A
	CA_n7A-n40A
CA_n7A-n105A
CA_n40A-n105A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n40
	5,10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n7A-n46A-n78A
	CA_n7A-n46A
CA_n7A-n78A
CA_n46A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	20, 40, 60, 80
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n46C-n78A
	CA_n7A-n46A
CA_n7A-n78A
CA_n46A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46C_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n46D-n78A
	CA_n7A-n46A
CA_n7A-n78A
CA_n46A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46D_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n46(2A)-n78A
	CA_n7A-n46A
CA_n7A-n78A
CA_n46A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n46(2A)-n78(2A)
	CA_n7A-n46A
CA_n7A-n78A
CA_n46A-n78A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7A-n46A-n78(2A)
	CA_n7A-n46A
CA_n7A-n78A
CA_n46A-n78A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	20, 40, 60, 80
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7A-n46C-n78(2A)
	CA_n7A-n46A
CA_n7A-n78A
CA_n46A-n78A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46C_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7A-n46D-n78(2A)
	CA_n7A-n46A
CA_n7A-n78A
CA_n46A-n78A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46D_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7A-n66A-n71A
	CA_n7A-n66A
CA_n7A-n71A
CA_n66A-n71A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n66A-n77A
	n777,9
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n66(2A)-n77A
	n777,9
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n66A-n77(2A)
	n777,9
CA_n77(2A)
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n7A-n66A-n77(3A)
	n777,9
CA_n77(2A)7
CA_n77(2A) 7
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n7A-n66(2A)-n77(2A)
	n777,9
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n7(2A)-n66A-n77A
	n777,9
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7(2A)-n66(2A)-n77A
	n777,9
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7(2A)-n66A-n77(2A)
	n777,9
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n7(2A)-n66(2A)-n77(2A)
	n777,9
CA_n7A-n66A
CA_n7A-n77A7
CA_n66A-n77A7
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n7A-n66A-n78A
	n787,9
CA_n7A-n66A
CA_n7A-n78A7
CA_n66A-n78A7
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n66A-n78(2A)
	CA_n7A-n66A
CA_n7A-n78A
CA_n66A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS1
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7(2A)-n66A-n78A
	CA_n7A-n66A
CA_n7A-n78A
CA_n66A-n78A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n66(2A)-n78A
	CA_n7A-n66A
CA_n7A-n78A
CA_n66A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7(2A)-n66(2A)-n78A
	CA_n7A-n66A
CA_n7A-n78A
CA_n66A-n78A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n66(2A)-n78(2A)
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7(2A)-n66A-n78(2A)
	CA_n7A-n66A
CA_n7A-n78A
CA_n66A-n78A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7(2A)-n66(2A)-n78(2A)
	CA_n7A-n66A
CA_n7A-n78A
CA_n66A-n78A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n7A-n67A-n78A
	CA_n7A-n78A
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n67A-n78(2A)
	CA_n7A-n78A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1
	

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n7A-n71A-n77A
	n777,9
CA_n7A-n71A
CA_n7A-n77A7
CA_n71A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n71
	5, 10, 15, 20, 25, 30, 35
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n71A-n77(2A)
	n777,9
CA_n77(2A)7
CA_n7A-n71A
CA_n7A-n77A7
CA_n71A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n71
	5, 10, 15, 20, 25, 30, 35
	

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n7A-n71A-n77(3A)
	n777,9
CA_n77(2A)7
CA_n7A-n71A
CA_n7A-n77A7
CA_n71A-n77A7
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n71
	5, 10, 15, 20, 25, 30, 35
	

	
	
	n77
	CA_n77(3A)_BCS0
	

	CA_n7A-n75A-n78A
	CA_n7A-n78A
	n7
	n7 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n75
	n75 channel bandwidths in Table 5.3.5-1 
	

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1 
	

	CA_n7A-n78A-n79A
	CA_n7A-n78A
CA_n7A-n79A
CA_n78A-n79A
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	n78 channel bandwidths in Table 5.3.5-1
	

	
	
	n79
	n79 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n78A-n102A
	CA_n7A-n78A
CA_n7A-n102A
CA_n78A-n102A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n7A-n78A-n102B
	CA_n7A-n78A
CA_n7A-n102A
CA_n7A-n102B
CA_n78A-n102A
CA_n78A-n102B
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102B_BCS0
	

	CA_n7A-n78A-n102C
	CA_n7A-n78A
CA_n7A-n102A
CA_n7A-n102C
CA_n78A-n102A
CA_n78A-n102C
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102C_BCS0
	

	CA_n7A-n78A-n102D
	CA_n7A-n78A
CA_n7A-n102A
CA_n78A-n102A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102D_BCS0
	

	CA_n7A-n78A-n102E
	CA_n7A-n78A
CA_n7A-n102A
CA_n78A-n102A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102E_BCS0
	

	CA_n7A-n78A-n102(2A)
	CA_n7A-n78A
CA_n7A-n102A
CA_n78A-n102A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n7A-n78(2A)-n102A
	CA_n7A-n78A
CA_n7A-n102A
CA_n78A-n102A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n7A-n78(2A)-n102B
	CA_n7A-n78A
CA_n7A-n102A
CA_n7A-n102B
CA_n78A-n102A
CA_n78A-n102B
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102B_BCS0
	

	CA_n7A-n78(2A)-n102C
	CA_n7A-n78A
CA_n7A-n102A
CA_n7A-n102C
CA_n78A-n102A
CA_n78A-n102C
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102C_BCS0
	

	CA_n7A-n78(2A)-n102D
	CA_n7A-n78A
CA_n7A-n102A
CA_n78A-n102A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102D_BCS0
	

	CA_n7A-n78(2A)-n102E
	CA_n7A-n78A
CA_n7A-n102A
CA_n78A-n102A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102E_BCS0
	

	CA_n7A-n78(2A)-n102(2A)
	CA_n7A-n78A
CA_n7A-n102A
CA_n78A-n102A
CA_n78(2A)
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n7A-n78A-n105A
	CA_n7A-n78A
CA_n7A-n105A
CA_n78A-n105A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	



***************************** Unchanged Tables/parts Omitted *********************
Table 5.5A.3.2-1c
Table 5.5A.3.2-1c: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
	NR CA configuration
	Uplink CA configuration
or single uplink carrier6
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n46A-n48A-n96A
	CA_n46A-n48A
CA_n48A-n96A
	n46
	10, 20, 40, 60, 80
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46B-n48A-n96A
	CA_n46A-n48A
CA_n48A-n96A
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	20, 40, 60, 80 
	

	CA_n46C-n48A-n96A
	CA_n46A-n48A
CA_n48A-n96A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46D-n48A-n96A
	CA_n46A-n48A
CA_n48A-n96A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46M-n48A-n96A
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46N-n48A-n96A
	CA_n46A-n48A
CA_n48A-n96A
	n46
	CA_n46N_BCS1
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46A-n48B-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	 10, 20, 40, 60, 80  
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46B-n48B-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46C-n48B-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46D-n48B-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46M-n48B-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46N-n48B-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46N_BCS1
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46A-n48C-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	10, 20, 40, 60, 80
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46B-n48C-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46C-n48C-n96A
	CA_n46A-n48A
CA_n46A-n48B 
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46D-n48C-n96A
	CA_n46A-n48A
CA_n46A-n48B
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46M-n48C-n96A
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46N-n48C-n96A
	CA_n46A-n48A
CA_n46A-n48B 
CA_n48A-n96A
CA_n48B
CA_n48B-n96A
	n46
	CA_n46N_BCS1
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n96
	20, 40, 60, 80
	

	CA_n46A-n48A-n96B
	CA_n46A-n48A
CA_n48A-n96A
	n46
	10, 20, 40, 60, 80
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46B-n48A-n96B
	CA_n46A-n48A
CA_n48A-n96A
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46C-n48A-n96B
	CA_n46A-n48A
CA_n48A-n96A
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46D-n48A-n96B
	CA_n46A-n48A
CA_n48A-n96A
	n46
	CA_n46D_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 1001
	

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46M-n48A-n96B
	-
	n46
	CA_n46M_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46N-n48A-n96B
	CA_n46A-n48A
CA_n48A-n96A
	n46
	CA_n46N_BCS1
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	CA_n96B_BCS0
	

	CA_n46A-n48A-n96C
	-
	n46
	10, 20, 40, 60, 80
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46B-n48A-n96C
	-
	n46
	CA_n46B_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46C-n48A-n96C
	-
	n46
	CA_n46C_BCS0
	0

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	

	
	
	n96
	CA_n96C_BCS0
	

	CA_n46D-n48A-n96C
	-
	n46
	CA_n46D_BCS0
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	CA_n46C-n78(2A)-n102D
	CA_n46A-n78A
CA_n78A-n102A
CA_n78(2A)
	n46
	CA_n46C_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102D_BCS0
	

	CA_n46C-n78(2A)-n102E
	CA_n46A-n78A
CA_n78A-n102A
CA_n78(2A)
	n46
	CA_n46C_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102E_BCS0
	

	CA_n46C-n78(2A)-n102(2A)
	CA_n46A-n78A
CA_n78A-n102A
CA_n78(2A)
	n46
	CA_n46C_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n46D-n78(2A)-n102A
	CA_n46A-n78A
CA_n78A-n102A
CA_n78(2A)
	n46
	CA_n46D_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n46D-n78(2A)-n102B
	CA_n46A-n78A
CA_n78A-n102A
CA_n78A-n102B
CA_n78(2A)
	n46
	CA_n46D_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102B_BCS0
	

	CA_n46D-n78(2A)-n102C
	CA_n46A-n78A
CA_n78A-n102A
CA_n78A-n102C
CA_n78(2A)
	n46
	CA_n46D_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102C_BCS0
	

	CA_n46D-n78(2A)-n102D
	CA_n46A-n78A
CA_n78A-n102A
CA_n78(2A)
	n46
	CA_n46D_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102D_BCS0
	

	CA_n46D-n78(2A)-n102E
	CA_n46A-n78A
CA_n78A-n102A
CA_n78(2A)
	n46
	CA_n46D_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102E_BCS0
	

	CA_n46D-n78(2A)-n102(2A)
	CA_n46A-n78A
CA_n78A-n102A
CA_n78(2A)
	n46
	CA_n46D_BCS0
	0

	
	
	n78
	CA_n78(2A)_BCS2
	

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n48A-n66A-n70A
	CA_n48A-n66A
CA_n48A-n70A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48A-n66(2A)-n70A
	CA_n48A-n66A
CA_n48A-n70A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48(2A)-n66A-n70A
	CA_n48A-n66A
CA_n48A-n70A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48(2A)-n66(2A)-n70A
	CA_n48A-n66A
CA_n48A-n70A

	n48
	CA_n48(2A)_BCS1
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48(3A)-n66A-n70A
	CA_n48A-n66A
CA_n48A-n70A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48A-n66(3A)-n70A
	CA_n48A-n66A
CA_n48A-n70A
	n48
	5, 10, 15, 20, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48B-n66A-n70A
	CA_n48A-n66A
CA_n48A-n70A
	n48
	CA_n48B_BCS2
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n48A-n66A-n71A
	CA_n48A-n66A
CA_n48A-n71A
CA_n66A-n71A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n66(2A)-n71A
	CA_n48A-n66A
CA_n48A-n71A
CA_n66A-n71A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n48(2A)-n66A-n71A
	CA_n48A-n66A
CA_n48A-n71A
CA_n66A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n48(2A)-n66A-n71(2A)
	CA_n48A-n66A
CA_n48A-n71A
CA_n66A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48A-n66(3A)-n71A
	CA_n48A-n66A
CA_n48A-n71A
CA_n66A-n71A

	n48
	5, 10, 15, 20, 30, 40, 508, 608, 708, 808, 908, 1008
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n48B-n66A-n71A
	CA_n48A-n66A
CA_n48A-n71A
CA_n66A-n71A
	n48
	CA_n48B_BCS2
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n66A-n71(2A)
	CA_n48A-n66A
CA_n48A-n71A
CA_n66A-n71A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48A-n66A-n77A
	n777,9
CA_n48A-n66A
CA_n66A-n77A7
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n48A-n66A
CA_n66A-n77A
	n48
	n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48A-n66(2A)-n77A
	CA_n48A-n66A
CA_n66A-n77A7
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n48A-n66A
CA_n66A-n77A
	n48
	n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48A-n66(3A)-n77A
	CA_n48A-n66A
CA_n66A-n77A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48A-n66A-n77C
	n777,9
CA_n48A-n66A
CA_n66A-n77A7
CA_n77C
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS1
	

	
	n777,9
CA_n48A-n66A
CA_n66A-n77A
CA_n66A-n77C
CA_n77C
	n48
	n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	
CA_n48B-n66A-n77C
	n777,9
CA_n48A-n66A
CA_n66A-n77A7
CA_n77C
	n48
	CA_n48B_BCS2
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS1
	

	
	CA_n48A-n66A
CA_n48B-n66A
CA_n66A-n77A
CA_n66A-n77C
CA_n48B
CA_n77C
	n48
	CA_n48B_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	
CA_n48B-n66A-n77A
	n777,9
CA_n48A-n66A
CA_n66A-n77A7
	n48
	CA_n48B_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48B_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48B_BCS2
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n48A-n66A
CA_n48B-n66A
CA_n66A-n77A
CA_n48B
	n48
	CA_n48B_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48(2A)-n66A-n77A
	n777,9
CA_n48A-n66A
CA_n66A-n77A7
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n48A-n66A
CA_n66A-n77A
	n48
	CA_n48(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48(3A)-n66A-n77A
	CA_n48A-n66A
CA_n66A-n77A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48(2A)-n66A-n77C
	n777,9
CA_n77C
CA_n48A-n66A
CA_n66A-n77A7
	n48
	CA_n48(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48(2A)_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS1
	

	
	
	n48
	CA_n48(2A)_BCS1
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS0
	

	
	
	n48
	CA_n48(2A)_BCS1
	3

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS1
	

	
	CA_n77C
CA_n48A-n66A
CA_n66A-n77A
CA_n66A-n77C
	n48
	CA_n48(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n48B-n66(2A)-n77A
	CA_n48B
CA_n48A-n66A
CA_n48B-n66A
CA_n66A-n77A
	n48
	CA_n48B_BCS4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48A-n66(2A)-n77C
	n777,9
CA_n77C
CA_n48A-n66A
CA_n66A-n77A
CA_n66A-n77C
	n48
	n48 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n48(2A)-n66(2A)-n77A
	CA_n48A-n66A
CA_n66A-n77A
	n48
	CA_n48(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n48(2A)-n66(2A)-n77C
	CA_n77C
CA_n48A-n66A
CA_n66A-n77A
CA_n66A-n77C
	n48
	CA_n48(2A)_BCS4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n48B-n66(2A)-n77C
	CA_n48B
CA_n77C
CA_n48A-n66A
CA_n48B-n66A
CA_n66A-n77A
CA_n66A-n77C
	n48
	CA_n48B_BCS4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS4 and 5
	

	
	
	n77
	CA_n77C_BCS4 and 5
	

	CA_n48A-n70A-n71A
	CA_n48A-n70A
CA_n48A-n71A
CA_n70A-n71A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n48(2A)-n70A-n71A
	CA_n48A-n70A
CA_n48A-n71A
CA_n70A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n48B-n70A-n71A
	CA_n48A-n70A
CA_n48A-n71A
CA_n70A-n71A
	n48
	CA_n48B_BCS2
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n48A-n70A-n71(2A)
	CA_n48A-n70A
CA_n48A-n71A
CA_n70A-n71A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48(2A)-n70A-n71(2A)
	CA_n48A-n70A
CA_n48A-n71A
CA_n70A-n71A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n48A-n70A-n77A
	CA_n48A-n70A
CA_n70A-n77A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n70
	5, 10, 15, 20, 25
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48(2A)-n70A-n77A
	CA_n48A-n70A
CA_n70A-n77A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n70
	5, 10, 15, 20, 25
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48(3A)-n70A-n77A
	CA_n48A-n70A
CA_n70A-n77A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n70
	5, 10, 15, 20, 25
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48(2A)-n71A-n77A
	CA_n48A-n71A
CA_n71A-n77A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48A-n71A-n77A
	CA_n48A-n71A
CA_n71A-n77A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48A-n71(2A)-n77A
	CA_n48A-n71A
CA_n71A-n77A
	n48
	5, 10, 15, 20, 30, 40, 5012, 6012, 7012, 8012, 9012, 10012
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48(2A)-n71(2A)-n77A
	CA_n48A-n71A
CA_n71A-n77A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n48(3A)-n71A-n77A
	CA_n48A-n71A
CA_n71A-n77A
	n48
	CA_n48(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66A-n70A-n71A
	n667
n707
n717
CA_n66A-n71A
CA_n70A-n71A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n70
	n70 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n70A-n78A
	CA_n66A-n78A
CA_n70A-n78A
	n66
	10, 15, 20, 25, 30, 40
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66A-n70A-n71(2A)
	CA_n66A-n71A
CA_n70A-n71A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n70
	n70 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66B-n70A-n71A
	n667
n707
n717
CA_n66A-n71A
CA_n70A-n71A
	n66
	CA_n66B_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n66(2A)-n70A-n71A
	n667
n707
n717
CA_n66A-n71A
CA_n70A-n71A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n70
	n70 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n70A-n71(2A)
	CA_n66A-n71A
CA_n70A-n71A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n70
	n70 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66(3A)-n70A-n71A
	n667
n707
n717
CA_n66A-n71A
CA_n70A-n71A
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n71
	5, 10, 15, 20
	

	CA_n66A-n70A-n77A
	n667
n707
CA_n66A-n77A
CA_n70A-n77A
	n66
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n70
	5, 10, 15, 20, 25
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66(2A)-n70A-n77A
	n667
n707
CA_n66A-n77A
CA_n70A-n77A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n70
	5, 10, 15, 20, 25
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66(3A)-n70A-n77A
	CA_n66A-n77A
CA_n70A-n77A
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66A-n71A-n77A
	n667
n717
n777,9
CA_n66A-n71A7,13
CA_n66A-n77A7,13,14
CA_n71A-n77A7,13,14
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n66A-n71B-n77A
	n667
n717
n777,9
CA_n66A-n71A7
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71B-n77(2A)
	n777,9
CA_n66A-n71A
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66A-n71(2A)-n77A
	n667
n717
n777,9
CA_n66A-n71A7
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71(2A)-n77(2A)
	n777,9
CA_n66A-n71A
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66(2A)-n71A-n77A
	n667
n717
n777,9
CA_n66A-n71A7
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n66(3A)-n71A-n77A
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66A-n71A-n77(2A)
	n667
n717
n777,9
CA_n77(2A)7
CA_n66A-n71A7
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66A-n71A-n77(3A)
	n777,9
CA_n77(2A)7
CA_n66A-n71A
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	
	CA_n77(2A)
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(3A)_BCS4 and 5
	

	CA_n66(2A)-n71B-n77A
	n667
n717
n777,9
CA_n66A-n71A7
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n71B-n77(2A)
	n777,9
CA_n66A-n71A
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66(2A)-n71(2A)-n77A
	n667
n777,9
CA_n66A-n71A7
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n71A-n77(2A)
	n777,9
CA_n66A-n71A
CA_n66A-n77A7
CA_n71A-n77A7


	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66(2A)-n71(2A)-n77(2A)
	n777,9
CA_n66A-n71A
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n66A-n71A-n78A
	CA_n66A-n71A
CA_n66A-n78A
CA_n71A-n78A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66A-n71A-n78(2A)
	CA_n66A-n71A
CA_n66A-n78A
CA_n71A-n78A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n66(2A)-n71A-n78A
	CA_n66A-n71A
CA_n66A-n78A
CA_n71A-n78A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n66(2A)-n71A-n78(2A)
	CA_n66A-n71A
CA_n66A-n78A
CA_n71A-n78A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n66A-n71A-n85A
	CA_n66A-n71A
CA_n66A-n85A

	n66
	n66 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n85
	n85 channel bandwidths in Table 5.3.5-1 
	

	CA_n66A-n71B-n85A
	CA_n66A-n71A
CA_n66A-n85A
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n85
	n85 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71(2A)-n85A
	CA_n66A-n71A
CA_n66A-n85A
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n85
	n85 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n71A-n85A
	CA_n66A-n71A
CA_n66A-n85A
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n85
	n85 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n77A-n85A
	CA_n66A-n77A
CA_n66A-n85A
CA_n77A-n85A
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	
	
	n85
	n85 channel bandwidths in Table 5.3.5-1 
	

	CA_n66A-n77(2A)-n85A
	CA_n66A-n77A
CA_n66A-n85A
CA_n77A-n85A
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	
	
	n85
	n85 channel bandwidths in Table 5.3.5-1 
	

	CA_n66(2A)-n77A-n85A
	CA_n66A-n77A
CA_n66A-n85A
CA_n77A-n85A
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	
	
	n85
	n85 channel bandwidths in Table 5.3.5-1
	

	CA_n70A-n71A-n77A
	CA_n70A-n71A
CA_n70A-n77A
CA_n71A-n77A
	n70
	5, 10, 15, 20, 25
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n70A-n71(2A)-n77A
	CA_n70A-n71A
CA_n70A-n77A
CA_n71A-n77A
	n70
	5, 10, 15, 20, 25
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	



The following notes are applied to the above tables.
NOTE 1:	This UE channel bandwidth is applicable only to downlink
NOTE 2:	For the 20 MHz bandwidth, the minimum requirements are specified for NR UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz.
NOTE 3: 	For each channel bandwidth of each component carrier, refer to Table 5.3.5-1 for the applicable SCSs. For a given band, not all UE channel bandwidths support the same SCSs.
NOTE 4:	The minimum requirements only apply for non-simultaneous Rx/Tx between all carriers for TDD combinations.
NOTE 5:	Simultaneous Rx/Tx capability for TDD combinations does not apply for UEs supporting band n78 with an n77 implementation.
NOTE 6:	Only single uplink carriers with power class other than PC3 are listed.
NOTE 7:	Minimum requirements for Power Class 2 are applicable for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 8:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 9:	Minimum requirements for Power Class 1.5 are applicable for single uplink carrier in this downlink/uplink combination
NOTE 10:	For a band combination which include band n7 and n38 simultaneously, carriers in band n7 and n38 can only be configured as downlink carriers. Power imbalance between downlink carriers on Band n7 and Band n38 is assumed to be within 6dB.
NOTE 11: UL carrier shall be supported in Band n28 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within 6dB.
NOTE 12:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as a downlink SCell part of CA configuration.
NOTE 13: Minimum requirements for Power Class 2 are applicable for this uplink configuration with 1Tx antenna connector in one band and 2Tx antenna connectors in the other band.
NOTE 14 Minimum requirements for Power Class 1.5 are applicable for this uplink configuration with 1Tx antenna connector in one band and 2Tx antenna connectors in the other band.

***************************** Unchanged Tables/parts Omitted *********************
6.2A.1	UE maximum output power for CA
[bookmark: _Toc83580412][bookmark: _Toc68230668][bookmark: _Toc37251300][bookmark: _Toc61372727][bookmark: _Toc84404921][bookmark: _Toc29802792][bookmark: _Toc84413530][bookmark: _Toc45888103][bookmark: _Toc76718102][bookmark: _Toc36107534][bookmark: _Toc29802167][bookmark: _Toc69084081][bookmark: _Toc75467090][bookmark: _Toc76509112][bookmark: _Toc29801743][bookmark: _Toc45888702][bookmark: _Toc61367344][bookmark: _Toc21344257][bookmark: _Toc29802793][bookmark: _Toc37251301][bookmark: _Toc45888104][bookmark: _Toc29802168][bookmark: _Toc21344258][bookmark: _Toc45888703][bookmark: _Toc29801744][bookmark: _Toc36107535]6.2A.1.1	UE maximum output power for Intra-band contiguous CA
For uplink intra-band contiguous carrier aggregation, the maximum output power is specified in Table 6.2A.1.1-1. For downlink intra-band contiguous carrier aggregation with a single uplink component carrier configured in the NR band, the maximum output power is specified in Table 6.2.1-1 for power class 3 and other power classes if indicated in clause 5.5A.1.
Table 6.2A.1.1-1: UE Power Class for intra-band contiguous CA
	NR CA Configuration
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 5 (dBm)
	Tolerance (dB)

	CA_n3B
	
	
	
	
	23
	+2/-2
	
	

	CA_n5B
	
	
	
	
	23
	+2/-2
	
	

	CA_n7B
	
	
	
	
	23
	+2/-2
	
	

	CA_n40B
	
	
	26
	+2/-3
	23
	+2/-2
	
	

	CA_n41B
	
	
	26
	+2/-3
	23
	+2/-2
	
	

	CA_n41C
	29
	+2/-3
	26
	+2/-3
	23
	+2/-2
	
	

	CA_n48B
	
	
	
	
	23
	+2/-3
	
	

	CA_n77C
	29
	+2/-3
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n78C
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n79C
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n104C
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	An uplink CA configuration in which the band has NOTE 3 in Table 6.2.1-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of the band are confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3:	For intra-band contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	Power class 3 is the default power class unless otherwise stated.



If a UE supports a different power class than the default UE power class for the band combination listed in Table 6.2A.1.1-1 and the supported power class enables the higher maximum output power than that of the default power class:
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than 50% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or
-	if 10 log10 ∑ pEMAX,c or PEMAX,CA which defined in clause 6.2A.4.1.1 is 23dBm or lower;
-	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in clause 6.2A.4.1.1;
-	else shall apply all requirements for the supported power class and set the configured transmitted power as specified in clause 6.2A.4.1.1.

***************************** Unchanged Tables/parts Omitted *********************
Table 7.3A.4-2a: Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC2 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
(NOTE 7)
	MSD
(NOTE 8)
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	(dB)
	
	

	n2
	n48
	5
	15
	12
	5
	10.6
	13.1
	NOTE 6
	UL2/DL1
near-miss

	n2
	n77
	5
	15
	12
	10
	26.9
	30.6
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n77
	5
	15
	12
	100
	16.7
	20.2
	NOTE 2
	UL2/DL1
direct-hit

	n5
	n778
	5
	15
	6
	10
	13.5
	16.5
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n778
	5
	15
	6
	100
	4.5
	5.6
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n778
	5
	15
	5
	10
	13.4
	16.4
	NOTE 5
	UL5/DL1
direct-hit

	n5
	n778
	5
	15
	5
	100
	4.5
	5.6
	NOTE 5
	UL5/DL1
direct-hit

	n3
	n78
	5
	15
	12
	10
	27.1
	32.3
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n78
	5
	15
	12
	100
	16.6
	20.8
	NOTE 2
	UL2/DL1
direct-hit

	n8
	n41
	5
	15
	8
	10
	15.9
	20
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n41
	5
	15
	8
	100
	6.5
	9.5
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n79
	5
	15
	5
	10
	14.9
	19
	NOTE 5
	UL5/DL1
direct-hit

	n8
	n79
	5
	15
	5
	100
	6.2
	8.4
	NOTE 5
	UL5/DL1
direct-hit

	n14
	n77
	5
	15
	5
	10
	13.1
	16.5
	NOTE 5
	UL5/DL1
direct-hit

	n14
	n77
	5
	15
	5
	100
	4.4
	5.7
	NOTE 5
	UL5/DL1
direct-hit

	n25
	n77
	5
	15
	12
	10
	26.9
	31.9
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n77
	5
	15
	12
	100
	16.8
	20.8
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n74
	5
	15
	12
	5
	31.1
	34.1
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n74
	5
	15
	12
	20
	21
	24
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n48
	5
	15
	12
	5
	30.1
	33.1
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n48
	5
	15
	12
	10012
	16.8
	19.8
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	5
	15
	12
	10
	26.9
	31.9
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	5
	15
	12
	100
	16.7
	20.8
	NOTE 2
	UL2/DL1
direct-hit

	n70
	n77
	5
	15
	12
	10
	26.9
	29.8
	NOTE 2
	UL2/DL1
direct-hit

	n70
	n77
	5
	15
	12
	100
	16.7
	19.5
	NOTE 2
	UL2/DL1
direct-hit

	n71
	n2510,11
	5
	15
	8 
	5
	9.4
	12.9
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n41
	5
	15
	6
	10
	13.6
	17.8
	NOTE 4
	UL4/DL1
direct-hit

	n71
	n41
	5
	15
	6
	100
	5.1
	6.1
	NOTE 4
	UL4/DL1
direct-hit

	n71
	n70
	5
	15
	8
	5
	12.5
	15.1
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n70
	5
	15
	8
	25
	5.9
	7.4
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n77
	5
	15
	5
	10
	13.2
	17.4
	NOTE 5
	UL5/DL1
direct-hit

	n77
	n18
	10
	15
	25
	5
	7.7
	
	NOTE 5
	UL1/DL4 13

	n77
	n18
	10
	15
	25
	15
	4.1
	
	NOTE 5
	UL1/DL4 13

	n85
	n77
	5
	15
	5
	10
	13.2
	17.4
	NOTE 5
	UL5/DL1
direct-hit

	n85
	n77
	5
	15
	5
	100
	1.3
	1.7
	NOTE 5
	UL5/DL1
direct-hit

	NOTE 1:	Void


NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor  (lower) band (superscript LB) such that  in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band.


NOTE 3:	The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that  in MHz and  with the carrier frequency in the victim (higher) band in MHz and the channel bandwidth configured in the low band.


NOTE 4:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.


NOTE 5:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.



NOTE 6:	The near-miss requirements are only applicable when direct-hit requirements do not apply. These requirements should be verified for downlink channel bandwidths no larger than 10 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 7:	Applicable to UEs supporting PC2 with 1Tx.
NOTE 8:	Applicable to UEs supporting PC2 with 2Tx.
NOTE 9:	These requirements apply when the upper edge frequency of the 5 MHz uplink channel in Band n71 is located at 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1995 MHz.
NOTE 10:	The direct-hit requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd / 3rd / 4th / 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band. The requirements should be verified using RBstart = floor((NRB-LCRB)/2), where floor(x) is the greatest integer less than or equal to x, and where the UL parameters NRB and LCRB are respectively, the transmission bandwidth configuration and the number of RB’s for the specified UL band channel bandwidth and the UL band subcarrier spacing.
NOTE 11:	Void.
NOTE 12:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.
NOTE 13:	For a UE which supports this band combination only when the Band n77 frequency range restriction of 3400 – 4100 MHz applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.




Table 7.3A.4-2b: Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC1.5 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n2
	n77
	5
	15
	12 
	10
	32.9
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n77
	5
	15
	12 
	100
	22.8
	NOTE 2
	UL2/DL1
direct-hit

	n5
	n778
	5
	15
	6 
	10
	19.5
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n778
	5
	15
	6 
	100
	8.0
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n778
	5
	15
	5 
	10
	19.4
	NOTE 5
	UL5/DL1
direct-hit

	n5
	n778
	5
	15
	5 
	100
	8.0
	NOTE 5
	UL5/DL1
direct-hit

	n66
	n77
	5
	15
	12 
	10
	32.9
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	5
	15
	12 
	100
	22.8
	NOTE 2
	UL2/DL1
direct-hit

	NOTE 1:	The direct-hit requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd / 3rd / 4th / 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band. The requirements should be verified using RBstart = floor((NRB-LCRB)/2), where floor(x) is the greatest integer less than or equal to x, and where the UL parameters NRB and LCRB are respectively, the transmission bandwidth configuration and the number of RB’s for the specified UL band channel bandwidth and the UL band subcarrier spacing.


NOTE 2:	The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band. This DL band may be affected by near-miss interference for which the MSD is not specified.


NOTE 3:	The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that  in MHz and  with the carrier frequency in the victim (higher) band in MHz and the channel bandwidth configured in the low band.


NOTE 4:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.


NOTE 5:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.



NOTE 6:	The near-miss requirements are only applicable when direct-hit requirements do not apply. These requirements should be verified for downlink channel bandwidths no larger than 10 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 7:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.
NOTE 8:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 9:	Void.
NOTE 10:	These requirements apply when the upper edge frequency of the 5 MHz uplink channel in Band n71 is located at 668 MHz and the downlink channel in Band n2 is located with its upper edge at 1990 MHz.
NOTE 11:	These requirements apply when the upper edge frequency of the 5 MHz uplink channel in Band n71 is located at 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1995 MHz.
NOTE 12: Void.
NOTE 13:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity for all active downlink component carriers is only verified when this is not the case (the requirements specified in clause 7.3.2 apply unless otherwise specified).
NOTE 14:	For a UE which supports this band combination only when the Band n77 frequency range restriction of 3400 – 4100 MHz applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.



Table 7.3A.5-1a: 2DL/2UL inter-band Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC2 CA
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1-n3
	n1
	1950
	5
	25
	2140
	32
	FDD
	IMD3

	
	n3
	1760
	5
	25
	1855
	N/A
	FDD
	N/A

	CA_n1-n774
	n1
	1950
	5
	25
	2140
	35.8
	FDD
	IMD2

	
	n77
	4090
	10
	50
	4090
	N/A
	TDD
	N/A

	
	n1
	1950
	5
	25
	2140
	17.8
	FDD
	IMD4

	
	n77
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	
	n1
	N/A
	5
	N/A
	2130
	31
	FDD
	IMD515

	
	n7712
	3310
	10
	1 (RBSTART=25)
	3310
	N/A
	TDD
	N/A

	
	
	3900
	10
	1 (RBSTART=25)
	3900
	N/A
	TDD
	N/A

	CA_n1-n78
	n1
	1950
	5
	25
	2140
	17.8
	FDD
	IMD4

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	
	n1
	N/A
	5
	N/A
	2140
	13.6
	FDD
	IMD7

	
	n7812
	3305
	10
	1 (RBSTART=0)
	3305
	N/A
	TDD
	N/A

	
	
	3675
	10
	1 (RBSTART=44)
	3675
	
	
	

	CA_n2-n77
	n2
	1855
	5
	25
	1935
	32.10
	FDD
	IMD2

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n2
	1885
	5
	25
	1965
	20.0
	FDD
	IMD5

	
	n77
	3810
	10
	50
	3810
	N/A
	TDD
	N/A

	
	n2
	1900
	5
	25
	1980
	19.10
	FDD
	IMD4

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	CA_n3-n7
	n3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	n7
	2535
	10
	50
	2655
	21.8
	FDD
	IMD4

	CA_n3-n20
	n3
	1775
	5
	25
	1870
	14
	FDD
	IMD4

	
	n20
	840
	5
	25
	799
	N/A
	FDD
	N/A

	
	n3
	1735
	5
	25
	1830
	N/A
	FDD
	N/A

	
	n20
	847
	5
	25
	806
	20.4
	FDD
	IMD4

	CA_n3-n41
	n3
	1740
	5
	25
	1835
	18.4
	FDD
	IMD4

	
	n41
	2657.5
	10
	50
	2657.5
	N/A
	TDD
	N/A

	
	n3
	1747.5
	5
	25 (RBSTART= 0)
	1842.5
	23.3
	FDD
	IMD3

	
	n41
	2560
	60
	1 (RBSTART= 30)
	2560
	N/A
	TDD
	N/A

	
	
	2620
	60
	1 (RBSTART= 127)
	2620
	
	
	

	
	n3
	N/A
	5
	N/A
	1877.5
	N/A17
	FDD
	IMD9

	
	n41
	2545
	60
	1 (RBSTART= 0)
	2545
	N/A
	TDD
	N/A

	
	 
	2625
	100
	1 (RBSTART= 272)
	2625
	 
	 
	 

	CA_n3-n774
	n3
	1740
	5
	25
	1835
	31.9
	FDD
	IMD2

	
	n77
	3575
	10
	50
	3575
	N/A
	TDD
	N/A

	
	n3
	1765
	5
	25
	1860
	18.5
	FDD
	IMD4

	
	n77
	3435
	10
	50
	3435
	N/A
	TDD
	N/A

	
	n3
	N/A
	N/A
	N/A
	N/A
	N/A6
	FDD
	IMD5

	
	n77
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	
	n3
	N/A
	5
	N/A
	1877.5
	13.6
	FDD
	IMD7

	
	n7712
	3427.5
	10
	1 (RBstart=10)
	3427.5
	N/A
	TDD
	N/A

	
	
	3945
	10
	1 (RBstart=0)
	3945
	N/A
	TDD
	N/A

	CA_n3-n78
	n3
	1740
	5
	25
	1835
	31.9
	FDD
	IMD2

	
	n78
	3575
	10
	50
	3575
	N/A
	TDD
	N/A

	
	n3
	1765
	5
	25
	1860
	18.5
	FDD
	IMD4

	
	n78
	3435
	10
	50
	3435
	N/A
	TDD
	N/A

	
	n3
	N/A
	5
	N/A
	1877.5
	13.6
	FDD
	IMD7

	
	n7812
	3305
	10
	1 (RBSTART=3)
	3305
	N/A
	TDD
	N/A

	
	
	3780
	10
	1 (RBSTART=0)
	3780
	
	
	

	CA_n5-n77
	n5
	844
	5
	25
	889
	18.6
	FDD
	IMD44,13

	
	n77
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	
	n5
	829
	5
	25
	874
	18.4
	FDD
	IMD513

	
	n77
	4190
	10
	50
	4190
	N/A
	TDD
	N/A

	
	n5
	N/A
	5
	N/A
	880
	18.5
	FDD
	IMD4

	
	n7712
	3410
	10
	1 (RBSTART=25)
	3410
	N/A
	TDD
	N/A

	
	
	3850
	10
	1 (RBSTART=25)
	3850
	N/A
	TDD
	N/A

	CA_n5-n78
	n5
	844
	5
	25
	889
	18.6
	FDD
	IMD4

	
	n78
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	CA_n5-n784
	n5
	N/A
	5
	N/A
	880
	18.5
	FDD
	IMD4

	
	n7812
	3340
	10
	1 (RBSTART=25)
	3340
	N/A
	TDD
	N/A

	
	
	3780
	10
	1 (RBSTART=25)
	3780
	
	
	

	CA_n7-n20
	n7
	2512
	5
	50
	2632
	N/A
	FDD
	N/A

	
	n20
	851
	5
	25
	810
	20.7
	FDD
	IMD3

	CA_n7-n77
	n7
	2540
	5
	25
	2660
	15.8
	FDD
	IMD4

	
	n77
	3870
	10
	50
	3870
	N/A
	TDD
	N/A

	
	n7
	N/A
	5
	N/A
	2687.5
	29.9
	FDD
	IMD515

	
	n7712
	3455
	10
	1 (RBSTART=0)
	3455
	N/A
	TDD
	N/A

	
	
	3835
	10
	1 (RBSTART=7)
	3835
	N/A
	TDD
	N/A

	CA_n7-n78
	n7
	N/A
	5
	N/A
	2650
	29.9
	FDD
	IMD515

	
	n7812
	3350
	10
	1 (RBSTART=25)
	3350
	N/A
	TDD
	N/A

	
	
	3700
	10
	1 (RBSTART=25)
	3700
	N/A
	TDD
	N/A

	CA_n8-n41
	n8
	882.5
	5
	25
	927.5
	21.1
	FDD
	IMD34

	
	n41
	2685
	10
	50
	2685
	N/A
	TDD
	N/A

	CA_n8-n77
	n8
	897.5
	5
	25
	942.5
	15.5
	FDD
	IMD4

	
	n77
	3635
	10
	50
	3635
	N/A
	TDD
	N/A

	CA_n8-n78
	n8
	897.5
	5
	25
	942.5
	15.5
	FDD
	IMD4

	
	n78
	3635
	10
	50
	3635
	N/A
	TDD
	N/A

	CA_n8-n79
	n8
	897.5
	5
	25
	942.5
	21.5
	FDD
	IMD5

	
	n79
	4532.5
	40
	216
	4532.5
	N/A
	TDD
	N/A

	CA_n12-n77
	n12
	702
	5
	20
	732
	11.7
	FDD
	IMD5

	
	n77
	3540
	10
	50
	3540
	N/A
	TDD
	N/A

	CA_n13-n77
	n13
	N/A
	5
	N/A
	750
	8.6
	FDD
	IMD415

	
	n7712
	3510
	10
	1 (RBSTART=25)
	3510
	N/A
	TDD
	N/A

	
	
	3885
	10
	1 (RBSTART=25)
	3885
	
	
	

	
	n13
	781
	5
	25
	750
	18.5
	FDD
	IMD414

	
	n7712
	3510
	10
	1 (RBSTART=25)
	3510
	N/A
	TDD
	N/A

	
	
	3885
	10
	1 (RBSTART=25)
	3885
	N/A
	TDD
	N/A

	
	n13
	782
	5
	20
	751
	20.5
	FDD
	IMD5

	
	n77
	3880
	10
	50
	3880
	N/A
	TDD
	N/A

	CA_n14-n77
	n14
	795.5
	5
	15
	765.5
	11.7
	FDD
	IMD5

	
	n77
	3947.5
	10
	50
	3947.5
	N/A
	TDD
	N/A

	CA_n18-n41
	n18
	820
	5
	25
	865
	24.6
	FDD
	IMD3

	
	n41
	2505
	5
	25
	2505
	N/A
	TDD
	N/A

	CA_n18-n77
	n18
	827.5
	5
	25
	872.5
	17.5
	FDD
	IMD48

	
	n77
	3355
	10
	50
	3355
	N/A
	TDD
	N/A

	
	n18
	817.5
	5
	25
	862.5
	10.5
	FDD
	IMD58

	
	n77
	4130
	10
	50
	4130
	N/A
	TDD
	N/A

	
	n18
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	IMD27

	
	n7712
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	
	n18
	N/A
	5
	N/A
	870
	8.6
	FDD
	IMD4

	
	n7712
	3480
3915
	10
10
	1 (RBSTART=25)
1 (RBSTART=25)
	3480
3800
	N/A
	TDD
	N/A

	CA_n25-n41
	n25
	N/A
	5
	N/A
	1992.5
	8.5
	FDD
	IMD7

	
	n41
	2545
	90
	1 (RBstart=0)
	2545
	N/A
	TDD
	N/A

	
	
	2640
	100
	1 (RBstart=221)
	2640
	
	
	

	
	n25
	1860
	5
	25
	1940
	23.3
	FDD
	IMD3

	
	n41
	2501
	10
	1 (RBstart = 25)
	2501
	N/A
	TDD
	N/A

	
	
	2556
	100
	1 (RBstart = 208)
	2556
	
	
	

	CA_n25-n66
	n66
	1775
	5
	25
	2175
	N/A
	FDD
	N/A

	
	n25
	1855
	5
	25
	1935
	29
	FDD
	IMD3

	
	n66
	1712.5
	5
	25
	2112.5
	32
	FDD
	IMD3

	
	n25
	1912.5
	5
	25
	1992.5
	N/A
	FDD
	N/A

	
	n66
	1750
	5
	25
	2150
	16.9
	FDD
	IMD5

	
	n25
	1883.3
	5
	25
	1963.3
	N/A
	FDD
	N/A

	CA_n25-n77
	n25
	1855
	5
	25
	1935
	32.1
	FDD
	IMD24

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n25
	1900
	5
	25
	1980
	19.1
	FDD
	IMD4

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	
	n25
	N/A
	5
	N/A
	1987.5
	13.6
	FDD
	IMD7

	
	n7712
	3455
	10
	1 (RBSTART=10)
	3455
	N/A
	TDD
	N/A

	
	
	3945
	10
	1 (RBSTART=0)
	3945
	N/A
	TDD
	N/A

	CA_n25-n78
	n25
	1855
	5
	25
	1935
	32.10
	FDD
	IMD24

	
	n78
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n25
	N/A
	5
	N/A
	1980
	13.6
	FDD
	IMD7

	
	n7812
	3315
	10
	1 (RBSTART=7)
	3315
	N/A
	TDD
	N/A

	
	
	3760
	10
	1 (RBSTART=0)
	3760
	
	
	

	CA_n26-n78
	n26
	836.5
	5
	25
	881.5
	23.8
	FDD
	IMD4

	
	n78
	3391
	10
	50
	3391
	N/A
	TDD
	N/A

	CA_n28-n77
	n28
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	IMD27

	
	n7712
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	
	n28
	705.5
	5
	25
	760.5
	19.2
	FDD
	IMD5

	
	n77
	3582.5
	10
	50
	3582.5
	N/A
	TDD
	N/A

	
	n28
	725
	5
	25
	780
	18.5
	FDD
	IMD414

	
	n7712
	3510
	10
	1 (RBSTART=25)
	3510
	N/A
	TDD
	N/A

	
	
	3900
	10
	1 (RBSTART=25)
	3900
	N/A
	TDD
	N/A

	CA_n28-n78
	n28
	N/A
	5
	N/A
	780
	18.5
	FDD
	IMD414

	
	n7812
	3310
	10
	1 (RBSTART=7)
	3310
	N/A
	TDD
	N/A

	
	
	3700
	10
	1 (RBSTART=0)
	3700
	
	
	

	
	n28
	705.5
	5
	25
	760.5
	19.2
	FDD
	IMD5

	
	n78
	3582.5
	10
	50
	3582.5
	N/A
	TDD
	N/A

	CA_n30-n77
	n30
	2310
	5
	25
	2355
	17.6
	FDD
	IMD4

	
	n77
	3487.5
	10
	50
	3487.5
	N/A
	TDD
	N/A

	CA_n41-n66
	n41
	2545
	90
	1 (RBstart=0)
	2545
	N/A
	TDD
	N/A

	
	
	2640
	100
	1 (RBstart=171)
	2640
	
	
	

	
	n66
	N/A
	5
	N/A
	2197.5
	32.5
	FDD
	IMD5

	CA_n41-n71
	n41
	2614
	5
	25
	2614
	N/A
	TDD
	N/A

	
	n71
	665
	5
	25
	619
	16.3
	FDD
	IMD4

	CA_n41-n77
	n41
	2545
	60
	1 (RBstart=0)
	2545
	N/A
	TDD
	N/A

	
	
	2625
	100
	1 (RBstart=272)
	2625
	
	
	

	
	n77
	N/A
	10
	N/A
	3305
	2.7
	TDD
	IMD9

	
	n41
	N/A
	10
	N/A
	2565
	32
	TDD
	IMD516

	
	n7712
	3485
	10
	1 (RBSTART=25)
	3485
	N/A
	TDD
	N/A

	
	
	3945
	10
	1 (RBSTART=25)
	3945
	
	
	

	CA_n66-n71
	n66
	1750
	5
	25
	2150
	15.5
	FDD
	IMD4

	
	n71
	675
	5
	25
	629
	N/A
	FDD
	N/A

	CA_n66-n77
	n66
	1775 
	5
	25
	2175 
	34.33
	FDD
	IMD2

	
	n77
	3950 
	10
	50
	3950 
	N/A
	TDD
	N/A

	
	n66
	1760
	5
	25
	2160
	11.27
	FDD
	IMD5

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	
	n66
	N/A
	5
	N/A
	2197.5
	31
	FDD
	IMD515

	
	n7712
	3305
	10
	1 (RBstart=0)
	3305
	N/A
	TDD
	N/A

	
	
	3855
	10
	1 (RBstart=8)
	3855
	N/A
	TDD
	N/A

	CA_n66-n78
	n66
	1760
	5
	25
	2160
	11.27
	FDD
	IMD5

	
	n78
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	
	n66
	N/A
	5
	25
	2150
	13.6
	FDD
	IMD7

	
	n7812
	3350
	10
	1 (RBSTART=7)
	3350
	N/A
	TDD
	N/A

	
	
	3750
	10
	1 (RBSTART=0)
	3750
	
	
	

	CA_n66-n85
	n66
	1770
	5
	25
	2138
	15.5
	FDD
	IMD4

	
	n85
	701
	5
	25
	731
	N/A
	FDD
	N/A

	CA_n70-n77
	n70
	1702.5
	5
	25
	2002.5
	37
	FDD
	IMD2

	
	n77
	3705
	10
	50
	3705
	N/A
	TDD
	N/A

	
	n70
	1697.5
	5
	25
	1997.5
	18.4
	FDD
	IMD5

	
	n77
	3545
	10
	50
	3545
	N/A
	TDD
	N/A

	CA_n71-n77
	n71
	681.5
	5
	25
	635.5
	11.4
	FDD
	IMD513

	
	n77
	3361.5
	10
	50
	3361.5
	N/A
	TDD
	N/A

	
	n71
	N/A
	5
	N/A
	640
	18.5
	FDD
	IMD414

	
	n7712
	3480
	10
	1 (RBSTART=25)
	3480
	N/A
	TDD
	N/A

	
	
	3800
	10
	1 (RBSTART=25)
	3800
	
	
	

	CA_n71-n78
	n71
	681.5
	5
	25
	635.5
	11.4
	FDD
	IMD5

	
	n78
	3361.5
	10
	50
	3361.5
	N/A
	TDD
	N/A

	CA_n74-n77
	n74
	N/A
	5
	N/A
	1500
	4.6
	FDD
	IMD6

	
	n7712
	3505
4005
	10
10
	1(Rbstart=26)
1(Rbstart=26)
	3505
4005
	N/A
	TDD
	N/A

	
	n74
	N/A
	5
	N/A
	1505
	1.7
	FDD
	IMD7

	
	n7712
	3305
3905
	10
10
	1(Rbstart=26)
1(Rbstart=26)
	3305
3905
	N/A
	TDD
	N/A

	CA_n77-n85
	n77
	3540
	10
	50
	3540
	N/A
	TDD
	N/A

	
	n85
	702
	5
	20
	732
	11.7
	FDD
	IMD5

	NOTE 1:	Both of the transmitters shall be set min(+23 dBm, PCMAX_L,f,c) as defined in clause 6.2A.4
NOTE 2:	RBSTART = 0, 15 kHz SCS is assumed.
NOTE 3:	No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3 apply).
NOTE 4:	This band is subject to IMD5 also which MSD is not specified.
NOTE 5:	Void.
NOTE 6:	Void.
NOTE 7: 	In current release the maximum separation bandwidth class is 600MHz, therefore, no IMD2 MSD requirement apply for this CA configuration when two uplink sub blocks are assigned within CA_77(2A).
NOTE8:	For a UE which supports this band combination only when the Band n77 frequency range restriction of 3400 – 4100 MHz applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 9:	Void.
NOTE 10: Void.
NOTE 11:	Void.
NOTE 12:	This band supports intra-band non-contiguous uplink configuration.
NOTE 13:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 14:	This band is subject to IMD6 also which MSD is not specified.
NOTE 15:	This band is subject to IMD7 also which MSD is not specified.
NOTE 16: Void. 
NOTE 17: Applicable when n41 spectrum is restricted to 2515-2675MHz



Table 7.3A.5-1b: 2DL/2UL inter-band Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC1.5 CA
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1-n78
	n1
	1950
	5
	25
	2140
	26.4
	FDD
	IMD4

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	CA_n2-n77
	n2
	1855
	5
	25
	1935
	35.2
	FDD
	IMD2

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n2
	1900
	5
	25
	1980
	26.4
	FDD
	IMD4

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	
	n2
	1885
	5
	25
	1965
	28.0
	FDD
	IMD5

	
	n77
	3810
	10
	50
	3810
	N/A
	TDD
	N/A

	CA_n3-n78
	n3
	1750
	5
	25
	1845
	35.2
	FDD
	IMD2

	
	n78
	3595
	10
	50
	3595
	N/A
	TDD
	N/A

	
	n3
	1770
	5
	25
	1865
	26.4
	FDD
	IMD4

	
	n78
	3445
	10
	50
	3445
	N/A
	TDD
	N/A

	CA_n5-n772
	n5
	844
	5
	25
	889
	25.5
	FDD
	IMD4

	
	n77
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	
	n5
	826.5
	5
	25
	871.5
	24.3
	FDD
	IMD5

	
	n77
	4177.5
	10
	50
	4177.5
	N/A
	TDD
	N/A

	
	n5
	N/A
	5
	N/A
	880
	31.5
	FDD
	IMD4

	
	n7712
	3410
	10
	1 (RBSTART=25)
	3410
	N/A
	TDD
	N/A

	
	
	3850
	10
	1 (RBSTART=25)
	3850
	N/A
	TDD
	N/A

	CA_n7-n77
	n7
	2540
	5
	25
	2660
	29.7
	FDD
	IMD4

	
	n77
	3870
	10
	50
	3870
	N/A
	TDD
	N/A

	CA_n7-n78
	n7
	2520
	5
	25
	2640
	29.7
	FDD
	IMD4

	
	n78
	3780
	10
	50
	3780
	N/A
	TDD
	N/A

	CA_n25-n41
	n25
	N/A
	5
	N/A
	1992.5
	8.5
	FDD
	IMD7

	
	n41
	2545
	90
	1 (RBstart=0)
	2545
	N/A
	TDD
	N/A

	
	
	2640
	100
	1 (RBstart=221)
	2640
	
	
	

	
	n25
	1860
	5
	25
	1940
	30.3
	FDD
	IMD3

	
	n41
	2501
	10
	1 (RBstart = 25)
	2501
	N/A
	TDD
	N/A

	
	
	2556
	100
	1 (RBstart = 208)
	2556
	
	
	

	CA_n25-n77
	n25
	1855
	5
	25
	1935
	37.5
	FDD
	IMD2

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n25
	1900
	5
	25
	1980
	25.8
	FDD
	IMD4

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	
	n25
	1885
	5
	25
	1965
	29.8
	FDD
	IMD5

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	CA_n26-n78
	n26
	836.5
	5
	25
	881.5
	25.5
	FDD
	IMD4

	
	n78
	3391
	10
	50
	3391
	N/A
	TDD
	N/A

	CA_n28-n78
	n28
	705.5
	5
	25
	760.5
	24.3
	FDD
	IMD5

	
	n78
	3582.5
	10
	50
	3582.5
	N/A
	TDD
	N/A

	CA_n41-n66
	n41
	2545
	90
	1 (RBstart=0)
	2545
	N/A
	TDD
	N/A

	
	
	2640
	100
	1 (RBstart=171)
	2640
	
	
	

	
	n66
	N/A
	5
	N/A
	2197.5
	32.5
	FDD
	IMD5

	CA_n41-n71
	n41
	2614
	5
	25
	2614
	N/A
	TDD
	N/A

	
	n71
	665
	5
	25
	619
	25.4
	FDD
	IMD4

	CA_n41-n77
	n41
	2545
	60
	1 (RBstart=0)
	2545
	N/A
	TDD
	N/A

	
	
	2625
	100
	1 (RBstart=272)
	2625
	
	
	

	
	n77
	N/A
	10
	N/A
	3305
	2.7
	TDD
	IMD9

	CA_n66-n77
	n66
	1775 
	5
	25
	2175 
	40.0
	FDD
	IMD2

	
	n77
	3950 
	10
	50
	3950 
	N/A
	TDD
	N/A

	
	n66
	1760
	5
	25
	2160
	26.0
	FDD
	IMD5

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	CA_n70-n77
	n70
	1702.5
	5
	25
	2002.5
	41.8
	FDD
	IMD2

	
	n77
	3705
	10
	50
	3705
	N/A
	TDD
	N/A

	
	n70
	1697.5
	5
	25
	1997.5
	27.9
	FDD
	IMD5

	
	n77
	3545
	10
	50
	3545
	N/A
	TDD
	N/A

	CA_n71-n77
	n71
	681.5
	5
	25
	635.5
	16.0
	FDD
	IMD53

	
	n77
	3361.5
	10
	50
	3361.5
	N/A
	TDD
	N/A

	CA_n77-n85
	n77
	3540
	10
	50
	3540
	N/A
	TDD
	N/A

	
	n85
	702
	5
	20
	732
	16.2
	FDD
	IMD5

	NOTE 1:	This band combination is specified for inter-band UL CA with UL MIMO or Tx diversity capabilites, and the transmitter shall be set at min (+23 dBm, PCMAX_L,f,c) for the band with 1Tx antenna connector as defined in clause 6.2A.4, and set at min (+27.8 dBm, PCMAX_L,f,c) for the band with 2Tx antenna connectors as defined in clause 6.2H.3 or 6.2L.3.4.
NOTE 2:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 3:	In current release the maximum separation bandwidth class is 600MHz, therefore, no IMD2 MSD requirement apply for this CA configuration when two uplink sub blocks are assigned within CA_77(2A).




***************************** End of changes *********************
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