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----------------------------------------------------- Beginning of Change 1 ------------------------------------------------------------
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Table A.3.4.1-1: Wake-up Signal Reference Channel for FDD
	Parameter
	Unit
	Value
	

	Reference channel
	
	R.WUS.1-1.1
	R.WUS.1-1.2

	Subcarrier spacing
	kHz
	15
	15

	Number of bits after Rate matching (E0)
	Bits
	12
	32

	Number of bits after Line coding (G0)
	Bits
	24
	64

	Wake-up information length (K)
	Bits
	2
	5



Table A.3.4.1-2: Wake-up Signal Reference Channel for TDD
	Parameter
	Unit
	Value
	

	Reference channel
	
	R.WUS.1-2.1
	R.WUS.1-2.2

	Subcarrier spacing
	kHz
	30
	30

	Number of bits after Rate matching (E0)
	Bits
	12
	32

	Number of bits after Line coding (G0)
	Bits
	24
	64

	Wake-up information length (K)
	Bits
	2
	5
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Table A.3.4.2-1: Wake-up Signal Reference Channel
	Parameter
	Unit
	Value
	Value

	Reference channel
	
	R.WUS.2-1.1
	R.WUS.2-1.2

	Subcarrier spacing
	kHz
	120
	120

	Number of bits after Rate matching (E0)
	Bits
	12
	32

	Number of bits after Line coding (G0)
	Bits
	24
	64

	Wake-up information length (K)
	Bits
	2
	5
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