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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction
A study item, “Feasibility Study on LTE-based V2X Services”, was approved at 3GPP TSG RAN #68 [2]. This study is to evaluate new functionalities needed to operate LTE-based V2X services defined in [3]. The objectives of the study include definition of an evaluation methodology and possible scenarios for vehicular services based on LTE, and identification and evaluation of necessary enhancements to LTE physical layer, RAN protocols, and interfaces. The results and findings of the study are documented in this technical report. 
1
Scope

The present document contains the results and findings from the study item, “Feasibility Study on LTE-based V2X Services” [2]. The purpose of this TR is to document the identified LTE enhancements and corresponding evaluations for LTE-based V2X services defined in [3] as follows:

· V2V (vehicle-to-vehicle): covering LTE-based communication between vehicles.

· V2P (vehicle-to-pedestrian): covering LTE-based communication between a vehicle and a device carried by an individual (e.g. handheld terminal carried by a pedestrian, cyclist, driver or passenger). 

· V2I/N (vehicle-to-infrastructure/network): covering LTE-based communication between a vehicle and a roadside unit/network. A roadside unit (RSU) is a transportation infrastructure entity (e.g. an entity transmitting speed notifications) implemented in an eNodeB or a stationary UE.

This document addresses LTE-based V2X both with and without LTE network coverage, and covers both the operating scenario where the carrier(s) is/are dedicated to LTE-based V2X services (subject to regional regulation and operator policy including the possibility of being shared by multiple operators) and the operating scenario where the carrier(s) is/are licensed spectrum and also used for normal LTE operation.
This technical report contains the evaluation methodology for LTE-based V2V, V2I/N and V2P services to compare the performance of different technical options.
This document identifies necessary enhancements to LTE for support of PC5 transport for V2V services.

This document captures identification and evaluation of Uu transport for V2V and PC5/Uu transport for V2I/N and V2P services.

This document is a ‘living’ document, i.e. it is permanently updated and presented to TSG-RAN meetings.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TD RP-151109: "New SI proposal: Feasibility Study on LTE-based V2X Services".
[3]
3GPP TR 22.885: "Study on LTE Support for V2X Services".
3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
3.2
Symbols

For the purposes of the present document, the following symbols apply:

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

4
V2X operation scenarios
Editor notes: This section is to describe LTE-based V2X operation scenarios, e.g., in terms of spectrum, network coverage, etc.

5
Technical support for V2V

5.1
PC5 interface

Editor notes: Including necessary enhancements for PC5 transport for V2V services.
5.2
Uu interface

Editor notes: Including feasibility of Uu transport for V2V services.
6
Technical support for V2I/N

Editor notes: Including necessary enhancements for PC5/Uu transport for V2I/N services.
7
Technical support for V2P

Editor notes: Including necessary enhancements for PC5/Uu transport for V2P services.
8
Evaluation results
Editor notes: Detailed evaluation assumptions are placed in Annex A.
9
Conclusions

Editor notes: Summarize the findings of the study on LTE-based V2X.
Annex A:
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