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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.
1
Scope

The present document is related to Study on NR Industrial Internet of Things (IoT) with a scope as defined in [2]. 
The document describes NR enhancements to Ultra Reliable Low Latency Communications (URLLC) and Industrial Internet of Things, which were analysed as part of the study such as data duplication and multi-connectivity enhancements, solutions for UL/DL intra-UE prioritization/multiplexing and Time Sensitive Networking support (TSN) via accurate reference timing delivery, QoS/scheduling enhancements for TSN traffic types, Ethernet header compression. Technical Report captures also performance analysis of TSN requirements defined in [3].
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP RP-182090 “Revised SID: Study on NR Industrial Internet of Things (IoT)”

[3]
3GPP TR 22.804: “Study on Communication for Automation in Vertical Domains”

[4]
3GPP TR 23.725: “Study on enhancement of Ultra-Reliable Low-Latency Communication (URLLC) support in the 5G Core network (5GC)”
…

[x]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

3
Definitions, symbols and abbreviations
Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Abbreviation format (EW)

TSN
Time Sensitive Networking

URLLC
Ultra Reliable Low Latency Communications

<ACRONYM>
<Explanation>

4
Data duplication and multi-connectivity enhancements
4.1
General
This section focuses on PDCP duplication and higher layer multi-connectivity aspects such as assessment of gains of duplication with more than two copies, potential enhancements to achieve resource efficient PDCP duplication and captures RAN aspects of higher layer multi-connectivity solutions.
4.2
Enhancements to PDCP duplication
4.2.1
Protocol aspects

Editor’s note: RAN2 responsibility
4.2.2
Radio access network aspects

Editor’s note: RAN3 responsibility

4.3
Higher layer multi-connectivity

4.3.1
Layer 2/3 protocol aspects

Editor’s note: RAN2 responsibility

4.3.2
Radio access network aspects

Editor’s note: RAN3 responsibility

4.3.2.1
Redundant user plane paths based on dual connectivity

4.3.2.1.1
Overview
This is the solution of “redundant user plane paths based on dual connectivity for Key Issue 1 captured in TR 23.725[4].

The solution will enable a terminal device to set up two redundant PDU Sessions over the 5G network, so that the network will attempt to make the paths of the two redundant PDU sessions independent whenever that is possible. 


[image: image3.emf] 


Figure 4.3.2.1.1-1: Overview of redundant user plane paths based on dual connectivity approach
4.3.2.1.2
Impacts on RAN
-
Attempt to establish and maintain dual connectivity when the need for redundant user planes are indicated for a pair of PDU Sessions

-
Set up dual connectivity in such a way that both the MgNB and the SgNB have an independent PDCP entity for handling the two independent user plane paths. This is supported in the specification already.
-
To achieve the use plane redundancy, one PDU session is setup as MN terminated MCG bearer, the other PDU session (of the pair) is setup as SN terminated SCG bearer.

4.3.2.2
Multiple UEs per device for user plane 
4.3.2.2.1
Overview

This is the solution “Multiple UEs per device for user plane” for Key Issue 1 captured in TR 23.725[4].

The solution will enable a terminal device to set up multiple redundant PDU Sessions over the 5G network, so that the network will attempt to make the paths of the multiple redundant PDU sessions independent whenever that is possible. 


[image: image4.emf] 


Figure 4.3.2.2.1-1: Overview of multiple UEs per device for user plane approach
4.3.2.2.2
Impacts on RAN
-
O&M configuration of the RAN RGs on a per cell level.

-
Prioritization of the handover of the UE to a cell whose RAN RG coincides with the UE RG, when such a suitable target cell is available.

4.3.2.3
Supporting redundant data transmission via single UPF and two RAN nodes
4.3.2.3.1
Overview

This is the solution of “supporting redundant data transmission via single UPF and two RAN nodes” for Key Issue 1 captured in TR 23.725[4].

This solution realizes the reliability of user plane between UPF and UE while the QoS flow redundant transmission in the PDU session is decided by SMF.
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Figure 4.3.2.3.1-1: Overview of redundant data transmission via single UPF and two RAN nodes approach
4.3.2.3.2
Impacts on RAN
-
The RAN node shall support redundant transmission via DC architecture with two N3 tunnels.

-
In case protocol stack option 1 in TS 23.725[4] is adopted, RAN need to ensure there is only one QoS Flow per DRB. 

4.3.2.4
Supporting redundant data transmission via single UPF and single RAN node
4.3.2.4.1
Overview

This is the solution of “supporting redundant data transmission via single UPF and single RAN node” for Key Issue 1 captured in TR 23.725[4].

In this solution the redundant packets will be transferred between UPF and RAN via two independent N3 tunnels, which are associated with a single PDU Session, over different transport layer path to enhance the reliability of service.
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Figure 4.3.2.4.1-1: Overview of redundant data transmission via single UPF and single RAN node approach
4.3.2.4.2
Impacts on RAN
-
The RAN shall be able to replicate the uplink packet and send the duplicate packets to the two N3 tunnels and eliminate the duplicate downlink packets.

5
Intra-UE prioritization/multiplexing
5.1
General
This section describes an aspect of intra-UE traffic prioritization and multiplexing considering data and control channels, different latency and reliability requirements and different types of resource allocations for both uplink and downlink directions.

5.2
Scenarios and use cases
Editor’s note: RAN2 responsibility
5.3
Solutions for uplink intra-UE prioritization/multiplexing
Editor’s note: RAN2 is main responsible group, but potential PHY layer impacts and solutions should be analysed by RAN1
5.4
Solutions for downlink intra-UE prioritization/multiplexing
Editor’s note: RAN2 is main responsible group, but potential PHY layer impacts and solutions should be analysed by RAN1
6
Time Sensitive Networking
6.1
General
This section contains explanation on what TSN networking is and how it can be supported using 5G/NR technologies as well as analysis of the potential TSN specific enhancements of NR such has accurate reference timing delivery, QoS/scheduling enhancements and Ethernet header compression. It also contains an evaluation of NR with respect to performance and synchronization accuracy requirements as defined in [3].

6.2
TSN use cases, scenarios and architectures

Editor’s note: RAN3 responsibility
6.3
TSN performance evaluation
6.3.1
Requirements
Editor’s note: RAN2 responsibility
6.3.2
Physical layer aspects
Editor’s note: RAN1 responsibility
6.3.3
Protocol aspects
Editor’s note: RAN2 responsibility
6.3.4
Radio access network aspects
Editor’s note: RAN3 responsibility
6.4
Accurate reference timing provisioning
Editor’s note: RAN2 responsibility with potential network interfaces impacts handled by RAN3

6.5
QoS and scheduling enhancements
Editor’s note: RAN2 responsibility with potential PHY impacts handled by RAN1

6.6
Ethernet header compression
6.6.1
Scenario and benefits assessment

Editor’s note: RAN2 responsibility 
6.6.2
Potential solutions
Editor’s note: RAN2 responsibility
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