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1
Decision/action requested

The group is asked to discuss the proposed DLNA high level parameter category, and introduce the agreed part into the draft TS 32.591.
2
References

[1] 3GPP TS 32.582

[2] 3GPP TS 32.591
[3] TR-196
[4] DLNA http://www.dlna.org
3
Rationale

The Home ENodeB is a home networked device. This device is connected to the subscriber’s home network and as such is part of the home network. 

In today’s home networking environment typical subscribers have multiple networked devices in their homes that are networked together in an attempt to share content between these devices. In other words, users want to have a home that is not only connected but also have the ability for content being distributed at home across consumer devices bough off the shelf. To achieve this goal of a connected home wherein media is shared and distributed across devices is addressed by the organization known as DLNA. (Digital Living Network Alliance).

 Among the home networking media standards for consumer devices, the DLNA Alliance is a highly successful guidelines body that provides guidelines for interoperability of content in the home.As of this writing, over 5000 conusmer devices have been certifies as DLNA compliant.

  The Femto device is also expected to take part in the DLNA ecosystem and allow for the sharing and distribution of content in the home. As such, the Femto device can host or proxy DLNA based applications and take part in the home DLNA ecosystem. As a result, managing the DLNA objects on the Home ENodeB is important to a service provider in understanding the DLNA object level interactions that occur in a home between the Home eNodeB and the rest of the DLNA capable devices in the home..

This document proposes a high level parameter category to include DLNA object management for the Home eNodeB. This level of management is important to service providers who have multiple managed entities in a subscriber home (such as a managed home router/DSL modem/Set Top Box/ DVR etc).







Fig 1: DLNA based networked home

Beginning of section changes

5
Business level requirements

5.1
Requirements
5.1.1
Configuration Management
REQ-OAMP_CM-CON-001 The HeNB shall be able to automatically, i.e. without human operator on-line interaction or attention, configure itself to be ready for service when powered up and connected to HeMS.
REQ-OAMP_CM-CON-002 The HeNB shall be able to automatically, i.e. without human operator on-line interaction or attention, configure itself to be in service when powered up and connected to HeMS.
REQ-OAMP_CM-CON-003 The HeNB shall be able to automatically, i.e. without human operator on-line interaction or attention, upgrade its software/firmware and configuration.

REQ-OAMP_CM-CON-004 The HeNB auto-configuration shall be done in such way that the performance of the surrounding macro cells is not adversely affected.
REQ-OAMP_CM-CON-005 The HeNB auto-configuration function should be adaptive to react to change in the network and changes in the radio environment.
REQ-OAMP_CM-CON-006 The operator shall be able to remotely reboot the HeNB.
REQ-OAMP_CM-CON-007 The operator shall be able to remotely start/stop the radio transmission of the HeNB.

REQ-OAMP_CM-CON-008 In case IPsec is used, the system should be engineered to ensure that the HeNB IP address changes as minimally as possible.
REQ-OAMP_CM-CON-009 The operator shall be able to remotely manage DLNA objects exposed by the Home eNodeB.
	End of Section Changes
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