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	Reason for change:
	This contribution is add some concept description.

	
	

	Summary of change:
	Major concepts are given by this contribution as following:
Tenant is associated to enterprise consumer (a group of users) for a communication service. The tenant is considered as enhancement for 2B service in context of network slice management and orchestration.
Tenant as a type of CSI consumers will consume management capabilities to a communication service.
A use case is givein in this document.
And, other concepts for clarifications.
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	First change



.5.4.x	Management capabilities provided to tenant as a consumer of a communication service
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To support a tenant in consuming management capabilities in relation to communication service provided by Communication Service Provider (CSP). 
	

	Actors and Roles
	A Network Operator (NOP) plays the role of a Network Slice Provider responsible for the network slice management. A Communication Service Provider (CSP) plays the role of consumer of network slice management.
A tenant as an end user that cosumes B2B service and plays the role of CSC.
	

	Telecom resources
	3GPP management system
	

	Assumptions
	N/A
	

	Pre-conditions
	B2B communication service is instantiated by NOP.
Tenant as CSC is capable to access management capabilites and consume performance monitoring and fault alarms provided by NOP and exposed to tenant by CSP.
	

	Begins when 
	The NOP fulfils communication service requirements by providing NSI.
NOP provides management capabilities exposed to a CSP. Tenant, acting as CSC, has access to management capabilities in relation to provided communication service, from the CSP.
	

	Step 1 (M)
	Tenant requests to obtion performance monitoring data from CSP. NOP is responsible to authorize this request from CSP, acting on behalf of tenant, and map this request to managed object and NSI providing the communication service.
	

	Step 2 (M)
	The 3GPP management system recives management service request on behalf of tenant, requesting performance monitoring of a NSI that provides the tenant associated communication service. The 3GPP management system provides performance measurements of NSI accordingly. 
	

	Ends when 
	Communication service associated performance monitoring data are provided to the tenant.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	Tenant obtains performance monitoring data associated with provided communication service.
	

	Traceability 
	REQ-PRO_NSI-FUN-1, REQ-PRO_NSI-FUN-7, REQ-PRO_NSSI-FUN-1, REQ-PRO_NSSI-FUN-15
	


[bookmark: _GoBack]

	End of change



