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	Reason for change:
	The support of multiple tenant environment in 3GPP management system was discussed. When a tenant is to create communication services that are associated to multiple network slice instance. 
The performance measurement and fault alarms can be associated with S-NSSAI in 3GPP management system. The 3GPP management system is capable to report performance monitoring and alarm notification according to S-NSSAI.
However, the creation/modifications of network slice instance is based on the service requirements from network slice consumer (NSC). The mantaince of those information of NSC, this tenant related performance and alarm notifications would beneficial to maintan the network slice, and related network functions.
[bookmark: _Hlk92447492]The tenant related information is proposed to be supported in 3GPP management system.
[bookmark: OLE_LINK63][bookmark: OLE_LINK64]There are different options to associate the corresponding network slice for this tenant: enhance NRM with a tenant IOC associated to S-NSSAIs in OSS level or in BSS level. This document proposes to add description of tenant management in 3GPP management system.

	
	

	Summary of change:
	Add description of tenant management in TS 28.533.

	
	

	Consequences if not approved:
	The solution of tenant management is missing in 3GPP specification.
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[bookmark: _Toc90038409][bookmark: _Toc35858090][bookmark: _Toc27046872]4.8	Management capability support in multiple tenant environment
In 3GPP management sytem, tenant represents a group of MnS consumers associated with the management capabilities they are allowed to access and consume. The 3GPP management system provides multi-tenancy support, by associating different tenants with different sets of management capabilities. Every tenant may be authorized to access and consume those MnSs that the operator makes available to this tenant based on SLA.
Tenant information (e.g., a NSC) is created and maintained in BSSr. The 3GPP management system may be provided and maintain the tenant information by enhanced NRM with a tenant IOC. If provided, the 3GPP management system can maintain for reason of network slice management, and provide performance montoring related to this tenant to authorised MnS consumer.
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