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7
Procedural Flows


Editors Note: This section will contain the procedures for different edge computing management capabilities e.g provisioning/LCM, performance assurance etc.
7.1
Lifecycle management
7.1.1
Description

The clause contains procedures associated with lifecycle management.
7.1.2
EAS lifecycle management
7.1.2.X
EAS VNF modification
Figure 7.1.2.x -1 depicts a procedure that describes how an ASP can consume provisioning MnS to modify the EAS. It is assumed that both ASP and ECSP consumers have subscribed to the producer of provisioning MnS to receive notifications. 
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Figure 7.1.2.X-1: EAS modification procedure 
1. ASP consumes the provisioning MnS with modifyMOIAttributes operation (see clause 11.1.1.3. in TS 28.532 [5]) for EASFunction MOI to request ECSP management system provisioning MnS producer to modify the EAS VNF instance. 

2. ECSP management system provisioning MnS producer sends a response to the consumer indicating that the modification operation is in progress.
3. If EAS instance to be modification contains virtualized part, checks whether corresponding VNF instance needs to be scaled to satisfy the modification related requirements. 
4. If corresponding VNF instance needs to be scaled, ECSP provisioning MnS producer invokes the ScaleNsRequest operation (see clause 7.3.4 in ETSI GS NFV-IFA 013 [6]) to request NFVO via the Os-Ma-nfvo interface to modify the virtualized resource of the EAS VNF instance.
5. NFVO sends a notification to ECSP provisioning MnS producer indicating the result of scaling procedure (see clause 7.3.4.4 of ETSI GS NFV-IFA 013 [6]).

6. ECSP provisioning MnS producer modifies the MOI for EASFunction IOC.

7. ECSP management system provisioning MnS producer response the consumer about the modification of the EAS.
7.1.3
ECS lifecycle management
7.1.3.X
ECS modification

Figure 7.1.3.X-1 shows that the PLMN operator or ECSP as the consumer requests the ECS modification via the provisioning MnS.
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Figure 7.1.3.X-1: ECS modification procedure
1. PLMN operator or ECSP consumes the provisioning MnS with modifyMOIAttributes operation (see clause 11.1.1.3. in TS 28.532 [5]) for ECSFunction MOI to request ECSP management system provisioning MnS producer to modify the ECS VNF instance.

2. ECSP management system provisioning MnS producer sends a response to the consumer indicating that the modification operation is in progress.
3. If ECS instance to be modification contains virtualized part, checks whether corresponding VNF instance needs to be scaled to satisfy the modification related requirements.
4. If corresponding VNF instance needs to be scaled, provisioning MnS producer invokes corresponding VNF instance scaling procedure as described in clause 4.2.3 in TS 28.526 [Z].

5. ECSP management system provisioning MnS producer modifies the MOI for ECSFunction IOC.

6. ECSP management system provisioning MnS producer response to consumer about the modification of the ECS instance.
7.1.4
EES lifecycle management
7.1.4.X
EES modification
Figure 7.1.4.X-1 shows that the PLMN operator or ECSP as the consumer requests the EES modification via the provisioning MnS.
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Figure 7.1.4.X-1: EES modification procedure

1. PLMN operator or ECSP consumes the provisioning MnS with modifyMOIAttributes operation (see clause 11.1.1.3. in TS 28.532 [5]) for EESFunction MOI to request ECSP management system provisioning MnS producer to modify the EES VNF instance.

2. ECSP management system provisioning MnS producer sends a response to the consumer indicating that the modification operation is in progress.
3. If EES instance to be modification contains virtualized part, checks whether corresponding VNF instance needs to be scaled to satisfy the modification related requirements.
4. If corresponding VNF instance needs to be scaled, provisioning MnS producer invokes corresponding VNF instance scaling procedure as described in clause 4.2.3 in TS 28.526 [Z].

5. ECSP management system provisioning MnS producer modifies the MOI for EESFunction IOC.

6. ECSP management system provisioning MnS producer response to consumer about the modification of the EES instance.   
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