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	For the support of 5G LAN service charging, the general description about 5G VN group management and communication charging is introduced. The detailed 5G LAN service membership charging is required.
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	Add the description for the support of 5G LAN service membership charging

	
	

	Consequences if not approved:
	The support of the 5G LAN is incomplete.

	
	

	Clauses affected:
	6.2.12(New)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


	First change


[bookmark: _Toc90552384][bookmark: _Toc58598724][bookmark: _Toc51859569][bookmark: _Toc44928864][bookmark: _Toc44928674][bookmark: _Toc44664217][bookmark: _Toc36112472][bookmark: _Toc36049253][bookmark: _Toc36045373][bookmark: _Toc27579434][bookmark: _Toc20205459]6.2.2	Charging Architecture for 5G LAN charging

The 5G VN group communication charging is covered by 5G data connectivity domain converged charging architecture specified in TS 32.255 [15], using the SMF embedding the CTF.
The 5G VN group management converged charging architecture including the following architecture sepcifed in TS 32.254 [14] Annex B: 
· CEF based charging: obtains the 5G VN group information from UDM by CEF, and reports to CHF.
· NEF based charging: reports the 5G VN group charging information by NEF based on the API invocation from AF. NEF exposure function Northbound Application Program Interfaces (APIs) charging, using the NEF embedding the CTF.
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