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1. Introduction
In section 8.5.3.2.1, if the PIN server decides to delete the PIN, that the PIN server should send the PIN delete notification to PEMC, not the PIN delete response. So, this part should be corrected. 
2. Reason for Change
Correct the PIN server action if the PIN server decides to delete the PIN. 
3. Conclusions

N/A
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.542 V0.2.0
* * * Start of Change 1, all new text * * *
8.5.3.2.3
PIN delete procedure triggered by PIN server
Figure 8.5.3.2.3-1 illustrates PIN delete procedure triggered by PIN server based on request/response model.
Pre-conditions:

1.
PIN is successfully created and in use;

2.
The PIN server decides to delete a PIN.
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Figure 8.5.3.2.3-1: PIN delete procedure triggered by PEMC
1.
An event occurs at the PIN server that satisfies the trigger conditions for deleting the PIN. This event could the PIN continues to exist post the expiry of duration associated with it or the PIN server decides to not provide any PIN service in this PIN.  
2.
If the PIN server decides to delete the PIN, the PIN server sends a PIN delete notification request to PEMC.
3.
The PEMC sends the PIN delete notification response to the PIN server to acknowledge the receipt of the notification. 
4-7.   The same as stpe 4 – 7 in Figure 8.5.3.2.2-1
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