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1. Introduction
<Introduction part (optional)>
2. Reason for Change
Notifications need to be specified.
3. Conclusions

4. Proposal
It is proposed to agree the following changes to 3GPP TS 29.565.

* * * First Change * * * *
[bookmark: _Toc510696628][bookmark: _Toc35971419][bookmark: _Toc67903536][bookmark: _Toc81065796][bookmark: _Toc510696629][bookmark: _Toc35971420][bookmark: _Toc67903537][bookmark: _Toc78815795][bookmark: _Toc510696602]6.2.5	Notifications
6.2.5.1	General
[bookmark: _Toc510696630]Notifications shall comply to clause 6.2 of 3GPP TS 29.500 [4] and clause 4.6.2.3 of 3GPP TS 29.501 [5].
Table 6.2.5.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	Event Notification
	{notifUri}/notify
	notify (POST)
	TSCTSF event notification.

	Termination Request
	{notifUri}/terminate
	terminate (POST)
	Request for termination of an Individual TSC Application Session Context.



[bookmark: _Toc35971421][bookmark: _Toc67903538][bookmark: _Toc78815796]6.2.5.2	Event Notification
[bookmark: _Toc532994455][bookmark: _Toc35971422][bookmark: _Toc67903539][bookmark: _Toc78815797][bookmark: _Toc510696631]6.2.5.2.1	Description
The Event Notification is used by the TSCTSF to report one or several observed application session context events to the NF service consumer that has subscribed to such notifications via the Events Subscription sub-resource.
[bookmark: _Toc532994456][bookmark: _Toc35971423][bookmark: _Toc67903540][bookmark: _Toc78815798]6.2.5.2.2	Target URI
The Callback URI "{notifUri}/notify " shall be used with the callback URI variables defined in table 6.2.5.2.2-1.
Table 6.2.5.2.2-1: Callback URI variables
	Name
	Definition

	notifUri
	The Notification Uri as assigned within the Events Subscription sub-resource and described within the EventsSubscReqData type (see table 6.2.6.2.3-1).



[bookmark: _Toc532994457][bookmark: _Toc35971424][bookmark: _Toc67903541][bookmark: _Toc78815799]6.2.5.2.3	Standard Methods
[bookmark: _Toc532994458][bookmark: _Toc35971425]6.2.5.2.3.1	POST
This method shall support the request data structures specified in table 6.2.5.2.3.1-1 and the response data structures and response codes specified in table 6.2.5.2.3.1-1.
Table 6.2.5.2.3.1-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	EventsNotification
	M
	1 
	Provides Information about observed events.



Table 6.1.5.2.3.1-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	 
	204 No Content
	The event notification is received successfully.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Editor's Note:	Error/redirection responses are FFS.

[bookmark: _Toc35971426][bookmark: _Toc67903542][bookmark: _Toc78815800]6.2.5.3	Termination Request
6.2.5.3.1	Description
The Termination Request is used by the TSCTSF to request the NF service consumer the deletion of the Individual TSC Application Session Context resource.
6.2.5.3.2	Target URI
The Callback URI "{notifUri}/terminate " shall be used with the callback URI variables defined in table 6.2.5.3.2-1.
Table 6.2.5.3.2-1: Callback URI variables
	Name
	Definition

	notifUri
	The Notification Uri as assigned within the Individual TSC Application Session Context resource and described within the TscAppSessionContextData Data type (see table 6.2.6.2.2-1).



6.2.5.3.3	Standard Methods
6.2.5.3.3.1	POST
This method shall support the request data structures specified in table 6.2.5.3.3.1-1 and the response data structures and response codes specified in table 6.2.5.3.3.1-1.
Table 6.2.5.3.3.1-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	TerminationInfo
	M
	1 
	Provides information about the deletion of the resource.



Table 6.2.5.3.3.1-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	 
	204 No Content
	The receipt of the Notification is acknowledged.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Editor's Note:	Error/redirection responses are FFS.
* * * End of Changes * * * *

