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Proposed EGPRS2 Performance Requirements
1 Introduction
This contribution is an update to [1] & [2]. It is a compiled version of proposed performance requirements for EGPRS2 to date, that includes also [3] & [4]. The requirements are proposed as input to the specification of receiver performance requirements in 3GPP TS 45.005 Rel-7.
In some cases, requirements are proposed at 30% BLER as 10% BLER could not be achieved for these cases. These are indicated in the spread sheet (as lavender cells). Also some values are not achievable at this time. These are also indicated in the attached spread sheet.
2 Notes

There are a number of channel conditions for which it is assumed that requirements will be copied form other cases. In order to verify that this is reasonable, proposed requirements for these cases have also been included.
3 References

[1] GP-080177, “EGPRS2 Performance Requirements – Proposed Values,” Marvell, 3GPP TSG GERAN#37, February 2008
[2] AHG1-080036, “Performance Requirements for EGPRS2 Uplink Sensitivity,” Nokia Siemens Networks, 3GPP TSG GERAN WG1 ad hoc on EGPRS2/WIDER/MUROS/MCTBS, 8-11 April 2008
[3] AHG1-080017, EGPRS2-A Uplink Performance Requirements, Telefon AB LM Ericsson, 3GPP TSG WG1 GERAN ad hoc on EGPRS2/WIDER/MUROS/MCBTS, 8-11 April 2008
[4] GP-080096, “Performance requirements for EGPRS2 Downlink,” Nokia Corp, 3GPP TSG GERAN#37, February 2008

1(1)
9(9)

