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	START OF CHANGE


[bookmark: _Toc178245851][XX]	3GPP TS 36.102: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); User Equipment (UE) radio transmission and reception for satellite access".
	END OF CHANGE



	START OF CHANGE


Table 5.5a-1: Anchor and non-anchor carrier deployment combinations in FDD
	
	Anchor Carrier

	
	
	In-band
	Guard-band
	Standalone

	Non-Anchor Carrier
	In-band
	Valid (Note 1)
	Valid (Note 1)
	Valid (Note 2, Note 3)

	
	Guard-band
	Valid (Note 1)
	Valid (Note 1, Note 4)
	Valid (Note 2, Note 3)

	
	Standalone
	Valid (Note 2, Note 3)
	Valid (Note 2, Note 3)
	Valid (Note 2, Note 4)



NOTE 1:	Both carriers associated with the same LTE cell.
NOTE 2:	Total frequency span to not exceed 20MHz and both anchor and non-anchor carriers synchronised.
NOTE 3:	Not applicable to SC-PTM reception.
NOTE 4:	In NTN, deployment combinations with the same operation mode for anchor carrier and non-anchor carrier are supported in this release of the specification (see TS 36.102 [XX]). 

	END OF CHANGE
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