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1 Introduction

CB: # NRIIOT2-PDCPdup_morethan2

-  whether stage2 BL CR for TS38.470 and TS38.460 are needed?
- if agreeable, check details and revise as needed

(HW - moderator)

Summary of offline disc R3-204004
2 For the Chairman’s Notes
Propose the following:
Proposal 1: To be added. 
3 Discussion
There is a proposal in R3-203658 to add “if any” for the polling of Request OutOfSeq Report. The main reason is that the corresponding node may not have any out of sequence NR PDCP PDU SNs, when it receives the polling from the hosting node. Hence it can not send any NR PDCP PDU sequence number successfully delivered out of sequence to the hosting node.  
The updated CR is highlighted and given as follows. 
	If the Request OutOfSeq Report Flag is set to 1, the corresponding node shall, if supported, include the NR PDCP PDU sequence number successfully delivered out of sequence (if any) in the DL DATA DELIVERY STATUS to the node hosting the NR PDCP entity.


Company can provide views: whether this CR is needed, and if any change is needed. 
	Company
	Comments

	Huawei
	Yes, this update is need since there are cases that corresponding node may not have any out of sequence NR PDCP PDU SNs in case of polling report. 
Also “if supported” only indicates that the Rel-16 feature is supported, but not indicating it has any out of sequence PDCP PDU SN. 

	 
	

	
	

	
	


4 Conclusion, Recommendations [if needed]
If needed
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